
Mirant Potomac, Alexandria, Virginia

Maximum Impacts Predicted by AERMOD-PRIME

Compliance Based on Highest, Second-Highest Short-term and Highest Annual Concentrations

SO2 - Unit 1-2 cycling with 8 hrs at full load, 8 hrs at min load, 8 hrs off. Unit 5 at full load, 24 hours On. 0.24 lb/MMbtu for all units.
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X (m) Y (m) m deg m m

3-hour 543 238.4 781 1300 322787.7 4298786.0 174.8 354 4.6 39.6

24-hour 252 42.0 294 365 322787.7 4298786.0 174.8 354 4.6 39.6

Annual 31 15.7 47 80 322787.7 4298786.0 174.8 354 4.6 39.6

3-hour 585 238.4 824 1300 322787.7 4298786.0 174.8 354 4.6 39.6

24-hour 245 42.0 287 365 322787.7 4298786.0 174.8 354 4.6 39.6

Annual 36 15.7 52 80 322787.7 4298786.0 174.8 354 4.6 39.6

3-hour 595 238.4 833 1300 322763.3 4298799.5 192.1 347 6.5 39.6

24-hour 247 42.0 289 365 322787.7 4298786.0 174.8 354 4.6 39.6

Annual 29 15.7 45 80 322787.7 4298786.0 174.8 354 4.6 39.6

3-hour 519 238.4 757 1300 322787.7 4298786.0 174.8 354 4.6 39.6

24-hour 179 42.0 221 365 322787.7 4298786.0 174.8 354 4.6 0.0

Annual 19 15.7 35 80 322854.0 4298627.0 51.0 73 5.0 0.0

3-hour 500 238.4 738 1300 322770.8 4298791.5 182.7 349 6.1 39.6

24-hour 177 42.0 219 365 322880.8 4298542.5 102.7 133 6.7 0.0

Annual 22 15.7 38 80 322854.0 4298627.0 51.0 73 5.0 0.0
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https://webmail3.ensr.com/exchange/DShea/Inbox/Help converting to pdf.EML/1_multipart_xF8FF_2_Po River 3 Unit SO2 Cases.xls/C58EA28C-18C0-4a97-9AF2-036E93DDAFB3/Po River 3 Unit SO2 

Cases.xls?attach=1

Units 5, 1, 2 SO2 Case
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