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PURPOSE

The purpose of this reference guide is to provide a document that contains the information
required for a Department of EngrgDOE)/National Nuclear Security Administration (NNSA)
technical employee to successfully complete the Electrical Systems and Safety Oversight
Functional Area Qualification Standard (FAQS). Information essential to meeting the
gualification requirements iprovided; however, some competency statements require extensive
knowledge or skill development. Reproducing all the required information for those statements
in this document is not practical. In those instances, the candidate is directed to additional
resources.

SCOPE

This reference guide addresses the competency statements in the August 2007 edition of
DOE-STD-11702007,Electrical Systems and Safety Oversight Functional Area Qualification
Standard The qualification standard contains 51 competendgrsiants within 7 sections.

Please direct your questions or comments related to this document to the NNSA Learning and
Career Development Department.

PREFACE

Competency statements and supporting knowledge, skill or ability (KSA) statements from the
gualification standard are shown in contrasting bold type, while the corresponding information
associated with each statement is provided below it.

A comprehensive list of acronyms and abbreviations is found at the beginning of this document.
It is recommendedat the candidate review the list prior to proceeding with the competencies,
as the acronyms and abbreviations may not be further defined within the text unless special
emphasis is required.

The competencies and supporting KSA statements are taken directithe FAQS. Most

corrections to spelling, punctuation, and grammar have been made without remark, and all
documenirelated titles, which variously appear in roman or italic type or set within quotation
marks, have been changed to plain text, also ynagthout remark. Capitalized terms are found

as such in the qualification standard and remain so in this reference guide. When they are needed
for clarification, explanations are enclosed in brackets.

Every effort has been made to provide the most cumérimation and references available as

of December 2009. However, the candidate is advised to verify the applicability of the
information provided. It is recognized that some personnel may oversee facilities that utilize
predecessor documents to thosniified. In those cases, such documents should be included in
local qualification standards via the Technical Qualification Program (TQP).

In the cases where information about an FAQS topic in a competency or KSA statement is not
available in the newestlgion of a standard (consensus or industry), an older version is
referenced. These references are noted in the text and in the bibliography.




Unless noted otherwise, a specific reference in a competency statement to a regulation, directive,
or other indusl or consensus standard is the source of the discussion text. Some of the
directives referred to have been archived.

In DOE-STD-11702007, the letters E and V represent volts and voltage. This reference guide
uses only the letter V.

Much of the text inhis reference guide is taken directly from the four volumes of the electrical
science guides in the DOE Fundamentals Handbooks series. While efforts were made to ensure
the accuracy of the content of the manuals, the QC process has continued, and ina@rerac
occasionally identified.




GENERAL TECHNICAL COMPETENCIES
|. KNOWLEDGE OF ELECTRICAL THEORY & EQUIPMENT

1. Electrical personnel shall demonstrate a working level knowledge of electrical and
circuit theory, theorems, terminology, laws, and analysis.

a. Explain the basic law of electrostatics.
The following is taken from DOEHDBK-1011/192

The First Law of Electrostatics

The first law of electrostatics (sometimes referred to as the law of electrical charges) states
that a negative charge of the electron isadtpp, but opposite, the positive charge of the
proton. These charges are referred telastrostatic charges

In nature unlike charges (such as electrons and protons) attract each other, and like charges
repel each other. Some atoms can lose electrahsthers can gain electrons; thus, it is

possible to transfer electrons from one object to another. When this occurs, the equal
distribution of negative and positive charges no longer exists. One object will contain an
excess of electrons and become nigght charged, and the other will become deficient in
electrons and become positively charged. These objects, which can contain billions of atoms,
will then follow the same law of electrostatics as the electron and the proton. The electrons
that can moveraund within an object are said to foee electronsThe greater the number

of these free electrons an object contains, the greater its negative electric charge. Thus, the
electric charge can be used as a measure of electrons.

Charged objects repel orr@itt each other because of the way magnetic fields act together.
This force is present with every charged object. When two objects of opposite charge are
brought near one another, the electrostatic field is concentrated in the area between them, as
shown n figure 1. The direction of the small arrows shows the direction of the force as it
would act upon an electron if it were released into the electric field.

Unlike Charges Attract

Source:DOE-HDBK-1011/192

Figure 1. Electrostatic field between two algas of opposite polarity
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ike Charges Repel

Source:DOE-HDBK-1011/192
Figure 2. Electrostatic field between two charges of like polarity

When two objects of like charge are brought near one another, the lines of force repel each
other, as showmifigure 2.

The strength of the attraction or of the repulsion force depends upon two factors: (1) the

amount of charge on each object, and (2) the distance between the objects. The greater the
charge on the objects, the greater is the electrostatic Tieddgreater the distance between

the objects, the weaker is the electrostatic field between them, and vice versa. This leads us

to the law of electrostatic attraction, commonly referredtGasul omboés | aw of el
charges which states that therice of electrostatic attraction, or repulsion, is directly

proportional to the product of the two charges and inversely proportional to the square of the
distance between them, as shown in this equation:

F-K (+Q1)2('Q2)
d
where
d = distance beteen two particles (meters [m])
F = force of electrostatic attraction or repulsion (newtons [N])
K = constant of proportionality (coulonftiN-m?)
0. = charge of first particle (coulombs)
g2= charge of second patrticle (coulombs)

If gq1and gare both eithepositively or negatively charged, the force is repulsive; déngl g
are opposite polarity, or charge, the force is attractive.

APotenti al di fferenceo is the term used to d
two charged objects. If narged body is placed between two objects with a potential

difference, the charged body will try to move in one direction, depending upon the polarity of

the object. If an electron is placed between a negatively charged body and a positively

charged bodythe action due to the potential difference is to push the electron toward the

positively charged object. The electron, being negatively charged, will be repelled from the




negatively charged object and attracted by the positively charged object, as shown in
figure 3.

Source:DOE-HDBK-1011/392
Figure 3. Potential difference between two charged objects

Due to the force of the electrostatic field, these electrical charges have the ability to do work
by moving another charged partitdg attraction and/or repulsion. This ability to do work is
calledpotential therefore, if one charge is different from another, there is a potential
difference between them. The sum of the potential differences of all charged particles in the
electrostdt field is referred to aslectromotive forc€éEMF).

The basic unit of measure of potential difference is the volt, also referredatiage(V).

b. Define the following terms and their relationship in energized circuits:
A Resistance

Capacitance

Inductance

Reactance

> > > >

Information on resistance, capacitance and inductance is taken froAHDBEK-1011/192;
information on reactance is taken from DOIPBK-1011/392.

Resistance

Resistancés defined as the opposition to current flow. The amount of oppositionrentu

flow produced by a material depends upon the amount of available free electrons it contains
and the types of obstacles the electrons encounter as they attempt to move through the
material. Resistance is measured in ohms and is represented by tloé Rymbquations.
Oneohmis defined as that amount of resistance that will limit the current in a conductor to
one ampere (A or amp) when the potential difference applied to the conductor is one volt.
The shorthand notation for ohm is the Greek lettpitabomega Q). If a voltage is applied

to a conductor, current flows. The amount of current flow depends upon the resistance of the
conductor. The lower the resistance, the higher is the current flow for a given amount of
voltage. The higher the resistance, the losweéhe current flow. Resistance of a circuit is




equal to the applied voltage divided by the circuit current. The following equation is a

mathematical representation of this concept:
R (orQ) = \IL

where

| = current (A)

V = voltage
R =resistance)

Capacitance

In electromagnetism and electronics, capacitance is the ability of a body to hold an electrical
charge. Capacitance is also a measure of the amount of electrical energy stored (or separated)

for a given electric potential. A conan form of energy storage device is a pargllaete

capacitor. In a parallel plate capacitor, capacitance is directly proportional to the surface area

of the conductor plates and inversely proportional to the separation distance between the

plates. If thechargesonthe platesareQ and 1T Q, and V gives the Vv
plates, then the capacitance is given by

c=¢
%4

Capacitance is defined as the ability to store an electric charge and is symbolized by the
capital letter C. Capacitance, measured in farads, is equa &ortbunt of charge (Q) that

can be stored in a device or capacitor divided by the voltage (V) applied across the device or
capacitor plates when the charge was stored. The following equation is the mathematical
representation for capacitance:

Ic:C{A—V)
At
where

|c = capacitive or capacitor current

C = capacitance

V= change in voltage
t = change in time

Inductance

Inductance is defined as the ability of a coil to store energy, induce a voltage in itself, and
oppose changes in current flowing through it. The symbol used to indicate inductance in
electrical formulagind equations is a capital L. The units of measurement are lcatieés

The unit henry is abbreviated by the capital letter H. One henry is the amount of inductance
(L) that permits one volt to be induced when the current through the coil changeseabia

one ampere per second.




The quantitative definition of the (sélfinductance of a wire loop in Sl units (webers per
ampere, known as henries) is

whereLi s t he inductance, 0 denotes the magnet.
N is the number of wire turns, ands the current in amperes.

The following equation is the mathematical representation for the voltagdiced in a
coil with inductance L. The negative sign indicates that voltage induced opposes the change
in current through the coil per unit tim&l{At):

v=-L(3)
Reactance

In an inductive alternating current (AC) circuit, the current is continuallpgihg and is
continuously inducing an EMF. Because this EMF opposes the continuous change in the
flowing current, its effect is measured in ohms. This opposition of the inductance to the flow
of an AC is callednductive reactancéX,).

The following eqution is the mathematical representation of the current flowing in a circuit
that contains only inductive reactance:

1= L
XL

where

| = effective current (A)

X = inductive reactance))

V = effective voltage across the reactance

The value of Xin any circuit is dependent on the inductance of the circuit and on the rate at
which the current is changing through the circuit. This rate of change depends on the
frequency of the applied vialge. The following equation is the mathematical representation
for X,:

XL: 2nf L

where

n=~3.14

f = frequency (hertz [Hz])
L = inductance (H)

The magnitude of an induced EMF in a circuit depends on how fast the flux that links the
circuit is changing.




In considering the relationship between resistance impedance and reactive impedance, the
associated equation is used:

Z=R+j (X +Xo)

where

Z = total reactive impedance
R = resistance

j = square root ofl

X, = inductive reactance

Xc = capacitive reaance

The voltage across a circuit that has resistance and reactive impedance would then be as
follows:

V=1IxZ

Capacitive reactance ¢Xis the opposition by a capacitor or a capacitive circuit to the flow

of current. The current flowing in a capacitisiecuit is directly proportional to the

capacitance and to the rate at which the applied voltage is changing. The rate at which the
applied voltage is changing is determined by the frequency of the supply; therefore, if the
frequency of the capacitanceafjiven circuit is increased, the current flow will increase. It

can also be said that if the frequency or capacitance is increased, the opposition to current
flow decreases; therefore, capacitive reactance, which is the opposition to current flow, is
inversely proportional to frequency and capacitance. Capacitive reactance is measured in
ohmes, as is inductive reactance. The following equation is a mathematical representation for
capacitive reactance:

where

f = frequency (Hz)
n=-~3.14

C = capacitance (farads)

c. Explain the following fundamental laws of circuit analysis:
A Ohmoés Law
A Kirchhoffds Law

The following is taken from DOHEDBK-1011/192.

Ohmdés Law

In 1827, Georg Simon Ohm discovered that there was a definite relationshgebetw
vol tage, current, and resistance in an el
and can be stated in three ways.

ect



1. Applied voltage equals circuit current times the circuit resistance. This is represented
by the equation:

V=IxR

2. Currentis equal to the applied voltage divided by the circuit resistance. This is
represented by the equation:

I_V
R

3. Resistance of a circuit is equal to the applied voltage divided by the circuit current:

R or\liq =
where
| = current
V = voltage
R = resistancey()
Similarly, Ohmés | aw can be applied for tot a
eguations can be used:
V=IxZ
|:\L
Z
and
z:VI_

Kirchhoffds Laws

Oh mod s |rinewtharelatianship between current, voltage, and resistance. It can be

applied to circuits that are relatively simple in nature. However, many circuits are extremely
compl ex and cannot be solved with Ohmbs | aw.
branches that would make the use of Ohmés | a

Through experimentation in 1857, the German physicist Gustav Kirchhoff developed
methods to solve complex circuits. Kirchhoff developed two conclusions, known today as
Kirchhwsf f ds |

Kirchhoffdéds voltage | aw: The sum of the vo
the sum of the voltage sources of that loop.




Kirchhoffdéds current | aw: The current arriv
the current leaving thatipction.

The voltage law gives the relationship between the voltage drops around any closed loop in a
circuit, and the voltage sources in that loop. The total of these two quantities is always equal.
In equation form,

Vsource= V1 + Vo +Va+etc. =l1 R+ b Ry + I3 R3 + etc.

2V source= ZIR
wherethesymbd (t he Greek | etter sigma) means fithe
For a simple series circuit, Kirchhoffds vol

Find the current in the circuit shown in figure 4.

200

—AAN +
\ [EAY,
v

= 100

80 Volts — IS
Y + J'l{?+

Source:DOE-HDBK-1011/1-92
Figure 4. Using Kirchhoff's voltage law to find current with one source
Use the following equation to apply Kirchhof

2V source= ZIR
80 = 20(1) + 10(I)
80 = 30(l)
| = 80/30 = 2.66 amperes

In the problem abovehe direction of current flow was known before solving the problem.

When there is more than one voltage source, the direction of current flow may or may not be
known. In such a case, a direction of current flow must be assumed in the beginning of the
problem. All the sources that would aid the current in the assumed direction of current flow
are then positive, and all that would oppose current flow are negative. If the assumed
direction is correct, the answer will be positive. The answer would be neddhige

direction assumed was wrong. In any case, the correct magnitude will be attained.




For example, what is the current flow in figure 5? Assume that the current is flowing in the
direction shown.

300 70 Volts
+ — || +

<
D

+

Source:DOE-HDBK-1011/192

Figure 5. Using Kirchhoff's voltage law to find current with multiple battery sources

Using Kirchhoffés voltage | aw:

2V source= ZIR
507 70 =301 + 101
-20 = 40l
| =-20/40
I=-0.5

The result is negative. The current is actually 0.5 ampere in the opposite direction to that of
the assumed direction.

Kirchhoffds second | aw (illustgstadteaels:i ni At gamnm
junction point in a circuit, the current arrtr
amperes of current arrive at a junction that has two paths leading away from it, 15 amperes

will divide between the two branches, but a totfal5 amperes must leave the junction.

From Kirchhoffés current | aw, the sum of the
entering the branches, as well as the total current leaving the branches.




lout 2

ln 3

lin = lout 1+ lout 2 ln1 Flnz + a3 = lout

Source:DOE-HDBK-1011/192
Figure 6. lllustration of Kirchhoff's current law
I n equation form, Kirchhoffds current | aw ma

InT lour=0
or

Iin=lour

Kirchhoffdéds | aws are powerful tools in solvi
laws can beelated to conservation of energy and charge if we look at a circuit with one load

and source. Since all of the power provided from the source is consumed by the load, energy

and charge are conserved. Since voltage and current can be related to enehgygmdhen
Kirchhoffds | aws are only restating the | aws

d. Explain the use of the following theorems in network analysis and describe their
application in circuit reduction techniques:

A Theveninés Theorem

Nort onedbrem T h

Maximum Power Transfer Theorem

Superposition Theorem

> > > >

The following is taken fromll About Circuits.convol. I, ch 10

Theveninds Theorem

Thevenindés Theorem states that 1t is possibl
complex, to an equatent circuit with just a single voltage source ardesresistance

connected to a load. The qualification of linear means that all the underlying equations must

be linear (no exponentsorrootf)h eveni ndés Theorem i s the basi
Equivalen Circuit, which is especially useful in analyzing power systems and other circuits

where one patrticular resistor in the circuit (called the load resistor) is subject to change, and
re-calculation of the circuit is necessary with each trial value of lesidtance, to determine

voltage across it and current through it.




Nortonds Theorem

Nortonds Theorem (the basis of the Norton egqg
simplify any linear circuit, no matter how complex, to an equivalent circuit jut a single
current source angarallelr esi st ance connected to a | oad.
the qualification of linear means that all underlying equations must be linear (no exponents or
roots). As with the Thevenin equivalent circuite thnly useful information from this analysis

is the voltage and current values for the load resistor; the rest of the information is irrelevant

to the original <circuit. However, the same a
Nor t on 6 s wewssh o anklyze load ffesistor voltage and current over several

different values of load resistance, we can use the Norton equivalent circuit again and again,
applying nothing more complex than simple pa
happeimg with each trial load.

Maximum Power Transfer Theorem

The Maximum Power Transfer Theorem is not so much a means of analysis as it is an aid to
system design. Simply stated, the maximum amount of power will be dissipated by a load
resistance when thatdd resistance is equal to the Thevenin/Norton resistance of the

network supplying the power. If the load resistance is lower or higher than the
Thevenin/Norton resistance of the source network, its dissipated power will be less than
maximum.

This is essetially what is aimed for in radio transmitter design, where the antenna or
transmission line impedance is matched to final power amplifier impedance for maximum
radio frequency (RF) power output. Impedance, the overall opposition to AC and DC current,
is very similar to resistance, and must be equal between source and load for the greatest
amount of power to be transferred to the load. A load impedance that is too high will result in
low power output. A load impedance that is too low will not only resutiinpower output,

but possibly overheating of the amplifier due to the power dissipated in its internal (Thevenin
or Norton) impedance.

Superposition Theorem

The strategy used in the Superposition Theorem is to eliminate all but one source of power

within a network at a time, using series/parallel analysis to determine voltage drops (and/or
currents) within the modified network for each power source separately. Then, once voltage

drops and/or currents have been determined for each power source workmatebehe

values are all Asuperi mposedod on top of weach
voltage drops/currents with all sources active.

It must be noted, though, that the Superposition Theorem works only for circuits that are
reducible to sries/parallel combinations for each of the power sources at a time (thus, this
theorem is useless for analyzing an unbalanced bridge circuit), and it only works where the
underlying equations are linear (no mathematical powers or roots). The requisiéafy

means that Superposition Theorem is only applicable for determining voltage and current,
not power Power dissipations, being nonlinear functions, do not algebraically add to an
accurate total when only one source is considered at a time. Tdhéondaearity also means

this Theorem cannot be applied in circuits where the resistance of a component changes with




voltage or current. Hence, networks containing components like lamps (incandescent or gas
discharge) or varistors could not be analyzed.

Another prerequisite for the Superposition Theorem is that all components must be bilateral,
meaning that they behave the same with electrons flowing either direction through them.
Resistors have no polarigpecific behavior, and so the circuits we'verbsteidying so far all
meet this criterion.

The Superposition Theorem finds use in the study of AC circuits, and semiconductor
(amplifier) circuits, where sometimes AC is often mixed (superimposed) with DC. Because
AC voltage and c urawgearetlinea mai lke DCowesan 1s®@h mdé s L
Superposition to analyze the circuit with just the DC power source, then just the AC power
source, combining the results to tell what will happen with both AC and DC sources in effect.
For now, though, Superpositiavill suffice as a break from having to do simultaneous
eqguations to analyze a circuit.

e. Discuss the fundamental relationships in Direct Current (DC) circuits among
voltage, current, resistance, and power.

The information for KS&ESHDBKA@/ED (ththiés obrceiQs t a k e
= charge).

Voltage

Voltage EMF, or potential difference, is described as the pressure or force that causes
electrons to move in a conductor. In electrical formulas and equations, voltage is symbolized
with a capital Ewhile on laboratory equipment or schematic diagrams, voltage is often
represented with a capital V. In this guide, voltage will always be represented with a capital
V.

Current

Electroncurrent or amperage, is described as the movement of free electrongtta
conductor. In electrical formulas, current is symbolized with a capital I, while in the
laboratory or on schematic diagrams, it is common to use a capital A to indicate amps or
amperage (amps). In this guide, current will always be represented wattital I.

Resistance

Now that we have discussed the concepts of voltage and current, we are ready to discuss a
third key concept called resistan&esistancés defined as the opposition to current flow.

The amount of opposition to current flow prodddoy a material depends upon the amount

of available free electrons it contains and the types of obstacles the electrons encounter as
they attempt to move through the material. Resistance is measured in ohms and is
represented by the symbol (R) in equasioOne ohm is defined as that amount of resistance
that will limit the current in a conductor to one ampere when the potential difference
(voltage) applied to the conductor is one volt. The shorthand notation for ohm is the Greek
letter capital omega)). If a voltage is applied to a conductor, current flows. The amount of
current flow depends upon the resistance of the conductor. The lower the resistance, the




higher the current flow for a given amount of voltage. The higher the resistance, the lower
the current flow.

Ohmdés Law

Ohmés Law is discussed in detail in KSA 6c6é
relationship between voltage, current, and resistance in an electrical circuit, and can be
represented by the equation:

E=zIXRorE=IR

where

E = voltage (V)

| = current (A)

R = resistanceC})

Power

Electricity is generally used to do some sort of work, such as turning a motor or generating
heat. Specificallypoweris the rate at which work is done, or the rate at which heat is
generated. The unit commonly used to specify electric powke iwatt. In equations, power

is abbreviated with the capital letter P, and watts, the units of measure for power, are
abbreviated with the capital letter W. Power is also described as the current (I) in a circuit
times the voltage (E) across the circuiteTollowing equation is a mathematical
representation of this concept.

P=IxEorP=IE

f. Explain the treatment of inductance and capacitance values in steady-state direct
current circuits.

Inductance is defined as the ability of a coil to store ena@ndygce a voltage in itself, and

oppose changes in current flowing through it. The symbol used to indicate inductance in
electrical formulas and equations is a capital L. The units of measurement are called henries.
The unit henry is abbreviated by using ttapital letter H. One henry is the amount of
inductance (L) that permits one volt to be induced)(When the current through the coll
changes at a rate of one ampere per second. The equation below is the mathematical
representation of the rate of chamgeurrent through a coil per unit time.

AIJ
AT
The next equation is the mathematical representation for the voltagelifced in a coil

with inductance L. The negative sign indicates that voltage induced oppesgsange in
current through the coil per unittimep( | / p t ) .

Al
AT




Capacitances defined as the ability to store an electric charge and is symbolized by the

capital letter C. Capacitance (C), measured in farads, is equal to the amount of charge (Q)

that can be stored in a devimecapacitor divided by the voltage (E) applied across the
device or capacitor plates when the charge was stored. The following equation is the
mathematical representation for capacitance.

g. Discuss the fundamental relationships in Alternating Current (AC) circuits among
voltage, current, resistance, reactance, impedance, power, and power factor.

The following is taken from DOEHDBK-1011/392 (in this source Q = reactive power).

These relationships are very complex and thus arestisd only briefly here. See modules
7, 8 & 9 of the above reference for a much more detailed discussion.

In AC circuits, voltage and current are normally out of phase and as a result, not all the
power produced by the generator can be used to accomlighBy the same token, power

cannot be calculated in AC circuits in the same manner as in DC circuits. The power triangle

(figure 7) equates AC power to DC power by showing the relationship between generator
output (apparent pow@rS) in voltamperes (VA)usable power (true powé@rP) in watts,
and wasted or stored power (reactive p@v@) in voltamperegeactive (VAR). The phase
angle 0) represents the efficiency of the AC circuit and corresponds to the total reactive
impedance (Z) to the current flowtihe circuit.

Q= 1PX = El sin &

Reactive Power
(VARS)

S = 12Z = g

Apparent Power
(vA)

P =1°R = El cos O

True Power (WATTS)
A 4

Source:DOE-HDBK-1011/392

Figure 7. Power triangle




Apparent power, reactive power, and true power can be calculated by using the DC
equivalent (roomeansquare [RMS] value) of the AC voltagad current components along
with the power factor.

h. Describe how the following methods produce a voltage:
A Electrochemistry

Static electricity

Magnetic induction

Piezoelectric effect

Thermoelectricity

Photoelectric effect

Thermionic emission

D> > D> >

The informatiof or KSAs O6hdé t hr ou-gDBK-A4QJ1lH192.s t aken fro

Electrochemistry

As illustrated in figure 8, chemicals can be combined with certain metals to cause a chemical
reaction that will transfer electrons to produce electrical energy. A chemicabreacti

produces and maintains opposite charges on two dissimilar metals that serve as the positive
and negative terminals. The metals are in contact with an electrolyte solution. Connecting
together more than one of these cells will produce a battery.
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Soure@: DOE-HDBK-1011/192

Figure 8. Voltaic chemical cell

Static Electricity

If electrons are removed from the atoms in a body of matter, as happens due to friction when
one rubs a glass rod with a silk cloth, it will become eledlyigmsitive, as illustrated in

figure 9. If this body of matter (i.e., the glass rod) comes near, but not in contact with another
body having a normal charge, an electric force is exerted between them because of their

unequal charges. The existence of florce is referred to asatic electricityor electrostatic
force

Source:DOE-HDBK-1011/192

Figure 9. Static electricity model




Magnetic Induction

Magnetic induction is used to produce a voltage by rotating coils of wireghra stationary
magnetic field (figure 10), or by rotating a magnetic field through stationary coils of wire.
This is one of the most useful and widely employed applications of producing vast quantities
of electric power.

Source:DOE-HDBK-1011/192
Figure 10. Magnetic induction model

Piezoelectric Effect

By applying pressure to certain crystals, electrons can be driven out of orbit in the direction
of the force. Electrons leave one side of the material and accumulate on thedshe

building up positive and negative charges on opposite sides (figure 11). When the pressure is
released, the electrons return to their orbits.

+—t+—t—+—+
+—+—+—+—+

Source:DOE-HDBK-1011/192

Figure 11. Piezoelectric model

Thermoelectricity

When two dissimilar metals, such as copper and zinc, are joined, a transfer of electrons can
take place. A voltage potential is created across the junction of the two metals. As heat




energy is applied to the junction, more electrons are released, andtéye amtential
becomes greater (figure 12). When heat is removed and the junction cools, the charges will
dissipate and the voltage potential will decrease.

Current Flow
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Source:DOE-HDBK-1011/192
Figure 12. Thermoelectricity model

Photoeletric Effect

Light is a form of energy and is considered by many scientists to consist of small particles of
energy callegphotons When the photons in a light beam strike the surface of a material, they
release their energy and transfer it to the atoneicteins of the material, which may

dislodge electrons from their orbits around the surface of the material. Upon losing electrons,
the photosensitive (light sensitive) material becomes positively charged and an electric force
is created (figure 13).

Light Beam ’/’ +al
(Photon Enerqy) Pl
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Souce: DOE-HDBK-1011/392

Figure 13. Photoelectric effect




Thermionic Emission

A thermionic energy converter is a device consisting of two electrodes placed near one
another in a vacuum. One electrode is normally calledatteode(or emitter), and when the
cathode is very hot, the electron energies are greatly increased by thermal motion. The
liberation of electrons from a hot surface is catlegtmionic emissianThe simplest example
of a thermionic device is a vacuum tube diode/imich the only electrodes are the cathode
and plate, or anode, as shown in figure 14.
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Glass Support

FProngs cor Pins

Source:DOE-HDBK-1011/192
Figure 14. Thermionic emission

i. Using appropriate data, calculate the total resistance for a circuit containing
combinations of parallel and series resistance.

Resistance in a Series Circuit

The total resistance in a series circuit is equal to the sum of all the parts of that circuit, as
shown in the following equation:

Rr=Ri+ R+ Rs... etc.

where
R+ = resistancéotal
Ri, Ry, and R = resistance in series

Example: A series circuit has a 60 a 100Q2, and a 15@ resistor in series (figure 15).
What is the total resistance of the circuit?
Solution:

Rri=Ri+Ra+Rs




=60 + 100 + 150
=310Q

R
N'f\'f\v

I
600

Source:DOE-HDBK-10171-92
Figure 15. Resistance in a series circuit

Resistance in a Parallel Circuit
The equation for calculating parallel resistancgsRR Rs....up to R (figure 16) is as

follows:
1

Total parallel resistance® = I I T 1
—+ —+ —+3 +
Ri Rz Rjg Rp
g < < -~
i RS RS T R

Source:DOE-HDBK-1011/392

Figure 16. Resistance in a parallel circuit




Similar to the equations for calculating series and parallel resistance, the following equations
can be used for series and parallel impedance:

Total seies impedance: Z =14 Z, + Z3 + € +7,

and
. 1
Total parallel impedancez =
1 1 1 1
—+ —+ —+3 +—
Zy Zz Z3 Zn

j. Using appropriate data for a circuit, calculate the reactance of that circuit.

This is a performanebased KSA. The Qualifying Official will evaluate its contjpe.

k. Discuss the importance of step potential.

The information for KSAs O0kdé and 6106 is take

Step potential is the voltage between the feet of a person standing near an energized
grounded obiject (i.e., foot to foot). # equal to the difference in voltage, given by the
voltage distribution curve, between two points at different distances from the electrode. A
person could be at risk of injury during a fault simply by standing near the grounding point.

An engineering angsis of the power system under fault conditions must be used to

determine whether or not hazardous step and touch voltages will develop. The result of this
analysis can ascertain the need for protective measures and can guide the selection of
appropriate pecautions. These include, but are not limited to: restricting employees from

areas where hazardous step or touch potentials could arise can protect employees not directly
involved in the operation being performed; employees on the ground in the vi€inity o
transmission structures should be kept at a distance where step voltages would be insufficient
to cause injury; employees should not handle grounded conductors or equipment likely to
become energized to hazardous voltages unless the employees aramuipotential

zone or are protected by insulating equipment.

I. Discuss the importance of touch potential.

Touch potential is the voltage between the energized object and the feet of a person in

contact with the object (i.e., hand to foot). It is equdhwodifference in voltage between the

object (which is at a distance of 0 feet) and a point some distance away. It should be noted

that the touch potential could be nearly the full voltage across the grounded object if that

object is grounded at a pointmete from the place where the person is in contact with it. For
example, a crane that was grounded to the system neutral and that contacted an energized line
would expose any person in contact with the crane or itesutated load line to a touch

potental nearly equal to the full fault voltage.

An engineering analysis of the power system under fault conditions must be used to
determine whether or not hazardous step and touch voltages will develop. The result of this




analysis can ascertain the need fmtgctive measures and can guide the selection of
appropriate precautions. These include, but are not limited to: restricting employees from
areas where hazardous step or touch potentials could arise can protect employees not directly
involved in the opettéon being performed; employees on the ground in the vicinity of
transmission structures should be kept at a distance where step voltages would be insufficient
to cause injury; employees should not handle grounded conductors or equipment likely to
become pergized to hazardous voltages unless the employees are within an equipotential
zone or are protected by insulating equipment.

Electrical personnel shall demonstrate a working level knowledge of basic AC theory.

The information f ord caonmdp el 3ebn cayn ds ttaht eeinre na sss adc2
from DOEHDBK-1011/392.

a. Define the effective value of an AC relative to DC.

Effective value of AC is the amount of AC that produces the same heating effect as an equal
amount of DC. In simpler terms, one ampeifective value of AC will produce the same
amount of heat in a conductor, in a given time, as one ampere of DC.

Effective value of AC can be calculated by squaring all the amplitudes of the voltage sine
wave over one period, taking the average of thateeg, and then taking the square root.

The effective voltage value, being the root of the mean (average) square of the voltages, is
known as theoot-meansquare or RMS, voltage value.

The RMS voltage (Ms) value is

J2

Vrms:7 Vmax= 0.707 Mnax

The associated RMS curreng can then be calculated using the equation below. Note: The
current of any electrical circuit is derived by the applied voltage source and the total
impedance of that circuit.

lims=Vims% Z

b. Describe the relationship between maximum, average, and Root-Mean-Square
(RMS) values of voltage and current in an AC waveform.

One way to refer to AC voltage or current is by peak voltage)dr peak current hy),
these values representing the maximum voltage or cdmeah AC sine wave.

The values of current (I) and voltage (V) that are normally encountered are assumed to be
RMS values; therefore, no subscript is normally used.

Another useful value is the average value of the amplitude during the positive half of the
cycle. The following equations show the mathematical relationship between maximm (V
Imax), RMS (V, 1), and average @V lav) voltage and current:




Voltage=0.637 \axi 0.90 V
Current=0.637 hax1 0.90 |

c. Using adiagram of two sine waves, describe the phase relationship between the
two waves.

The output voltage of an AC generator can be expressed in two ways. One way is represented
algebraically. Another way is represented graphically by use of a sine wave (figure 17).
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Source:DOE-HDBK-1011/392

Figure 17. Graphical representation of a sine wave

Of additional importance is phase angle. Phase angle is the fraction of a cycle, in degrees,
that has gone by since a voltage or current has passed through a givemhealgigen value

is normally zero. Referring to figure 17, take point 1 as the starting point, or zero phase. The
phase at point 2 is 30°, point 3 is 60°, point 4 is 90°, and so on, until point 13, where the
phase is 360°, or zero. A term more commonhdusehase differencelhe phase difference

can be used to describe two different voltages that have the same frequency, which pass
through zero values in the same direction at different times.

In figure 18, which illustrates the phase relationship betvilkee two waves, the angles along
the axis indicate the phases of voltagesne @ at any point in time. At 120°; passes
through the zero value, which is 60° ahead,¢é&gquals zero at 180°). The voltagése

said to lead £by 60 electrical deges, or it can be said thatlags e by 60 electrical degrees.
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Source:DOE-HDBK-1011/392
Figure 18. Phase relationship between two sine waves

Electrical personnel shall demonstrate a working level knowledge of the construction
and operation of AC generators (such as operating characteristics, method of torque
production, and the advantages of specific motor types).

a. Describe the basic construction and operation of a simple AC generator.

The elementary AC generator (figure 18hsists of a conductor, or loop of wire in a

magnetic field that is produced by an electromagnet. The two ends of the loop are connected
to slip rings, and they are in contact with two brushes. When the loop rotates it cuts magnetic
lines of force, firstm one direction and then the other.

Source:DOE-HDBK-1011/392
Figure 19. Simple AC Generator
b. Describe the development of a sine-wave output in an AC generator.

At the instant the loop is in the vertical position (figure 20, the coil sides are moving

parallel to the field and do not cut magnetic lines of force. In this instant, there is no voltage
induced in the loop. As the coil rotates in a counterclockwise direction, the coil sides will cut
the magnetic lines of force irpposite directions. The direction of the induced voltages
depends on the direction of movement of the coil.




The induced voltages add in series, making slip ring X (figure 19) positive (+) and slip ring

Y (figure 19) negative-J. The potential across rews R will cause a current to flow from Y

to X through the resistor. This current will increase until it reaches a maximum value when
the coil is horizontal to the magnetic lines of force (figure 20).9he horizontal coil is

moving perpendicular to tHeeld and is cutting the greatest number of magnetic lines of

force. As the coil continues to turn, the voltage and current induced decrease until they reach
zero, where the coil is again in the vertical position (figure 20})180the other half

revolution, an equal voltage is produced except that the polarity is reversed (figure 20, 270
360C). The current flow through R is now from X to Y (figure 19).
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Source:DOE-HDBK-1011/392
Figure 20. Development of sireave output iran AC generator

The periodic reversal of polarity results in the generation of a voltage, as shown in figure 20.
The rotation of the coil through 360° results in an AC sine wave output.

c. Define the following terms in relation to AC generation:
A Radians/second
A Hertz
A Period

Regarding AC generationadians/secondefers to the velocity the loop turriggrtz
(frequency) refers to the number of cycles in one secondyenmbrefers to the time it




takes to complete one cycle. The following equation furthestitates the relationship of
these terms:

T=1/i
which can be represented inversely as
f=1T

where
f=Hz
T = period

Radians/Second

The frequency of an alternating voltage or current can be related directly to the angular

velocity of a rotating coil. Té unit of angular velocityis adi ans perrada@axcond, a
is a full revolution. A radian is an angle that subtends an arc equal to the radius of a circle.

One radian equals 57.3 degrees. One cycle of the sine wave is generated when the coil rotates
2 radi ans . Tibnas tHe matHematicalnmetptiorship between frequency (f)

and the angular velocity (¥) in an AC circui

w = 2nf

where

© = angular velocity (radians/second)
f= frequency (Hz)

Hertz and Period

When a voltage is produced by an AC generator, the resuitingnt varies in step with the
voltage. As the generator coil rotates 360°, the output voltage goes through one complete
cycle. In one cycle, the voltage increases from zerartaxin one direction, decreases to
zero, increases tonkaxin the opposite daction (negative Bax), and then decreases to zero
again. The value offBaxoccurs at 90° and is referred to as peak voltage. The time it takes
for the generator to complete one cycle is called the period, and the number of cycles per
second is called thieequency (measured in hertz).

d. Using the type and application of an AC generator, describe the operating
characteristics of that generator, including methods of voltage production,
advantages of each type, and methods for paralleling.

There are two typed &C generators: the stationary field, rotating armature; and the rotating
field, stationary armature.

Stationary Field, Rotating Armature AC Generator

Small AC generators usually have a stationary field and a rotating armature (figure 21). One
importantdisadvantage to this arrangement is that the slip ring and brush assembly is in




series with the load circuits and because of worn or dirty components, may interrupt the flow
of current. This generator produces modest amounts of voltage.

Sl rings

Source:DOE-HDBK-1011/392
Figure 21. Stationary field, rotating armature AC generator

Rotating Field, Stationary Armature AC Generator

If DC field excitation is connected to the rotor, the stationary coils will have AC induced in
them (figure 22)This arrangement is called-atating field, stationary armature AC

generator The rotating field, stationary armature type AC generator is used when large
power generation is involved. In this type of generator, a DC source is supplied to the
rotating field coils, which produces a magnetic field around the rotating element. As the rotor
is turned by the prime mover, the field will cut the conductors of the stationary armature, and
an EMF will be induced in the armature windings.

Stator field

Rotor fisld {rctcltinq]l/
Slip rings /

dnd brushes

1
Field

excitation

Source:DOE-HDBK-1011/392
Figure 22. Rotating field, stationary armature AC generator

This type of AC generator has several advantages over the stationary field, rotating armature
AC generator: (1) a load can be connected to the armature without ncowitagts in the




circuit; (2) it is much easier to insulate stator fields than rotating fields; and (3) much higher
voltages and currents can be generated.

Paralleling AC Generators

Three conditions must be met prior to paralleling (or synchronizing) A€rgems:

1. Their terminal voltages must be equal. If the voltages of the two AC generators are
not equal, one of the AC generators could be picked up as a reactive load to the other
AC generator. This causes high currents to be exchanged between the hweesjac
possibly causing generator or distribution system damage.

2. Their frequencies must be equal. A mismatch in frequencies of the two AC generators
will cause the generator with the lower frequency to be picked up as a load on the
other generator (a coiidn referred to asotoring. This can cause an overload in
the generators and the distribution system.

3. Their output voltages must be in phase. A mismatch in the phases will cause large
opposing voltages to be developed. The woaste mismatch would H80° out of
phase, resulting in an opposing voltage between the two generators of twice the
output voltage. This high voltage can cause damage to the generators and distribution
system due to high currents.

During paralleling operations, voltages of th@tgenerators that are to be paralleled are
indicated through the use of voltmeters. Frequency matching is accomplished through the use
of output frequency meters. Phase matching is accomplished through the use of a
synchroscope, a device that senseswleftequencies and gives an indication of phase
differences and a relative comparison of frequency differences.

e. State the purpose of the following components of an AC generator:
A Field

Armature

Prime mover

Rotor

Stator

Slip rings

> D> >

Field

Thefield in an AC gaerator consists of coils of conductors within the generator that receive
a voltage from a source (calledcitatior) and produce a magnetic flux. The magnetic flux in
the field cuts the armature to produce a voltage. This voltage is ultimately the\mitage

of the AC generator.

Armature

Thearmaturds the part of an AC generator in which voltage is produced. This component
consists of many coils of wire that are large enough to carry thiméadlcurrent of the
generator.

Prime Mover

Theprime moveiis the component that is used to drive the AC generator. The prime mover
may be any type of rotating machine, such as a diesel engine, a steam turbine, or a motor.




Rotor

Therotorof an AC generator is the rotating component of the generator, as shbguren

21. The rotor is driven by the generatords
turbine, or diesel engine. Depending on the type of generator, this component may be the
armature or the field. The rotor will be the armature if the voltageub is generated there;

the rotor will be the field if the field excitation is applied there.

Stator

Thestatorof an AC generator is the part that is stationary (refer to figure 21). Like the rotor,
this component may be the armature or the field, déipgron the type of generator. The

stator will be the armature if the voltage output is generated there; the stator will be the field
if the field excitation is applied there.

Slip Rings

Slip ringsare electrical connections that are used to transfermtoveand from the rotor of

an AC generator (refer to figure 21). A slip ring consists of a circular, conducting material
that is connected to the rotor windings and insulated from the shaft. Brushes ride on the slip
ring as the rotor rotates. The electricannection to the rotor is made by connections to the
brushes. Slip rings are used in AC generators because the desired output of the generator is a
sine wave. In a DC generator, a commutator is used to provide an output whose current
always flows in thepositive direction, as shown in figure 23. This is not necessary for an AC
generator. Therefore, an AC generator may use slip rings, which will allow the output current
and voltage to oscillate through positive and negative values. This oscillatioriazferahd

current takes the shape of a sine wave.

Cutput With Slip Rings
+ (AC Sine Wawve)

— P One Complete Revolution

Output With A Commutator
+ (Pulsating DC)

Onea Complete Revuhltiuh—‘l

Source:DOE-HDBK-1011/392

Figure 23. Sinewave output with slip rings

P



f. Using the speed of rotation and number of poles, calculate the frequency output
of an AC generator.

A simple AC generator consists of (1) a strong magnetic field, (2) conductors that rotate
through that magnetic field, and (3) a means by which a continuous connection is provided to
the conductors as they are rotating (see figure 19). The strong magneticgreldused by a
current flowing through the field coil of the rotor. The field coil in the rotor receives

excitation through the use of slip rings and brushes. Two brushes arelsgdrig contact

with the slip rings to provide the continuous connectidween the field coil and the

external excitation circuit. The armature is contained within the windings of the stator and is
connected to the output. Each time the rotor makes one complete revolution, one complete
cycle of AC is developed. A generator magny turns of wire wound into the slots of the

rotor.

The magnitude of AC voltage generated by an AC generator depends on the field strength
and speed of the rotor. Most generators are operated at a constant speed; therefore, the
generated voltage depenuts field excitation, or strength.

The frequency of the generated voltage depends on the number of field poles and the speed at
which the generator is operated, as indicated in the following equation:

where

f = frequency (Hz)

N = rotor speed (rpm)

P = total number of poles

120 = conversion from minutes to seconds and from poles to pole pairs

g. Listthethreelosses found in an AC generator.

Internal Resistance Losses

The load current flows through the armature in all AC generdtikes.any coil, the armature

has some amount of resistance and inductive reactance. The combination of these make up
what is known as thiaternal resistancewhich causes a loss in an AC generator. When the

load current flows, a voltage drop is developetbss the internal resistance. This voltage

drop subtracts from the output voltage and, therefore, represents generated voltage and power
that is lost and not available to the load.

Hysteresis Losses

Hysteresis lossesccur when iron cores in an AC gerteraare subject to effects from a
magnetic field. The magnetic domains of the cores are held in alignment with the field in
varying numbers, dependent upon field strength. The magnetic domains rotate, with respect
to the domains not held in alignment, a@enplete turn during each rotation of the rotor.

This rotation of magnetic domains in the iron causes friction and heat. The heat produced by
this friction is callednagnetic hysteresis lass




Mechanical Losses

Rotational ormechanical lossesan be causely bearing friction, brush friction on the
commutator, and air friction (calledindagg, which is caused by the air turbulence due to
armature rotation.

h. Given the prime mover input and generator output, determine the efficiency of an
AC generator.

Efficiency of an AC generator is the ratio of the useful power output to the total power input.
Because any mechanical process experiences some losses, ho AC generators can be
100percent efficient. Efficiency of an AC generator can be calculated using th&ifglo
equation:

Output
Input

Efficiency = x100

i. Describe the basis for the kilowatt and kilovolt-amperes ratings of an AC
generator.

Typical nameplate data for an AC generator (see figure 24) includes (1) manufacturer;

(2) serial number and type numbéB) speed (RPM), number of poles, frequency of output,
number of phases, and maximum supply voltage; (4) capacity rating in kilonpkres

(kVA) and kilowatts (kW) at a specified power factor and maximum output voltage;

(5) armature and field currenepphase; and (6) maximum temperature rise. Power (kW)
ratings of an AC generator are based on the ability of the prime mover to overcome generator
losses and the ability of the machine to dissipate the internally generated heat. The voltage
rating of an AC generator is based on the insulation rating of the machine.

Westinghouse

AC generator air cooled NO. 6750616 Type ATB
3600 RPM

2 poles 60 hertz 3 -phase wye -connected for
13800 volts

Rating 15625 kVA 12500 kW 0.80 PF exciter
250 volts

Armature 654 am p field 183 amp

Guaranteed temp. rise not to exceed
60° C on armature by detector
80° C on field by resistance

Source:DOE-HDBK-1011/392

Figure 24. AC generator nameplate ratings




j- Describe the conditions that must be met prior to paralleling two AC generators,
including the consequences of not meeting these conditions.

Paralleling AC Generators

Three conditions must be met prior to paralleling (or synchronizing) AC generators:

1. Their terminal voltages must be equal. If the volsagkthe two AC generators are
not equal, one of the AC generators could be picked up as a reactive load to the other
AC generator. This causes high currents to be exchanged between the two machines,
possibly causing generator or distribution system damage

2. Their frequencies must be equal. A mismatch in frequencies of the two AC generators
will cause the generator with the lower frequency to be picked up as a load on the
other generator (a condition referred tarastoring. This can cause an overload in
the generators and the distribution system.

3. Their output voltages must be in phase. A mismatch in the phases will cause large
opposing voltages to be developed. The woaste mismatch would be 180° out of
phase, resulting in an opposing voltage betweervtlo generators of twice the
output voltage. This high voltage can cause damage to the generators and distribution
system due to high currents.

During paralleling operations, voltages of the two generators that are to be paralleled are
indicated throughhte use of voltmeters. Frequency matching is accomplished through the use
of output frequency meters. Phase matching is accomplished through the use of a
synchroscope, a device that senses the two frequencies and gives an indication of phase
differences and relative comparison of frequency differences.

k. Describe the difference between a stationary field, rotating armature AC
generator, and a rotating field, stationary armature AC generator.

Stationary Field, Rotating Armature AC Generator

Small AC generatarusually have a stationary field and a rotating armature (see figure 21).
One important disadvantage to this arrangement is that the slip ring and brush assembly is in
series with the load circuits and because of worn or dirty components, may intezriipivth

of current. This generator produces modest amounts of voltage.

Rotating Field, Stationary Armature AC Generator

If DC field excitation is connected to the rotor, the stationary coils will have AC induced in
them (see figure 19). This arrangemerdabled arotating field, stationary armature AC
generator The rotating field, stationary armature type AC generator is used when large
power generation is involved. In this type of generator, a DC source is supplied to the
rotating field coils, which pragtes a magnetic field around the rotating element. As the rotor
is turned by the prime mover, the field will cut the conductors of the stationary armature, and
an EMF will be induced in the armature windings.

This type of AC generator has several advaggagyer the stationary field, rotating armature
AC generator: (1) a load can be connected to the armature without moving contacts in the
circuit; (2) it is much easier to insulate stator fields than rotating fields; and (3) much higher
voltages and curresican be generated.




I. Explain the differences between a wye-connected and delta-connected AC
generator, including advantages and disadvantages of each type.

In the delta connection, all three phases are connected in series to form a closed loop. In the
wye @nnection, three common ends of each phase are connected together at a common
terminal (marked fANO for neutral) ,phased t he
line.

The advantage of a wyeonnected AC generator is that each phase only has yo carr
57.7percent of line voltage and, therefore, can be used for high voltage generation. However,
the wyeconnected AC generator provides an increase in voltage, but no increase in current.
The following equations are the mathematical representation ofditege and line current

in a balanced wye load:

V= \/§V(j
||_: |¢

where

V| = line voltage
V, = phase voltage
[ = line current

l, = phase current

The advantage of the dektannected AC generator is that if one phase becomes damaged or
open, the remaining two phases can still deliver tpresese power at a reduced capacity of
57.7 percent. However, a deltannected generator provides an increase in current, but no
increase in voltage. The following equations are the mathematical nefartese of line

voltage and line current in a balanced delta load:

VL: V¢

||_: \/élﬁ

where

V., = line voltage
V, = phase voltage
IL = line current

l, = phase current

0



4. Electrical personnel shall demonstrate a working level knowledge of the construction
and operation of AC motors (such as operating characteristics, method of torque
production, and the advantages of specific motor types).

The information for KSAs 0ao6HDBK-1061Mdh 6i 6 and
a. Describe how an AC motor produces a rotating magnetic field.

A magnetic field is produced in an AC motor through the action of the-flivase voltage

that is applied. Each of the three phases is 120° from the other phases. From one instant to
the next, the magnetic fields combito produce a magnetic field whose position shifts
through a certain angle. At the end of one cycle of AC, the magnetic field will have shifted
through 360°, or one revolution.

b. Describe how an AC motor produces torque.

Torque in an AC motor is develop#dttough interactions with the rotor and the rotating
magnetic field, and is dependent upon the strength of the interacting rotor and stator fields
and the phase relationship between them. The rotating magnetic field cuts the bars of the
rotor and induces eurrent in them due to generator action. This induced current will produce
a magnetic field around the conductors of the rotor, which will try to line up with the
magnetic field of the stator. Torque can be calculated by using the following equation:

T =K ® Igr cosOr

where

T = torque (poundfeet)

K = constant

@ = stator magnetic flux

Ir = rotor current (A)

cosOr = power factor of rotor

c. Using field speed and rotor speed, calculate percent slip in an AC motor.

The percentage difference between the spédtkeaotor and the speed of the rotating
magnetic field is calledlip. The smaller the percentage, the closer the rotor speed is to the
rotating magnetic field speed. Percent slip can be found by using the following equation:

Ns— NR
Ns

SLIP = x100%

where
Ns= synchronous speed (rpm)
Ngr = rotor speed (rpm)




d. Explain the relationship between speed and torque in an AC induction motor.

In an AC induction motor, as slip increases from 0 to ~10%, the torque increases linearly. As
the load and slip are ireased beyond fulbad torque, the torque will reach a maximum

value at about 25% slip. If load is increased beyond this point, the motor will stall and come
to a rapid stop. The typical induction motor breakdown torque varies from 200% to 300% of
full-load torque. Starting torque is the value of torque at 100% slip and is normally 150% to
200% of fultload torque.

e. Describe how torque is produced in a single-phase AC motor.

In a splitphase motor, a starting winding is utilized. This winding has a higkestance and
lower reactance than the main winding. When the same voltaigeagplied to the starting
and main windings, the current in the main winding (&gs behind the current of the
starting winding 4 (figure 25). The angle between the two wimgh is enough phase
difference to provide a rotating magnetic field to produce a starting torque.

s v,

v Main 3 / ,\l =

t winding ; | Rotor | Centrifugal
\____/ switch

o e -
Starting v
winding
(a) Schematic diagram (k) Phase relations

Source:DOE-HDBK-1011/492
Figure 25. Splitphase motor
f. Explain why an AC synchronous motor does not have starting torque.

Torque & only developed when a motor is running at synchronous speed, and an AC
synchronous motor is not a setharting motor.

g. Describe how an AC synchronous motor is started.

A synchronous motor may be started by a DC motor on a common shaft. When the motor is
brought to synchronous speed, AC current is applied to the stator windings. The DC motor
now acts as a DC generator and supplies DC field excitation to the rotor of the synchronous
motor. The load may now be placed on the synchronous motor.

h. Describe the effects of over- and under-exciting an AC synchronous motor.

Keeping the load constant, when the field excitation is increased on a synchronous motor, the
motor operates at a leading power factor. If the field excitation is reduced, the motor will
operate ta lagging power factor.




i. State some applications of the following types of AC motors:
A Induction
A Single-phase
A Synchronous

Induction

Previous explanations of the operation of an AC motor dealt with induction motors. The
induction motor is the most commoniged AC motor in industrial applications because of
its simplicity, rugged construction, and relatively low manufacturing costs.

SinglePhase

Singlephase motors are used for very small commercial applications such as household
appliances and buffers.

Syntronous

Synchronous motors are used to accommodate large loads and to improve the power factor of
transformers in large industrial complexes.

j. Describe the differences in starting and operating characteristics of premium
efficiency motors.

The following istaken from The Consortium for Energy Efficien&fficient Motors:
Selection and Application Considerations.

Premium efficiency motors offer increased reliability when starting, 20% to 60% more
copper in the windings, more and thinner laminations of highality steel, optimized air
gap between stator and rotor, more efficient rbtar designs, reduced fan losses, higher
quality control (QC) during manufacturing, and longer cores to redRcgdsistance) losses.

Many efficient motors run cooler andeamore likely to withstand voltage variations and
harmonics better than lesfficient motors. Many efficient motors have a slightly higher

power factor on average than their standard counterparts. Most efficient motors operate more
quietly than standard otors.

k. Describe the characteristics and operation of motor controllers.

Motor controllers range from simple toggle switches to complex systems using solenoids,
relays, and timers. The basic functions of a motor controller are to control and protect the
opeaation of a motor. This includes starting and stopping the motor, and protecting the motor
from overcurrent, undervoltage, and overheating conditions that would cause damage to the
motor. There are two basic categories of motor controllers: the manuallierréand the

magnetic controller.

The manual controller is operated by hand and is provided with thermal anebdtiagt

overl oad units to protect the mot oOFFo om ove
switch with overload protection. Manuarrollers are normally used on small loads such as
machine tools, fans, blowers, pumps, and compressors. They do not provide low voltage
protection or low voltage release.




Magnetic controllers are operated from remote locations or operate automaticedigponse

to control signals. Because manual controllers cannot provide this type of control magnetic
controllers must be used for this type of application. Overload devices are incorporated into
magnetic controllers. These overload devices protect therrftotn overcurrent conditions

that would be extremely harmful.

I. Explain the following motor terms:

A Nameplate revolutions per minute (RPM)

National Electrical Manufacturers Association (NEMA) frame size

Service factor

Insulation class

National Electrical Manufacturers Association (NEMA) design designation
(letter)

Non-symmetrical load

> >

The information for all the terms in this KSA, except for tsymmetrical load, is taken from
PDHonline,Understanding Motor Nameplate Informatiorhe information for non
symmnetrical load is taken from DOHDBK-1011/392.

Nameplate Revolutions per Minute (RPM)

RPM of the motor is approximate speed underldd conditions when voltage and

frequency are at the rated values. It is generally given as RPM on the nameplatspbdti
shaded pole motors show maximum speed first, followed by the total number of speeds (e.qg.,
3000/3Spd). Multispeed spliphase and capacitgtart motors have maximum speed shown
first, followed by the second speed (e.g., 1725/1140). The RPM fatiaggear motor

represents output shaft speed.

National Electrical Manufacturers Association (NEMA) Frame Size

Under the NEMA system, most motor dimensions are standardized and categorized by a
frame size number and letter designation. The number desc¢hie mounting dimensions,
including foot hole mounting pattern, shaft diameter, shaft height, etc. It does not define
overall length and height, conduit box extension length, etc. NEMA frame size refers to
mounting only and has no direct bearing on tlmtanbody diameter. As a frame number
becomes higher so in general does the physical size of the motor and the horsepower (HP).
There are many motors of the same HP built on different frames. Two digit frame numbers
represent the shaft height of the mdtom the bottom of the base in sixteenths of an inch.

For example, a motor with a frame size of 56 will always have a shaft height above the base
of 3% inches.

Service Factor

The service factor is a multiplier that indicates the amount of overload a caotbe

expected to handle. For example, a motor with a 1.0 service factor cannot be expected to
handle more than its nameplate HP on a continuous basis. Similarly, a motor with a 1.15
service factor can be expected to safely handle intermittent loads tmgaonl 5% beyond

its nameplate HP.




Insulation Class

Insulation class is an industry standard classification of the thermal tolerance of the motor

winding. Insulation is crucial in a motor. This is determined by the ambient temperature, the

heat generatedt fully loaded conditions (temperature rise) and the thermal capacity of the

motor insulation. These materials are classified as A, B, F and H. The letter designation
indicates the ther mal tolerance, or windingo
temperature for a specified period of time.

The classes are based on adding the ambient temperature and the operational heat created by
the motor. Insulation classes of a letter deeper into the alphabet perform better. For example,
class F insulation haslanger nominal life at a given operation temperature than class A, or

for a given life it can survive higher temperatures.

National Electrical Manufacturers Association (NEMA) Design Designation (letter)
There are standard definitions for designs A, Bai@ D.

Design A motors have normal starting torques, but high starting currents. This is useful for
applications with brief heavy overloads. Injection molding machines are good applications
for this type of motor

Design B motors are the most common. Tfeature normal starting torque combined with a
low starting current. These motors have sufficient locked rotor torques to start a wide variety
of industrial applications.

Design C motors have high starting torques with low starting currents. They myeede®r
starting heavy loads due to their high locked rotor torques and high full load slip.

Design D motors have high starting torques with low starting currents, however they feature
high slip. This reduces power peaks. In the event that peak pogreraantered, motor slip
will increase.

Nonsymmetrical Load

A threephase (8) system is a combination of three singlease systems. In & Balanced
system, power comes from & BAC generator that produces three separate and equal
voltages, each of which is 120° out of phase with the other voltages.

An important property of a teephase balanced system is that the phasor sum of the three
line or phase voltages is zero, and the phasor sum of the three line or phase currents is zero.
When the three load impedances are not equal to one another, the phasor sums and the
neutral currat (I,) are not zero, and the load is, therefore, unbalanced (i.e., non

symmetrical). The imbalance occurs when an open or short circuit appears at the load.

m. Describe the importance of rotational checks prior to placing a three-phase motor
in service.

Thefollowing is taken from DOEHDBK-1011/492.




A magnetic field is produced in an AC motor through the action of the-girase voltage

that is applied. Each of the three phases is 120° from the other phases. From one instant to
the next, the magnetic field®@mbine to produce a magnetic field whose position shifts
through a certain angle. At the end of one cycle of AC, the magnetic field will have shifted
through 360°, or one revolution. A rotational check prior to applying voltage ensures proper
clockwise ptation, thus eliminating the potential for current spikes, damage to the motor or
decreased efficiency.

Electrical personnel shall demonstrate a working level knowledge of AC reactive
components, including inductive and capacitive reactance and phase relationships in
reactive circuits.

The information for all of the KSAs of this competency statement is taken from DOE
HDBK-1011/392.

a. Define the following:

A Inductive reactance
Capacitive reactance
Impedance
Resonance

Power factor
Non-symmetrical load

>

Inductive Reactance

In an inductive AC circuit, the current is continually changing and is continuously inducing
an EMF. Because this EMF opposes the continuous change in the flowing current, its effect
is measured in ohms. This opposition of the inductance titotlveof an AC is called

inductive reactancéX) and is measured in ohms.

Capacitive Reactance

Capacitive reactands the opposition by a capacitor or a capacitive circuit to the flow of
current. The current flowing in a capacitive circuit is directiygortional to the capacitance

and to the rate at which the applied voltage is changing. The rate at which the applied voltage
is changing is determined by the frequency of the supply; therefore, if the frequency of the
capacitance of a given circuit iscieased, the current flow will increase. It can also be said

that if the frequency or capacitance is increased, the opposition to current flow decreases;
therefore, capacitive reactance, which is the opposition to current flow, is inversely
proportional tdrequency and capacitance. Capacitive reactarde Measured in ohms, as

is inductive reactance

Impedance

No circuit is without some resistance, whether desired or not. Resistive and reactive
components in an AC circuit oppose current flow. The totpbsjion to current flow in a

circuit depends on its resistance, its reactance, and the phase relationships between them.
Impedance (Zjs defined as the total opposition to current flow in a circuit and is measured
in ohms.




Resonance

Resonanceccurs in a AC circuit when inductive reactance and capacitive reactance are
eqgual to one another: X Xc. When this occurs, the total reactance, X5 X, becomes
zero, and the impedance is totally resistive. Because inductive reactance and capacitive
reactanceare both dependent on frequency, it is possible to bring a circuit to resonance by
adjusting the frequency of the applied voltage. Resonant frequeafys(the frequency at
which resonance occurs, or where=XXc Resonant frequency is measures irtier

Power Factor

Power factolpf) is the ratio between true power and apparent power. Apparent power is the
total power of the power triangle (see figure 7 of this guide) and is equal to the vector sum of
true and reactive power. C6ss called thgpowe factor of an AC circuit wher® is the

phase angle between the applied voltage and current sine waves and also between P and S on
the power triangle of figure 7.

Nonsymmetrical Load

An important property of a thrgghase balanced system is that the phasm of the three

line or phase voltages is zero, and the phasor sum of the three line or phase currents is zero.
When the three load impedances are not equal to one another, the phasor sums and the
neutral current () are not zero, and the load is,réfere, unbalanced (i.e., a ron

symmetrical load).

b. Describe the effect of the phase relationship between current (I) and voltage (V*)
in an inductive circuit.

[*In DOE-STD-11702007, voltage is represented by the letter E in this statement.]

Any change ircurrent in a coil (either a rise or a fall) causes a corresponding change of the
magnetic flux around the coil. Because the current changes at its maximum rate when it is
going through its zero value at 90° (point b in figure 26(a)) and 270° (point dithe

change is also the greatest at those times. Consequently, tielgeéfid EMF in the coil is

at its maximum (or minimum) value at these points, as shown in figure 26. Because the
current is not changing at the point when it is going through its\adak at 0° (point a),

180° (point c), and 360° (point e), the flux change is zero at those times. Therefore; the self
induced EMF in the coll is at its zero value at these points.




Source:DOE-HDBK-1011/392
Figure 26. Currentself-induced EMF, and applied voltage in an inductive circuit

According to Lenzdés | aw, the induced voltage
Referring to figure 26, with the current at its maximum negative value (point a), the induced
EMF is at a zer@alue and falling. Thus, when the current rises in a positive direction (point

a to point c), the induced EMF is of opposite polarity to the applied voltage and opposes the
rise in current. Notice that as the current passes through its zero value (ploainguced

voltage reaches its maximum negative value. With the current now at its maximum positive
value (point c), the induced EMF is at a zero value and rising. As the current is falling toward
its zero value at 180° (point c to point d), the indUedtF is of the same polarity as the

current and tends to keep the current from falling. When the current reaches a zero value, the
induced EMF is at its maximum positive value. Later, when the current is increasing from
zero to its maximum negative value3&0° (point d to point e), the induced voltage is of the
opposite polarity as the current and tends to keep the current from increasing in the negative
direction. Thus, the induced EMF can be seen to lag the current by 90°.

The value of the seihduced BMF varies as a sine wave and lags the current by 90°, as
shown in figure 26. The applied voltage must be equal and opposite to thmelseéid EMF
at all times; therefore, the current lags the applied voltage by 90° in a purely inductive circuit.

If the gpplied voltage is represented by a vector rotating in a counterclockwise direction, then
the current can be expressed as a vector that is lagging the applied voltage by 90°. Diagrams
of this type are referred to phasor diagrams

Figure 27(b), a phasoiatjram, shows the applied voltage (V) vector leading (above) the
current (1) vector by the amount of the phase angle differential due to the relationship
between voltage and current in an inductive circuit.
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Source:DOE-HDBK-1011/392
Figure 27. Coil circuit and phasor diagram

c. Describe the effect on phase relationship between current (I) and voltage (V*) in a
capacitive circuit.

[*In DOE-STD-11702007 voltage is represented by the letter E in this statement.]

The variation of anleernating voltage applied to a capacitor, the charge on the capacitor, and
the current flowing through the capacitor are shown in figure 28.

Source:DOE-HDBK-1011/392
Figure 28. Voltage, charge, and current in a capacitor

Thecurrent flow in a circuit containing capacitance depends on the rate at which the voltage
changes. The current flow depicted in figure 28 is greatest at points a, c, and e. At these
points, the voltage is changing at its maximum rate (i.e., passing thzeugh Between

points a and b, the voltage and charge are increasing, and the current flow is into the
capacitor, but decreasing in value. At point b, the capacitor is fully charged, and the current is
zero. From points b to c, the voltage and chargel@cesasing as the capacitor discharges,

and its current flows in a direction opposite to the voltage. From points c to d, the capacitor
begins to charge in the opposite direction, and the voltage and current are again in the same
direction.

At point d, thecapacitor is fully charged, and the current flow is again zero. From points d to
e, the capacitor discharges, and the flow of current is opposite to the voltage. Figure 28




shows the current leading the applied voltage by 90°. In any purely capacitivig cincrent
leads applied voltage by 90°.

Capacitive reactanas the opposition by a capacitor or a capacitive circuit to the flow of
current. The current flowing in a capacitive circuit is directly proportional to the capacitance
and to the rate at whiche applied voltage is changing. The rate at which the applied voltage
is changing is determined by the frequency of the supply; therefore, if the frequency of the
capacitance of a given circuit is increased, the current flow will increase. It careaaab

that if the frequency or capacitance is increased, the opposition to current flow decreases;
therefore, capacitive reactance, which is the opposition to current flow, is inversely
proportional to frequency and capacitance. Capacitive reactajée ieasured in ohms, as

is inductive reactance.

Figure 29(b), a phasor diagram, shows the applied voltage (V) vector leading (below) the
current (1) vector by the amount of the phase angle differential due to the relationship
between voltage and currentdarcapacitive circuit.

] -
B | = 0.452A
90"
F/ -\'\ _
(60~ 120V T 10, F
N #
T ] - .
| £ = 120V
(o) (b)

Source:DOE-HDBK-1011/392
Figure 29. Circuit and phasor diagram

d. Determine the value for total current (I7) in a simple parallel Resistance-
Capacitance-Inductance (R-C-L) AC circuit.

Total current in a parkl R-C-L circuit is equal to the square root of the sum of the squares
of the current flows through the resistance, inductive reactance, and capacitive reactance
branches of the circuit. The equations below are the mathematical representations of total
current in a parallel RC-L circuit. Because the difference betwegarid tis squared, the
order in which the quantities are subtracted does not affect the answer.

\/|2R+(C_ILE

I

2
\/'%*‘L"c/

I

where
I+ = total current (A)




Ir = current through resistance leg of circuit (A)
Ic = current through capacitive reactance leg of circuit (A)
I = current through inductive reactance leg of circuit (A)

e. Describe the relationship between apparent, true, and reactive power.

Apparent powerg) is the total power delivered to the electrical circuit, and is the vector sum
of the true and reactive poweiligue power(P) is the power consumed by the resistive loads
in an electrical circuitReactive powe(Q) is the power consumed in an AC citdogcause

of the expansion and collapse of magnetic (inductive) and electrostatic (capacitive) fields.

The power triangle in figure 7 represents comparable values that can be used directly to find
the efficiency level of generated power to usable poweichwik expressed as the power

factor. Apparent power, reactive power, and true power can be calculated by using the DC
equivalent (RMS value) of the AC voltage and current components along with the power
factor.

f. Describe the indications of an unbalanced load in a three-phase power system.

In a fault condition or during asymmetrical loading of circuits, the neutral connection in a
wye-connected load will carry more current than the phase under a balanced load.
Unbalanced threphase circuits are indicated hgnormally high currents in one or more of
the phases. This may cause damage to equipment if the imbalance is allowed to continue.

g. Discuss circuit considerations required for non-symmetrical loads.

An important property of a thrgghase balanced systesithat the phasor sum of the three

line or phase voltages is zero, and the phasor sum of the three line or phase currents is zero.
When the three load impedances are not equal to one another, the phasor sums and the
neutral current () are not zero, andhé load is, therefore, unbalanced. The imbalance occurs
when an open or short circuit appears at the load.

If a threephase system has an unbalanced load and an unbalanced power source, the methods
of fixing the system are complex.

Electrical personnel shall demonstrate a working level knowledge of electrical
transmission and distribution systems (IEEE Brown Book; reference IEEE Std-399).

a. Explain the differences between transmission and distribution systems.

The following is taken from the OSHBlectric Paver Generation, Transmission, and
Distribution Industry eTool lllustrated Glossary

A transmission system consists of substations that receive power from the generating stations
and transmission lines that deliver this power to the distribution system.

A distribution system consists of all the facilities and equipment connecting a transmission

system to the customerds equipment. A typica




distribution feeder circuits, switches, protective equipment, primiacyits, distribution
transformers, secondaries and circuits.

b. Identify and discuss the advantages and disadvantages associated with
underground and above-ground distribution systems.

The following is taken from Florida Power & Light Company website FAQs.

While underground facilities are not as susceptible to wind and d#bns
damage, they are more susceptible to water intrusion and local flood damage,
which can make repairs more time consuming and costly.

Overhead facility damage is easier to lochtntunderground and can
generally be repaired quicker.

Underground interruptions may be less frequent, but typically last longer due
to more complex repair requirements.

Following recent hurricanes, the areas that took the longest to repair were
generaly those served by underground facilities still flooded days after the
storm passed.

Damage and corrosion of underground electrical systems often shows up days
or even months later, causing additional outages and inconvenience to
customers.

Storm winds ca damage both types of systems causing outages. Overhead
systems face outages resulting from trees and debris blowing into lines.
Underground systems face outages from trees collapsing on-gtmwed
transformers and switch boxes or from tree root systgmmoting buried

cable when trees topple.

Also, we often forget that while a neighborhood may be locally served by
underground cable, all electric service eventually comes back-giooved

and connects to overhead service, either in the neighborhobdowex or

further down the street where overhead main lines and transmission lines
move power from power plants and substations into our neighborhoods. Thus,
exposure to abovground electric service from weather, animals, and trees is
never fully eliminaed.

c. Describe the function and importance of the following control and protective
devices:

A Circuit breakers

Protective relays

Fuses

Transient protection

> > >




The information for all the terms in this KSA, except for transient protection, is taken from
DOE-HDBK-1011/492. The information for transient protection is taken from D & B Power
Associates, IncSurge and Transient Protection.

Circuit Breakers

The purpose of a circuit breaker is to break the circuit and stop the current flow when the

current exceeds agdetermined value without causing damage to the circuit or the circuit

breaker. Circuit breakers are commonly used in place of fuses and sometimes eliminate the
need for a switch. A circuit breakerit differs
and may be reset, while a fuse melts and must be replaced.

Protective Relays

Protective relayare designed to cause the prompt removal of any part of a power system that
might cause damage or interfere with the effective and continuous operatiomesttbEthe
system. Protective relays are aided in this task by circuit breakers that are capable of
disconnecting faulty components or subsystems.

Protective relays can be used for types of protection other than short circuit or overcurrent.
The relays an be designed to protect generating equipment and electrical circuits from any
undesirable condition, such as undervoltage, underfrequency, or interlocking system lineups.

There are only two operating principles for protective relays: (1) electromagtiediction

and (2) electromagnetic induction. Electromagnetic attraction relays operate by a plunger
being drawn up into a solenoid or an armature that is attracted to the poles of an
electromagnet. This type of relay can be actuated by either DC or A€rsys

Electromagnetic induction relays operate on the induction motor principle whereby torque is
developed by induction in a rotor. This type of relay can be used only in AC circuits.

Fuses

A fuse is a device that protects a circuit only from an ovemstio@ndition. It has a fusible
link directly heated and destroyed by the current passing through it. A fuse contains a
currentcarrying element sized so that the heat generated by the flow of normal current
through it does not cause it to melt the elemleotyever, when an overcurrent or short
circuit current flows through the fuse, the fusible link will melt and open the circuit.

Transient Protection

Power surges and transients are electrical fluctuations caused by lightning or other power
utility issues.The surge or transient is conducted through both power and data lines and can
damage or destroy downstream equipment. Vulnerable circuitry exists in an extremely hostile
environment. A properly applied surge protector can prevent equiglaetgge, downtime

and data corruption.

d. Compare and contrast the characteristics of three-phase and single-phase
distribution systems.

The following is taken from DOHEHDBK-1011/492.




Unlike the singlephase wiring scheme that must make a provision for a neutral leg and
seprate ground, the thrgghase system needs neither a separate neutral nor a ground to
operate safely. However, to prevent any unsafe condition; atidB4wire, threephase
systems can include an effective ground path. As with a spigiee, only the sendary side
of the transformer and its connected load need to be studied.

A threephase system is a combination of three shpfjlase systems. In a thrpkase

balanced system, power comes from a tiplegse AC generator that produces three separate
and @ual voltages each of which is 120° out of phase with the other voltages-phase
equipment (motors, transformers, etc.) weighs less than fhgke equipment of the same
power rating. They have a wide range of voltages and can be used foip$ieggdoads.
Threephase equipment is smaller, weighs less, and is more efficient thanagle
equipment.

One of the major advantages of thygease systems is lower current requirements for load
capacity. For example, a singhase, 2 hp motor openagj at 240 volts might require

6 amps for operation, whereas a thpmase, 2 hp motor operating at 24ts may require
less than 4 amps, resulting in a line capacity reduction of almost 35% to 50%.

e. Discuss the principles associated with ensuring continual power availability
during electrical outages.

The following is taken from IEEE Std 44095.

The nature of electric power failures, interruptions, and their duration covers a range in time
from microseconds to days. Voltage excursions occur within @&raom 20 times normal

(or more) to a complete absence of voltage. Frequency excursions can vary as widely in
many forms, from harmonics to DC. These variables occur due to a multitude of conditions
both i n the power syst eancearddébodingdhe setvibkee us e
entrance within the userds area of distri

Such elements as lightning, automobiles striking power poles, ice storms, tornadoes,
switching to alternate lines, and equipment failure are but a few of the causes oftiotesrup
in the electric power supply ahead of the service entrance.

Within the userdés area of distribution ar
feeders, equipment failures, operator errors, temporary overloads;nagieg unbalanced
feeders, fire, switching, and many other causes of power interruption or failure.

The following 4 systems are available to ensure continual power. The needs of the individual
facility affected must be considered in making a decision as to which methochlsinetion

of methods is appropriate for that facility. Once installed, protection, grounding and
maintenance of these systems is critical to ensure they will be available when needed.

Emergency power systeia® of the following two basic types:
A An electrc power source separate from the prime source of power, operating in
parallel, which maintains power to the critical loads should the prime source fail.

e

0s
ut

S



A An available reliable power source to which critical loads are rapidly switched
automatically when thprime source of power fails.

Standby power systerase made up of the following main components:

A An alternative reliable source of electric energy separate from the prime power
source.
Starting and regulating control if onsite standby generation is sglastihe source.
Controls that transfer loads from the prime or emergency power source to the standby
source.

A
A

Battery systemstore energy in electrochemical cells that convert chemical energy into
electrical energy.

Mechanical systenstore energy in thiorm of kinetic energy in a rotating mass. This energy
is converted to useful power by using the kinetic energy to turn an AC generator.

f. Explain the following terms as they relate to power systems:
A Fault current
A Available fault current
A Fault duty

The following is taken from IEEE Std 665007.

Fault Current

Fault current, also callegshortcircuit current describes current flow during a short. Fault
current passes through all components in the affected circuit. Fault current is generally very
large and, theefore, hazardous. Only the combined impedance of the object responsible for
the short, the wire, and the transformer limits its magnitude.

Available Fault Current

Fault current calculations are a critical piece of the electrical design/engineeringfpuzzle
electrical distribution systems in commercial and industrial installations. A fault current
calculation determines the maximum available current that will be available (the available
fault current) at a given node or location. Once the fault currents ireen calculated, then
overcurrent protection equipment, breakers, and fuses with a fault current rating equal to or
greater than those values can be selected.

Fault Duty

Fault duties are classified as type 1, type 2, or type 3, and pertain to alealgisishat are
explained in greater detail in IEEE Std é8807,IEEE Design Guide for Electric Power
Service Systems for Generating Stations

g. Discuss the safety considerations associated with high voltage transmission
systems.

High voltage is defined bpOE-HDBK-1011/49 2 as fit he voltage that
15000vol ts. o




The following is taken from DOEHDBK-10922004 and delineates the responsibilities of
workers and supervisors.

Workers

The greatest responsibility Wwooker. Taismeansker 0s
that all workers are responsible for performing their work in a manner that does not endanger
themselves, their emorkers, or others in the area and for complying with safety rules and
requirements. Workers should not rely solely and¢hre exercised by another for their

protection. Workers are encouraged to contribute to the safety program and bring to the
attention of their supervisors or safety representative any condition they believe is unsafe.

Other safety responsibilities of wkars include the following:

A The worker should examine the work area for existing hazards and proceed in a safe
manner.

A When seen in a dangerous situation, fellow workers should be warned in such a
manner as to avoid confusing, startling, or suddenly ateyithiem.

A Before climbing poles, ladders, or other such structures or before working on
scaffolds, workers shall make a careful inspection to determine whether the structures
are safe and are properly supported. Workers should not carry anything in tioksir ha
while ascending or descending ladders. Small objects or tools may be carried in
pockets or pouches. Larger objects, however, should be raised or lowered by use of
hand lines or ropes and blocks. Others working nearby or below should remain out of
line of the work area in case anything should accidentally be dropped.

A It is the responsibility of each worker to attend safety meetings. Workers should also
make a practice of learning safety information made available to them that will help
them perform theiwork more safely.

A The worker shall report to the supervisor any personal injury as defined by the facility
as soon as possible.

A The worker should exercise care and good judgment when lifting heavy material,
obtaining help if the object is too heavy or aveltd for one person to handle.

Supervisors

Supervisors are responsible for knowing and implementing applicable safety policies and
directives and taking action as required to provide for the safety of the personnel and
operations they supervise. This inbhs taking positive action to determine and reduce, as
necessary, the hazards associated with their operations; instructing employees in safe work
methods and associated safety requirements; allowing only those employees that are
qualified for the work tgerform the work; and ensuring that employees perform their work
safely. Supervisors shall be responsible for the safety of all employees under their
supervision. They shall enforce the rules that apply to the hazards involved.

Supervisors shall make cdrtdahat each new or transferred employee is instructed in the safe
practices pertaining to his or her work. Supervisors shall ensure that the appropriate
employees receive instruction in appropriate emergency techniques, such as cardio
pulmonary resuscitain, first aid, pole top, and confined space rescue, warranted by the
empl oyeebs duti es.




Other duties of supervisors include the following:
A Provide instructions on safe practices for the crew and see that they are followed.
Periodically examine supervisedhployees on their knowledge of the safety rules
and approved emergency techniques.
Not allow a worker to perform any task that cannot be performed safely or for which
the worker is not qualified.
Report every injury in the established manner prescribethécfacility.
Be responsible for the care and proper use of all protective devices.
Be responsible for proper posting of hazardous work areas as a safeguard to those
supervised. Under no circumstances shall the supervisor allow work to continue if
safetyprecautions are ignored.
Designate a qualified worker to be in cha
The supervisor should not leave the job while dangerous work is in progress.
A Coach and direct employees who are working near exposed, enevgieed
equipment, or apparatus.
A Prescribe, along with employees, the appropriate personal protective equipment
(PPE) when establishing safety related work practices.

D> > >P
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h. Explain the requirements for and uses of alternate power supplies.

The following is takerirom IEEE Std 4461995. Much greater detail is available from this
source.

Alternate power supplies include emergency power systems, standby power systems, battery
systems and mechanical systems. These supplies provide response, recovery, and continuity
of operations during emergencies and/or outages.

Requirements for alternate power supplies include

A protection for their individual components from short circuits;

A grounding requirements, including tbeordinated design, proper installation, and
maintenancef components such as circpitotective equipment, systems grounding,
equipment grounding and transfer switching equipment;

A preventive maintenance (PM) for electrical equipment, which consists of planned
inspections, testing, cleaning, drying, monitoriadjusting, corrective modification,
and minor repair in order to maintain equipment in optimum operating condition and
maximum reliability.

i. Discuss the uses of different voltages in a facility.
The following is taken from IEEE Std 14093.

Standard nomial system voltages for the United States

These voltages and their associated tolerance limits are listed in ANSIT389 Tor
voltages from 120 V to 230 000 V and in ANSI C92387 for voltages above 230 kV
nominal.




Table 1, reprinted from ANSI C8411989 and containing information from ANSI C92.2

1987, provides all the standard nominal system voltages and their associated tolerance limits
for the United States. Preferred nominal system voltages and voltage ranges are shown in
boldface type while othelystems in substantial use that are recognized as standard voltages
are shown in regular type. Other voltages may be encountered on older systems but they are
not recognized as standard voltages.

Two sets of tolerance limits are defined: range A, whichipethe limits under most
operating conditions, and range B, which allows minor excursions outside the range A limits.

Application of voltage classes
a) Lowvoltage class voltages are used to supply utilization equipment.

b) Medium voltage (MV) class Wages are used for subtransmission and primary
distribution. MVs often supply distribution transformers which step the MV down to low
voltage to supply utilization equipment. MVs may also supply distribution substations that
transform the voltage from agher to a lower voltage in the MV class. MVs of 13 800 V and
below are also used to supply utilization equipment such as large motors.

c) High-voltage class voltages are used to transmit large amounts of electric power between
transmission substations.aismission substations located adjacent to generating stations
step the generator voltage up to the transmission voltage. Other transmission substations
transform the high voltage down to MV for subtransmission and primary distribution.
Transmission linealso interconnect transmission substations to provide alternate paths for
power transmission for higher reliability.




Table 1. Standard nominal system voltages and voltage ranges
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j- Discuss the reasons for using single-phase versus three-phase power systems in
a facility.

The following is taken from DOEHDBK-1011/392.

Threephase power systems are used in the industry becausebiage circuits weigh less
than singlephase circuits of the same power ratitigy have a wide range of voltages and
yet can also be used for singlbase loads; they are smaller; and they are overall more
efficient than singlgohase equipment (thrgdhase systems have more load capacity for less
current demand).

However, despite thadvantages of thrgghase systems, most residential and much
commercial power and lighting loads are sirglase. Singlphase systems are generally
less expensive and are, therefore, more commonly used in residential and commercial
systems. Examplesadftude airconditioning loads, lighting, receptacles, and utilization
equipment (e.g., toasters, microwave ovens, washing machines, refrigerators, etc.).

k. Discuss which systems would benefit from line filtering.
Thei nf or mati on f or iskd@®Afsom EEBDStd 3I83997ugh 0606

Many types of filters are applied in power systems for different purposes. A-gingie

filter is used to suppress a specific harmonic at or near the tuned frequencpablighiters

can be of first, second, or third ord&€he seconérder filter is often used to suppress higher
frequencies. A more recent type of higass filter, a @ype filter, is becoming popular due

to its smaller losses at the fundamental frequency. Application of filters is one of the
commonly emplogd solutions to limit the effects of harmonics. Other remedial measures
such as moving the disturbing loads to higher voltage levels, reinforcing the system,
changing capacitor sizes, and adding tuning reactors to capacitor banks are also used. In any
case economics will dictate the most appropriate solution. Recent studies advocate the
utilization of active filtering in an effort to counter the injected harmonics close to the source,
but primarily in lowvoltage systems.

I. Discuss the types of noise for which systems benefiting from line filtering would
be susceptible to without implementation of line filtering.

Noise is undesirable electrical signedsn electrical or electronic circuit. It canib&roduced

into a circuit from a multitude of sources.drthreephase system, neutsl-ground voltage

or ground circuit can be a result of common mode noise. Transverse mode noise occurs in
phase on all-phase conductors and neutral. Electromagnetic interference (EMI) and RF
interference (RFI) can also appea transverse or common mode noise.

m. Define the terms harmonics, positive, negative and zero sequence currents.

Harmonics

Harmonics are those voltages or currents whose frequencies are integer multiples of the
fundamental frequency. The fundamental fremye(usually 60 Hz) is the predominant,
intended frequency of a power system. Harmonics distort and change the magnitude of the




fundamental. Harmonics are identified by their harmonic number. For example, with a 60 Hz
fundamental frequency, 120 Hz is tleesend harmonic, 180 Hz the third harmonic, and
300Hz the fifth harmonic. Harmonics are usually expressed as a percentage.

Positive, Negative, and ZereSequence Currents

Threephase systems can be analyzed through the derivation of symmetrical components
which is most meaningful when applied to thpease systems. The analysis uses three sets
of balanced phasors, termed the positinegative, and zeresequence voltages (or

currents), to analyze phasgneutral voltages.

The positivesequence phasset (voltage or current) is denoted by a subscript 1 and is
defined as a set of vectors equal in magnitude, separated hyamdthaving the same phase
rotation sequence as the power system being represented (figure 30a).

The negativesequence phasor ggbltage or current) is denoted by a subscript 2 and is
defined as a set of vectors equal in magnitude, separated Hhymdhaving the opposite
phase rotation sequence as the power system being represented (figure 30Db).

The zeresequence phasor set (iagje or current) is denoted by a subscript 0 and is defined
as a set of vectors equal in magnitude, in phase with each other (separated),and860
having the same phase rotation sequence as the power system being represented (figure 30c).

B1
Cz AO+BO+CO
A1 \ Ao 4}'
B,
C
Y b. c.

Figure 30. Positive, negative, and zeresequence voltages for respective phases of a 3
phase system

The analysis is generally conducted by adding the respective vectors for each phasor set to
obtain a voltage (orwrent) amplitude and phase relationship for each phase of the three

phase system. Thus, if figure 30 represents the respectivegdtasence voltages for a

system under investigation at a particular state in time, the unbalanced system (for example, a
fault condition) would be the vector sum of these sequences, as shown in figure 31.
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Source:Figures 30 and 31, original; derived from IEEE 3987

Figure 31. Symmetrical component sums (dashed vectdrppsitive, negative, and zero

sequences showing the unbalanced magnitudes and phase relationships

The following terminology applies to figuresiZ4, example sequence networks:

> > D> D> D>

Xs = source reactance (e.g., generator or transformer reactance)

R. and X =line resistance and line reactance respectively

Rp and X = load resistance and load reactance respectively

Note that Ris not referenced because source generators and transformers are
designed for negligible resistance

In the subscript notation, positiye), negative{), and zero (0) designate the
positive, negative, and zeresequence values

Vp= load voltage

V_.n = lineto-neutral voltage

F = fault connection

N = neutral connection

M
Meutral
e e e e e el e B e i e e i e B e e e el e e e e e e e i e e e e el e -

! Load |

| ———— A —— |
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Figure 32. Positivesequence network
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Source:Figures 3234, IEEE Std 399997
Figure 34. Zerosequence network
n. Describe the sources of harmonics.

In general, a major contributor of harmonics is electrigaiment, especially equipment
that utilizes a rectifiednput switchingmode power supply. Traditionally, the main source of
harmonics in power systems has been the static power converter used as rectifiers for various

industrial processes.

Harmonics omginate on the premises in most cases, but harmonics from neighboring utility
customers can be introduced to the premises by the incoming utility supply. Equipment
operating on the principle of ferromagnetics is another source, as all such equipment
produce harmonics when operating in the saturation region of the magnetic core. Arc
producing equipment, such as welding machines and arc furnaces, also develops harmonics.

0. Describe the effect of harmonics on the power system and equipment.

The effects of harmocs are due to both current and voltage, although cuprexiuced

effects are more likely to be seen in dayday performance. Voltage effects are more likely

to degrade the insulation and hence shorten the life of the equipment. The following are some
of the common effects of harmonics:

A Increased losses within the equipment and associated cables, lines, and so forth
Pulsating and reduced torque in rotating equipment

Premature aging due to increased stress in the equipment insulation

Increased audible e from rotating and static equipment

Misoperation of equipment sensitive to waveforms

> > > >




A Substantial amplification of currents and voltages due to resonances
A Communication interference due to inductive coupling between power and
communication circuits

p. Describe the typical means of mitigating harmonics and their effects.

The information for KSAs o6p6é and 6qb6 is take
(NFPA) 70B.

Solutions to harmonic problems are unique and depend on the results of a harmonic survey
ard testing and subsequent analysis. Solutions include the following:

A De-rating of existing equipment

Replacing of existing equipment with highated equipment

Use of deltawvye- or deltadeltaconnected transformers as appropriate

Use of equipment specifily rated for harmonic circuits

Better selection and application of protective and metering devices

Use of rmssensing protective devices

Balancing of singleohase loads on-ghase systems

Use of 3phase rectifiers instead of singlaase rectifiers

Reloating poweifactor improvement capacitors

Shielding of conductors and electronic equipment

Isolation of harmonisensitive loads

Use of filters to block or shunt off harmonics

Specification of new equipment for low harmonic content

Periodic surveys and p@&rstream adjustments/modifications as indicated by survey
results

Increased neutral conductor size

Replacement or repair of harmonic producing equipment

Utilization of a motor or generator with an insulated bearing

> DD D> D> D> D

g. Describe how load calculations are made to determine/verify system or facility
power requirements.

Article 220 of NFPA 70 provides requirements for calculating bramctuit, feeder, and
service loads. Part | provides for general requirements for calculation methods. Part Il
provides calculatio methods for branetircuit loads. Parts Il and IV provide

calculation methods for feeders and services. Part V provides calculation methods for
farms.

In other articles applying to the calculation of loads in specialized applications, there are
requirenents provided in Table 220.3 that are in addition to, or modifications of, those
within this article.




7. Electrical personnel shall demonstrate a working level knowledge of transformers.
The information for KSAs -ARBE-1MH49D ugh 6do
a. Define the following terms as they apply to transformers:

Mutual induction

Turns ratio

Impedance ratio
Efficiency

I > > >

Mutual Induction

If flux lines from the expanding and contracting magnetic field of one coil cut the windings
of another nearby coil, a wage will be induced in that coil. The inducing of an EMF in a

coil by magnetic flux lines generated in another coil is cattetbial induction The amount

of EMF that is induced depends on the relative positions of the two coils and the number of
turns ofcoils in the conductors.

Turns Ratio

Each winding of a transformer contains a certain number of turns of wiréuffiseratiois
defined as the ratio of turns of wire in the primary winding to the number of turns of wire in
the secondary winding. Turnatio can be expressed using the following equation:

Turns ratio = %

S

where
Np = number of turns on the primary coil
Ns = number of turns on the secondary coll

The coil of a transformer that is energized from an AC source is callgdithary winding
(coil), and the coil that delivers this AC to the load is calleds#wndary winding (coll)

Impedance Ratio

Maximum power is transferred from one circuit to another through a transformer when the
impedances are equal, or matched. Adfamnmer winding constructed with a definite turns

ratio can perform an impedano®tching function. The turns ratio will establish the proper
relationship between the primary and secondary winding impedances. The ratio between the
two impedances is thepedance rat and is expressed by the following equation:

Another way to express the impedance ratio is to take the square root of both sides of the
equation. This puts the ratio in terms of the turn ratio, which is always given for
transformer:




where

Np = number of turns in the primary
Ns = number of turns in the secondary
Zp = impedance of primary

Zs = impedance of secondary

Efficiency

Efficiency of a transformer is the ratio of the power output to thegeonput, as illustrated
by the following equation:

Efficiency = POLOUI[)U'[ = & x100
Powerlnput  Pp

where
Ps = power of secondary
Pe = power of primary

b. Describe the differences between a wye-connected and delta-connected
transformer.

In a delta connection, all threbases are connected in series to form a closed loop, while in
a wye connection, three common ends of each phase are connected together at a common
terminal, and the other three ends are connected to aphase line.

The mathematical representatiorlio€é current in a balanced delta load is

V|_ = V¢
||_ = \/5 I(j
The mathematical representation of line current in a balanced wye load is
V|_ = \/5 V(j
||_ = |¢

c. Using the type of connection and turns ratios for the primary and secondary of a
transformer, calculate voltage, current, and power for each of the following types:
A Delta - delta
A Delta - wye
A Wye - delta
A Wye - wye

Table 2 and the examples that follow it provide an overview of calculations.







Table 2. Voltage and current ratings of transformers

Primary Secondary
Transformer
Connection Line Phase Line Phase
(Primary to , ]
Secondary) Volt. | Current | Volt. | Current | Volt. | Current | Volt. | Current
< #
l Vv V al
A-A v I v — — al — —
\."'3 a a \.'"3
\Y% v v
Y-Y V [ g [ a2 al — al
\'.'"3 ¢ \ 3a
\Y% v v
Y-A V l s l — 3 al — al
y 3 \ 3a yod \,-'13 d
l 3V al V al
A-Y % 1 v — | X = - =
) d \(3 ¢ Y

*a =N,/Ny 3 = 1.73

Example 1: If line voltage is 440 V to a¢dtransformer bank, find the voltage across each
primary winding for all four types of transformer connections.

A-A:  primary voltage =V =440 volts

440

Y-Y: primary voltage = % = 173 = 254.3 volts
Y-A: primary voltaje = % = 14—32 = 254.3 volts

A-Y: primary voltage =V =440 volts

Example 2: If line current is 10.4 A in agtransformer connection, find the primary phase

current.
. | 104
A-A:  primary phase current — = —— =6 amps
V3 173
Y-Y: primary phase current | = 10.4 amps
Y-A: primary phase current | =10.4 amps
. I 104
A-Y: primary phase current — = —— =6 amps
V3 173




Example 3: Find the secondary line curmeand phase current for each type of transformer
connection, if primary line current is 20 amps, and the turns ratio is 4:1.

A-A:  secondary line current = 4(20) = 80 amps

al 4(20)
secondary phase curreat— = —— = 46.2amps
yPp J3  1.73 P
Y-Y: second line current = al =4(20) = 80 amps

second phase current = al = 4(20) = 80 amps

Y-A: secondary line current = V3 al= (2.73)(4)(20) = 138.4 amps

secondary phase currental = 4(20) = 80 amps

A-Y: secondary line cuent = al _ 420 _ 46.2 amps
J3 173
secondary phase currenta—I - 420 _ 46.2 amps
J3 173
d. State the applications of each of the following types of transformers:
A Distribution
A Power
A Control
A Auto
A lIsolation
A Instrument potential
A Instrument current
Distribution

Distribution transformers are generally used in electrical power distribution and transmission
systems. This class of transformer has the highest power, aanaplre ratings, and the

highest continuous voltage rating. The power rating is normally determined by the type of
cooling methods the transformer may use. Some comnAuselgt methods of cooling are by

using oil or some other heabnducting material. Ampere rating is increased irstridution
transformer by increasing the size of the primary and secondary windings; voltage ratings are
increased by increasing the voltage rating of the insulation used in making the transformer.

Power

Power transformers are used in electronic circuitk@me in many different types and
applications. Electronics or power transformers are sometimes considered to be those with
ratings of 300 volamperes and below. These transformers normally provide power to the
power supply of an electronic device, sashin power amplifiers in audio receivers.




Control

Control transformers are generally used in electronic circuits that require constant voltage or
constant current with a low power or valnp rating. Various filtering devices, such as
capacitors, are uddgo minimize the variations in the output. This results in a more constant
voltage or current.

Auto

The auto transformer is generally used in low power applications where a variable voltage is
required. The auto transformer is a special type of powesftraner. It consists of only one
winding. By tapping or connecting at certain points along the winding, different voltages can
be obtained.

Isolation

Isolation transformers are normally low power transformers used to isolate noise from or to
ground electroic circuits. Since a transformer cannot pass DC voltage from primary to
secondary, any DC voltage (such as noise) cannot be passed, and the transformer acts to
isolate this noise.

Instrument Potential

The instrument potential transformer (PT) steps dowltage of a circuit to a low value that
can be effectively and safely used for operation of instruments such as ammeters, voltmeters,
watt meters, and relays used for various protective purposes.

Instrument Current

The instrument current transformer (C1@ss down the current of a circuit to a lower value

and is used in the same types of equipment as a PT. This is done by constructing the
secondary coil consisting of many turns of wire, around the primary coil, which contains only
a few turns of wire. Infis manner, measurements of high values of current can be obtained.

A CT should always be shectrcuited when not connected to an external load. Because the
magnetic circuit of a CT is designed for low magnetizing current when under load, this large
increase in magnetizing current will build up a large flux in the magnetic circuit and cause
the transformer to act as a stgptransformer, inducing an excessively high voltage in the
secondary when under no load.

e. Describe the hazardous materials that are associated with transformers.

The following is taken from U.S. EPA, Technical Factsheet on: Polychlorinated Biphenyls
(PCBs).

Transformers manufactured before 1979 may contain PCBs as a cooling medium. The health
effects are of two levels: acute and chronic.
A Acute, shorterm exposure to PCBs above the maximum contaminant level (MCL)
may potentially cause actti&e eruptions and pigmentation of the skin, vision and
hearing problems, and spasms.




A Chronic exposure to PCBs above the MCL has the potential to efiests similar to
acute poisoning, irritation of nose, throat and gastrointestinal tracts, and changes in
liver function. There is some evidence that PCBs have the potential to cause cancer
from a lifetime exposure at levels above the MCL.

Polychlorinatediphenyls were banned from new use and sale in 1979. Modern transformers
are now cooled with cibased media, which are not inherently hazardous, though may pose

an environmental hazard should the transformer become damaged and leakage occur onto the
grownd or into water.

f. Describe the conditions that must be met prior to paralleling two transformers,
including consequences of not meeting these conditions.

The following is taken from Schneider Electric U.S.lLoading Considerations When
Paralleling Transfomers

Transformers connected in parallel have the same voltage on each primary and the same
voltage on each secondary. The difference in the voltage between the primary and secondary
windings is the turn ratios. For these terminal voltages to be thefsathe paralleled
transformers, their impedance drops must be identical. Therefore, under any condition of
load, the current will be divided such that the product of impedance and current in one
transformer is equal to the product of impedance and ¢urréme other. Also, if the turn

ratios of the transformers are different, but the primary and secondary terminal voltages are
the same in both transformers, then circulating currents must flow between the transformers,
even at no load. Transformers anéable for parallel operation when their turn ratios,

percent impedances, and X/R ratios are the same. Connecting transformers when one of these
parameters is different results in either circulating currents or unwanted current division.

Both of these sitations lower the efficiency and reduce the maximum amount of load the
combined transformers can carry.

The standard method of connecting transformers in parallel is to have the same turn ratios,
percent impedances, and kVA ratings. Paralleling is typieaitomplished by maintaining a

tie breaker in the normally closed position. Connecting transformers in parallel with the same
parameters results in equal load sharing and no circulating currents in the transformer
windings.

Although it is not common prace for new installations, sometimes two transformers with
different kVAs and the same percent impedances are connected to one common bus. In this
situation, the current division causes each transformer to carry its rated load. There will be no
circulatingcurrents because the voltages (turn ratios) are the same.

Frequently in practice, engineers try to enhance their plant power system by connecting
existing transformers in parallel that have the same kVA rating, but with different percent
impedances. This common when budget constraints limit the purchase of a new

transformer with the same parameters. What the engineer needs to understand is that the
current divides in inverse proportions to the impedances, and larger current flows through the
smaller imgdance. Thus, the lower percent impedance transformer can be overloaded when




subjected to heavy loading while the other higher percent impedance transformer will be
lightly loaded.

Loading considerations for paralleling transformers are simple unlessgeréent

impedances, or ratios are different. When paralleled transformer turn ratios and percent
impedances are the same, equal load division will exist on each transformer. When paralleled
transformer kVA ratings are the same, but the percent impedameceéi$ferent, then unequal

load division will occur. The same is true for unequal percent impedances and unequal kVA.
Circulating currents only exist if the turn ratios do not match on each transformer. The
magnitude of the circulating currents will alsepénd on the X/R ratios of the transformers.

Paralleling deltadelta to deltavye transformershould never be attemptédcause there is a
30° phase shift in deltavye and wyedelta configurations. This causes extremely high
circulating currents in thedansformers. These circulating currents would overheat the
transformers.

Electrical personnel shall demonstrate a working level knowledge of Uninterruptible
Power Supplies (UPS).

a. Describe how a UPS works.
The following is taken from NFPA 70B.

The basic funtion of UPS systems is to preserve power to electrical or electronic equipment.
Most UPS systems are intended to provide regulated power to prevent power supply
fluctuations or aberrations that can damage or cause malfunction of systems
electrical/electrnic equipment, such as computers and process controllers. There are two
basic types of UPS systems: static and rotary.

b. Identify the various UPS components.

The following is summarized from IEEE Std 44895. Much greater detail is available from
this souce.

The basic components of a static UPS system are the battery, rectifier or battery charger,
inverter, and often a static transfer switch. A basic rotary UPS system is essentially-a motor
generator set that provides isolation between the incoming popelysand the load and

that buffers power supply aberrations by flywheel mechanical inertia effect. Another
significant component of a UPS system is the isolation transformer that diminishes or
removes system harmonics and surges to the UPS.

c. Describe the use of UPS in safety systems (such as a radiation criticality accident
alarm system).

The following is taken from NFPA 70B.

When periodic checks are conducted in the maintenance of system alarms, on a quarterly
basis, a visual inspection should be madesiigns of overheating and corrosion. Wherever




additional loads are connected to the UPS, the proted#iviee coordination, calibration,
and proper operation of the modified system should be checked.

Electrical personnel shall demonstrate a working level knowledge of Variable
Frequency (speed) Drives (VFDs).

a. Describe the major components and operation of a VFD.
The following is taken from DOE/GQ020011165.

Variablefrequency drives (VFDs), a type of variatspeed drive, are controllers that vary
the sped of induction motors. VFDs save substantial energy when applied to vdoahle
loads, thus reducing electricity bills for most facilities. These energy savings are possible
with variabletorque loads, such as fans and pumps, because torque vahesgsare of
speed, and HP varies as the cube of speed. For example, if fan speed is reduced by

20 percent, motor HP (and energy consumption) is reduced by 50 percent.

VFDs generate variable voltage and frequency output in the proper volts/hertz ratio for
induction motor from the fixed utilitgupplied power. VFDs can be retrofitted into existing
motor systems and can operate both standard anekffigiency motors ranging in size from
1/3 hp to several thousand hp. Unlike mechanical or hydraulic rootdrollers, they can be
located remotely and do not require mechanical coupling between the motor and the load.
This simplifies the installation and alignment of motor systems.

Three major VFD desigrexe commonly used: pulsewidth modulation (PWM), aurre

source inverter (CSl), and variable source inverter (VSI). A fourth type, the flux vector PWM
drive, is gaining popularity but is considered too expensive and sophisticated for most
applications. Knowing the characteristics of the load is critical atuating the advantages

and disadvantages of each technology.

A Pulsewidth modulation is the dominant VFD design in the ¥ hp to 500 hp range
because of its reliability, affordability, and availability. PWM outputs emulate
sinusoidal power waves by varyingetwidth of voltage pulses in each half cycle.
Advantages of PWMs are low harmonic motor heating, excellent input displacement
power factor, high efficiencies at ®26%, and ability to control multiple motor
systems with a single drive.

A Current source inveter designs are quite reliable because of their inherent current
limiting characteristics and simple circuitry. CSls have regenerative power
capabilities, meaning that CSI drives can reverse the power flow back from the motor
through the drive. However, &l s firef |l ect 0 | arge amounts ¢
the source, have poor input power factors, and produce jerky motor operations
(cogging) at very low speeds. CSls are typically used for large (over 300 hp)
induction and synchronous motors.

A Voltage souce inverter designs are similar to CSI designs, but VSIs generate
variablefrequency outputs to motors by regulatiaitagerather than current.
Harmonics, power factor, and cogging at low frequencies can be problems.




b. Give examples where VFDs are used in safety systems and in other applications.
The following is taken from Alliant Energyariable Frequency Drives.

VFDs accomplish part load control by varying electric motor speed. Energy savings of 50
percent or more over other part load control strategre common.

The majority of variable frequency drive applications are for centrifugal pumps and fans. The
savings potential for these devices is the largest since the theoretical input power varies with
the cube of fan/pump speed and volume.

For exampg, a fan operating at half speed will require only about 13 percent-spisid
power. Losses in the variable frequency drive will reduce savings somewhat, but the savings
are still very impressive.

There are several methods for air and water flow chntrduding recirculating a portion of
the flow, throttling, variable inlet vanes, and variable frequency drives.

Recirculating part of the flow results in the fan or pump operating at full volume all the time.
Only a portion of the flow is used for tegstem or process and the rest is recirculated back
to the inlet of the fan or pump. This is the leefficient means of controlling flow.

Throttling essentially chokes the outlet of the pump or fan to decrease flow much like
holding your thumb over thend of a garden hose. The pressure increases and the flow
decreases. This results in some energy savings over a constant volume recirculating system
but is still wasteful.

Variable inlet vanes apply only to fans and compressors, not pumps. Inlet vamekflomt
by prespinning the air entering a fan wheel or compressor impeller in the direction of
rotation, which effectively varies its capacity.

VFDs can also be applied to what are called constant torque loads. Unlike the fan and pump
power that variewith the cube of speed, constant torque applications vary power in direct
proportion to speed. This results in lower savings for a given reduction in speed but there are
still significant savings available in some applications.

VFDs can be installed with @amual or automatic bypasses. In the early days of the variable
frequency drives, bypasses were more common since variable frequency drives were not as
reliable as they are at the present time. The bypasses were installed in the event of a drive
failure toensure the system or process would remain on line. Bypasses are still available but
not always installed. The criticality of the application must be considered in each case to
determine whether the added cost and security of a bypass is warranted.

Nearly dl variable frequency drives manufactured today are referred to as pulse width
modulation drives. These drives contain electronic circuitry that converts the 60 Hz line
power to DC, then pulses the output voltage for varying lengths of time to mimic ah AC
the frequency desired.




c. Describe the importance of line filtering for VFD equipment.
The following is taken from Alliant Energ¥ariable Frequency Drives

Harmonic fltering may be necessary in some applicatidMiDs can produce harmonics that
can makeheir way back to the rest of the building and interfere with sensitive electronic
equipment and machines. Line reactors can be used on smaller drives of 20 hp and less to
dampen and mitigate harmonics.

The following is taken from Pacific Gas and Elec@empany Solution of EMI Problems
from Operation of Variable Frequency Drives

Electromagnetic interference filters for VFD applications are typically structured gsaesv

filters with series inductance and bypass capacitors connected-to-fneundmode. These

filters are usually installed on the input leads of the VFD. Thetérground bypass

capacitors in the filter provide a low impedance path for the commuate noise currents to

flow back to the VFD input out of the ground. The commoode ad phase inductors or the

EMI filter provide high impedance to the hifjfiequency noise current. Drixeased

equipment that must meet the European Conformity requirements must use an EMI/RFI filter
connected to the drive input.

d. Describe the importance of proper selection of the cable and lead wires for use
with VFDs to minimize the effect of electromagnetic interference on nearby
equipment and adjacent systems.

The following is taken from Pacific Gas and Electric Comp&ojtion of EMI Problems
from Operdion of Variable Frequency Drives

Abrupt voltage transitions on the output terminals of a VFD are an inherent source of
radiated and conducted EMI. These voltage transition times are essentially determined by the
rise and fall time of the semiconductowvd®s used in the inverter section of VFDs.

Electromagnetic interferenggoblems can be minimized to a great degree by adopting
preventive measures during the installation phase of VFDs. The most successful preventive
measure is to use a shielded powdrleso connect the VFD to the motor. This forces the

noise current to flow through the shield back to the inverter, before it gets out into the system
grid and takes multiple highiequency paths that are difficult to track down in an

installation.

The useof shielded power cables also reduces the area of the loop antenna that is responsible
for radiated interference. The shield should be connected to ground at both ends. It is
important to ensure good electrical contact from the installation plate thiloaighstallation

screws to the metal cabinet of the VFD. Cable clamps should be used instead of twisted
shield ends, since this ruins the shielding effect at high frequencies.

If a shielded cable is not used, avoid random lay of unshielded cables itrcagles. Using
3-wire plus ground conductor (green wire) in a conduit ensures some degree of noise
abatement as the conduit and the green wire carry most of the return current. However,




accidental contact with grid ground structure due to strap suppod#)er equipment, is still
a possibility. In contrast, with a shielded cable, this situation can be avoided by using a
polyvinyl chloride outer coating.

In addition to the use of shielded power cable, the following noise reduction practices are
usuallyemployed for control signal wiring practice:
A Twist the leads to provide a balanced capacitive coupling.
A Use shielded cable to return the noise current flowing in the shield back to the source,
instead of through the signal leads.
A Maintain at least-8nch separation between control and power wires in open air,
conduit, or cable trays.
A Use a commomnode choke wound with multiple turns of both signal and shield.
A Use optical isolation modules for control signal communications.

e. Describe other issues related to the transients and harmonics generated by use of
VFDs, and how they need to be addressed to obtain reliable and safe system
operation and long cable life (IEEE Emerald Book; reference IEEE Std-1100 and
IEEE Std-1050).

The following is taken from Elegtal Construction & Maintenance Magazihgne Reactors
and VFDs.

Address harmonics by using line reactors on the line side of a VFD. Harowmmensated

|l ine reactors are specially designed to hand
inducive reactance into the circuit, which is a high impedance to harmonic frequencies, line
reactors reduce the amount of harmonics produced by a VFD system. For harmonic reduction
purposes, 5% impedance line reactors are typically applied to the input afdneés 20hp

and higher. This reduces input harmonics to 35% total harmonic current distortion or less and
minimizes the effects of harmonics on motors and other devices powered off the same

electrical system.

In situations where drives are located velgse to the incoming facility power source, such

as a substation, they may be susceptible to any incoming spikes and other transients. This is
because there may not be enough impedance (in the form of transformers, power feeders, and
the like) to help conteract these transient voltage spikes. This situation can damage the front
end (diode section) of the drives or cause nuisance overvoltage tripping on the system.
Installing a 5% impedance line reactor at the input to each drive helps counteract kse spik
keeping them from tripping or damaging the drives.

On the other hand, if drives are located far from the facility power source (as often seen in
hospitals), they may be affected by line harmonics caused by other haigeoerating
equipment (nonlinedoads). In most applications, harmonic problems are best solved at their
source. Large nonlinear loads, such as VFDs, should have a 5% impedance line reactor
applied on the input to those pieces of equipment to minimize the system harmonics.




10. Electrical personnel shall demonstrate a working level knowledge of electrical test
instruments and measuring devices.

a. Describe the purpose and method of operation of the following in-place
measuring devices, and explain how to use the correct electrical
instrument/meas ur i ng device in accordance with the me
speci fications and instructions (i.e., within
or less):

A Voltmeter

Ammeter

Ohmmeter

Wattmeter

Ampere-hour meter

Power factor meter

Ground detector

Synchroscope

Megger

Power quality monitors

> > D> > >

The information for all the terms in this KSA, except for power quality monitors, is taken
from DOEHDBK-1011/492. The information on power quality monitors is taken from
NFPA 70B.

Voltmeter

A simple DC voltmeter can be construttey placing a resistor, calledhaultiplier, in series

with the ammeter meter movement, and marking the meter face to read voltage. Voltmeters
are connected in parallel with the load being measured. When constructing a voltmeter, the
resistance of the miyblier must be determined to measure the desired voltage.

When a voltmeter is connected in a circuit, the voltmeter will draw current from that circuit.
This current causes a voltage drop across the resistance of the meter, which is subtracted
from the vdtage being measured by the meter. This reduction in voltage is known as the
loading effectand can have a serious effect on measurement accuracy, especially for low
current circuits. The accuracy of a voltmeter is defined as the ratio of measured whkage
the meter is in the circuit to the voltage measured with the meter out of the circuit.

Ammeter

The ammeter measures electric current. It may be calibrated in amperes, milliamperes, or
microamperes. In order to measure current, the ammeter mustbkd piaseries with the
circuit to be tested. When an ammeter is placed in series with a circuit, it will increase the
resistance of that circuit by an amount equal to the internal resistance of the meter.

The percent loading error is that percent of edugg to loading effects that result from the
added resistance of the meter. A second error that occurs in an ammeter is calibration error.
Calibration error is an error that occurs due to inaccurately marked meter faces. Typical
values of calibration erran terms of fultscale current are about 3%.




Ohmmeter

The ohmmeter is an instrument used to determine resistance. A simple ohmmeter consists of
a battery, a meter movement calibrated in ohms, and a variable resistor. Ohmmeters are
connected to a compondhat is removed from the circuit. The reason for removing the
component is that measurement of current through the component determines the resistance.
If the component remains in the circuit and a parallel path exists in the circuit, the current

will flow in the path of least resistance and give an erroneous reading.

When the unknown resistaniseconnected across the ohmmeter terminals, the current is
measured by calculating the total series resistance. An easy way to determine ohmmeter
deflection is by ge of a deflection factor, which is the ratio of circuit current to meter
current.

Wattmeter

The wattmeter is an instrument that measures DC power or true AC power. The wattmeter
uses fixed coils to indicate current, while the movable coil indicatesgeoltaattmeters are
rated in terms of their maximum current, voltage, and power. All of these ratings must be
observed to prevent damage to the meter.

Total power in a @ circuit is the sum of the powers of the separate phases. The total power
could be meaged by placing a wattmeter in each phase; however, this method is not feasible
since it is often impossible to break into the phases of a delta load. It also may not be feasible
for the Y load, since the neutral point to which the wattmeters must beated e not

always accessible. Normally, only two wattmeters are used in makipgvéer

measurements. In balancep 3/stems, with any power factor, total power is calculated by
adding the A and B phase powers.

AmpereHour Meter

The amperdour meter registers ampdneurs and is an integrating meter similar to the
watt-hour meter ustto measure electricity usage in a home. Typical ardpaue meters are
digital indicators similar to the odometer used in automobiles. The afhpareneter is a

DC meter that will register in either direction depending on the direction of currenfHtow.
example, starting from a given reading, it will register the amount of discharge of a battery;
when the battery is placed on charge, it will operate in the opposite direction, returning once
again to its starting point. When this point is reachedbétiery has received a charge equal

to the discharge, and the charge is stopped. It is normally desired to give a battery a 10%
overcharge. This is accomplished by designing the artpmremeter to run 10% slow in the
charge direction.

These meters arelsject to inaccuracies and cannot record the internal losses of a battery.
They attempt to follow the charge and discharge, but inherently do not indicate the correct
state of charge. Similar to an ammeter, the ampeug meter is connected in series.
Although the amperkour meters were used quite extensively in the past, they have been
largely superseded by the voltayme method of control.




Power Factor Meter

A power factor meter is a type of electrodynamometer movement when it is made with two
movablecoils set at right angles to each other. At a power factor of unity, one potential coll
current leads and one lags the current in phase B by 30°; thus, the coils are balanced. A
change in power factor will cause the current of one potential coil to bevoneein phase

and the other potential coil to be more out of phase with the current in phase B, so that the
moving element and pointer take a new position of balance to show the new power factor.

Ground Detector

The ground detector is an instrument tisatsed to detect conductor insulation resistance to
ground. An ohmmeter, or a series of lights, can be used to detect the insulation strength of an
ungrounded distribution system. Most power distribution systems in use today are of the
grounded variety; hmever, some ungrounded systems still exist. In the ohmmeter method, a
DC voltage is applied to the conductor. If a leakage path exists between the conductor
insulator and ground, a current will flow through the ground to the ohmmeter proportional to
the irsulation resistance of the conductor. In the ground detector lamp method, a set of three
lamps connected through transformers to the system is used. To check for grounds, the
switch is closed and the brilliance of the lamps is observed. If the lampsuaty dgight,

no ground exists and all the lamps receive the same voltage. If any one lamp is dark, and the
other two lamps are brighter, the phase in which the darkened lamp is in is grounded. In this
case, the primary winding of the transformer is shibibeground and receives no voltage.

Synchroscope

A synchroscope indicates when two AC generators are in the correct phase relation for
connecting in parallel and shows whether the incoming generator is running faster or slower
than the ofline generatorThe synchroscope consists of a {pltase stator. The two stator
windings are at right angles to one another, and by means of agutittsey network, the

current in one phase leads the current of the other phase by 90°, thereby generating a rotating
magretic field. The stator windings are connected to the incoming generator, and a polarizing
coil is connected to the running generator.

The rotating element is unrestrained and is free to rotate through 360°. It consists of two iron
vanes mounted in opposiigections on a shaft, one at the top and one at the bottom, and
magnetized by the polarizing coil.

If the frequencies of the incoming and running generators are different, the synchroscope will
rotate at a speed corresponding to the difference. It igraekso that if incoming frequency

is higher than running frequency, it will rotate in the clockwise direction; if incoming

frequency is less than running frequency, it will rotate in the counterclockwise direction.

When the synchroscope indicatégbes e di f f er ence, the pointer
position and the two AC generators are in phase.

Megger

The megger is a portable instrument used to measure insulation resistance. The megger
consists of a handriven DC generator and a direct reading oleten The moving element
of the ohmmeter consists of two coils, A and B, which are rigidly mounted to a pivoted




central shaft and are free to rotate oversh@ped core. These coils are connected by means
of flexible leads. The moving element may poinaity meter position when the generator is
not in operation.

As current provided by the hamtiliven generator flows through coil B, the coil will tend to
set itself at right angles to the field of the permanent magnet. With the test terminals open,
giving an infinite resistance, no current flows in coil A. Coil B will govern the motion of the
rotating element, causing it to move to the extreme counterclockwise position, which is
marked as infinite resistance.

Power Quality Monitors

Power quality monitors ais$ the troubleshooter in identifying and solving many power
guality problems. Disturbance waveshapes from these monitors provide important clues for
locating the source of problems.

Monitoring can be used to determine the presence of transients. Sygagkigh

bandwidth oscilloscopes with higloltage capability can be used, but more information can

be obtained from these of power disturbance analyzers specifiaddigigned for transient

and other types of poweguality problems. Monitoring might beequired over an extended

period of time, due to the characteristics of transievitgch vary as loads and system
configurations chang&lonitoring is often performed at specific locatiomsere a sensitive

load is connected or is to be connect@ther ckvices on the monitored circuit, such as the
powerqguality monitor itself, can contain surgeotection devicethat limit transients and

distort the results. An alternative power source for powering monitoring equipment should be
used if possible.

Power nonitoring instruments are quite sensitive, and outside factors can influence their
accuracy.

b. Describe safe methods for using the following portable test equipment:
A Ammeter
A Voltmeter
A Ohmmeter

The following is taken from IEEE Std 24001.

Portable equipmershould be handled in a manner that will not cause damage. Flexible
electric cords connected to equipment should not be used for raising or lowering the
equipment. Flexible cords should not be fastened with staples or hung in such a fashion as
could damagéhe outer jacket or insulation.

Empl oyeesd hands should not be wet when plug
andplug-connected equipment if energized equipment is involved. Energized plug and

receptacle connections should be handled only wahlating protective equipment if the
condition of the connection could provide a
example, a cord connector is wet from being immersed in water). Letipegconnectors

should be secured after connection.




Before use on any shift, portable ceddplug-connected equipment should be visually
inspected for external defects (such as loose parts, deformed and missing pins) and for
evidence of possible internal damage (such as pinched or crushed outer jacket).

Overcurrent protection of circuits and conductors should not be modified, even on a
temporary basis, beyond that permitted by NF
Protection. o

Trailing cables should be of minimal length, of adequate construction, andlpnoaected
(e.g., by groundault circuitinterrupting circuit breakers); and cable connectors should be of
suitable design for the environment in which they are operating. All portable equipment
should be regularly inspected and tested; should havwebdtdached showing the due date

for the next test; and, where feasible, should be inspected before each use.

c. Describe the importance of tolerances and calibration requirements for test
instruments.

The following is taken from NFPA 70B.

All test equipmenshould be calibrated at regular intervals to ensure the validity of the data
obtained. In order to get valid test results, it might be necessary to regulate the power input to
the test equipment for proper waveform and frequency and to eliminate valtggs.s

Equipment calibrationshould be scheduled on a routine basis, with the frequency depending
on the operating conditions particular to the procesjuipnent.In general, any test

equipment used for the calibration of other equipment should haaecaracy at least twice

the accuracy of the equipment under test. The test equipment should be maintained in good
condition and should be used only by qualified test operators.

Each facility differs in its tolerance to harmonic distortion. There areejon@b that can be
followed to determine if harmonics are within acceptable limits. IEEE Std 519,
Recommended Practices and Requirements for Harmonic Control in Electrical Power
Systemgds one such standard. Other information sources include the folloimegrican
National Standards Institute (ANSI)/IEEE C57.1Re@commended Practice for Establishing
Transformer Capability When Supplying Nonsinusoidal Load CurrantHEEE Std 1100,
Recommended Practice for Powering and Grounding Sensitive Electromioniant

d. Describe the importance of different category meters (such as CAT I, CAT Il, CAT
lll, and CAT IV; reference UL 3111-1).

[Note: UL 3111-1 has been superseded by UL 61010B-1. Other UL 3111-series
standards referenced in the discussion have also been superseded. Their
successors are shown parenthetically. The candidate is encouraged to review the
new standards for applicability.]
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e. Describe the types of meters used for over 600 volts.

Test instruments are rated on their ability to withstand a voltage spike, which is applied
through a specified level of resance fable 3. The ratings are broken down by catega@ies
Cat |, II, Ill, and IV.

Cat Frated test instruments are sigialel tools for telecommunications and electronic
equipment. Transient voltage risk is limited, but still exists, due to the distémetween
equipment locations and other equipment located between it and the primary electrical
supply. Thenternational Electrotechnical Commissid&C) no longer specifies protection
levels for Cat | instruments. Underwriters Laboratories (UL) 31 19tandard for Electrical
Measuring and Test Equipment; Part 1. General Requiremspésifies that a Cat | 150-V
rated instrument must be protected to 800 V. Under IEC 61020d editionSafety
Requirements for Electrical Equipment for MeasurementtrGhrand Laboratory Usea

Cat 1 150 V meter could be protected only to 500 V, as long as that information is in the
user 6s manual

Cat Il-rated test instruments cover the local level of circuits for fixed oifixed power
devices. This includes mosghting equipment, appliances, and 120 V or 240 V equipment
inside a building.

Cat lll-rated test instruments can withstand the transient voltage range found on most

distribution circuits. These instruments are used primarily on fixed primary feedersch bra
circuits. Theyodre separat ed-vdltagesourcteat |V util
equipment by at least one level or through transformer isolation.

Cat IV-rated test instruments are designed for testing on the primary supply source, which
also inclues 120 V or 240 V overhead or underground lines that power detached buildings
or underground lines that power well pumps. The Cat IV rating covers the highest and most
dangerous level of transient overvoltage electricians encounter when working on utility
service equipment like exterior transformers.

The latest UL standard for electrical test instruments is UL 61410 Standard for

Safety Electrical Measuring and Test Equipment; Part 1. General Requiremiith, is a
revision of UL 31111. It specifes the general safety requirements, such as material, design,
and testing requirements, and the environmental conditions in which the standard applies.
UL 31112-031 (UL 61010B2-031,Electrical Equipment for Measurement, Control, and
Laboratory Use; Par®: Particular Requirements for Hardeld Probe Assemblies for
Electrical Measurement and Tgéists additional requirements for test probes. The
requirements for hankeld current clamps, such as the current measuring portion of clamp
meters, are includad UL 3111-2-032 (UL 61010B2-032,Standard for Electrical

Equipment for Measurement, Control, and Laboratory Use; Part 2: Particular Requirements
for Hand-Held Current Clamps for Electrical Measurement and Jlest
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Table 3. Category rating table

Rated IEC 61010-1 2nd Edition UL 61010B-1 (UL 3111-1)
voltage CATIV | CATII CATII CAT Il CATII CAT |
150V 4,000V | 2,500V | 1,500V | 2,500V | 1,500V 800V
300V 6,000V | 4,000V | 2,500V | 4,000V | 2,500V | 1,500V
600V 8,000V | 6,000V | 4,000V | 6,000V | 4,000V | 2,500V
1,000V 12,000V | 8,000V | 6,000V | 8,000V | 6,000V | 4,000V
Resistance 2ohms | 2ohms | 12 ohms | 2 ohms | 12 ohms | 30 ohms
Sour ce: El ectrical Construction

Category

Electrical personnel shall demonstrate a familiarity level knowledge of the principles
and concepts of natural phenomena hazards such as static electricity (NFPA 77) and

Ratingso

their effects on personnel and electrical systems.

a. Discuss the potential impact of lightning on electrical systems at defense nuclear

facilities.

The informati on
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KSAs

Lightning presents a hazard to facilities as follows:

A The electrical current produced by a voltage gradient resulting fraghtailng strike
couldcause damage or fires in electrical fixtures and equipment.
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A The lightning could initiate a fire involving combustible materials in the facility.

A It could affect support systems such as fire protection and security. Lightning can
reacha structure not only by direct strike, but also indirectly by coupling to a

conductor that penetrates the structure.

b. Discuss various methods of lightning protection as preventive measures (e.g.,
surge suppressors, Faraday cages, etc.).

There are many metts for ensuring lightning protection. Several key ones are discussed

here.

Strike Termination System: components

A Air Terminal: An air terminal is the component of a lightning protection system

(LPS) used to intercept lightning strikes. Air terminals ineludrtical spikes
attached to the structure (commonly referred to as Franklin Rods) and overhead wires
(as used with catenary systems) or grids.
A Conductors: Conductors provide low impedance paths from air terminals to the earth

electrode system. Where wsrare used as down conductors, they shall meet the
requirements of NFPA 780. Lightning conductors should run vertical or horizontal. If
run upwards, they must have a rise of no more than 1/4 pitehF-araday cageased

LPS, the structural elements havbigher current carrying capacity and lower
impedance to ground than wire down conductors. Structures with such an LPS do not
require wire down conductors.

S
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Grounding

A LPSs, to include integral and catenary systems, but with the exception of Faraday
cage o Faradaylike Shield systems, require an earth electrode (ground) system to
dissipate the electrical energy of a lightning strike to the earth. The use of earth
electrode systems with a Faradike shield LPS is not required as the floor of such a
strucure acts as the earth (ground) electrode; however, electrical safety grounding
requirements do apply. Examples of earth electrode systems include ground rods, a
ring electrode (counterpoise) system, buried metal plates, or Ufer grounds.

Bonding

A Bonding povides a physical and electrical connection from all parts of the LPS to the
ground connection. Bonding produces electrical continuity between the LPS and
metallic objects to minimize potential differences. Methods of bonding include
mechanical, compressiand thermal connections.

Surge Suppression for Incoming Conductors

A Surge suppression devices shall be provided in accordance with NFPA and the
provisions of this Manual on each power line, signal line, or communication line
conductor entering the LPSqtected structure. They shall be located between the
respective conductor and the structure ground and/or Faraday cage, as close as
reasonably achievable to the point where the conductor penetrates the LPS zone of
protection or the structure. All cablingower cabling, communication lines, data
lines, and electrical conduit shall be buried underground in metallic conduit for a
minimum of 50 ft (15.2 m) before entering an explosives structure. These and other
metallic utility lines and pipes shall be elécatly bonded to the LPS or structural
steel of the building as close as reasonably achievable to their entry point.

Sideflash (Arcing) Protection

A Sideflash is an electrical spark caused by differences of potential that occurs between
conductive metal baes or between conductive metal bodies and a component of the
LPS or earth electrode system. Sideflash presents direct and indirect hazards to
facility personnel and components.

For further information, see also NFPA 78bandard for the Installation ofightning
Protection Systems.

c. Briefly describe the safety measures and design features commonly used as
safeguards against natural hazards and identify the relevant industry consensus
standards that codify accepted design and installation practices for these
safeguards. Reference the following:

A DOE-STD-1020-2002, Natural Phenomena Hazards Design and Evaluation
Criteria for Department of Energy Facilities

A DOE-STD-1021-93, Natural Phenomena Hazards Performance Categorization
Guidelines for Structures, Systems, and Components

A DOE-STD-1022-94, Natural Phenomena Hazards Site Characterization Criteria




DOE-STD 10232002, Natural Phenomena Hazards Design and Evaluation Criteria for
Department of Energy Facilities

This standard, developed from UCRBE910,Design and Ealuation Guidelines for
Department of Energy Facilities Subjected to Natural Phenomena Hapaodgjes criteria

for design of new structures, systems, and components (SSCs) and for evaluation,
modification, or upgrade of existing SSCs so that DOE fadlsafely withstand the effects

of natural phenomena hazards (NPHSs) such as earthquakes, extreme winds, and flooding.

DOE-STD-1020-2002 provides consistent criteria for all DOE sites across the United States.

These criteria are provided as the meansnplementing DOE O 420.1B and the associated
Guides, and Executive Orders 12699, ASeismic
Regul ated New Building Construction, 0 and 12
Owned or Leasedhdgdakéesl di ngs, 0 for eart

The design and evaluation criteria in D@HED-10202002 provide relatively

straightforward procedures to evaluate, modify, or upgrade existing facilities or to design

new facilities for the effects of NPHs. The intent is to control the levelrideawatism in the
design/evaluation process such that (1) the hazards are treated consistently; and (2) the level
of conservatism is appropriate for SSC characteristics related to safety, environmental
protection, importance, and cost. The requirementsdoh hazard are presented in separate
chapters. Terminology, guidelines, and commentary material are included in appendices that
follow the requirement chapters.

Prior to applying these criteria, SSCs have been placed in one of five performance stegorie
(PCs), P@0 to PG4. No special considerations for NPH are needed fe0RGerefore, no
guidance is provided. Different criteria are provided for the remaining four PCs, each with a
specified performance goal. Design and evaluation criteria aimathat probabilistic
performance goals require probabilistic NPH assessments. NPH loads are developed from
such assessments by specifying NPH mean annual probabilities of exceedance. Performance
goals may then be achieved by using the resulting loads nethhiith deterministic design
and evaluation procedures that provide a consistent and appropriate level of conservatism.
Design/evaluation procedures conform closely to industry practices using national consensus
codes and standards so that the procedutkse easily understood by most engineers. SSCs
comprising a DOE facility are to be assigned to a PC utilizing the approach described in the
DOE G 420.12 and performance categorization standard, EBJB-1021-93, Natural
Phenomena Hazards Performance &girization Guidelines for Structures, Systems, and
ComponentsThese design and evaluation criteria (BSHED-1020) are the specific
provisions to be followed such that the performance goal associated with the PC of the SSC
under consideration is achievéar each category, the criteria include the following steps:
1. NPH loads are determined at specified NPH probabilities as per®PIQEL023,
Natural Phenomena Hazards Assessment Criteria.
2. Design and evaluation procedures are used to evaluate SSC respdRstltads.
3. Criteria are used to assess whether or not computed response in combination with
other design loads is permissible.
4. Design detailing provisions are implemented so that the expected performance during
a potential NPH occurrence will be achieved.
5. Quality assurance (QA) and peer review are applied using a graded approach.




NPH safety requirements are briefly describe
Management , 0 a nFacilify Sefety The ds8obiatetl Byides are
A DOE G 420.11, Nonreactor Nukear Safety Design Criteria and Explosive Safety
Criteria Guide for use with DOE O 420.1 Facility Safety
A DOE G 420.12, Guide for the Mitigation of Natural Phenomena Hazards for DOE
Nuclear Facilities and Nomuclear Facilities
A DOE G 420.13, Implementatia Guide for DOE Fire Protection and Emergency
Services Programs for Use with DOE O 420.1B, Facility Safety

These guides describe acceptable methods to meet these requirements in a consistent manner
throughout DOE, which include (1) providing a safe worcpl (2)protecting against

property loss and damage; (3) maintaining operation of essential facilities; and (4) protecting
against exposure to hazardous materials during and after occurrences of NPHs. There is an
established hierarchy in the set of docutse¢hat specify NPH requirements. In this

hierarchy, 10 CFR part 830 is the highest authority (for nuclear facilities only), followed by
DOE O 420.1B. The next set of controlling documents is the associated Guides followed by
the set of NPH standards (D€ D-1020 through DOESTD-1023). The NPH requirements

have been developed to provide the necessary information that assesses the NPH safety basis
for DOE facilities, which is documented in safety analysis reports (SARS), if available. 10

CFR part 830, DOBrder 5480.23Nuclear Safety Analysis Repaahd the guidance

provided in the associated standard, B®HED-300994, Preparation Guide For U. S.

Department of Energy Nonreactor Nuclear Facility Documented Safety Anglyssstibe

the use of a graded apach for the effort to be expended in safety analysis and the level of
detail required to be presented in the associated documentation. DOE NPH mitigation
requirements are also consistent with the National Earthquake Hazards Reduction Program
and Executie Orders 12699 and 12941.

DOE-STD 102193, Natural Phenomena Hazards Performance Categorization Guidelines
for Structures, Systems, and Components

DOE-STD-1021-93 provides guidelines to be used for Npg¢tformanceategorization of
SSCs, and recommends &yRatic procedures implement these guidelines.

The application of the basic categorization guidelines establishes the preliminary PC of
SSCs, as summarized in figure 35. The preliminary PC may not account for system
interactions but shall account formmoncause failure effects. Note that the hazard
categorization is based on a method for assessing risk from potential hazards and follows the
graded approach discussed in the NPH implementation Guide for DOE O 420.1B (DOE G
420.%2).




SSC is wmliasabeiyem as define

its failure due to an NPH event would result in offsite
release consequences greater than or equal to the
unmitigated release associated with a large (200 MW)
Category A reactor severe accident

PC-4

\4

SSC failure has adverse release consequences greater than
safety-class SSC Evaluation Guidelines, but not severa@ugh
to place itin PG4

PC-3

A 4

a. SSC performs emergency functions to preserve health and

safety of workers as defined in Section 2.4(d),

b. SSCis part of a building used for assembly of more than
300 persons in one room,

c. 't has beeafetysliagsnsiiffiiceadn tf. so

>

PC-2

A 4

a. SSCis a building/structure with potential human
occupancy, or

b. SSC failure may cause fatality or serious injuries to in
facility workers, or

c. SSC failure can be prevented costffectively by NPH
design.

PC-1

PC-0

* Also refer to DOE G 4202 for additional applications.

Source:DOE-STD-1021-93

systems, and components

Figure 35. Basic guidelines for preliminary NPH performance categorization of structures,

Performance Categpd: An SSC shall be placed in preliminary performance category 4

(PG4) if it is a safetyclass (SC) item as defined in DEH D-3009-94 and if its failure

during an NPH event could result in offsite release consequences greater than or equal to the
unmitigated release from a large (>200 MWt) Category A reactor severe accident. There are
not expected to be many such facilities in the DOE complex. Not all SC SSCs are necessarily
PC-4. If the adverse offsite consequences from an NPH event are significaghd¢aouake

them SC but are substantially less than those associated with consequences from an
unmitigated large Category A reactor severe accident, the SSCs should be placé&d AnPC




SSC that does not satisfy the above criteria may also be placeddifide@nproved
performance if justified from codtenefit considerations.

Performance Category 3: An SSC shall be placed in preliminary performance category 3
(PG3) if it is not covered in paragraph 2.4(b) of D@ED-1021-93, and if its failure results

in adverse release consequences greater than SC SSC evaluation guidelines limits but much
less than those associated with-#GSCs. For additional applications refer to DOE G 420.1

2. An SSC that does not satisfy the criteria may also be placed3fét@mproved

performance if justified from codtenefit considerations. For new facilities, since it may not
cost too much more to design the facility as#@stead of PE3, it may be desirable to

design such P@G facilities in the conceptual design stag® @4 criteria, subject to funding
constraints.

Performance Category 2: An SSC shall be placed in preliminary performance category 2
(PCG2) if it is not covered in paragraphs 2.4(b) and 2.4(c) of EBJB-1021-93, and if any
of the following conditions appl
A The SSCo6s failure by itself or in combina
loss of function of any emergency handling, hazard recovery, fire suppression,
emergency preparedness, communication, or power system that may be needed to
preserve the ladth and safety of workers and visitors. This includes NBHsed
release of radioactive and toxic materials that would result in these consequences.
A The SSC is part of a building that is primarily used for assembly of more than 300
persons (in one roomgnd the SSC failure may adversely affect the life safety of the
occupants.
A The SSC has been classified safgiynificant (SS). For details refer to DOE
G 420.%2. An SSC that does not satisfy the above criteria may also be placein PC
from cost and m&on considerations, (e.g., when SSC failure causes excessive
downtime, the SSC is very difficult to replace, or SSC replacement/repair is very
costly).

Performance Category 1: An SSC that is not covered in paragraphs 2.4(b), 2.4(c), and 2.4(d)
in DOE-STD-1021-93 shall be placed in preliminary performance category t1()HCany of
the following conditions apply:
A Itis a building/structure with potential human occupancy.
A The SSC6s failure may c au 4daeilityavorkesst al i ty or
A TheSSCo6s failure may cause damage that can
effectively by designing it to withstand NPH effects.

Performance Category 0: An SSC that is not covered in paragraphs 2.4(b) through 2.4(e) in
DOE-STD-1021-93 may be placed in preliminaperformance category 0 (F@, if it is not
important because of safety, mission, or cost considerations, and if it is meedfecste to
replace or repair it than to design it to withstand NPH effects; however, an SSC whose failure
may have any advse effect on the performance of a P® G2, PG3, or PG4 SSC shall

not be placed in PO.
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DOE-STD-102294, Natural Phenomena Hazards Site Characterization Criteria

The purpose of DOESTD-102294 is to provide criteria for site characterization to ev
site-specific information needed for implementing DOE O 420.1B requirements and to develop
a sitewide database related to NPH that should be obtained to support individual SARSs.

Criteria are presented for meteorological, hydrological, geologicamekgical, and
geotechnical studies to characterize the site and to provide the necessspgsite
information. The required information is necessary to complete the hazard assessments
described in DOESTD-102395, Natural Phenomena Hazards Assessn@rieria, and in
turn to provide input for design and evaluation requirements described iFSDOH020
2002,Natural Phenomena Hazards Design and Evaluation Criteria for Department of
Energy Facilities The scope and degree of detail of investigatiorltiress these NPHs
depend on several factors, including the PCs of the SSCs making up the facilities; the hazard
classification of the facilities; the subsurface conditions at the site; the meteorologic,
hydrologic, and seismotectonic environment of ke region; and the extent of prior
knowledge, investigations, and data regarding the site and site region. Although more
detailed investigations are generally appropriate for facilities having higher PCs,
investigations of lesser scope and detail maygpeapriate when the existing knowledge of
the site and region is extensive andtoqulate.

For a full list of design and installation practices for the many natural hazards described here,
see DOESTD-102294, Natural Phenomena Hazards Site Characterizatiteria.

Electrical personnel shall demonstrate a working level knowledge of DC generators.
a. Describe the relationship between shaft speed, field flux, and generated voltage.

The following is taken from DOEHDBK-1011/292.

A basic DC generator has foutimpary parts: a magnetic field; a single conductor, or loop; a
commutator (shaft); and brushes. The magnetic field may be supplied by either a permanent
magnet or an electromagnet. A coil of wire is mounted in the shaft and electrical connections
aremadé¢ o t his spinning coil via stationary <c
rotating shaft. The purpose of the brushes is to connect the generated voltage to an external
circuit. In order to do this, each brush must make contact with one afidseéthe loop. An
increase in field current will cause field flux to increase. Conversely, if the resistance of the
field is increased, field flux will decrease. If the field flux of a DC motor is decreased, the
motor speed will increase.

The relationshp between shaft speed, field flux, and generated voltage is represented in the
following equation:

Ve = KON
where
V¢ = generated voltage
K = constant
0 = generator field fl ux

N = shaft speed

ar



b. Define the following:

A Electromotive force
Excitation
Compounding
Armature

Terminal voltage
Load current

Shunt windings
Series windings

D> > > > >

The definitions of all the terms in this KSA, except for EMF, are taken from-BDBK -
1011/292. The definition for EMF is taken from DGHDBK-1011/192.

Electromotive Force
EMF is thesum of the potential differences of all charged particles in an electrostatic field.

Excitation

The magnetic fields in DC generators are most commonly provided by electromagnets. A
current must flow through the electromagnet conductors to produce a mduphetiin order

for a DC generator to operate properly, the magnetic field must always be in the same
direction. Therefore, the current through the field winding must be DC. This current is
known as thdield excitation currenaind can be supplied to theld winding in one of two
ways. It can come from a separate DC source external to the generator (e.g., a separately
excited generator) or it can come directly from the output of the generator.

Compounding

One means of supplying a stable output voltadeyiusing a compound generator. The
compound generator has a field winding in parallel with the generator armature (the same as
a shuntwound generator) and a field winding in series with the generator armature (the same
as a seriesvound generator). Thigvo windings of the compounded generator are made such
that their magnetic fields will either aid or oppose one another.

If the two fields are wound so that their flux fields oppose one another, the generator is said
to be differentially compounded. Duettee nature of this type of generator, it is used only in
special cases and will not be discussed further in this reference guide. If the two fields of a
compound generator are wound so that their magnetic fields aid one another, the generator is
said to ke cumulatively compounded. As the load current increases, the current through the
series field winding increases, increasing the overall magnetic field strength and causing an
increase in the output voltage of the generator. With proper design, the énicrtaes

magnetic field strength of the series winding will compensate for the decrease in shunt field
strength. Therefore, the overall strength of the combined magnetic fields remains almost
unchanged, so the output voltage will remain constant. Inyetié two fields cannot be

made so that their magnetic field strengths compensate for each other completely. There will
be some change in output voltage from thdaaal to fultload conditions.




Armature

The purpose of tharmaturds to provide the eneygconversion in a DC machine. In a DC
generator, the armature is rotated by an external mechanical force, such as a steam turbine.
This rotation induces a voltage and current flow in the armature. Thus, the armature converts
mechanical energy to electrieergy. In a DC motor, the armature receives voltage from an
outside electrical source and converts electrical energy into mechanical energy in the form of
torque.

Terminal Voltage

Terminal voltageas applied to DC generators, is defined as the voltkegean be measured
at the output of the generator.

Load Current

Each electrical circuit has at least four basic parts: a source of EMF, conductors, load or
loads, and some means of control. For example, the source of EMF might be the battery; the
conductaes could be the wires which connect the various component parts; the resistor would
be the load; and a switch could be used as the circuit control device. A closed circuit is an
uninterrupted, or unbroken, path for current from the source (EMF), throedbetth, and

back to the source. An open circuit, or incomplete circuit, exists if a break in the circuit
occurs; this prevents a complete path for current flow.

Shunt Windings

When the field winding of a generator is connected in parallel with the genanatature,
the generator is called a shumbund generator. The excitation current in a stwmiind
generator is dependent upon the output voltage and the field resistance. Normally, field
excitation is maintained between 0.5 and 5% of the total curogptiioof the generator.

Series Windings

When the field winding of a DC generator is connected in series with the armature, the
generator is called serieswound generatorThe excitation current in a sere®und

generator is the same as the current greegator delivers to the load. If the load has a high
resistance and only draws a small amount of current, the excitation current is also small.
Therefore, the magnetic field of the series field winding is weak, making the generated
voltage low. Converselyf the load draws a large current, the excitation current is also high.
Therefore, the magnetic field of the series field winding is very strong, and the generated
voltage is high.

c. State the purpose of the following components of a DC machine:
A Armature

Rotor

Stator

Field

> > > >
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Armature

The purpose of tharmaturds to provide the energy conversion in a DC machine (refer to

figure 36). In a DC generator, the armature is rotated by annatmechanical force, such

as a steam turbine. This rotation induces a voltage and current flow in the armature. Thus, the
armature converts mechanical energy to electrical energy. In a DC motor, the armature
receives voltage from an outside electriaairee and converts electrical energy into

mechanical energy in the form of torque.

Rotor

The purpose of theotoris to provide the rotating element in a DC machine (figure 36). In a

DC generator, the rotor is the component that is rotated by an extewg®allh a DC motor,

the rotor is the component that turns a piece of equipment. In both types of DC machines, the
rotor is the armature.

Stator

Thestatoris the part of a motor or generator that is stationary. In DC machines, the purpose
of the stator iso provide the magnetic field. The stator in figure 36 is provided by a
permanent magnet.

Field

The purpose of thigeld in a DC machine is to provide a magnetic field for producing either a
voltage (generator) or a torque (motor). The field in a DC madisi produced by either a
permanent magnet or an electromagnet. Normally, electromagnets are used because they
have an increased magnetic strength, and the magnetic strength is more easily varied using
external devices. In figure 36, the field is providgcthe stator.

- P Fotatic
\ I otation

Source:DOE-HDBK-1011/292
Figure 36. Basic DC machine
d. Describe self-excited and separately excited generators.

The magnetic fields in DC generators are most commonly provided by electromagnets. A
current must flav through the electromagnet conductors to produce a magnetic field. In order




for a DC generator to operate properly, the magnetic field must always be in the same
direction. Therefore, the current through the field winding must be DC. This current is
knownas the field excitation current and can be supplied to the field winding in one of two
ways. It can come from a separate DC source external to the generator (e.g., a separately
excited generator) or it can come directly from the output of the generatanjah case it is
called a sekexcited generator.

In a selfexcited generator, the field winding is connected directly to the generator output.
The field may be connected in series with the output, in parallel with the output, or a
combination of the twoSeparate excitation requires an external source, such as a battery or
another DC source. It is generally more expensive than-a)sated generator. Separately
excited generators are, therefore, used only wherexseiliation is not satisfactory. They

would be used in cases where the generator must respond quickly to an external control
source or where the generated voltage must be varied over a wide range during normal
operations.

e. Describe the operation of compound-wound generators.

Serieswound and Buntwound generators have a disadvantage in that changes in load

current cause changes in generator output voltage. Many applications in which generators are
used require a more stable output voltage than can be supplied by -aveemessor shunt

wound generator. One means of supplying a stable output voltage is by using a compound
generator. The compound generator has a field winding in parallel with the generator
armature (the same as a shwatund generator) and a field winding in series with the

geneator armature (the same as a sewesind generator). The two windings of the

compounded generator are made such that their magnetic fields will either aid or oppose one
another. When the magnetic field flux is decreased, motor speed increases, foart const
generated voltage.

f. Describe how the terminal voltage of a DC generator is adjusted.

DC generator output voltage is dependent on three factors: the number of conductor loops in
series in the armature, armature speed, and magnetic field strengthrlio @fuEnge the

generator output, one of these three factors must be varied. The number of conductors in the
armature cannot be changed in a normally operating generator, and it is usually impractical to
change the speed at which the armature rotatesstidrggth of the magnetic field, however,

can be changed quite easily by varying the current through the field winding. This is the most
widely used method for regulating the output voltage of a DC generator.

g. State the basis behind each DC generator rating.
A DC generator contains four ratings: voltage, current, power, and speed.

Voltage
The voltage rating of a machine is based on the insulation type and design of the machine.




Current

The current rating is based on the size of the conductor and the arhbaat that can be
dissipated in the generator.

Power

The power rating is based on the mechanical limitations of the device that is used to turn the
generator and on the thermal limits of conductors, bearings, and other components of the
generator.

Speed

The speed rating, at the upper limit, is determined by the speed at which mechanical damage
is done to the machine. The lower speed rating is based on the limit for field current (as
speed increases, a higher field current is necessary to produce theokage).

h. Describe the internal losses found in a DC generator.

There are four internal losses that contribute to lower efficiency of a DC generator: copper
losses, eddgurrent losses, hysteresis losses, and mechanical losses.

Copper Losses

Copper losss the power lost as heat in the windings; it is caused by the flow of current
through the coils of the DC armature or DC field. This loss varies directly with the square of
the current in the armature or field and the resistance of the armature orifield co

Eddy-Current Losses

As the armature rotates within the field, it cuts the lines of flux at the same time that the
copper coils of wire that are wound on the armature cut the lines of flux. Since the armature
is made of iron, an EMF is induced in tinen, which causes a current to flow. These
circulating currents within the iron core are calksltly currentsTo reduce eddy currents,

the armature and field cores are constructed from laminated (layered) steel sheets. The
laminated sheets are insulatedni one another so that current cannot flow from one sheet to
the other.

Hysteresis Losses

Hysteresis lossesccur when the armature rotates in a magnetic field. The magnetic domains
of the armature are held in alignment with the field in varying numbependent upon field
strength. The magnetic domains rotate, with respect to the particles not held in alignment, by
one complete turn during each rotation of the armature. This rotation of magnetic domains in
the iron causes friction and heat. The heatlpced by this friction is calleshagnetic

hysteresis lossTo reduce hysteresis losses, most DC armatures are constructed of heat
treated silicon steel, which has an inherently low hysteresis loss. After thiedatat silicon

steel is formed to the desd shape, the laminations are heated to a dull red and then allowed
to cool. This process, known asnealing reduces hysteresis losses to a very low value.




Mechanical Losses

Rotational omechanical lossesan be caused by bearing friction, brush foicton the

commutator, or air friction (calledindagg, which is caused by the air turbulence due to
armature rotation. Careful maintenance can be instrumental in keeping bearing friction to a
minimum. Clean bearings and proper lubrication are essentla t@duction of bearing

friction. Brush friction is reduced by assuring proper brush seating, using proper brushes, and
maintaining proper brush tension. A smooth and clean commutator also aids in the reduction
of brush friction.

i. Describe the differences in construction between a shunt-wound and a series-
wound DC generator with respect to the relationship between the field and the
armature.

When the field winding of a generator is connected in parallel with the generator armature,
the generator is callemishuntwound generatorThe excitation current in a shenmbund
generator is dependent upon the output voltage and the field resistance. Normally, field
excitation is maintained between 0.5 and 5% of the total current output of the generator.
When the fiedd winding of a DC generator is connected in series with the armature, the
generator is called serieswound generator

The excitation current in a serfa®und generator is the same as the current the generator
delivers to the load. If the load has ahrgsistance and only draws a small amount of
current, the excitation current is also small. Therefore, the magnetic field of the series field
winding is weak, making the generated voltage low. Conversely, if the load draws a large
current, the excitatioourrent is also high. Therefore, the magnetic field of the series field
winding is very strong, and the generated voltage is high.

j. Describe the relationship between the shunt and series fields for cumulatively-
compounded and differentially-compounded DC generators.

If the two fields are wound so that their flux fields oppose one another, the generator is said
to bedifferentially compoundedDue to the nature of this type of generator, it is used only in
special cases and will not be discussed furthensréierence guide. If the two fields of a
compound generator are wound so that their magnetic fields aid one another, the generator is
said to becumulatively compoundedis the load current increases, the current through the
series field winding increaseincreasing the overall magnetic field strength and causing an
increase in the output voltage of the generator. With proper design, the increase in the
magnetic field strength of the series winding will compensate for the decrease in shunt field
strength Therefore, the overall strength of the combined magnetic fields remains almost
unchanged, so the output voltage will remain constant. In reality, the two fields cannot be
made so that their magnetic field strengths compensate for each other compthetedywill

be some change in output voltage from thdaaal to fullload conditions.

k. Describe the voltage-versus-current characteristics for a flat-compounded, over-
compounded, and under-compounded DC generator.

In practical compounded generators, the glean output voltage from rload to fultload is
less than 5 percent. A generator with this characteristic is saidfatHsempounded
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(figure 37). For some applications, the series winding is wound so that it overcompensates
for a change in the shuneld. The output gradually rises with increasing load current over
the normal operating range of the machine. This type of generator is catiedran
compoundedenerator The series winding can also be wound so that it vool@pensates

for the change ishunt field strength. The output voltage decreases gradually with an
increase in load current. This type of generator is callathdarcompounded generator
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Source:DOE-HDBK-1011/292
Figure 37. Voltage vs. current for a compaded DC generator
Electrical personnel shall demonstrate a working level knowledge of DC motors.

a. Describe the basic construction and operation of the following four types of DC
motors:

A Shunt

Separately excited

Compound-wound

Series

> > > >

The information for dlthe terms in this KSA, except for that on separately excited DC
motors, is taken from DOHDBK-1011/292. The information on separately excited DC
motors is taken from Freescale Semiconductor, Triee, Electric Motor: Here and Now.

Shunt

A shuntwound DC motor has a decreasing torque when speed increases. The decreasing
torque vs. speed is caused by the armature resistance voltage drop and armature reaction. At
a value of speed near 2.5 times the rated speed, armature reaction becomes excessive,
causinga rapid decrease in field flux and a rapid decline in torque until a stall condition is
reached.




The characteristics of a shumbund motor give it very good speed regulation, and it is
classified as a constant speed motor, even though the speed ddbsdsigiease as load is
increased.

Shuntwound motors are used in industrial and automotive applications where precise control
of speed and torque are required.

Separately Excited

In many traction applications where both armature voltage and statort@neereeded to

control the speed and torque of the motor from no load to full load, the separately excited DC
motor is used for its higlorque capability at low speed, achieved by separately generating a
high stator field current and enough armatureagstto produce the required rotor torque
current. As torque decreases and speed increases, the stator field current requirement
decreases and the armature voltage increases. Without a load (kreevo esque speéd

the speed of the separately exciteoton is strictly limited by the armature voltage and stator
field current.

Separately excited DC motors are the first type of motor to use dlogedontrol and can
also be used in servo systems for control of speed and/or position.

CompounewWound

The @mmpounded motor is desirable for a variety of applications because it combines the
characteristics of a seri@gound motor and a shumtound motor. The compounded motor
has a greater torque than a shunt motor due to the series field; however, it hgs a fair
constant speed due to the shunt field winding. Loads such as presses, shears, and
reciprocating machines are often driven by compounded motors.

Series

Since the armature and field in a semesund motor are connected in series, the armature
and field airrents become identical. As the speed decreases, the torque for-avearids
motor increases sharply. As load is removed from a series motor, the speed will increase
sharply. For these reasons, sex@aind motors must have a load connected to prevent
damage from high speed conditions.

The advantage of a seri@®und motor is that it develops a large torque and can be operated
at low speed. It is a motor that is wellited for starting heavy loads; it is often used for
industrial cranes and winches wetery heavy loads must be moved slowly and lighter
loads moved more rapidly.

b. State the function of torque in a DC motor and explain how it is developed.
The information for KSAs -ADB&-101HW292ugh O0ho i s

Torqueis defined as thabfce that tends to produce and maintain rotation. The function of
torgue in a DC motor is to provide the mechanical output or drive the piece of equipment that
the DC motor is attached to.




When a voltage is applied to a motor, current will flow throughfittlld winding,

establishing a magnetic field. Current will also flow through the armature winding, from the
negative brush to the positive brush. Since the armature is a ecareying conductor in a
magnetic field, the conductor has a force exertei, dending to move it at right angles to

that field. The lefthand rule for currentarrying conductors, which states that if the index
finger of the left hand is pointed in the direction of the magnetic field (from north to south)
and the thumb is poietl in the direction of motion of the conductor, the middle finger will
point in the direction of current flow, shows the magnetic field on one side is strengthened at
the bottom, while it is weakened on the other side. The-hight rule for motors showike
direction in which a currentarrying conductor moves in a magnetic field. When the index
finger is pointed in the direction of the magnetic field lines, and the middle finger is pointed
in the direction of current flow, the thumb will point in theedition of force (motion). The

sum of the forces, in pounds, multiplied by the radius of the armature, in feet, is equal to the
torgue developed by the motor in potfegt.

c. Describe the function of a Counter-Electromotive Force (CEMF) and explain how it
is developed in a DC motor.

In a generator using a rotating armature, the conductors cut the magnetic lines of force in the
magnetic field. Voltage is induced in the armature conductors. This induced voltage opposes
the applied voltage; it counteracts soméhef applied voltage, which reduces the current

flow through the armature. This induced voltage acts counter to applied voltage; therefore, it

is calledcounterelectromotive force

A generator action is developed in every motor. When a conductor c@tefiferce, an

EMF is induced in that conductor. Current to start the armature turning will flow in the
direction determined by the applied DC power source. After rotation starts, the conductor
cuts lines of force. By applying the ldfand rule for genetars, the EMF that is induced in

the armature will produce a current in the opposite direction. The induced EMF, as a result of
motor operation, is callecbunterelectromotive forceas illustrated in figure 38.

Rotation
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Source:DOE-HDBK-1011/292

Figure 38. Counterelectromotive force (CEMF)




Since the CEMF is generated by the action of the armature cutting lines of force, the value of
CEMF will depend on field strength and armature speed, as shown in the following equation:

Ecemve = KON
where
Eceme = counterelectromotive force
K = constant

@ = field flux strength
N = speed of the armature

d. Describe the relationship between field current and magnetic field size in a DC
motor.

There are two conditions that are necessary to produce a foeceanductor: the conductor

must be carrying current, and the conductor must be within a magnetic field. When these two
conditions exist, a force will be applied to the conductor, which will attempt to move the
conductor in a direction perpendicular te timagnetic field. This is the basic theory by which

all DC motors operate.

In figure 39, above the conductor on the left, the field caused by the conductor is in the
opposite direction of the main field, and therefore opposes the main field. Below the
conductor on the left, the field caused by the conductor is in the same direction as the main
field, and therefore aids the main field. The net result is that above the conductor the main
field is weakened, or flux density is decreased; below the conductielthes strengthened,

or flux density is increased. A force is developed on the conductor that moves the conductor
in the direction of the weakened field (upward).

Conductor

Conductor

Source:DOE-HDBK-1011/292
Figure 39. Currentcarrying conducts in a magnetic field

Above the conductor on the right, the field caused by the conductor is in the same direction
as the main field, and therefore aids the main field. Below the conductor on the right, the

field caused by the conductor is in the oppaditection of the main field, and therefore

opposes the main field. The net result is that above the conductor the field is strengthened, or




flux density is increased, and below the conductor, the field is weakened, or flux density is
decreased. A force geveloped on the conductor that moves the conductor in the direction of
the weakened field (downward).

e. Describe how to adjust the speed of a DC motor.

The speed of a DC motor may be changed by using resistors to vary the field current and,
therefore, thdield strength. An increase in field current will cause field flux to increase. If

field flux is decreased, motor speed increases, for a constant applied voltage. Conversely, if
the resistance of the field is increased, field flux will decrease. If thiefliix of a DC motor

is decreased, the motor speed will increase. This increase in speed will then proportionately
increase the CEMF. The speed and CEMF will continue to increase until the armature current
and torque are reduced to values just large dntugupply the load at a new constant speed.

From the above discussion, note that DC motor speed is proportional to the applied armature
voltage () and i nversely proportional to field
considered fixed, motor speed is therefore controlled by the applied armature voltage, V
Thefollowing equation shows thmathematical raltionship.

N=V,l/a

f. Describe the relationship between armature current and torque produced in a DC
motor.

Since the armature is a currararrying conductor in a magnetic field, the conductor has a
force exerted on it, tending to move it at right angles to that field. Thikdaft rule for
currentcarrying conductors shows the magnetic field on one sideeisgthened at the
bottom, while it is weakened on the other side. The +gimd rule for motors shows that
there is a force exerted on the armature, which tends to turn the armature in the counter
clockwise direction. The sum of the forces, in pounddiiptied by the radius of the
armature, in feet, is equal to the torque developed by the motor in-feemnd

If the armature current is reversed, but the field is the same, torque is developed in the
opposite direction. Likewise, if the field polarityrisversed and the armature remains the
same, torque is also developed in the opposite direction.

The force that is developed on a conductor of a motor armature is due to the combined action
of the magnetic fields. The force developed is directly propottiortae strength of the

main field flux and the strength of the field around the armature conductor. The field strength
around each armature conductor depends on the amount of current flowing through the
armature conductor.

The torque that is developed the motor can be determined using the following equation:
T = Kol

where
T = torque, poundfeet




K = a constant depending on physical size of motor
@ = field flux, number of lines of force per pole
la = armature current

g. Describe the torque-versus-speed characteristics for a shunt-wound and a series-
wound DC motor.

Shuntwound

The torquespeed relationship for a typical shimbund motor is shown in figure 40. A

shuntwound DC motor has decreasing torque when speed increases. The decreasing torque
vs. sped is caused by the armature resistance voltage drop and armature reaction. At a value

of speed near 2.5 times the rated speed, armature reaction becomes excessive, causing a rapid
decrease in field flux, and a rapid decline in torque until a stall condéieached.

Tarque  ——

Speed ——— =

Figure 40. Torque vs. speed for a shamdund DC motor

SeriesWound

The torquespeed relationship for a typical seri@eund motor is shown in figure 41. Since

the armature and field in a seresund motor are comtted in series, the armature and field
currents become identical. As the speed decreases, the torque for-avserndsmotor

increases sharply. As load is removed from a series motor, the speed will increase sharply.
For these reasons, seri@eund motos must have a load connected to prevent damage from
high speed conditions.

— Torque

—— Speed

Source:Figures 40 and 41, DOHDBK-1011/292

Figure 41. Torque vs. speed for a seri@sund DC motor




14.

h. Explain why starting resistors may be necessary for large DC motors.

The starting resistors are used in a DC motor by placing them in the starting circuit of the

motor controller that is used to start the DC motor. Starting resistors are normally of variable

resistances, with the value of resistance irctiauit at any time being either manually or
automatically controlled. The maximum amount of resistance will always be inserted when

the motor is first started. As the speed of the motor increases, CEMF will begin to increase,

decreasing armature currefhe starting resistors may then be cut out, in successive steps,

until the motor reaches full running speed.

Electrical personnel shall demonstrate a working level knowledge of battery
construction, voltage production, and hazards (IEEE Std-450, etc.).

a. Using a cutaway drawing of a simple multi-cell storage battery, identify the
following components and discuss their function:

Positive terminal
Negative terminal
Electrode

Cell
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The purposef a battery is to store chemical energy and to convert this chemical energy into

electrical energy when the need arises. A chemical cell (or voltaic cell) consists of two
electrodes of different types of metals or metallic compounds and an electralyi@nsihat

is capable of conducting an electric current, as illustrated in figure 42.

A good example of a voltaic cell is one that contains zinc and copper electrodes. The zinc
electrode contains an abundance of negatively charged atoms, and the eumetes!

contains an abundance of positively charged atoms. When these electrodes are immersed in

an electrolyte, chemical action begins. The zinc electrode will accumulate a much larger
negative charge because it dissolves into the electrolyte. The atbitls,leave the zinc
electrode, are positively charged and are attracted by the negatively charged ions of the
electrolyte; the atoms repel the positively charged ions of the electrolyte toward the copper
electrode. Positive and negative terminals cornedpuath the positive and negative ionic

charges.

Electrolyte

Electrodes

MNegative lon

Positive

Negative Pasitive
Electrode Electrode

Zinc II". ‘-"‘ ,C;}

lon

Source:DOE-HDBK-1011/292

Figure 42. Basic chemical production of electrical power




b. Describe the hazards associated with storage batteries.

Short circuits cause a great reductiorbattery capacity. To prevent short circuits in a
battery, overcharging and ovedischarging should be avoided at all costs.

If gassing occurs and the gases are allowed to collect, an explosive mixture of hydrogen and
oxygen can be readily produced. Baluce the amount of gassing, charging voltages above
2.30 volts per cell should be minimized.

Higher temperatures will give some additional capacity, but they will eventually reduce the
life of the battery. Very high temperatures, 125°F and higher, caalgctio damage to the
battery and cause early failure.

Low temperatures will lower battery capacity but also prolong battery life under floating (i.e.,
slightly charging) operation or storage. Extremely low temperatures can freeze the
electrolyte, but onf if the battery is low in specific gravity.

c. Define the following terms:
A Voltaic cell
Battery

Electrode
Electrolyte
Specific gravity
Ampere-hour
Electrolysis
Equalizing charge
Float charge

Pilot cell

I DD D D >

All of these definitions are taken from DEHIDBK-1011/292 except as follows.
Electrolysis, equalizing charge and float charge are taken from IBIOBK -1084-95, and
pilot cell is taken from DOESPECG301996.

Voltaic Cell

The tverl m afisdefire@ds b @ombination of materials used to convert chemical
erergy into electrical energy. A voltaic or chemical cell consists of two electrodes made of
different types of metals or metallic compounds placed in an electrolyte solution.

Battery
A batteryis a group of two or more connected voltaic cells.

Electrode

An electrodds a metallic compound, or metal, that has an abundance of electrons (negative
electrode) or an abundance of positive charges (positive electrode).




Electrolyte

An electrolyteis a solution that is capable of conducting an electric current. €baite
of a cell may be a liquid or a paste. If the electrolyte is a paste, the cell is referredity as a
cell; if the electrolyte is a liquid, it is calledveet cell

Specific Gravity

Specific gravityis defined as the ratio comparing the weighamy liquid to the weight of an
equal volume of water. The specific gravity of pure water is 1.000.-aeigdbatteries use an
electrolyte that contains sulfuric acid. Pure sulfuric acid has a specific gravity of 1.835; it
weighs 1.835 times as much aseumater per unit volume.

Since the electrolyte of a leadtid battery consists of a mixture of water and sulfuric acid,
the specific gravity of the electrolyte will fall between 1.000 and 1.835. Normally, the
electrolyte for a battery is mixed such that #pecific gravity is less than 1.350.

Specific gravity is measured with a hydrometer. A simple hydrometer consists of a glass float
inside a glass tube. The hydrometer float is weighted at one end and sealed at both ends. A
scale calibrated in specificayrity is positioned lengthwise along the body of the float. The

float is placed inside the glass tube, and the fluid to be tested is drawn into the tube. As the
fluid is drawn into the tube, the hydrometer float will sink to a certain level in the floa. T
extent to which the hydrometer float protrudes above the level of the fluid depends on the
specific gravity of the fluid. The reading on the float scale at the surface of the fluid is the
specific gravity of the fluid.

AmpereHour

An amperehouris defned as a current of one ampere flowing for 1 hour. If the current in
amperes is multiplied by the time of flow in hours, the result is the total number of ampere
hours. Amperéours are normally used to indicate the amount of energy a storage battery
can cliver.

Electrolysis

Electrolysis is the chemical dissociation of water into hydrogen and oxygen gas caused by
passage of an electrical current.

Equalizing charge
Equalizing charge is the charge applied to a battery which is greater than the normal float

charge and is used to completely restore the active materials in the cell, bringing the cell float
vol tage and the specific gravity of the indi

Float Charge

Float charge is the method of charging in which a secondang eelhtinuously connected
to a constanvoltage supply that maintains the cell in a fully charged condition.

Pilot Cell

A pilot cell is a selected cell whose condition is assumed to indicate the condition of the
entire battery string. The pilot cell isualy selected for representative measurements for a




select period of time. Once this time period has elapsed, another cell from the battery string is
selected in turn to be the pilot cell.

d. Describe the operation of a simple voltaic cell.
The informatond6r KSAs 0ddé t hr ougHDBK-1081/202s t aken fr or

A voltaic cell consists of two electrodes of different types of metals or metallic compounds
and an electrolyte solution that is capable of conducting an electric current. A good example
of a voltac cell is one that contains zinc and copper electrodes. The zinc electrode contains
an abundance of negatively charged atoms, and the copper electrode contains an abundance
of positively charged atoms. When these electrodes are immersed in an electnelytieal

action begins. The zinc electrode will accumulate a much larger negative charge because it
dissolves into the electrolyte. The atoms, which leave the zinc electrode, are positively
charged and are attracted by the negatively charged ions oéttebfte; the atoms repel

the positively charged ions of the electrolyte toward the copper electrode.

e. Explain the relationship between specific gravity and state of charge of a lead-acid
battery.

The decrease in specific gravity on discharge is prop@itionthe amperéours discharged.
While charging a leadcid battery, the rise in specific gravity is not uniform, or proportional,
to the amount of ampet®ours charged. The electrolyte in a leaid battery plays a direct

role in the chemical reactiofihe specific gravity decreases as the battery discharges and
increases to its normal, original value as it is charged. Since specific gravity ofexigéad
battery decreases proportionally during discharge, the value of specific gravity at any given

timei s an approxi mate indication of the batter
charge, compare the specific gravity, as read using a hydrometer, with the full charge value
and the manufacturerods publ i s kasaffomfuleteci fi c gr

nominal charge value.

f. Describe the relationship between total battery voltage and individual cell voltage
for a series-connected battery.

When several cells are connected in series, the total voltage output of the battery is equal to
thesum of the individual cell voltages. When cells are connected in series, the positive
terminal of one cell is connected to the negative terminal of the next cell. The current flow
through a battery connected in series is the same as for one cell.

g. Explain the advantage of connecting a battery in parallel with respect to current-
carrying capability.

Cells connected in parallel, as in figure 43, give the battery a greater current capacity. When
cells are connected in parallel, all the positive terminals aneemed together, and all the
negative terminals are connected together. The total voltage output of a battery connected in
parallel is the same as that of a single cell. Cells connected in parallel have the same effect as
increasing the size of the elemtiies and electrolyte in a single cell. The advantage of

connecting cells in parallel is the increase in curoantying capability of the battery.
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Cell 1 Cell 2 Cell 3

Source:DOE-HDBK-1011/292
Figure 43. Cells connected in parallel

h. Describe the difference between primary and secondary cells with respect to
recharge capability.

Cells that cannot be returned to good condition or recharged after their voltage output has
dropped to a value that is not usable are cgitedary cells Dry cells that areised in
flashlights and transistor radios (e.g., AA cells, C cells) are examples of primary cells.

Cells that can be recharged to nearly their original condition are calbedary cellsThe
most common example of a secondary, or rechargeable ¢bk, lsadacid automobile
battery.

i. State the advantages of each of the following types of batteries:
A Carbon-zinc cell
A Alkaline cell
A Nickel-cadmium cell
A Edison cell
A Mercury cell

CarbonZinc Cell

The carborzinc cell is one of the oldest and most widely uypes of dry cells. The carbon

in the battery is in the form of a rod, in the center of the cell, that acts as the positive
terminal. The case is made from zinc and acts as the negative electrode. The electrolyte for
this type of cell is a chemical padtlke mixture that is housed between the carbon electrode
and the zinc case. The cell is then sealed to prevent any of the liquid in the paste from
evaporating. The advantage of a carzorc battery is that it is durable and very inexpensive
to produce. Theell voltage for this type of cell is about 1.5 volts.

Alkaline Cell

The alkaline cell is so called because it has an alkaline electrolyte of potassium hydroxide.
The negative electrode is made from zinc, and the positive electrode is made of manganese
dioxide. The alkaline cell has the advantage of an extended life over that of azaboell
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of the same size; however, it is usually more expensive. The typical alkaline cell generates
1.5 volts.

NickelCadmium Cell

The nickelcadmium cell is a secondecell, and the electrolyte is potassium hydroxide. The
negative electrode is made of nickel hydroxide, and the positive electrode is made of
cadmium hydroxide. The nickeedmium battery has the advantage of being a dry cell that is
a true storage battewyith a reversible chemical reaction (i.e., it can be recharged). Itis a
rugged, dependable battery that gives dependable service under extreme conditions of
temperature, shock, and vibration. Due to its dependability, it is ideally suited for use in
portable communications equipment. The nominal voltage of a raadrhium cell is

1.25volts.

Edison Cell

In an Edison cell the positive plate consists of nickel and nickel hydrate, and the negative
plate is made of iron. The electrolyte is alkaline. The &@dizll has the advantage of being a
lighter and more rugged secondary cell than a-&ead storage battery. Typical voltage
output is 1.4 volts, and it should be recharged when it reaches 1.0 volts.

Mercury Cell

Mercury cells come in two types: (1) fleell that is shaped like a button and (2) cylindrical

cell that looks like a regular flashlight battery. These cells are very rugged and have a
relatively long shelf life. The mercury cell has the advantage of maintaining a fairly constant
output under vating load conditions. For this reason, they are used in products such as
electric watches, hearing aids, cameras, and test instruments. Each cell produces about
1.35volts.

j.  Explain how gas generation is minimized for a lead-acid battery and list the steps
to prevent hydrogen buildup.

The following 3 paragraphs are taken from DBBEBK-1011/292.

A leadacid battery cannot absorb all the energy from the charging source when the battery is
nearing the completion of the charge. This excess energy dissocisaedywaay of

electrolysis into hydrogen and oxygen. Oxygen is produced by the positive plate, and
hydrogen is produced by the negative plate. This process is knayassing

Gassing is first noticed when cell voltage reachesi2.33 volts per cell anthcreases as

the charge progresses. At full charge, the amount of hydrogen produced is about one cubic
foot per cell for each 63 ampeheurs input. If gassing occurs and the gases are allowed to
collect, an explosive mixture of hydrogen and oxygen caeddily produced. It is

necessary, therefore, to ensure that the area is well ventilated and that it remains free of any
open flames or spairoducing equipment.

As long as battery voltage is greater than 2.30 volts per cell, gassing will occur andoeanno
prevented entirely. To reduce the amount of gassing, charging voltages above 2.30 volts per
cell should be minimized (e.g., 13.8 volts for a 12 volt battery).
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The following paragraph is taken from DEHDBK-108495.

With good air circulation around attery, hydrogen accumulation is normally not a

problem. However, if relatively large batteries are confined in small rooms, exhaust fans
should be installed to vent the room constantly or to be turned on automatically when
hydrogen accumulation exceed920f the lower explosive limit. Battery boxes should also

be vented to the atmosphere. Sparks or flame can ignite these hydrogen mixtures above the
LEL. To prevent ignition, electrical sources of arcs, sparks, or flame should be mounted in
explosionproof metal boxes. Flooded batteries can similarly be equipped with flame
arrestors in the vents to prevent outside sparks from igniting explosive gases inside the cell
cases. It is mandatory to refrain from smoking, using open flames, or creating sparks in the
vicinity of the battery.

k. Explain how heat is generated in a lead-acid battery.
The following is taken from DOEHDBK-1011/292.

Whenever a leadcid battery is charged, the current flowing through the battery will cause

heat to be generated by the electsiyof water. The current flowing through the battery (1)

will also cause heat to be generated (P) during charge and discharge as it passes through the
internal resistance (R as illustrated in the following formula:

P = I’R
I. Describe the various uses of battery banks in DOE facilities.
The following is taken from Renewable Energy Resource Ce3wéar Electric Basics.

A battery bank, comprising several batteries linked together, collects and stores energy for
periods when power is not available, whesugplus of power is desired, or when there is an
outage.

Several factors can be used to help determine the size of the battery bank. These include the
electric load, the duration of required reserve power, and the availability of a source of
backup powe(grid or generator). A good quality, leadid battery bank will last from

500to 1,000 chargelischarge cycles depending on depth of discharge and attention to
maintenance considerations. A battery box is needed to enclose the battery bank. The box
contans potential acid spills, keeps out unfamiliar persons, and keeps objects from falling on
the batteries, possibly damaging or shorting battery terminals.

m. Describe how batteries are tested.
The following is taken from DOEIDBK-108495.

Batteries should bested at regular intervals to (a) determine whether the battery meets its
specification or the manufacturerdés rating,
performance of the battery, as found, is within acceptable limits, and (c) if required,

determine whether the battery as found meets the design requirements of the system to which
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it is connected. The schedule and procedure for battery capacity tests should be performed
according to the requirements of ANSI/IEEE 4BEE Recommended Practiaa f
Maintenance, Testing, and Replacement of Large Lead Storage Batteries for Generating
Stations and Substations

For an acceptance or performance test, use the following equation to determine battery
capacity:

% capacity at 25UC (77UF) = Tal Ts

where
Ta = actual time of test to specified terminal voltage
Ts = rated time to specified terminal voltage.

ANSV/IEEE 450 recommends replacement of a battery if its capacity as determined from the
equation above is | ess t hatpof®@ %owsahatathe act ur er
battery rate of deterioration is increasing even if there is ample capacity to meet load
requirements. If individual cells are required to be replaced, they should be compatible with
existing cells and tested prior to installatittris recommended that when one or more

cells/jars are replaced the entire battery string be replaced in order to prevent large

differences in cell impedance. If uncorrected, this may result in unequal charging of the

battery string.

. ELECTRICAL ISSUE IDENTIFICATION & REPORTING

15.

Electrical personnel shall demonstrate a working level knowledge of surveillance and
assessment techniques, reporting, and follow up actions for electrical systems and
programmatic elements of an electrical safety program, such as management
systems, problem remediation and trends processes, inspection programs, training
and qualification programs, and oversight of contractor assurance systems.

a. Describe therole of electrical personnel in performance oversight of Government-
owned, Contractor-operated (GOCO) facilities.

The information for KSALD2%dd. and 6bod is take

Periodically, a company should perform a ss§essment to determine how well their

written electrical safety program is actually being implemented elaf balue, the

assessment should be very objective, without trying to blame people. The goal is to improve

the safety performance, not to punish employees. Besides, if the program is not being carried

out effectively, a significant part of the blame besto management. Occasionally, it is

al so prudent to have the c¢ompaontbastedsadetyet y or
auditor, perform an electrical safety audit. This way, a set of eyes that is not so familiar with

the facility, and does ndtave a fear of retaliation from local management, can discover

things that selassessors might overlook.

The electrical safety program should contain a requirement that the written program itself be
occasionally audited. The auditing should be designéetktdify new or revised
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requirements, as well as weaknesses in the system. Attention should be paid not only to the
written work practices and procedural requirements, but also to how well personnel appear to
understand and implement these requirements.

Whenever electrical safetglated incidents or accidents occur, there should be a thorough
investigation to determine the root cause and contributing factors. As a result of the
investigation, actions should be taken to prevent a recurrence of the inteksudndearned
information should be distributed to all personnel who could get involved in, or influence
decisions about, similar future situations.

Additionally, an effective oversight process enables contractors to incorporate the following
as apprpriate:

Federal Responsibility and Accountability for Activities

DOE line management will require that contracts adequately delineate contractor
responsibilities for programs, management systems, and assurance programs. Contractors
will be responsible uret their contracts to provide these assurances. DOE line management
and contractors may perform some assessments jointly to increase efficiency and promote
common understanding of processes and results. However, DOE line management is
responsible and accotable for understanding and accepting the hazards and risks associated
with activities. To accomplish this, DOE has the right and responsibility to perform oversight
at the level necessary to understand the hazards and risks, to ensure compliance with
apgicable requirements, to pursue excellence through continuous improvement, to ensure
timely identification and correction of deficient conditions, and to verify the effectiveness of
completed corrective actions.

Program Plan

Documented program plans ndeddentify the program areas to be reviewed, the periodicity
of reviews, the reviews necessary to maintain the baseline oversight program, the
gualifications of review personnel, and the source of review criteria. Documented program
plans need to descriltiee various oversight methods used, how they are used, and how the
results of the various methods are integrated and considered as a whole to give an accurate
oversight picture.

Continuous Improvement

Assurance systems and oversight processes williigeveays to make programs more

effective and efficient through improved performance and report such opportunities to line
managers for their consideration. Line managers at all levels are responsible for using the
results of DOE line and independent ovginsiprocesses and assurance systems. These

results are to be used to make informed decisions about corrective actions that will improve
the effectiveness and efficiency of their programs and operations and about the acceptability
of residual risks. The us# external, nationally recognized experts should be considered to
carry out independent risk and vulnerability studies and to validate that contractor
management systems meet applicable standards. DOE sites and DOE line management must
have effective proesses for communicating issues up the management chain to senior
management using a graded approach that considers hazards and risks. The processes must
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provide sufficient technical basis to allow managers to make informed decisions. Processes
for resolvng disputes about oversight findings and other significant issues shall also be
implemented and include provisions for independent technical reviews of significant issues.

Requirements and Performance Objectives

DOE oversight programs and assurance syst®ill evaluate performance against
requirements and performance objectives, which may include laws, regulations, national
standards, DOE directives, D&dpproved plans and program documents (e.g., security
plans, authorization basis documents, and QAg)lasitespecific procedures/manuals,
criteria review and DOE P 226.1Rgepartment of Energy Oversight Poli@pproach
documents, other contractually mandated requirements, and contractual performance
objectives. Requirements and performance objectingeesstablished and interpreted through
approved processes so that they are relevant to the site and mission.

Personnel Competence

Personnel responsible for managing and performing assurance and oversight functions will
possess experience, knowledge,Iskdnd abilities commensurate with their responsibilities.
Line managers are responsible for ensuring that their personnel with oversight
responsibilities meet applicable qualifications standards. Continuing training and
professional development activigiare encouraged to supplement individual experience and
provide a means to maintain awareness of changes and advances in the various fields of
expertise.

Baseline Oversight Program and Priorities

Line management is responsible and accountable for issialgl and implementing a

baseline oversight program that provides for an adequate assessment of programs,
management systems, and assurance systems. Clear and unambiguous lines of authority and
responsibility for performing line management oversight fienstwill be established and
maintained. Line management will provide its oversight processes with sufficient resources
and access to conduct an effective oversight program. Site assurance systems and DOE
oversight processes will be tailored to be effectiwnd efficient and will take into account
hazards and risks (including risks associated with potentially hazardous activities and risks to
DOE missions, including schedule, cost, and scope uncertainties). Oversight priorities are to
be based on a systentahnalysis of hazards, risks, and past performance of organizations,
programs, and facilities, including previous assessment results. Higher hazard or risk
activities (e.g., facilities with a higher nuclear material attractiveness level) and less mature
programs will be assessed more frequently and/or in more depth. The scope and results of
reviews by external regulators (e.g., the Environmental Protection Agency) and organizations
(e.g., the Defense Nuclear Facilities Safety Board [DNFSB]) are impoatztotr$ in

determining oversight priorities but are not a substitute for effective line management
oversight.

DOE Headquarters and field element line management regularly assess site assurance
systems to determine the appropriate level of overlap anddaday of DOE Headquarters

and field element line management oversight. Accordingly, DOE line management
organizations may increase their frequency and/or depth based on performance deficiencies
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or events or may decrease the frequency and/or depth ofdin@gament oversight

assessments to reflect sustained, effective site performance. Although external organization
reviews and the effectiveness of assurance systems are considered in determining DOE line
management oversight priorities and the scope andédrey of oversight activities, DOE

line management must always maintain an adequate minimum baseline oversight program
that enables DOE line management to understand the hazards and risks of activities.

Performance Indicators and Measures

Performance idicators and measures will be used as one mechanism to help line
management identify adverse trends and promote improvements. This data is considered in a
variety of DOE P 226.1A management decisions, such as allocating resources, establishing
goals, identying performance trends, identifying potential problems, and applying lessons
learned and good practices. Site performance criteria will focus on results andlsgsezmn

metrics to drive improvements in site programs and management systems at DOE sites.

SelfAssessments of Line Management Functions

Line management must perform safsessments of its activities, including its oversight
activities and activities necessary to support site assurance and mission activities.
Headquarters, field element, acmhtractor management organizations are responsible for
establishing effective management assessments and line management oversight processes
and to address shortcomings, identified throughasdessments, in their oversight

programs.

b. Describe the assessment requirements and limitations associated with the
interface of electrical personnel and contractor employees.

A rigorous and credible assessment program is the cornerstone of effective, efficient
management of programs such as environment, safetheatith (EH&S); safeguards and
security; cyber security; and emergency management. Contractors will be responsible for
developing, implementing, and performing comprehensive assessments of all facilities,
systems, and organizational elements, including@utibpactors, on a recurring basis. The

scope and frequency of assessments must be specified in site plans and program documents
(e.g., the QA program [QAP]) and must ensure that assessments required by applicable DOE
directives are being performed; theesfiveness of safety management programs, including
programs that are credited in the safety basis for nuclear facilities, are being assessed
adequately; deficiencies are being g@#ntified; and corrective actions are being taken in a
timely and effectte manner. External peers or subject matter experts may be utilized to
support assessment activities.

Selfassessment is used to periodically evaluate performance at all levels and to determine

the effectiveness of policies, requirements, and standardbaimdplementation status (see

also DOE O 414.1QQuality Assurances r i t eri on 9, MAManagement As
Management selissessments (also called management assessments) are performed by
contractor management, and are developed (scope and revieig)cbigéesled on the nature of

the facility/activity being assessed and the hazards and risks to be controlled. Self

assessments, which focus on haadsvork and the implementation of administrative

processes, involve workers, supervisors, and managersdorage identification and
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resolution of deficiencies at the lowest level practicable (e.g., workplace inspections and
postjob reviews). Support organizations will perform sedsessments of their performance
and the adequacy of their processes. Contrsichd all levels, will assess the implementation
and adequacy of their processes, including analysis of the collective results elicloster
selfassessments. Safsessment results will be documented commensurate with the
significance of and risks assated with activities being evaluated. Deficiencies will be
accurately described and documented for evaluation and correction using formal issues
management processes.

Internal independent assessments will be performed by contractor organizationsrorgderso

that have authority and independence from line management, to support unbiased evaluations
(see also DOE O 414.1C, criterion 10, Al ndep
formally planned and scheduled based on the risk, hazards, and coynpii¢ixé processes

and activities to be evaluated. Independent evaluators will be appropriately trained and
gualified and have knowledge of the areas assessed. Reviewers will be dedicated contractor
staff, members of external organizations, or both. Aiffibindependent assessments are

applied to individual activities and processes, they will typically focus on entire facilities or
projects, and programs and management processes that are used by multiple organizations.
Internal independent assessments @aticentrate on performance and observation of work
activities and the results of process implementation.

c. Describe how planning, observations, interviews, and document research are
used during an assessment.

The following is taken from DOE G 4141B.

Planning

Planning management assessments is an organizgigaific effort that should be integrated
with other assessment processes. No single method is appropriate for every situation. Either
guantitative or qualitative assessment methods may be usedragragtp for the assessment
scope. Managers are challenged to make the assessmentadd®ddeprocess that will lead

to improvement in organizational performance, safety, meeting customer expectations, and
achieving mission goals in full compliance wrggulatory and DOE requirements. It is
important to remember that while management assessments have some commonalities with
audits, they should focus on evaluating organizational performance and identifying barriers
that hinder improved performance.

Obsenation

Observation, the viewing of actual work activities, is often considered the most effective
technique for determining whether performance is in accordance with requirements.
Assessors should understand the effect their presence has on the persohdeireyl and
convey an attitude that is helpful, constructive, positive, and unbiased. The primary goal
during observation is to obtain the most complete picture possible of the performance, which
should then be put into perspective relative to the dvaradjram, system, or process.
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Interviews

Interviews provide the means of verifying the results of observation, document review,
inspection, and performance testing; allow the responsible person to explain and clarify those
results; help to eliminate misderstandings about program implementation; and provide a
venue where apparent conflicts or recent changes can be discussed and organization and
program expectations can be described.

Document Research

Document reviews provide the objective evidence totanbiate compliance with applicable
requirements. A drawback is that the accuracy of the records cannot be ascertained by review
alone. This technique should be combined with interviews, observation, inspection, and/or
performance testing to complete therformance picture. Records and documents should be
selected carefully to ensure that they adequately characterize the program, system, or process
being assessed.

d. Explain the essential elements of a performance-based assessment, including
investigation, fact-finding, and reporting. Include a discussion of the essential
elements and processes of the following assessment activities:

A Exit interviews

Closure process

Tracking to closure

Follow-up

Contractor corrective action implementation

> > >

The following informat on t hr ough O6Exit I nter viBewsd i s t

Performancéased assessments take the approach of focusing first on the adequacy of the
process that produced a product or service, and then on the product itself. If problems are
found in the poduct or work processes, the assessor evaluates the methods and procedures
used to implement the applicable requirements in an effort to find the failure that led to the
problems. The assessor is expected to determine whethercampliance or series obn
compliances with procedures could result in a failure to satisfieta requirements.

Results of prior compliance assessments may help the assessor in determining the focus areas
for planning performanebased assessments.

Investigation and FaeFinding

In performancébased assessments, great emphasis is placed on getting the full story on a
problem before coming to a conclusion. If an assessor sees a problem with the execution of a
welding process, the next step should determine the extent obthlerpr Is it limited to one
welder? Is it limited to one process? Can the problem be traced to the qualification program
for the welder or to the qualification program for the welding process? Or is there a problem
with the weld material itself, indicatirg problem such as engineering or procurement?

While the assessor should be familiar with requirements and procedures, in perfermance
based assessments the assessords experience
determining whether requirements argés$@d. Therefore, participants in performarizsed
assessments should be technically competent in the areas they are assessing. For example, if
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an assessor is evaluating a welding process, the assessor relies heavily on his or her
knowledge of welding@des, welding processes, and metallurgy, rather than just verifying
simple procedure compliance.

Performancéased assessments usually provide the most useful information to management;
however, it requires a much higher level of competence on the [he afsessment team.

Results of performandea s ed assessments may provide usef
pursuit of excellence.

Reporting

Assessment reports are required for documentation of assessment results. Assessment team
leaders have the overall pssibility for preparing the report and obtaining appropriate

approval for its release as applicable. The report may be formal (e.g., distributed by
memorandum) or informal (e.g., letter to file or email), depending on the level of assessment
performed, bt should provide a clear picture of the results in terms of the programs, systems,

and processes assessed. The assessment report should be clear, concise, accurate, and easy to
understand, and should include only facts that directly relate to assestsmmwatons and

results. It should include sufficient information to enable the assessed organization to

develop and implement appropriate improvement plans.

Specific report formats may vary considerably from one organization to the next. An
independent agssment report usually includes the following sections:

A Executive summary

Assessment scope

Identification of team members

Identification of personnel contacted

Documents reviewed

Work performance observed

Assessment process and criteria (e.g., critenigew and assessment documents)
Results of the assessment, including identification of areas for improvement, and/or
strengths

> >

I v > I >

A management assessment report may not require all of the listed sections and may only
require an executive summary.

Exit Interviews

An exit interview meeting is used primarily by the assessment team to present the assessment
summary.

Reasonable time should be allowed to discuss any concerns, but this meeting should not be

used to argue the assessment findings or methodology. Sitmrkel be no surprises during

the exit meeting since the assessment team should have taken every effort possible during the
conduct of the assessment to ensure that the
findings and concerns. Prior to the axi¢éeting the assessment team should consider

combining related findings into a small number of vegelpported findings to help focus

A

management s opportunities for i mprovement.
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Objective evidence needs to be available to substantiate assessment findiltgsaky,
performance metrics should reflect the assessment process itself, not individuals. There
should be a clear linkage between identified findings and how they impact the mission/goals
of the organization.

Closure Process

The informateé oRrdoesd&l @asd 6Tracking to CIlos
226.1A.

In the closure process, contractors send a letter to the directives management group (DMG)
requesting closure and stating that the corrective actions in the implementation plan have

been comleted. The DMG coordinates approval of the closure with the appropriate division

of primary interest and the contracting offi

Tracking to Closure

DOE line management requires that findings be tracked and resolved through struactured an
formal processes, including provisions for review of corrective action plans.

The following are integral tracking elements:

A Determining the risk, significance, and priority of deficiencies

A Evaluating the scope and extent of the condition or deficiengy @pplicability to
other equipment, activities, facilities, or organizations)
Determining event reportability under applicable requirements (e.g.; Rnderson
Amendments Act, Occurrence Reporting and Processing System, security incident
reporting)
Identifying root causes (applied to all items using a graded approach based on risk)
Identifying and documenting suitable corrective actions and recurrence controls,
based on analyses, to correct the conditions and prevent recurrence
Identifying individualsbrganizations responsible for implementing corrective actions
Establishing appropriate milestones for completion of corrective actions, including
consideration of significance and risk
Tracking progress toward milestones such that responsible indivicuhteanagers
can ensure timely completion of actions and resolution of issues

>\

> >> >

The following information through the end of this KSA is taken from DOE G 41B.1

Information systems comprise a wide range of different forms and formats, and can be useful
tracking tools. In their simplest form they may include the weekly and monthly laboratory or
organizational performance reports that may be used to alert the organization to potential
assessment areas. In more complex form, these systems may include caethdttabases

that link performance to specific performance objectives or track actions to resolve
programmatic weaknesses. In any case, information systems are important tools for
assessors, providing much of the necessary data to focus assessmeapsactivit

Follow-Up

A follow-up assessment with special focus may be performed and should be completed in
accordance with applicable corrective action documents. Particularly, this4gtiow
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assessment should evaluate the effectiveness of corrective actimasoffable subset of
corrective actions should be reviewed for effectiveness.

Contractor Corrective Action Implementation

Managers responsible for the activities assessed are also responsible for the development of
effective corrective actions for the pten areas/deficiencies discovered during the
assessment. At a minimum, these corrective actions should include the following:

A Measures to correct each deficiency

Identification of all root causes for significant deficiencies

Determination of the existencoé similar deficiencies or underlying causes (i.e.,

extent of condition, extent of cause)

Actions to preclude recurrence of like or similar deficiencies

Assignment of corrective action responsibility; and completion dates for each
corrective action

> > >

> >

Manages should verify that corrective actions are likely to fully address the identified
deficiency and when actions are completed, validate that the actions have corrected the
deficiency.

e. Describe the actions to be taken if the contractor challenges the assessment
findings and explain how such challenges can be avoided.

The following is taken from DOE G 4143l

Disputes between assessed and assessing employees or organizations concerning corrective
action program (CAP) development, implementation, or complat@uld be resolved at the
lowest possible organizational level. If informal discussions successfully resolve the dispute,
the resolution should be documented in a mutually agreeable way. If the dispute cannot be
resolved in informal discussions, it shodie elevated to the minimum extent necessary to

reach resolution through the organizational level of management hierarchy.

If problem findings identified in the assessment/event report and/or corrective actions to be
addressed involve multiple sites/orgaations, it may be feasible to designate a lead manager
to coordinate and approve a single comprehensive CAP by mutual agreement of all
applicable senior managers. Other sites/organizations would forward their portions of the
CAP and status of correctiagetion activities to the designated lead manager for
consolidation.

f. Describe the methods by which noncompliance is determined and communicated
to the contractor and Departmental management.

The following is taken from DOE G 4141B.

Site/facility protoca$ should be followed for what to do if an imminent danger situation or a
reportable noncompliance or violation is encountered during the course of an assessment.
Any assessment schedules or specific protocols established during-gdss@sement

meeting & used to ensure that the assessment is conducted effectively and safely. Assessors
should keep their points of contact informed of their activities to preclude surprises during
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the postassessment conference. This may include requests for additiostdrassior the
communication of concerns that require immediate action on the part of the assessed
organization. Timely communication, oral and written, will allow the assessed organization
to verify the accuracy of observations and provide relevant fadtbackground on the

issues. One way to accomplish this is to meet periodically (daily or every other day) with the
organization being assessed to convey questions/concerns and provide a status update.

Daily team meetings may be helpful in ensuring comttyrand overall focus by providing

assessment team leaders with information about the completion status of the assessment
checklists, and offering the opportunity for inquiry into issues requiring additional action

(e.g., clearances, access, requestsdmgnnel or material, and impasse resolution). These

meetings also provide the setting for advising other team members of issues that may be of
interest in their assigned scope, or for integrating data gathered by the various assessors. The
meetingsshould e bri ef so that they do not signific
time with the processes they are to assess and the people they are to interview.

It is important that sufficient information be gathered during the assessment to determine

whether a activity meets the performance criteria established. The assessor should be able to
state clearly the criterion impacted by the activity and whether identified findings impact the
mission/goals of the organization. To accomplish this, the assessor vz deom the

assessment schedule to determine the extent and significance of an issue. Deviations that
affect the assessorés ability to complete th
immediately be made known to the organization being assasddtie team leader.

g. Describe the role of electrical personnel in the contractor performance evaluation
process.

The following is from DOE electrical subject matter experts SMEs.

Electrical personnel may be asked to provide written records of work cothpledenvork
inprocess. They may be interviewed or observed so as to provide an assessor with important
job-task data. Additionally, they may be asked to engage in a performance test so as to
provide response data that may normally only be available dudngigand not when the
assessor is visiting.

h. Participate in the evalwuation of a contractoro

El ements 6h6é t hr o-bagdd KSAK. 0he Quakfying @fficitl ovill enaluate e
their completion.

i. Conduct an interview as part of an evaluation of an occurrence.
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16.

17.

j- Develop an assessment report.

k. Participate in formal meetings between Departmental management and senior
contractor management to discuss the results of electrical assessments.

Electrical personnel shall demonstrate the ability to communicate technical issues
(both orally and written) when working or interacting with the contractor,
stakeholders, and other internal and external organizations.

El ements O6abd6 t hr o-baged KSAs. dhe Qualdying @fficial wil enaduate e
their completion.

a. ldentify the various internal and external groups with whom electrical personnel
must interface in the performance of their duties.

b. Apply written communication skills in the development of:
A Assessment reports
A Technical reports
A Technical papers

c. Apply effective and appropriate communications skills when interfacing with the
contractor.

Electrical personnel shall demonstrate a familiarity level knowledge of the
Environmental Safety and Health (ES&H) reporting requirements as noted in DOE M
231.1-1A, Environment, Safety and Health Reporting Manual.

a. Using an occurrence report related to an electrical system or component and
using DOE M 231.1-2 as a reference, identify the following:

A Causes

Corrective actions

Lessons learned

Whether corrective actions have been completed

> > > >

This is a performanebased KSA. The Qualifying Official will evaluate its completion.
b. State the purpose of DOE Order (O) 231.1A and DOE M 231.1-2.

DOE O 231.1A, Environment, Safety, and Health Reporting

The purpose of DOE O 231.1iéto ensure timely collection, reporting, analysis, and
dissemination of information on EH&S issues as required by law or regulations or as needed
to ensure that DOE and NNSA are kept fully informed on a timely basis about events that
could adversely affct the health and safety of the public or the workers, the environment, the
intended purpose of DOE facilities, or the credibility of the Department.

DOE M 231.12, Occurrence Reporting and Processing of Operations Information

The purpose of DOE M 2312is to provide detailed requirements to supplement DOE O
231.1A,Environment, Safety, and Health Reportitigs approved for use by all DOE
Elements and their contractors.
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c. Define the following terms:

A Event

Condition

Facility

Notification report
Occurrence report
Reportable occurrence
Near miss

Hazardous energy control

D> > > > >

The following is taken from DOE M 2314

Event

An event is something significant and réate that happens (e.g., pipe break, valve failure,
loss of power, environmental spill, earthquakenado, flood).

Condition

A condition is any a$ound state, whether or not resulting from an event, that may have
adverse safety, health, QA, operational or environmental implications. A condition is usually
programmatic in nature, for example, erriorgnalysis or calculation, anomalies associated
with design or performance, or items indicating a weakness in the management process are
all conditions.

Facility

A facility is any equipment, structure, system, process, or activity that fulfills a specific
purpose. Examples include accelerators, storage areas, fusion research devices, nuclear
reactors, production or processing plants, coal conversion plants, magnetohydrodynamic
experiments, windmills, radioactive waste disposal systems and burial grounds,
environmental restoration activities, testing laboratories, research laboratories, transportation
activities, and accommodations for analytical examinations of irradiated and unirradiated
components.

Notification Report

A notification report ighe initialdocumented report, to the Department, of an event or
condition that meets the reporting criteria defined in DOE M 2310ccurrence Reporting
and Processing of Operations Information

Occurrence Report

An occurrence report s documented evaluation af avent or condition that is prepared in
sufficient detail to enable the reader to assess its significance, consequences, or implications
and to evaluate the actions being proposed or employed to correct the condition or to avoid
recurrence.

Reportable Oaarrence

A reportable occurrence is ascurrence to be reported in accordance with the criteria
defined in DOE M 231-P.
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Near Miss

A near misss a situation where no barrier or only one barrier prevented an event from
having a reportable consequence.

Hazardous Energy Control

Hazardous energy control may include a control process (e.g., lockout/tagout [LOTO]) or
focus on mitigating a disturbance of a previously unknown or mislocated hazardous energy
source (e.g., live electrical power circuit, steam Ipressurized gas) resulting in a person
contacting (burn, shock, etc.) hazardous energy.

d. Di scuss the Departmentodés policy regarding the
outlined in the Order and Manual.

Refer to sections 4 through 11 in DOE M 232.forindeph coverage of the D
occurrence reporting policy. DOE O 231.1A covers the same in less detail.

e. State the different categories of reportable occurrences and discuss each.
The following is taken fronDOE M 231.12.

Operational Emergency Occurrences

Operational Emergency Occurrences are the most serious occurrences and require an
increased alert status for onsite personnel and in specified cases, for offsite authorities.
(Operational emergencies are defined in DOE O 151Cbiprehensive Emergency
Management Systeniihe prompt notification requirements, definitions, criteria, and
classifications of operational emergencies and appropriate responses are provided in DOE
O 151.1A, as well.) Written occurrence reports, however, must be completed in aceorda
with theDOE M 231.12 contractor requirements document

Significance Category 1

Occurrences in this category are those that are not Operational Emergencies and that have a
significant impacbn safe facility operations, worker or public safety andthegegulatory
compliance, or public/business interests.

Significance Category R

Occurrences in this category are those identified as recurring, as determined from the
periodic performance analysis of occurrences across a site.

Significance Category 2

Ocaurrences in this category are those that are not Operational Emergencies and that have a
moderate impaain safe facility operations, worker or public safety and health, regulatory
compliance, or public/business interests.
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18.

Significance Category 3

Occurrenes in this category are those that are not Operational Emergencies and that have a
minor impacton safe facility operations, worker or public safety and health, regulatory
compliance, or public/business interests.

Significance Category 4

Occurrences in ik category are those that are not Operational Emergencies and that have
some impacbn safe facility operations, worker or public safety and health, public/business
interests.

f. Review a sample of Occurrence Reports and Operating Experience Weekly
Reports for issues on electrical safety and discuss the lessons learned.

This is a performanebased KSA. The Qualifying Official will evaluate its completion.

Electrical personnel shall demonstrate a working level knowledge of problem
analysis principles and the ability to apply the techniques necessary to identify
problems, determine potential causes of problems, and identify corrective action(s).

a. Describe and explain the application of problem analysis techniques, including
the following:

A Root cause analysis

Causal factor analysis

Change analysis

Barrier analysis

Management oversight risk tree (MORT) analysis

> > >

A

The information for KSAs 6aél. and 6bod is take

Root Cause Analysis

Root cause analysis is used in accident investigations to iderffg theficiencies, including
management system factors that, if corrected, would prevent recurrence of the accident (i.e.,
the root cause[s] of an accident). Root causes of an accident can be determined using
numerous automated and manual techniques. A ahaeusion of root cause analy&isuch

as compliance/noncompliance or tier diagrammimgacceptable. Commercially available
automated techniques are widely used in the DOE complex. Whatever technique is used,
investigators should assure that actual raoses are determined, not just contributing

causes. The contributing causes are important; however, the need to find concise and justified
root causes should be the main intent of using these analytical techniques.

Causal Factor Analysis

Identifying systent causal factors requires understanding the sequence of events over time
and the interaction of those events and their causal factors. This sequence proceeds from an
initiating event through the final loggoducing occurrence. A meticulous tracing of, fo
example, unwanted energy transfers and their relationships to each other and to the people,
plant, procedures, and controls involved in an accident will usually reveal a definable
sequence for an accident.
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Two basic principles are helpful in defining amaderstanding these sequences of events,
causal factors, and energy transfers: (1) accidents result from a set of successive events that
produce unintentional harm (i.e., personal injury, property damage), and (2) the accident
sequence occurs during thenduct of some work activity (i.e., a series of events directed
toward some anticipated or intended outcome other than injury or damage).

Event and causal factor charting is an integral and important part of the DOE accident
investigation process. It ised in conjunction with other key tools (such as root cause
analysis, change analysis, and barrier analysis) to achieve optimal analytical results in
accident investigation.

An event and causal factor chart is a graphic representation that produceseaopitttar
accident: both the sequence of events that led to the accident and the conditions that were
causal factors. Event and causal factor analysis is an effective means of integrating other
analytical techniques into a concise and complete investigatimenary. Event and causal
factor analysis depicts, in logical sequence, the necessary and sufficient events and
conditions for accident occurrence. It provides a systematic accident analysis tool to aid in
collecting, organizing, and depicting accideribimation; validating information from other
analytical techniques; writing and illustrating the accident investigation report; and briefing
management on the results of the investigation.

Change Analysis

Change analysis is a systematic approach to prebt#wing that can help identify accident
causes. Change analysis is a simple, straightforward process that is relatively quick and easy
to learn and apply.

Change is a necessary ingredient for progress; however, changes to systems and their impact
also cortribute to errors, loss of control, and accidents. The purpose of change analysis is to
identify and examine all changes systematically and to determine the significance or impact

of the changes. The use of this technique in accident investigation cafaalyi well-suited

for finding quick answers and identifying causal factors that are not otherwise obvious.

It has been demonstrated that when problems arise for any functional system that has been
operating satisfactorily (i.e., up to some standardyngbs and differences associated with
personnel, plant and hardware, or procedures and managerial controls aresaciial

factorsin creating these problems. Change can be thought of as stress on a system that was
previously in a state of dynamic equiitom. Change can also be viewed as anything that
disturbs the planned or normal functioning of a system.

Accident investigators need to carefully evaluate all the changes identified during the
investigation. Did the change really cause the result, ohdidhange merely bring an

existing system deficiency to light? The investigation must focus on the systemic deficiencies
that allowed the accident to happen and not just accept the changes identified as being the
sole cause of the accident. Often, changsyeis will lead to further insight into areas that

must be explored by other analytical techniques.
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Barrier Analysis

The basic premise of barrier analysis is that there is energy flow associated with all accidents.
This energy may be kinetic, potentialectromagnetic, thermal, steam, other pressurized

gases or liquids, or a myriad of other types of energy. It is the isolation, shielding, and

control (barriers) of this energy (hazard) from people, property, or the environment (targets)
that prevent accehts. Generally, barriers can be grouped in the following categories:
equipment, design, administrative (procedures and work processes), supervisory/
management, warning devices, knowledge and skills, and physical. Therefore, identifying the
energy sourceand the failed or deficient barriers and controls in an accident investigation
provides the means for identifying the causal factors of the accident.

If barriers were installed and one failed partially or totally, an investigator would examine the
secondey safety systems, if any, that were in place to mitigate the failure. The investigator
would also determine what events led up to and through the failure sequence, paying
particular attention to changes made in the system. To accomplish this, theegnigece of
events can be broken down into a logical flow from the beginning to the end of an accident.
Questions are asked about the practicality of the barriers and controls selected, why they
failed, or why none were selected for use.

The principal bendfs of barrier analysis are that it identifies safety system elements that
failed, and the results can be succinctly presented. Another benefit of barrier analysis is that
the results can easily be presented graphically. A graphical flowchart (diagraohgady

and concisely portray the energy flows and failed or unused barriers that led to the accident.
Thus, barrier analysis is valuable in understanding the accident and the sequence of events
that led to it.

Management Oversight Risk Tree (MORT) Arialys

For complex accidents, more rigorous technigues such as MORT analysis may be employed.
MORT analysis involves complicated analytical trees that may be necessary to ensure that
accident causation is identified.

There are many acceptable equivalent nadhaf using analytical trees, such as fault trees
(computerized and manual versions). Additional information on the application of analytical
trees to accident investigations can be found in section 7.4 of the DOE woRbndlcting
Accident Investigatias

b. Describe and explain the application of the following root cause analysis
processes in the performance of occurrence investigations:
A Event and causal factors charting
A Root cause coding
A Recommendation generation

Events and Causal Factors Charting

The evats and causal factors (E&CF) chart (or diagram) depicts in logical sequence the
necessary and sufficient E&CF for accident occurrence. It can be used not only to analyze the
accident and evaluate the evidence during investigation, but also can helfeakda

accuracy of praccident systems analyses. The E&CF sequence charting technique is an
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19.

integral and important part of the MORBRsed DOE accident investigation process. It is
used in conjunction with other key MORT tools, such as MORT analysis, €laauadysis,

and energy trace and barrier analysis, to achieve optimum results in accident investigation.
E&CF charting has been used successfully as a focal point of analysis on several DOE
accident and incident investigations with excellent results.

RootCause Coding

Root cause coding is a useful tool that enables an investigator to visualize the various root
causes, as well as contributing causes. The coding system is broken down into seven main
categories: (1gquipment/material problem, (2) procedurelpem, (3) personnel error, (4)
design problem, (5) training deficiency, (6) management problem, and (7) external
phenomenon.

Recommendation Generation

Recommendation generation provides for valuable input to program management that should
lead to improvedafety practices, with the ultimate goal of avoiding future similar
occurrences and accidents. Based on the revi
sound analysis, using a graded approach, should provide an avenue to achieve that goal.

Recommendtions are generated through coordination with the accident investigation
program manager, as outlined in DOE G 22BAl and DOE O 225.1A.

c. Using event and/or occurrence data, apply problem analysis techniques and
identify the problems and how they could have been avoided.

El ements 6c¢c6 t hr o-baged KSAs ©he Qualdying @fficial will enauate e
their completion.

d. Participate in at least one contractor or Department problem analysis and critique
the results.

e. Using data, interpret two fault tree analyses.

Electrical personnel shall demonstrate the ability to perform electrical safety and
system walkdowns, and observe and report nonconformance to OSHA 29 CFR 1910,
29 CFR 1926, NFPA-70 (National Electrical Code), NFPA-70E, and IEEE C2- NESC.

Element s 6ad6 and -babedl K3As. &he Qualifying Offinial witt evaluate
their completion.
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a. Coordinate and conduct two or more electrical safety and system walkdowns of
applicable contractor facilities and document issues in a report.

b. For each report finding (if any), cite noncompliance to one or more of the above
menti oned requirements documents, describe
explain how it is not in compliance with the cited requirement(s).

SPECIFIC TECHNICAL COMPETENCIES

20.

SAFETY & HEALTH RELATED TO ELECTRICAL SYSTEMS AND
COMPONENTS

This section is optional and should be used by the program and/or field offices to
assist them with specific technical qualifications for that office.

Electrical personnel shall demonstrate a working level knowledge of how electrical
hazards are addressed via the Integrated Safety Management System (ISMS) process,
including applicable site contractor(s) job planning (job hazard analysis and
identification and integration of hazard controls within work package) and application
of hazard controls during the work control process.

a. Describe and explain how the ISMS process addresses and controls electrical
hazards.

The following is taken fronDOE P 450.4.

The objective of an ISMS is to incorporate safety into managéeand work practices at all
levels, addressing all types of work and all types of hazards to ensure safety for the workers,
the public, and the environment. To achieve this objective, DOE has established guiding
principles and core safety management fioms.

The following three guiding principles relate to responsibilities intrinsic in all ISMS core
functions:

A Line management responsibility for safety

A Clear roles and responsibilities

A Competence commensurate with responsibilities

These interrelated guialy principles help ensure that the management structure has
personnel who focus on the safe accomplishment of mission, understand their assignments,
and can carry out the core safety management functions correctly and efficiently.

See DOE G 450-4B, Integated Safety Management System Guide for Use with Safety
Management System Policies (DOE P 450.4, DOE P 450.5, and DOE P;456.6)
Functions, Responsibilities, and Authorities Manaaild the Department of Energy
Acquisition Regulation for irdepth treanent of all core principles and functions related to
ISMS.

t

he

b. Descri be and explain the contractorsé electric

following areas:
A Work planning
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Hazard identification via hazard analysis
Hazard controls

Work performance

Work feedback

o D > D

The information on work planning and hazard identification via hazard analysis is taken from
DOE G 151.12. The information on the remaining terms of this KSA is taken from DOE G
414.12A.

Work Planning

Facility guidance that describes safety preplanngagiirements for all operational activities
should exist. The guidance should explain the role of safety analysis reviews, job safety
analyses, and the handling of safety matters. All operations personnel should understand the
safety planning requirements.

SeeDEAR 97052231, Al ntegration of Environment, Saf
and Ex eforudétailed imformation.

Hazard Identification via Hazard Analysis

The hazards survey is an effective method of identifying and analyzing hazarfdsiiitya

or site. The hazards survey document should be a distinct document and should contain, or
incorporate by reference, the information specified in DOE G 1BIT'#chnical Planning

Basis: Emergency Management Guideabular/matrix presentationrcde used to

efficiently summarize and document the survey information.

The recommended steps in the hazards survey process are as follows:

1. Briefly describe each facility and identify its hazards.

2. Screen hazardous materials to determine the need forrfarthb/ses in a facility
specific quantitative emergency planning hazard assessment.

3. ldentify the generic types of emergency events and conditions that apply to each
facility.

4. Qualitatively describe the potential health, safety, environmental, or nasenaity
impacts of the applicable emergencies.

5. Identify and document the applicable Base Program planning and preparedness
requirements.

A hazards survey may address one or more facilities. A single hazards survey document may
even cover an entire site.

Each facility or activity covered by the hazards survey should be identified and a brief
description of its operations provided. Any detailed descriptive information should be
included by reference. Sufficient information to provide a general understasfding
facility and its associated hazards can be adequately presented in a table or matrix. This
information should include

A a general characterization of the facility and its operations (e.g., office building,

laboratory, warehouse);
A the number of workensormally assigned;
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A any special designations, such as nuclear facility, radiological facility, hazardous
waste site, treatment, storage, or disposal facility, etc.;

A whether hazardous materials, other than standard office products and cleaning
supplies, a used or stored in the facility.

Hazard Controls

A graded approach is used to identify proper hazard controls. The first step in the grading
process is to identify the hazards, and for the facility level, their consequences and
probability of a failure, bfore work begins. The second step is to identify the specific
requirements and controls to be applied. The third step is to determine the depth, extent, and
degree of rigor necessary in the application of the requirements and controls. The final step is
to communicate and implement the selected requirements and controls and their degree of
rigor by means of documented work processes (procedures, instructions, specifications, and
controls).

The logic, method of implementation, and basis for grading sh@uttbcumented in the
guality management system, periodically reviewed in light of changes that may have
occurred, and if appropriate, revised to reflect those changes.

The graded approach must not be usedectt o fAig
of eliminating all verifications of the re
stringent application, compliance with applicable portions of stated requirements is

mandatory unless an exemption is approved through an appropriate process.

When considering the use of grading of an item or activity, it is important to consider the
impact of safety on personnel, the public, and the environment. The safety class or safety
significance of the item or activity is critical to the number of aaatimposed to assure the
requisite or desired quality.

Risk is a fundamental consideration in determining the extent to which controls should be
applied at the facility level. The varying degrees of the controls applied should be dependent
upon functioncomplexity, consequence of failure, reliability, repeatability of results, and
economic considerations.

These controls are documented and communicated to facility/activity personnel to ensure
appropriate application. The documentation should take thedbwritten procedures,
practices, requirements manuals, policy statements, standing orders, or other written and
controlled means as deemed appropriate by facility/activity management. The level of
approval of this documentation is also based on thadszeomplexity, and/or relative risk.

Work Performance

Managers are responsible for ensuring that personnel under their supervision have the
training, skills (including knowledge and understanding of the capabilities of the processes
being used), equipmgrwork process documents, and resources needed to accomplish their
work. Line management and workers should cooperate to identify processes that can be
improved based on feedback prior to and following implementation of the work process.
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Management shouleinsure that the following are clearly identified and conveyed to workers
before they begin work:

A Customer and data requirements for the work and final product

Hazards associated with the work

Safety, administrative, technical, environmental, and QCs tesbd during the work
Technical standards applicable to the work and final product

Acceptance criteria applicable to the work and final product

Procedures for verification of the completed work using established criteria

> > > >

Procedures, work instructions, @ther appropriate means used to define work processes
should be documented and controlled. The scope and detail of documentation should be
commensurate with the complexity and importance of the work, the skills required to

perform the work, the hazards amgks or consequences of quality problems in the product,
process, or service, and the need to meet regulatory and contract requirements. Control of
processes, skills, hazards, and equipment should be clearly specified, understood, and fully
documented. fiis serves as the point of integration for Integrated Safety Management and
QA into an integrated management approach. See DOE P 450.4 and DOE Order 5480.19 for
details and additional requirements.

Workers are responsible for the quality of their work.riiées should do their work correctly

the first time, in accordance with established procedures and work instructions. Because
workers are the best resource for contributing ideas for improving work processes, products,
and services, they should be involvadvork process design, process evaluation-pioe

briefing), and providing the feedback necessary for improvement.

Operating problems should be documented and evaluated. Based on assessments of these
problems, corrective actions should be taken to ingthe performance of the operations
department. Additionally, frequent, direct observation of operations activities by supervisors
and managers is essential to the monitoring of operations. Safety, environment, and operating
goals should be used as a ngeraent tool for involving cognizant groups or individuals in
improving operating performance and for measuring operating effectiveness.

Work Feedback

Work activities and management systems can be continuously improved through assessment
and feedback procsss. Effective feedback from multiple sources is the foundation for
processes designed to prevent, identify, and correct problems. The least desirable form of
feedback results from accidents or unplanned events thatiselbse a quality problem. The
process should include the use of lessons learned from the local organization and other
organizations. Identified improvement actions should also be shared with other organizations.
Management should track the actions to closure and ensure the actionscieeeaft

providing the anticipated improvements. Quality improvement processes will support safety
management system policy feedback and i mprov
commitment to develop corrective action plans for safety issuesn@sydieported by the

Office of Independent Oversight and Performance Assurance, or for judgments of need
resulting from Type A accident investigations. These findings will be tracked using the DOE
Corrective Action Tracking System.
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21. Electrical personnel shall demonstrate a working level knowledge of 29 CFR 1910.
3311 335; 29 CFR 1910.269; and NFPA 70E, Article 110, Electrical Safety-Related Work
Practices.

[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope it is not used as a reference in this guide.]

The information for this competency statement is taken from DOE HDBK-2002.
a. Describe and explain electrical training and qualification programs.

Only qualified workers shall perform work on electrical systems. It is dangerous for
unqualified personnel to attempt to do electrical work. There should be an employee training
program implemented to qualify workers in the safetated work pratices that pertain to

their respective job assignments.

Management should establish formal training and qualifications for qualified workers before
they are permitted to perform electrical work. Refresher training is recommended at intervals
not to exceedhree years to provide an update on new regulations and electrical safety
criteria. The training shall be @hejob and/or classroom type. The degree of training
provided shall be determined by the risk to the employee. This training shall be documented.
Qualified employees shall be trained and familiar with, but not be limited to, the following:
A Safetyrelated work practices, including proper selection and use of PPE, that pertain
to their respective job assignments
A Skills and techniques necessary toidatish exposed live parts from other parts of
electrical equipment
A Skills and techniques necessary to determine the nominal voltage of exposed live
parts, clearance distances, and the corresponding voltages to which the qualified
person will be exposed
Procedures on how to perform their jobs safely and properly
How to LOTO energized electrical circuits and equipment safely. Other types of
training recommended for electrical workers include the following:
National Electrical CodéNFPA 70) (2002)
National Hectrical Safety CodéANSI C2) (2002)
Use of personal protective grounds
Use of testing and measuring equipment
Work permit and work authorization procedures
Use and care of PPE
Proper clothing required for arc flash or arc blast protection
Firstaid andCPR refresher training is recommended at intervals not to exceed 3
years
o Standard for Electrical Safety in the Workplgbd-PA 70E) (2004)

> >
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29 CFR 1910.269(a) and 1910.332 also require training for persons other than qualified
workers if their job assignm&nbring them close enough to exposed parts of electrical
circuits operating at 50 V or more to ground for a hazard to exist.
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b. Describe and explain electrical safety program elements.

The six basic elements of an effective Electrical Safety Program &k histow:
Management must have complete commitment to the program;

Effective training for all degrees of hazard and a baseline for training must be
established,

Effective and complete safe electrical work practices must be established;
Documentation mustebkept for all activities;

Electrical safety engineering support must be made; and

Oversight for the electrical safety program must be established also.

N =

o0hs®W

Management commitment

Management ensures that the Electrical Safety Program is integrated into dir&S&ka
program, selects the Electrical Safety Commi
charter.

Effective training

A Establish qualification requirements, training programs and certifications where
appropriate for all personnel.

A Prior to performing eletrical work, personnel must be qualified to perform job
related electrical tasks as required by 29 CFR 1910.332.

A Personnel exposed to the presence of voltages of 50 V or more will have formal
electrical safety awareness training. This training can be&lasaroom or on the job.

A All training must be documented.
o0 Instructors must provide course outlines.
0 Proof of successful completion must be maintained in appropriate files.

A Minimum training requirements should include

o electrical safety awareness;

o0 electricd safety theory;

o applicable codes, DOE orders, regulations, and standards;

o demonstrations and handa practice;

0 use and care of PPE;

o0 job-specific safe electrical work practices; and

o electrical requirements of safe operating procedures and operatingyesced

o Personnel working with high voltage (greater than 600 V) must have specialized
electrical awareness training.

o Periodic training refresher courses are required to maintain and update skills and

code requirements.

A Management and supervision who oversieetrical work must have completed
Electrical Safety Awareness Training at a level commensurate with the level of work
being performed.

Safe electrical work practices

A Provide general and jedpecific training in safe electrical work practices as required
in 29 CFR 1910, Subpart S.
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A All safety-related electrical work practices covered by the provisions in 29 CFR
1910.331 through .335 shall be followed.

A Develop and implement safe operating procedures to ensure safe electrical work
practices that mitigate thiesks of electrical hazards.

Documentation

A Document all results of any inspection.

A Documentation should be developed to substantiate the acceptance of any equipment.
Such documentation should include but not be limited to:
o0 Tests performed
o Conditions of aceptability
o Applicable standards to which the equipment was evaluated
0 Limitations of approved use, if any

A Establish measurement criteria and documentation foeasséissment of the
Electrical Safety Program.

A Document work experience, 4hejob, and offsie formal training to verify
understanding and retention of minimum knowledge, skills, and abilities.

Electrical safety engineering support
Management must ensure that any necessary engineering support is provided.

Program oversight

A ES&H managers provideversight for implementing the Electrical Safety Program.

A Safety managers provide oversight and customer liaison for electrical safety for the
departments. They also provide cognizant electrical safety professionals trained in the
application of the Nation&lectrical Code (NEC), OSHA, etc.

A Qualified QA personnel will participate in the QA process and provide design input
and oversight as follows:

0 Review electrical plans for all new, or modifications to, facilities and research and
development projects.

0 Revew safe operating procedures for Electrical Safety Program compliance.

o Periodically inspect wiring materials, connections, and components of existing
facilities and R&D projects.

o Review drawings, specifications, and ma
instructions for all electrical equipment prior to connection and operations.
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22. Electrical personnel shall demonstrate a working level knowledge of the site
contractorb6s procedure/work control progr am, hov
site contractor is within planned controls, and the specific work control requirements
for each job observed. The level of rigor of these jobs should allow the candidate to
review the functional areas, requirements, and workscope for compliance with 29
CFR 1910, 29 CFR 1926, and NFPA 70E.

[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope it is not used as a reference in this guide.]

Note: To safely observe electrical work on or near enerqgized electrical conductors,
the candidate must be previously trained to the appropriate requirements. Candidates
are not to cross any shock or arc flash boundary without the appropriate training and
understanding of the potential hazards.

The information for KSAs 6a6é through 6fd6 is

a. Describe and explain electrical safety-related work practices and the
establishment of electrically safe work conditions (29 CFR 1910.147, 29 CFR
1910.3311 335, and NFPA 70E, Article 120) including, but not limited to,
Lockout/Tagout (LOTO), de-energization requirements, zero-energy checks, and
the electrically-safe-work-condition verification process.

Lockout/Tagout

A Each person who could be exposed directly or indirectly tmece of electrical

energy shall be involved in the LOTO process.
A All persons who could be exposed shall be trained to understand the established
procedure to control the energy and their responsibility in executing the procedure.
New (or reassigned) emplees shall be trained (or retrained) to understand the
LOTO procedure as related to their new assignment.
A plan shall be developed on the basis of the existing electrical equipment and system
and shall utilize ugio-date diagrammatic drawing representats).
All sources of electrical energy shall be controlled in such a way as to minimize
employee exposure to electrical hazards.
The LOTO device shall be unique and readily identifiable as a LOTO device.
Voltage shall be removed and absence of voltagéieebri
The established electrical LOTO procedure shall be coordinated with all of the
empl oyer6s procedures associated with LOT
procedure shall be audited for execution and completeness on an annual basis.
The employer shHieestablish LOTO procedures for the organization, provide training
to employees, provide equipment necessary to execute the details of the procedure,
audit execution of the procedures to ensure employee understanding/compliance, and
audit the procedure famprovement opportunity and completeness.
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De-energization Requirements

De-energization should always be accompanied by approved positive lockout or LOTO
procedures to ensure against an unexpectedeggization and resulting hazard to personnel
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or equipnent. Deenergization should be immediately followed by a test to ensure that the
equipment is denergized. The equipment should be grounded prior to the start of any work.

Each employer shall identify, document, and implement LOTO procedures confooming t
Article 120 to safeguard employees from exposure to electrical hazards while they are
working on or near denergized electrical conductors or circuit parts that are likely to result

in injury from inadvertent or accidental contact or equipment failthie.LOTO procedure

shall be appropriate for the experience and training of the employees and conditions as they
exist in the workplace.

A complex LOTO plan shall be permitted where one or more of the following exist:
A Multiple energy sources

Multiple crews

Multiple crafts

Multiple locations

Multiple employers

Different disconnecting means

Particular sequences

A job or task that continues for more than one work period

> > > D>

Zero-Energy Checks

In addition to the processes and procedures associated with the pdesicéised above, all
sources of electrical energy shall be controlled in such a way as to minimize employee
exposure to electrical hazards. Voltage shall be removed and the absence of voltage verified.

Electrically Safe Work Condition Verification Process

An electrically safe work condition shall be achieved when work is performed in accordance
with the procedures of NFPA 70E, Article 120.2, and verified by the following process:
A Determine all possible sources of electrical supply to the specific equip@iesuk
applicable ugo-date drawings, diagrams, and identification tags.
A After properly interrupting the load current, open the disconnecting device(s) for each
source.
A Wherever possible, visually verify that all blades of the disconnecting devices are
fully open or that drawottiype circuit breakers are withdrawn to the fully
disconnected position.
Apply LOTO devices in accordance with a documented and established policy.
Use an adequately rated voltage detector to test each phase conductor or dittcuit pa
verify they are deenergized. Test each phase conductor or circuit part both-fthase
phase and phage-ground. Before and after each test, determine that the voltage
detector is operating satisfactorily.
A Where the possibility of induced voltagesstored electrical energy exists, ground
the phase conductors or circuit parts before touching them. Where it could be
reasonably anticipated that the conductors or circuit parts beiegetgized could
contact other exposed energized conductors or tipeuis, apply ground connecting
devices rated for the available fault duty.

> >
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b. Describe and explain the electrical hazards/risk identification and classification
processes (29 CFR 1910, 29 CFR 1926, and NFPA 70E, Article 130).

The DOE uses two general elécal hazard/risk identification and classification processes.
One process is used for the identification and analysis of electrical risks/hazards for the
purpose of determining appropriate controls and PPE required for particular work activities.
The othe process is used for standardizing events for the occurrence and reporting process.

Work controls (procedures, boundaries, permits, etc.) and PPE are directly related to, and
determined by the particular risk/hazard of the work activity. Specificatllasionship is
established wherein

Work controls and PPE= F (hazards)

NFPA 70E, Article 130 provides a general approach in which approach boundaries for shock
protection (controls) are determined from phsphase voltages (hazards), andfash

risks are categorized by the potential incidental energy releases for particular combinations of
voltages and work activities. The results of these approach boundaries and incidental energy
estimates are then used to develop work permits, procedures, antbdtiand protective
equipment requirements.

The second process is used for electrical event categorization and performance measurement
of occurrence reporting and processing of electrical operations information. This process
establishesvani igbemeasune BSer an accident
several factors (the electrical hazard, environmental conditions, shodlasircand thermal
proximities, and an injury factor). Hazard classification charts are used to consider several
factors (voltage, power, waveform, equipment, frequency, etc.) in determining the electrical
hazard factor.

Once electrical severity is calculated, it is then used to establish an elesstieatyindex
performance measure for normalization of site &/garsus organizational work hours that
can be trended and used for occurrence reporting.

A shock hazard analysis shall determine the voltage to which personnel will be exposed,
boundary requirements, and the PPE necessary in order to minimize thdipostilectric
shock to personnel.

The shock protection boundaries identified as Limited, Restricted, and Prohibited Approach
Boundaries are applicable to the situation in which approaching personnel are exposed to live
parts. See table 4 for the distas@ssociated with various system voltages.

Table 4. Approach boundaries to live parts for shock protection

@ @ ©) Q) ®)
Limited Approach Boundary* Restricted Approach
Nominal System Boundary®; Includes
Voltage Range, Exposed Movable Exposed Fixed Inadvertent Movement  Prohibited Approach
Phase to Phase Conductor Circuit Part Adder Boundary*
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Nominal System
Voltage Range,
Phase to Phase

@

©)

Limited Approach Boundary*

Exposed Movable
Conductor

Exposed Fixed
Circuit Part

4)

Restricted Approach
Boundary®; Includes

Inadvertent Movement

Adder

®)

Prohibited Approach
Boundary®

Less than 50
50 to 300
301 to 750

751 to 15 kv
15.1 kV to 36 kV
36.1 kV to 46 kV

46.1 kV to 72.5 kV
72.6 kV to 121 kV
138 kV to 145 kV

161 kV to 169 kV
230 kV to 242 kv
345 kV to 362 kV

500 kV to 550 kV
765 kV to 800 kV

Not specified
3.05m (10 ft0in.)
3.05m (10ft0in.)

3.05m (10 ft 0in.)
3.05m (10 ft 0in.)
3.05m (10 ft 0'in.)

3.05m (10 ft 0iin.)
3.25m (10 ft 8in.)
3.36m (11 ft 0in.)

3.56 m (11t 8in.)
3.97m (13 ft0in.)
4.68m (15ft4in.)

5.8m (19ft0in.)
7.24m (23ft9in.)

Not specified
1.07m (3ft6in.)
1.07m (3ft6in.)

1.53m (5ft0in.)
1.83m (6 ft0in.)
244m 8ft0in.)

2.44m 8ft0in.)
244m 8ft0in.)
3.05m (10ft0in.)

3.56m (11 ft8in.)
3.97m (13 ft0in.)
4.68m (15ft4in.)

5.8m (19ft0in.)
7.24m (23t 9in.)

Not specified
Avoid contact
304.8mm (1ft0in.)

660.4 mm (2 ft 2in.)
787.4mm (2t 7in.)
838.2mm (2ft9in.)

965.2 mm (3 ft2in.)
991 mm (3 ft3in.)
1.093m (3ft7in.)

1.22m 4 ft0in.)
1.6m((5ft3in.)
2.59m (8ft6in.)

3.43m (11t 3in.)
455 m (14 ft 11 in.)

Not specified
Avoid contact
25.4 (0ftlin.)

177.8 mm (0 ft 7 in.)
254 mm (0 ft 10 in.)
431.8 mm (1 ft5in.)

635 mm (2 ft1in.)
812.8 mm (2 ft 8in.)
939.8 mm (3 ft1in.)

1.07m (3ft6in.)
145m (4t 9in.)
2.44m 8ft0in.)

3.28m (10 ft9in.)
4.4 m(141ft5in.)

Note: For Flash Protection Boundary, see 130.3(A).
'See definition in Article 100 and text in 130.2(D)(2) and Annex C for elaboration.

Source:NFPA 70E

c. Describe and explain how to conduct electrical work on or near live parts,
including, but not limited to, energized electrical work permits (elements and
exemptions), shock and arc-flash hazard analyses, arc flash calculation
methodology, arc flash reduction techniques, approach boundaries, and
associated Personal Protective Equipment (PPE) (NFPA 70E, Article 130; IEEE

Std 1584; etc.).

Energized Electrical Work Permits

If live parts are not placed in an electrically safe work condition (i.e., for the reasons of
increased or additional hazards or infeasibility per NFPA 70E, 130.1), work tofbempet
shall be considered energized electrical work and shall be performed by written permit only.

The energized electrical work permit shall include, but not be limited to, the following items:
A description of the circuit and equipment to be workedranhtheir location

Justification for why the work must be performed in an energized condition

A description of the safe work practices to be employed

Results of the shock hazard analysis

Determination of shock protection boundaries

Results of the flash kard analysis

The flash protection boundary

The necessary PPE to safely perform the assigned task

Means employed to restrict the access of unqualified persons from the work area

> I > > I I D D
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A Evidence of completion of a job briefing, including a discussion of angpelific
hazards

A Energized work approval (authorizing or responsible management, safety officer, or
owner, etc.) signature(s)

Work performed on or near live parts by qualified persons related to tasks such as testing,
troubleshooting, voltage measurirdg., shall be permitted to be performed without an
energized electrical work permit, provided appropriate safe work practices and PPE are
provided and used.

Shock and Ar¢-lash Hazard Analyses

A shock hazard analysis shall determine the voltage to wieicdopnel will be exposed,

boundary requirements, and the PPE necessary in order to minimize the possibility of electric
shock to personnel. The shock protection boundaries identified as Limited, Restricted, and
Prohibited Approach Boundaries are applicdabléhe situation in which approaching

personnel are exposed to live parts. See table 4 for the distances associated with various
system voltages.

A flash hazard analysis shall be done in order to protect personnel from the possibility of
being injured byan arc flash. The analysis shall determine the flash protection boundary and
the PPE that people within the flash protection boundary shall use. For systems that are 600
volts or less, the flash protection boundary shall be 4.0 feet, based on the pfatkantimg

times of 6 cycles (0.1 second) and the available bolted fault current of 50 kiloamperes (kA)
or any combination not exceeding 300 kA cycles (5,000 arrgerends). For clearing times

and bolted fault currents other than 300 kA cycles, or unagneering supervision, the

flash protection boundary shall alternatively be permitted to be calculated in accordance with
the following general formula:

DC = l65>< MVAbf Xt}é
or

D, = b3 MVA xt 72
where:
D, = distance in feet from an arc sourcedmseconelegree burn
MVAs = bolted fault capacity available at point involved (in megasoiperes)
MVA = capacity rating of transformer (megavathperes). For transformers wMVVA

ratings below 0.75 MVA, multiply the transformigiVA rating by 1.25
t = time of arc exposure (in seconds)

At voltage levels above 600 volts, the flash protection boundary is the distance at which the
incident energy equals 5 J/8h.2 calorie [cal] /crf). For situations where fautfearing

time is 0.1seconl (or faster), the flash protection boundary is the distance at which the
incident energy level equals 6.24 J#m5 cal/cni).

Arc-Flash Calculation Methodology
See above formula.
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Arc-Flash Reduction Techniques

Shock and arflash hazard analyses, prop#?E, and noting limited approach to boundaries
are methods by which arc flashes may be reduced and altogether avoided.

Approach Boundaries
See table 4 and associated boundary explanations.

Personal Protective Equipment

Personal Protective Equipment reqments are directly derived from the identified hazards
and risks for the particular work activity. Where it has been determined that work will be
performed within the flash protection boundary, the flash hazard analysis shall determine,
and the employer sl document, the incident energy exposure of the worker (in calories per
square centimeter). The incident energy exposure level shall be based on the working

di stance of the employeeds face and chest ar
task to be performed. Flamresistant clothing and PPE shall be used by the employee based
on the incident energy exposure associated with the specific task. Recognizing that incident
energy increases as the distance from the arc flash decreases, ad®iRBsalall be used for
any parts of the body that are closer than the distance at which the incident energy was
determined. As an alternative, the PPE requirements of NFPA 70E 130.7(C)(9) shall be
permitted to be used in lieu of the detailed flash hazaalysis approach described in NFPA
70E 130.3(A).

When flameresistant clothing is worn to protect an employee, it shall cover all ignitable
clothing and shall allow for movement and visibility. Employees shall wear nonconductive
head protection wherever tleeis a danger of head injury from electric shock or burns due to
contact with live parts or from flying objects resulting from electrical explosion. Employees
shall wear nonconductive protective equipment for the face, neck, and chin whenever there is
a danger of injury from exposure to electric arcs or flashes or from flying objects resulting
from electrical explosion. Employees shall wear protective equipment for the eyes whenever
there is danger of injury from electric arcs, flashes, or from flyingotdjesulting from

electrical explosion. Employees shall wear flaresistant clothing wherever there is possible
exposure to an electric arc flash above the threshold inethemgy level for a second

degree burn.

Employees shall wear rubber insulatingvgs where there is danger of hand and arm injury
from electric shock due to contact with live parts. Hand and arm protection shall be worn
where there is possible exposure to arc flash burn. Where insulated footwear is used as

protection against step atwlich potential, dielectric overshoes shall be required. Insulated
soles shall not be used as primary electrical protection.
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d. Describe and explain safety-related maintenance requirements, including
grounding and bonding, safety equipment, clear space requirements, substations,
switchgear, panels, motor control centers, premises wiring, controller equipment,
fuses and circuit breakers, rotating equipment, hazardous locations, batteries and
battery rooms, portable electric tools and equipment, and personal safety and
protective equipment (NFPA 70E, Chapter 2; IEEE Std-450; etc.).

Grounding and Bonding

Equipment, raceways, cable trays, and enclosure bonding and grounding shall be maintained
to ensure electrical continuity.

Safety Equipment

Locks, interlocks, ahother safety equipment shall be maintained in proper working
condition to accomplish the control purpose.

Clear Space Requirements
Access to working space and escape passages shall be kept clear and unobstructed.

Substations, Switchgear, Panels, Moton@ol Centers (MCCS)
Enclosures shall be kept free of material that would create a hazard.

Fences, physical protection, enclosures, or other protective means, where required to guard
against unauthorized access or accidental contact with exposed Isjespattbe
maintained.

Currentcarrying conductors (buses, switches, disconnects, joints, and terminations) and
bracing shall be maintained to

A conduct rated current without overheating, and

A withstand available fault current.

Insulation integrity shall beaintained to support the voltage impressed.

Protective devices shall be maintained to adequately withstand or interrupt available fault
current.

Premises Wiring

Covers for wiring system components shall be in place with all associated hardware, and
thereshall be no unprotected openings.

Open wiring protection, such as location or barriers, shall be maintained to prevent accidental
contact.

Raceways and cable trays shall be maintained to provide physical protection and support for
conductors.
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Controller Equipment

The following shall apply to controllers, including electrical equipment that governs the
starting, stopping, direction of motion, acceleration, speed, and protection of rotating
equipment and other power utilization apparatus in the workpladecgon and control
circuitry used to guard against accidental contact with live parts and to prevent other
electrical or mechanical hazards shall be maintained.

Fuses and Circuit Breakers

Fuses shall be maintained free of breaks or cracks in fuse aselest and insulators. Fuse
clips shall be maintained to provide adequate contact with fuses.

Molded-case circuit breakers shall be maintained free of cracks in cases and cracked or
broken operating handles.

Circuit breakers that interrupt faults approiag their ratings shall be inspected and tested in
accordance with the manufactureros instruct.i

Rotating Equipment

Terminal chambers, enclosures, and terminal boxes shall be maintained to guard against
accidental contact with live parts and other &leal hazards.

Guards, barriers, and access plates shall be maintained to prevent employees from contacting
moving or energized parts.

Hazardous Locations

Equipment and installations in hazardous locations shall be maintained such that the
following apply.

A No energized parts are exposed. Exception: intrinsically safe aridcendive

circuits.

There are no breaks in conduit systems, fittings, or enclosures from damage,
corrosion, or other causes.

All bonding jumpers are securely fastened and intact.

All fittings, boxes, and enclosures with bolted covers have all bolts installed and
bolted tight.

All threaded conduit shall be wrendight, and enclosure covers shall be tightened in
accordance with the manufacturerds i nstru
There are no open entriggo fittings, boxes, or enclosures that would compromise
the protection characteristics.

All close-up plugs, breathers, seals, and drains are securely in place.

Marking of luminaires (lighting fixtures) for maximum lamp wattage and temperature
rating is lgjible and not exceeded.

Required markings are secure and legible.
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Batteries and Battery Rooms

Ventilation systems, forced or natural, shall be maintained to prevent buildup of explosive
mixtures. This maintenance shall include a functional test of angiate=m detection and
alarm systems.

Eye and body wash apparatus shall be maintained in operable condition.

Battery cell ventilation openings shall be unobstructed, and cell flame arresters shall be
maintained.

Portable Electric Tools and Equipment

Attachment plugs, receptacles, cover plates, and cord connectors shall be maintained such
that the following apply:

A There are no breaks, damage, or cracks exposing live parts.

A There are no missing cover plates.

A Terminations have no stray strands or loose terminals

A There are no missing, loose, altered, or damaged blades, pins, or contacts.

A Polarity is correct.

Personal Safety and Protective Equipment

Personal safety and protective equipment such as the following shall be maintained in a safe
working condition:

A Grownding equipment

Hot sticks

Rubber gloves, sleeves, and leather protectors
Voltage test indicators

Blanket and similar insulating equipment
Insulating mats and similar insulating equipment
Protective barriers

External circuit breaker raeut devices

Portabbe lighting units

Safety grounding equipment

Dielectric footwear

Protective clothing

> >
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e. Describe and explain the safety requirements for special equipment such as
Research and Development (R&D) electrical safety requirements and work
practices for such R&D equipment, i.e., laser operations and power electronic
equipment, etc. (NFPA 70E, Article 400; American National Standards Institute
(ANSI); etc.).

Laser Operations

Employees shall be provided with eye protection as required by Federal regulation. Warning
signs shall be posted at the entrances to areas or protective enclosures containing laser
products. Highpower laser equipment shall include a{operated master control. High

power laser equipment shall include a-&afe laser radiation emission audibtel visible

warning when it is switched on or the capacitor banks are charged. Beam shutters or caps

136



shall be utilized, or the laser switched off, when laser transmission is not required. The laser
shall be switched off when unattended for 30 minutes seni@ser beams shall not be
aimed at employees. Laser equipment shall bear a label indicating its maximum output.

Personnel protective equipment shall be provided for users and operatorspd\wgghlaser
equipment.

Employees shall be responsible foe following:
A Obtaining authorization for laser use
A Obtaining authorization for being in a laser operating area
A Observing safety rules
A Reporting laser equipment failures and accidents to the employer

Power Electronic Equipment

The employee and employer pesisibilities listed below shall apply to safegtated work
practices around power electronic equipment, including the following:

A Electric arc welding equipment

High-power radio, radar, and television transmitting towers and antennae
Industrial dielectc and RF induction heaters

Shortwave or RF diathermy devices

Process equipment that includes rectifiers and inverters such as the following:
0 Motor drives

0 Uninterruptible power supply (UPS) systems

o Lighting controllers

I > > >

The employer shall be responsible tioe following:
A Proper training and supervision by properly qualified personnel, including the
following:
o The nature of the associated hazard
o Strategies to minimize the hazard
o Methods of avoiding or protecting against the hazard
0 The necessity of reportinghg hazardous incident
Properly installed equipment
Proper access to the equipment
Avalilability of the correct tools for operation and maintenance
Proper identification and guarding of dangerous equipment
Provision of complete and accurate circuit diagram other published information
to the employee prior to the employee starting work. The circuit diagrams should be
marked to indicate the hazardous components
Maintenance of clear and clean work areas around the equipment to be worked
Provision of adequatand proper illumination of the work area

I > D >

> >

The employee is responsible for the following:
A Being continuously alert and aware of the possible hazards
A Using the proper tools and procedures for the work
A Informing the employer of malfunctioning protective megas, such as faulty or
inoperable enclosures and locking schemes
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A Examining all documents provided by the employer relevant to the work, especially
those documents indicating the hazardous

A Maintaining good housekeeping around the eapaipt and work space

A Reporting any hazardous incident

f. Describe and explain the installation safety requirements for power systems
protection; flash protection; guarding of live parts; wiring design and protection;
wiring methods, components, and equipment; specific purpose equipment and
installations [cranes and hoists, elevators, Heating, Ventilating and Air-
conditioning (HVAC), X-ray equipment, motor controllers, etc.]; and hazardous
locations (NFPA 70 and NFPA 70E, Chapter 4).

Power Systems Protection

Therequirements contained in Chapter 4 of NFPA 70E shall be based on the provisions of
NFPA 70,National Electrical CodeWhere installations of electric conductors and
equipment have been found to conform with the safety requirementsdED & use at th

time of installation by governmental bodies or agencies having legal jurisdiction for
enforcement of thBIEC, this conformance shall be prima facie evidence that such
installations were adequately designed and installed.

The chapter is divided into sixtecles. Article 400, 410, and 420 apply generally. Article 430
applies to specifipurpose equipment installations. Articles 440 and 450 apply to hazardous
(classified) locations and special systems. Articles 430, 440, and 450 supplement or modify
the gerral rules, and 450.5 covers communications systems and is independent of the other
paragraphs and chapters except where specifically referenced. Articles 400, 410, and 420
apply except as amended by Articles 430, 440, and 450 for the particular condition.

Flash Protection

Switchboards, panelboards, industrial control panels, and MCCs that are in other than
dwelling occupancies and are likely to require examination, adjustment, servicing, or
maintenance while energized shall be field marked to warn aqehpfrsons of potential

electric areflash hazards. The marking shall be located so as to be clearly visible to qualified
persons before examination, adjustment, servicing, or maintenance of the equipment.

Guarding of Live Parts

Except as elsewhere requdrer permitted, live parts of electric equipment operating at
50volts or more shall be guarded against accidental contact by approved enclosures or by
any of the following means:
A Location in a room, vault, or similar enclosure that is accessible onlyatdigd
persons
A Suitable permanent, substantial partitions or screens arranged so that only qualified
persons have access to the space within reach of the live parts. Any openings in such
partitions or screens shall be sized and located so that persons &ikely to come
into accidental contact with the live parts or to bring conducting objects into contact
with them
A Location on a suitable balcony, gallery, or platform elevated and arranged so as to
exclude unqualified persons
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A Elevation of 2.5 m (8 fthr more above the floor or other working surface

In locations where electric equipment is likely to be exposed to physical damage, enclosures
or guards shall be so arranged and of such strength as to prevent such damage. Entrances to
rooms and other guaed locations that contain exposed live parts operating at 50 volts or

more shall be marked with conspicuous warning signs forbidding unqualified persons to
enter.

Wiring Design and Protection

A conductor used as a grounded conductor shall be identifia8ldistinguishable from all
other conductors. No grounded conductor shall be attached to any terminal or lead so as to
reverse designated polarity.

A lengthy description of wiring and design protection is available in NFPA 70E, Adti€le

Wiring MethodsComponents, and Equipment

The provisions of the following paragraph are not intended to apply to the conductors that
form an integral part of equipment, such as motors, controllers, MCCs, factory assembled
control equipment, or listed utilization equiprien

Metal raceways, cable trays, cable armor, cable sheath, enclosures, frames, fittings, and other
metal norcurrentcarrying parts that are to serve as grounding conductors, with or without

the use of supplementary equipment grounding conductors, stedfebevely bonded where
necessary to ensure electrical continuity and the capacity to conduct safely any fault current
likely to be imposed on them. Any nonconductive paint, enamel, or similar coating shall be
removed at threads, contact points, andaxrgurfaces or be connected by means of fittings
designed so as to make such removal unnecessary.

A lengthy description of wiring methods, components, and equipment is available in
NFPA70E, Article 420.

Specific Purpose Equipment and InstallatidrGranesand Hoists, Elevators, Heating,
Ventilating and AirConditioning, Xray Equipment, Motor Controllers, etc.

A lengthy description of specific purpose equipment and installations is available in
NFPA 70E, Article 430.

Hazardous Locations

NFPA 70E, Article440 applies to the requirements for electric equipment and wiring in
locations that are classified, depending on the properties of the flammable vapors, liquids, or
gases or combustible dusts or fibers that might be present therein and the likelihaod that
flammable or combustible concentration or quantity is present. Hazardous (classified)
locations can be found in occupancies such as, but not limited to, aircraft hangars, gasoline
dispensing and service stations, bulk storage plants for gasoline ovaititde flammable

liquids, paintfinishing process plants, health care facilities, agricultural or other facilities

where excessive combustible dusts might be present, marinas, boat yards, and petroleum and
chemical processing plants. Each room, sectioayea shall be considered individually in
determining its classification.
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24,

A lengthy description of specific purpose equipment and installations is available in
NFPA70E, Article 440.

From the jobs observed in Competency 22 above, electrical personnel shall

demonstrate the ability to assess how well contractor management systems (lessons

learned and other feedback processes) are integrated with the work planning and

| SMS process and how |l essons | earned are addr ess
feedback process (DOE P 450.4, Safety Management System Policy).

The information for all of the KSAs in this competency statement is taken from DOE O
226.1A.

a. Describe and explain the contractorsd | essons

Formal programs must be established to commtmieasons learned during work activities,
process reviews, and event analyses to potential users and applied to future work activities.
Contractors must identify, apply, and exchange lessons learned with the rest of the DOE
complex.

b. Describe and explain how electrical lessons learned are integrated into the
contractorsod6 work planning process.

Contractors must review and apply lessons learned identified by other DOE organizations
and external sources to prevent similar occurrences (see also DOE O 41itetiGn &,
AQuality I mprovemento).

c. Describe and explain how feedback from the workers who have completed an
electrical job is integrated into the contract

In addition to structured assessments, DOE contractors will establigmlednent

processes to solicit feedback from workers and work activities. Common feedback

mechanisms are described in site plans/program documents and include the following:

empl oyee concerns programs, telepfigone or int
concerns or questions, giab briefs, job hazard waldlowns by workers prior to work, pest

job reviews, employee suggestion forms, safety meetings, employee participation in

committees and working groups, and labor organization input.

Electrical personnel shall demonstrate a working level knowledge of 29 CFR 1910; 29
CFR 1926; and NFPA 70E, Article 420 requirements.

[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope it is not used as areference in this guide.]

a. Describe and explain wiring methods, bonding of enclosures, temporary wiring,
and permitted use of cable trays.

The information for KSAs O0&BA70Ehr ough o0f 6 and
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Wiring Methods

These provisions are not intended to apply to the conductors that form an integral part of
equipment, such as motors, controllers, MCCs, factory assembled control equipment, or
listed utilization equipment.

Bonding of Enclosures

Metal raceways, cable trays, cable armor, cable sheath, enclosures, frames, fittings, and other
metal norcurrentcarrying parts that are to serve as grounding conductors, with or without

the use of supplementary equipment grounding conductors, shall keveffelsonded where
necessary to ensure electrical continuity and the capacity to conduct safely any fault current
likely to be imposed on them. Any nonconductive paint, enamel, or similar coating shall be
removed at threads, contact points, and contafaeas or be connected by means of fittings
designed so as to make such removal unnecessary.

Where required for the reduction of electrical noise (EMI) of the grounding circuit, an
equipment enclosure supplied by a branch circuit shall be permittedgoléied from a
raceway containing circuits that supply only that equipment by one or more listed
nonmetallic raceway fittings located at the point of attachment of the raceway to the
equipment enclosure. The metal raceway shall comply with provisions stéimdard and

shall be supplemented by an internal insulated equipment grounding conductor installed to
ground the equipment enclosure.

No wiring systems of any type shall be installed in ducts used to transport dust, loose stock,
or flammable vapors. Nwiring system of any type shall be installed in any duct, or any

shaft containing only such ducts, used for vapor removal or for ventilation of commercial
type cooking equipment.

Temporary Wiring

Temporary electrical power and lighting wiring methods fnayf a class less than would be
required for a permanent installation. Except as specifically modified in sections
420.1(B)(1)(a) through 420.1(B)(1)(d), all other requirements of NFPA 70E for permanent
wiring shall apply to temporary wiring installations

Feeders shall be protected as provided in Article 410.9. They shall originate in an approved
distribution center. Conductors shall be permitted within cable assemblies or within
multiconductor cords or cables of a type identified for hard usage ortextilausage. For the
purpose of this section, type NM (nonmetallic) and type NMC (nonmetallic, corrosion
resistant) cables shall be permitted to be used in any dwelling, building, or structure without
any height limitation.

Single insulated conductors shiadl permitted where installed for the purpose(s) specified in
Article 420.1(B)(3)(c) where accessible only to qualified persons.

All branch circuits shall originate in an approved power outlet or panelboard. Conductors
shall be permitted within cable asdd@ras or within multiconductor cord or cable of a type
identified for hard usage or exthard usage. All conductors shall be protected as provided in
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Article 410.9. For the purpose of this section, type NM and NMC cables shall be permitted to
be used inm@y dwelling, building, or structure without any height limitation.

Branch circuits installed for the purposes specified in sections 420.1(B)(3)(b) or
420.1(B)(3)(c) shall be permitted to be run as single insulated conductors. Where the wiring
is installedin accordance with Article 420.1(B)(1)(c), the voltage to ground shall not exceed
150 volts, the wiring shall not be subject to physical damage, and the conductors shall be
supported on insulators at intervals so that excessive strain is not transntitieed to
lampholders.

All receptacles shall be of the grounding type. Unless installed in a continuous grounded
metal raceway or metalovered cable, all branch circuits shall contain a separate equipment
grounding conductor, and all receptacles shall beralelty connected to the equipment
grounding conductors. Receptacles on construction sites shall not be installed on branch
circuits that supply temporary lighting. Receptacles shall not be connected to the same
ungrounded conductor of multiwire circuitsat supply temporary lighting. Suitable
disconnecting switches or plug connectors shall be installed to permit the disconnection of all
ungrounded conductors of each temporary circuit. Multiwire branch circuits shall be
provided with a means to disconneghultaneously all ungrounded conductors at the power
outlet or panelboard where the branch circuit originated. Approved handle ties shall be
permitted. All lamps for general illumination shall be protected from accidental contact or
breakage by a suitabfixture or lampholder with a guard. Brass shell, pdjpexd sockets, or
other metalcased sockets shall not be used unless the shell is grounded. On construction
sites, a box shall not be required for splices or junction connections where the circuit
corductors are multiconductor cord or cable assemblies, provided that the equipment
grounding continuity is maintained with or without the box. A box, conduit body, or terminal
fitting having a separately bushed hole for each conductor shall be used wherkaage is
made to a conduit or tubing system or a mskedathed cable system.

Flexible cords and cables shall be protected from accidental damage. Sharp corners and
projections shall be avoided. Where passing through doorways or other pinch points,
protection shall be provided to avoid damage. Flexible cords and cables entering enclosures
containing devices requiring termination shall be secured to the box with fittings designed for
the purpose. Cable assemblies and flexible cords and cables shalpbaesipy place at

intervals that ensure that they will be protected from physical damage. Support shall be in the
form of staples, cable ties, straps, or similar type fittings installed so as not to cause damage.
Vegetation shall not be used for suppdrbweerhead spans of branch circuits or feeders.

Permitted Use of Cable Trays

Cable tray shall be permitted to be used as a support system for services, feeders, branch
circuits, communications circuits, control circuits, and signaling circuits. Cable tray
installations shall not be limited to industrial establishments. Where exposed to direct rays of
the sun, insulated conductors and jacketed cables shall be identified as being sunlight
resistant. Cable trays and their associated fittings shall be idéritfiehe intended use.

The following wiring methods shall be permitted to be installed in cable tray systems:
armored cable; communication raceways; electrical metallic tubing; electrical nonmetallic
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tubing; fire alarm cables; flexible metal conduit; flde metallic tubing; instrumentation

tray cable; intermediate metal conduit; liquidtight flexible metal conduit and liquidtight
flexible nonmetallic conduit; metalad cable; mineraihsulated, metasheathed cable;
multiconductor servicentrance cablanulticonductor underground feeder and branch
circuit cable; multipurpose and communications cables; nonmesakiathed cable; power
and control tray cable; powdimited tray cable; optical fiber cables; optical fiber raceways;
other factoryassemblednulticonductor control, signal, or power cables that are specifically
approved for installation in cable trays; rigid metal conduit; and rigid nonmetallic conduit.

The wiring methods in Article 420.1(C)(2) shall be permitted to be used in any industrial
edablishment under the conditions described in their respective articles. In industrial
establishments only, where conditions of maintenance and supervision ensure that only
gualified persons service the installed cable tray system, any of the cablegimssec
420.1(C)(2)(a) and 420.1(C)(2)(b) shall be permitted to be installed in ladder, ventilated
trough, solid bottom, or ventilated channel cable trays. Single conductor cables shall be
permitted to be installed in accordance with the following: singhelector cable shall be

1/0 American wire gauge (AWG) or larger and shall be of a type listed and marked on the
surface for use in cable trays. Where 1/0 AWG through 4/0 AWG single conductor cables are
installed in ladder cable tray, the maximum allowahle spacing for the ladder cable tray
shall be 230 mm (#h.). Welding cables shall be installed in dedicated cable trays, as
permitted. Single conductors used as equipment grounding conductors shall be insulated,
covered, or bare, and they shall be 4 AWGaoger. Singleand multiconductor medium
voltage cables shall be type MV cable. Single conductors shall be installed in accordance
with Article 420.1(C)(1).

Metallic cable trays shall be permitted to be used as equipment grounding conductors where
coninuous maintenance and supervision ensure that qualified persons service the installed
cable tray system. Hazardous (classified) locations as permitted. Nonmetallic cable tray shall
be permitted in corrosive areas and in areas requiring voltage isolation.

Cable tray systems shall not be used in hoistways or where subject to severe physical
damage. Cable tray systems shall not be used in environmental airspaces, except as permitted
in Article 420.1(A)(2) to support wiring methods recognized for use in quates.

b. Describe and explain safety positioning and connection of switches.

Safety Positioning

Singlethrow knife switches shall be placed so that gravity will not tend to close them.
Singlethrow knife switches approved for use in the inverted positiolh Is&ig@rovided with
a locking device that ensures that the blades remain in the open position when so set.

Doublethrow knife switches shall be permitted to be mounted so that the throw is either
vertical or horizontal. Where the throw is vertical, a logkdevice shall be provided to hold
the blades in the open position when so set.
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Connection of Switches

Singlethrow knife switches and switches with butt contacts shall be connected so that their
blades are denergized when the switch is in the open fpmsi Bolted pressure contact
switches shall have barriers that prevent inadvertent contact with energized blades. Single
throw knife switches, bolted pressure contact switches, maldse switches, switches with
butt contacts, and circuit breakers ussdwaitches shall be connected so that the terminals
supplying the load are eenergized when the switch is in the open position.

The blades and terminals supplying the load of a switch shall be permitted to be energized
when the switch is in the open pasit where the switch is connected to circuits or
equipment inherently capable of providing a backfeed source of power. For such
installations, a permanent sign shall be installed on the switch enclosure or immediately
adjacent to open switches with theldaling words or equivalent:

WARNING
LOAD SIDE TERMINALS MAY BE ENERGIZED
BY BACKFEED

c. Describe and explain switch/panelboard location and access requirements.

Switchboards that have any exposed live parts operating at 50 volts or more shall be located
in pamanently dry locations and then only where under competent supervision and
accessible only to qualified persons. Switchboards shall be located so that the probability of
damage from equipment or processes is reduced to a minimum. Panelboards shall be
mourted in cabinets, cutout boxes, or enclosures designed for the purpose and shall be dead
front. Panelboards other than of the déamht, externally operable type shall be permitted
where accessible only to qualified persons.

d. Describe and explain enclosures for damp and wet locations.

In damp or wet locations, surfatgpe enclosures within the scope of this standard shall be
placed or equipped so as to prevent moisture or water from entering and accumulating within
the cabinet or cutout box, and shall beumied so there is at least-arn (Y«in.) airspace

between the enclosure and the wall or other supporting surface. Enclosures installed in wet
locations shall be weatherprodfonmetallic enclosures shall be permitted to be installed
without the airspaceroa concrete, masonry, tile, or similar surface.

Switchboards or panelboards in a wet location or outside of a building shall be enclosed in a
weatherproof enclosure or cabinet that shall comply with Article 420.5(A).

e. Describe and explain conductor identification requirements.

Insulated or covered grounded conductors shall be identified in accordand¢RRi#h70E,
Article 420 Equipment grounding conductors shall be identified in accordance with this
standard. Conductors that are intended for use as urdgdiconductors, whether used as a
single conductor or in multiconductor cables, shall be finished to be clearly distinguishable
from grounded and grounding conductors. Distinguishing markings shall not conflict in any
manner with the surface markings.
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f. Describe and explain permitted and non-permitted use of flexible cords and
cables.

Permitted Use
Flexible cords and cables shall be used only for the following:

DI > D

A
A
A

Pendants

Wiring on luminaires (fixtures)

Connection of portable lamps, portable and mobile sgnappliances

Elevator cables

Wiring on cranes and hoists

Connection of utilization equipment to facilitate frequent interchange
Prevention of the transmission of noise or vibration

Appliances where the fastening means and mechanical connections aiieasyecif
designed to permit ready removal for maintenance and repair, and the appliance is
intended or identified for flexible cord connection

Data processing cables

Connection of moving parts

Temporary wiring

Where used as permitted-PA 70E Article 4207(B)(1)(3), (9), and (11), each flexible
cord shall be equipped with an attachment plug and shall be energized from a receptacle

outlet.

Non-permitted Use

Unless specifically permitted in Article 420.7(B), flexible cords and cables shall not be used
for the following:

> >

> >

A

As a substitute for the fixed wiring of a structure

Where run through holes in walls, structural ceilings, suspended ceilings, dropped
ceilings, or floors

Where run through doorways, windows, or similar openings

Where attached to building $aces (exception would be that flexible cord and cable
shall be permitted to be attached to building surfaces in accordance with the
provisions of NEC Article 368.8)

Where concealed by walls, floors, or ceilings or where located above suspended or
droppedceilings

Where installed in raceways, except as otherwise permitted in this standard

g. Describe and explain portable cables over 600 volts.

The following is taken from 29 CFR 1910.305.

A
A

A

The conductors shall be 8 AWG copper or larger and shall employ flestibleding.
The size of the insulated groustleck conductor of type-GC cables shall be not
smaller than 10 AWG.

Cables operated at over 2,000 volts shall be shielded. Shielding shall be for the
purpose of confining the voltage stresses to the insulation.
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An equipment grounding conductor(s) shall be provided. The total area shall not be
less than that of the size of the equipment grounding conductor requNE®

70E, Article 420

All shields shall be grounded.

Grounding conductors shall be connectedanordance wittNFPA 70E, Article 420

The minimum bending radii for portable cables during installation and handling in
service shall be adequate to prevent damage to the cable.

Connectors used to connect lengths of cable in a run shall be of a tyleekkat

firmly together. Provisions shall be made to prevent opening or closing these
connectors while energized. Suitable means shall be used to eliminate tension at
connectors and terminations.

A Portable cables shall not contain splices unless the splieed the permanent

molded, vulcanized types in accordance with this standard. Terminations on portable
cables rated over 600 volts, nominal, shall be accessible only to authorized and
gualified personnel.

> D>

h. Describe and explain motor, transformer, and capacitor general use equipment.

Motor
Where one piece of equifipymerhti ns hsalglhtb & rfioinmm 0s i
sight, o and so forth, of another piece of eqg

and not more than 15 m (50 ft) distargrh the other.

An individual disconnecting means shall be provided for each controller and shall disconnect
the controller. The disconnecting means shall be located in sight from the controller location.

For motor circuits over 600 volts, nominal, a colérodisconnecting means capable of

being locked in the open position shall be permitted to be out of sight of the controller,
provided the controller is marked with a warning label giving the location of the

disconnecting means. A single disconnectingmseshall be permitted for a group of

coordinated controllers that drive several parts of a single machine or piece of apparatus. The
disconnecting means shall be located in sight from the controllers, and both the disconnecting
means and the controllersadibe located in sight from the machine or apparatus.

A separate disconnecting means shall be located in sight from the motor location and the
driven machinery location. The disconnecting means required in accordance with NFPA 70E,
Article 420.10(E)(1), kall be permitted to serve as the disconnecting means for the motor if

it is located in sight from the motor location and the driven machinery location.

The disconnecting means shall not be required to be in sight from the motor and the driven
machinery dcation under either condition (a) or (b), provided the disconnecting means
required in accordance with Article 420.10(E)(2) is individually capable of being locked in
the open position. The provision for locking or adding a lock to the disconnecting means
shall be permanently installed on or at the switch or circuit breaker used as the disconnecting
means.

(a) Where such a location of the disconnecting means is impracticable or introduces

additional or increased hazard to persons or property.
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(b) In industrial installations, with written safety procedures, where conditions of
maintenance and supervision ensure that only qualified persons service the
equipment.

Some examples of increased or additional hazards include, but are not limited to, motors
ratedin excess of 100 hp, multimotor equipment, submersible motors, motors associated with
variable frequency drives, and motors located in hazardous (classified) locations. The
disconnecting means shall plainly indicate whether it is in the open (off) odclmse

position. At least one of the disconnecting means shall be readily accessible.

Each motor shall be provided with an individual disconnecting means. A single
disconnecting means shall be permitted to serve a group of motors under any one of the
following conditions:

A Where a number of motors drive several parts of a single machine or piece of
apparatus, such as metal and woodworking machines, cranes, and hoists

A Where a group of motors is under the protection of one set of bcineciit
protective deices

A Where a group of motors is in a single room within sight from the location of the
disconnecting means

A Overload devices are intended to protect motors, ruatotrol apparatus, and motor
branchcircuit conductors against excessive heating due to metotoads and
failure to start. Overload in electrical apparatus is an operating overcurrent that, when
it persists for a sufficient length of time, would cause damage or dangerous
overheating of the apparatus. It does include short circuits or groutsl feutse
provisions shall not be interpreted as requiring overload protection where it might
introduce additional or increased hazards, as in the case of fire pumps.

A Exposed live parts of motors and controllers operating at 50 volts or more shall be
guarced against accidental contact by enclosures or by location as follows: by
installation in a room or enclosure that is accessible only to qualified persons; by
installation on a suitable balcony, gallery, or platform elevated and arranged so as to
exclude mqualified persons; by elevation 2.5 m (8 ft) or more above the floor. The
only exception is that live parts of motors operating at more than 50 volts between
terminals shall not require additional guarding for stationary motors that have
commutators, codictors, and brush rigging located inside of matad brackets and
not conductively connected to supply circuits operating at more than 150 volts to
ground.

A Where live parts of motors or controllers operating at over 150 volts to ground are
guarded againstccidental contact only by location, and where adjustment or other
attendance might be necessary during the operation of the apparatus, suitable
insulating mats or platforms shall be provided so that the attendant cannot readily
touch live parts unlessastding on the mats or platforms

Transformer

Sections 420.10(F)(2) through 420.10(F)(8N&TPA 70E, Article 42@over the installation
of all transformers. The following transformers are not covered by 420.10(F):
A Current transformers
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Dry-type transformerthat constitute a component part of other apparatus and comply
with requirements for such apparatus

Transformers that are an integral part of are}(, highfrequency, or electrostatic
coating apparatus

Transformers used with Class 2 and Class 3 circuits

Transformers for sign and outline lighting

Transformers for electridischarge lighting

Transformers used for powmited fire alarm circuits

Transformers used for research, development, or testing, where effective
arrangements are provided to safeguand@ns from contacting energized parts

D> > D

The operating voltage of exposed live parts operating at 50 volts or more of transformer
installations shall be indicated by signs or visible markings on the equipment or structures.

Dry-type transformers installeddnors and rated over 35 kV shall be installed in a vault.

Oil-insulated transformers installed indoors shall be installed in a vault. Combustible
material, combustible buildings, and parts of buildings, fire escapes, and door and window
openings shall beageguarded from fires originating in @ilsulated transformers installed on
roofs, attached to or adjacent to a building or combustible material. Vault doorways shall be
protected in accordance with sections 420.10(F)(6)(a), 420.10(F)(6)(b), and 42@)1O)F)

A Each doorway leading into a vault from the building interior shall be provided with a
tight-fitting door that has a minimum fire rating of 3 hours. The authority having
jurisdiction (AHJ) shall be permitted to require such a door for an exterlbr wa
opening where conditions warrant. The exception is that where transformers are
protected with automatic sprinklers, water spray, carbon dioxide, or halon,
construction of dhour rating shall be permitted.

A A door sill or curb that is of sufficient heigttt confine the oil from the largest
transformer within the vault shall be provided, and in no case shall the height be less
than 100 mm (4 in.).

A Doors shall be equipped with locks, and doors shall be kept locked, access being
allowed only to qualified psons. Personnel doors shall swing out and be equipped
with panic bars, pressure plates, or other devices that are normally latched but open
under simple pressure.

Any pipe or duct system foreign to the electrical installation shall not enter or pagghtarou
transformer vault. Piping or other facilities provided for vault fire protection, or for
transformer cooling, shall not be considered foreign to the electrical installation.

Materials shall not be stored in transformer vaults.

Capacitor

Groupoperatedswitches shall be used for capacitor switching and shall be capable of the
following:
A Carrying continuously not less than 135 percent of the rated current of the capacitor
installation
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A Interrupting the maximum continuous load current of each capacifmcitar bank,
or capacitor installation that will be switched as a unit

A Withstanding the maximum inrush current, including contributions from adjacent
capacitor installations

A Carrying currents due to faults on capacitor side of switch

A means shall be inalled to isolate from all sources of voltage each capacitor, capacitor
bank, or capacitor installation that will be removed from service as a unit. The isolating
means shall provide a visible gap in the electrical circuit adequate for the operating. voltage

Isolating or disconnecting switches (with no interrupting rating) shall be interlocked with the
loadinterrupting device or shall be provided with prominently displayed caution signs to
prevent switching load current.

The proper switching sequence shodlensured by use of one of the following:
A Mechanically sequenced isolating and bypass switches
A Interlocks
A Switching procedure prominently displayed at the switching location

Electrical personnel shall demonstrate a working level knowledge of the safety
requirements in DOE-HDBK-1092-2004, Electrical Safety Handbook.

a. Describe and explain hazards identification, classification, PPE, and associated
work practices.

Hazards Identification and Classification

The DOE uses two general electrical hazard/risk ideatibn and classification processes.

The first process, which is used for the identification and analysis of electrical risks/hazards
for the purpose of determining appropriate controls and PPE required for particular work
activities, is covered in NFPAQE, Article 130.

Work controls (procedures, boundaries, permits, etc.) and PPE are directly related to and
determined by the particular risk/hazard of the work activity. Specifically, a relationship is
established wherein:

Work controls and PPE = F (hada)

NFPA 70E, Article 130 provides a general approach in which approach boundaries for shock
protection (controls) are determined from phesphase voltages (hazards), andfash

risks are categorized by the potential incidental energy releasestfoulpa combinations of
voltages and work activities. The results of these approach boundaries and incidental energy
estimates are then used to develop work permits, procedures, and drive tool and protective
equipment requirements.

The second process, boed in DOE G 231.k (under development) is used for electrical

event categorization and performance measurement of occurrence reporting and processing
of electrical operations information. This
for anaccident or event that is calculated from several factors (the electrical hazard,

149



environmental conditions, shock, dtash, and thermal proximities, and an injury factor).
Hazard classification charts are used to consider several factors (voltage,waveform,
equipment, frequency, etc.) in determining the electrical hazard factor. Once electrical
severity is calculated, it is then used to establish an eleesaealityindex performance
measure for normalization of site events versus organizatianri hours that can be trended
and used for occurrence reporting.

Employees who are exposed or potentially exposed must be able to recognize when and how
they are exposed. Management has the responsibility to provide training to deal with each
known hazed, as required.

Hazardous areas and locations are classified by group, class, and division. These
classifications are determined by the atmospheric mixtures of various gases, vapors, dust, and
other materials present. The intensity of the explosion Hrabccur depends on

concentrations, temperatures, and many other factors that are listed in NFPA codes.

Hazardous locations must be well understood by anyone designing, installing, working on, or
inspecting electrical equipment and wiring in such areash fications carry a threat of
flammable or combustible gases, vapors, or dusts being present some or all of the time.

Information in this section will assist in classifying areas or locations with respect to
hazardous conditions, whether from atmosphesitcentrations of hazardous gases, vapors,
and deposits, or from accumulations of readily ignitable materials.

Section 5.0 of DOEHDBK-1092-2004 covers the requirements for electrical equipment and
wiring in locations that are classified according to thepprties of the flammable vapors,

liquids, or gases or combustible dusts that may be present and the likelihood that a flammable
or combustible concentration is present. The hazardous (classified) locations are assigned the
following designations:

A Class IDivision 1

Class I Division 2

Class Il Division 1

Class Il Division 2

Class I, Zone 0, Zone 1, Zone 2

I > > >

A detailed description of hazards identification and classification can be reviewed in
section5.0 of DOEHDBK-10922004.

PPE

Qualified workers are respseible for avoiding and preventing accidents while performing
electrical work, repairs, or troubleshooting electrical equipment. Personnel shall wear or use
PPE and protective clothing that is appropriate for safe performance of work. Qualified
workers ned to use appropriate afault PPE whenever they work near electrical equipment
that could create an arc flash hazard.
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Managers shall ensure that appropriate PPE is provided and ensure that employees using PPE
are trained in their proper use. Furthermananagers shall ensure that employees use the
appropriate PPE for their assigned task.

A detailed description of hazards identification and classification can be reviewed in sections
2.0 and 7.0 of DOEHDBK-10922004.

Associated Work Practices
The followingis taken from DOEHDBK-10922002,

NFPA 70E covers electrical safetglated work practices and procedures for
gualified and unqualified employees who work on or near exposed energized
electrical conductors or circuit parts in workplaces. This informatromides a
foundation for establishing an electrically safe working environment. NFPA 70E
has embedded four basic strategies in the document. These strategies are:

1. establish an electrically safe work condition,

2. training,

3. planning the work, and

4. PPE.

NFPA 70E is updated on ay@ar cycle in compliance with ANSI requirements.
This schedule allows for the latest acceptable technology and experience to be
integrated into the document.

There are several topics under these strategies that provid&cspadance.
b. Describe and explain equipment configuration and operational practices.

Chapter 4 of DOESTD-103993, Guide to Good Practices for Control of Equipment and
System Statusontains ten specific areas of good practices. The topics are assfollow
A 4.1, Status Change Authorization and Reporting

4.2, Equipment and System Alignment

4.3, Equipment Locking and Tagging

4.4, Operational Limits Compliance

4.5, Alarm Status

4.6, Equipment Deficiency Identification and Documentation

4.7, Work Authorizatiorand Documentation

4.8, Equipment Posgtlaintenance Testing and Return to Service

4.9, Temporary Modification and Control

4.10, Distribution and Control of Equipment and System Documents

I > D> D>

Additional information on the specific topics can be found in theeateed Standard.
c. Describe and explain training and qualifications requirements.

According to DOEHDBK-10922 004, fdeffective training for
the six basic elements of an effective electrical safety program. Training progratisemu
established in accordance with 29 CFR 1910333
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26.

Facility engineering managers are responsible for ensuring that their personnel receive
training in accordance with general and-ggecific safe electrical work practices as required
in 29 CFR 190, subpart S, as well as training in NFPA, IEEE, and ANSI codes and
standards.

Construction managers are responsible for implementing and enforcing the requirements of
NFPA 70, IEEE C2, and Occupational Safety and Health Administration (OSHA)

29 CFR1926 diring construction of all facilities by providing AFapproved certification for
electrical inspectors. They also ensure that the inspectors receive training in NFPA 70,
29CFR 1926, IEEE C2, and electrical safety awareness.

Safety managers provide ovetsigand customer liaison for electrical safety for the
departments. They also provide cognizant electrical safety professionals trained in the
application of NEC, Occupational Safety and Health Act (OSH Act), etc.

Department managers are responsible fouremg that personnel receive electrical systems
and safety awareness training and other-$g&cific electrical safety training as required by
29 CFR 1910.332.

All employees and onsite contractors are responsible for attending appropriate electrical
systens and safety awareness training and other equivalespgtfic training as required
by 29 CFR 1910.332.

ES&H training managers are responsible for developing and overseeing electrical safety
training courses, including any s#pecific electrical safg training courses, as required by
the Electrical Safety Committee and the Electrical Safety Program.

Electrical personnel shall demonstrate a working level knowledge of the requirements
related to safe work practices for laser operations (NFPA 70E, Chapter 3, etc.).

[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope it is not used as areference in this guide.]

The informationforKSA® aé and O6c6 t hrNMFRAME. 6ed i s taken
a. Describe and explain fail-safe interlocks.

A fail-safe interlock is an interlock that in the failure mode does not defeat the purpose of the
interlock, for example, an interlock that is positively drivero itite off position as soon as a
hinged cover begins to open, or before a detachable cover is removed, and that is positively
held in the off position until the hinged cover is closed or the detachable cover is locked in
the closed position.

Though faitsat interlocks do not apply to Class 1 lasers due to their application, ANSI
Z136.1 defines the item as:

Aéprotective housings which encl ose embed
4 lasers or laser systems [which] shall be provided with an interlock system
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which is activated when the protective housing is intended to be opened

during operation and maintenance. The interlock or interlock system shall be

designed to prevent access to laser radiation above the applicable MPE

(maximum permissible exposure). Timéerlock may, for example, be

electrically or mechanically interfaced to a shutter which interrupts the beam

when the protective housing is removed.

b. Describe and explain controlled areas.
The following is taken fromi0 CFR 835.602.

A controlled area is aarea where the occupancy and activity of those within are subject to
control and supervision for the purpose of protection from radiation hazards.

Each access point to a controlled area (as defined at 8 835.2) shall be posted whenever
radiological areasraadioactive material areas exist in the area. Individuals who enter only
controlled areas without entering radiological areas or radioactive material areas are not
expected to receive a total effective dose of more than 0.1 rem (0.001 sievert) inSagyesar.
used for this purpose may be selected by the contractor to avoid conflict with local security
requirements

c. Describe and explain laser characteristics.

A laser is any device that can be made to produce or amplify electromagnetic radiation in the
wavdength range from 100 nm to 1 mm primarily by the process of controlled stimulated
emission. Important key concepts related to lasers are as follows:
A Laser energy sourdeany device intended for use in conjunction with a laser to
supply energy for the exaition of electrons, ions, or molecules. General energy
sources, such as electrical supply services or batteries, shall not be considered to
constitute laser energy sources.
A Laser fiber optic transmission syst&@ma system consisting of one or more laser
trarsmitters and associated fiber optic cable.
Laser hazard aréathe area within which the beam irradiance or radiant exposure
exceeds the appropriate corneal maximum permissible exposure, including the
possibility of accidental misdirection of the beam.
Laserproducd any product or assembly of components that constitutes, incorporates,
or is intended to incorporate a laser or laser system.
Laser radiatiod all electromagnetic radiation emitted by a laser product between
100nm and 1 mm that is produced as ailtesf a controlled stimulated emission.
Laser systed a laser in combination with an appropriate laser energy source with or
without additional incorporated components.

>\

>\

>\
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d. Describe and explain safety training and qualifications.

Training includes, but is ndimited to, the following:
A Familiarization with laser principles of operation, laser types, and laser emissions
A Laser safety, including the following:
0 System operating procedures
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Hazard control procedures

The need for personnel protection

Accident reportag procedures

Biological effects of the laser upon the eye and the skin

Electrical and other hazards associated with the laser equipment, including the
following:

e High voltages (>1 kV) and stored energy in the capacitor banks

e Circuit components, such agetron tubes, with anode voltages greater than
5 kV emitting X-rays

Capacitor bank explosions

Production of ionizing radiation

Poisoning from the solvent or dye switching liquids or laser media

High sound intensity levels from pulsed lasers

O O O0OO0Oo

Proof of qualifcation of the laser equipment operator shall be available and in possession of
the operator at all times.

e. Describe and explain safeguarding of personnel.

Employees shall be provided with eye protection as required by Federal regulation. Warning
signs shdlbe posted at the entrances to areas or protective enclosures containing laser
products. Highpower laser equipment shall include a{operated master control. High

power laser equipment shall include a-tafe laser radiation emission audible andolgsi

warning when it is switched on or if the capacitor banks are charged. Beam shutters or caps
shall be utilized, or the laser switched off, when laser transmission is not required. The laser
shall be switched off when unattended for 30 minutes or maeerlbeams shall not be

aimed at employees. Laser equipment shall bear a label indicating its maximum output. PPE
shall be provided for users and operators of fuigWver laser equipment.

IV.ELECTRICAL MAINTENANCE MANAGEMENT FOR NUCLEAR AND
NON-NUCLEAR FACILITIES

This section is optional and should be used by the program and/or field offices to assist them
with specific technical qualifications for that office.

27. Electrical personnel shall demonstrate a familiarity level knowledge of the DOE
maintenance management requirements as defined in DOE O 433.1A, Maintenance
Management Program for DOE Nuclear Facilities, and DOE Guide 433.1-1, Nuclear
Facility Maintenance Management Program Guide for Use with DOE O 433.1 (IEEE
Yellow Book; reference IEEE Std-902).

a. Define each of the following maintenance-related terms and explain their
relationship to each other:

A Corrective

Planned

Preventive

Reliability centered

Predictive

> > > > >
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The information for KSAOEG4E3811t hrough &écdo i

Corrective Maintenance

Correctve maintenance is the repair of failed or malfunctioning equipment, system, or
facilities to restore the intended function or design condition. This maintenance does not
result in a significant extension of the expected useful life.

Planned Maintenance

Planned maintenance is preventive or seasonal maintenance activities performed before SSC
failure that may be initiated by predictive or periodic maintenance results, through vendor
recommendations, or by experience/lessons learned. These include acticas stiwduled

cold weather protection, valve repacking, replacement of bearings as indicated from vibration
analysis, major or minor overhauls based on experience factors or vendor recommendations,
and replacement of known lifgpan components. For examplepacking a valve because of
packing leakage would be corrective maintenance, but scheduled repacking before leakage
would be planned maintenance.

Preventive Maintenance

This type of maintenance includes all those planned, systematic, periodic, amekeaso
maintenance actions taken to prevent SSC or facility failures, to maintain designed
operating conditions, and to extend operating life. The PM process takes into account the
inevitability of failures in any simple or complex piece of equipmentpatih the

consequences of failures can be controlled by careful design and effective maintenance. The
reason for the failure incident can be apparent if basic differences between expected
behaviors and the actual behaviors of SSCs are considered. Thessndéds can be

translated into possible failure modes. PM identifies any differences between actual and
expected behavior of SSCs. Generally, regulatory and code requirements, DOE technical
safety requirements (TSRs) for surveillancessarvice inspectio and testing, vendor
recommendations, and other forms of maintenance action and frequency selection based on
engineering judgment or analytical methods are the pursuit of proactive planned
maintenance.

Reliability-Centered Maintenance (RCM)

Reliability-centered maintenanég aproactive systematic decision logic tree approach to
identify or revise PM tasks or plans to preserve or promptly restore operability, reliability

and availability of facility SSCs; or to prevent failures and reduce risk thropegls tf
maintenance action and frequency selection to ensure high performance. Reliability centered
maintenance is the performance of scheduled maintenance for complex equipment,
guantified by the relationship of PM to reliability and the benefits of rétyabo safety and

cost reduction through the optimization of maintenance task/frequency intervals. The concept
relies on empirical maintenance task/frequency intervals to make determinations about real
applicable data suggesting an effective intervatdek accomplishment. The approach taken

to establish a logical path for each functional failure is that each functional failure, failure
effect, and failure cause be processed through the logic so that a judgment can be made as to
the necessity of the tasand includes (1) reporting PM activities, plans, and schedules; (2)
optimizing/calculating the PM interval by balancing availability, reliability, and cost; (3)
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ranking PM tasks; (4) accessing PM information from piping and instrumentation drawings;
(5) accessing PM and other maintenance data; (6) listing recurring failure modes/parts,
including failure to start and failure to run; (7) calculating and monitoring SSC availability;
(8) accessing PM procedures, and (9) keeping track of PM cost.

Implementingan RCM program involves taking an existing electrical preventive
maintenance program and modifying it to align with the critical path or mission of the
facility. In a data center, that would include everything that is necessary to keep the
computers runmig, which includes the UPS as well as the air conditioning system. All the
systems in the critical path would receive priority, while the remaining nonessential support
systems would receive much less attention.

Predictive Maintenance

Predictive maintenascis the actions necessary to monitor; find trends; and analyze
parameters, properties, and performance characteristics or signatures associated with SSCs,
facilities, or pieces of equipment to discern whether a state or condition may be approaching
that s indicative of deteriorating performance or impending failure, where the intended
function of the SSCs, facilities, or pieces of equipment may be compromised. Predictive
maintenance activities involve continuous or periodic monitoring and diagnosietagor
component degraeceaetdicdm b anmatd ffMmas nt enance
failure. Not all SSC, facility, or equipment conditions and failure modes can be monitored
and diagnosed in advance; therefore, predictive maintenance shoulddieelgl applied.

To the extent that predictive maintenance can be relied on without large uncertainties, it is
normally preferable to activities such as periodic internal inspection or equipment overhauls.

b. Discuss the importance of maintaining a proper balance of preventive and
corrective maintenance.

A proper balance of corrective maintenance and PM should be used to provide a high degree
of confidence that degradation of facility equipment is identified and corrected, that life of
equipment is optimizednd that the maintenance program is-@&ctive. The maintenance
program includes preventive, predictive, and corrective maintenance.

c. lIdentify typical maintenance performance indicators, and discuss their
importance.

A program should be in place to tdarly provide management with accurate information
regarding key maintenance performance indicators. Such information should be measurable
and used to assess maintenance performance and identify areas requiring management
attention. Overall indicators mlant to maintenance performance, indicators to measure
progress in achieving goals and objectives, and specific indicators for monitoring current
performance problems and performance in specific functional areas should be selected.
Information should berpsented in a systematic way that provides ready recognition of
trends and comparison of actual versus expected results and, where appropriate, clearly
indicates corrective action and the results of these actions.
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The results of maintenance performancedatbrs, goals and objectives, and other related
information should be developed, trended, and reported to provide feedback. This feedback
should be used by senior management in progress and feedback reviews. Section 4.14.2 of
DOE G 433.11 discusses thesttelopment of performance indicators, goals, and objectives
for maintenance. Reports should include trends of the performance indicators, goals, and
objectives; a brief explanation for trends that appear unusual (positively or negatively); and
intended caective measures where warranted.

d. Discuss the relationship between maintenance and conduct of operations, quality
assurance, and configuration management.

Conduct of Operations
The following is taken fronDOE O 5480.19.

Conduct of operations in electrieadlated maintenance efforts should refleigh operating
standards by management; by communicating operating standards to the working level; by
providing sufficient resources to the operations department; by ensuring personnel are well
trained; by closelynonitoring performance in operations; and by holding workers and their
supervisors accountable for their performance in conducting activities.

Quality Assurance
The following is taken fronDOE O 414.1C.

Quiality assurance as related to electrical maintsmanvolves all those actions that provide
confidence that quality is achieved. This includes development of a management program, a
personnel training and qualification program, quality improvement processes, a document

and records management programadieidentified work processes, designed items and
interfaces validated/verified according to engineering/scientific principles and appropriate
standards, established procurement processes, established inspection and acceptance testing
processes, managen@ssessments, and independent assessments.

Configuration Management
The following is taken from DOSTD-10732003.

Configuration management (CM) includes processes that involve identifying and defining the
configuration items in an electrical system, coliing the release and change of these items

t hroughout the systembébs I|ife cycle, and reco
items and change requests.

e. Discuss the requirements for receiving and inspecting parts, materials, and
equipment.

Thei nf or mati on for KSAs BOE&433MAL.ough 6gd is ta

Many personnel at a facility are involved in some portion of the stores operation. They
should be aware of the correct process to receive, inspect, handle, and store facility material
and guipment so that it is easily retrievable and usable when issued. Therefore, policies
should be established that address these functions. These policies must be understood by
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stores personnel and other organizations that interface with them, such asipgredA,

quality control (QC), engineering, radiological protection, operations, safety, and
maintenance. Procedures should be prepared that specifically describe the responsibilities
and the techniques for receiving, inspecting, handling, storingviatgieand issuing

material from stores. QA/QC aspects of the stores function should be incorporated into these
procedures.

When parts, materials, and equipment are received, stores personnel should inspect them
before they are accepted for storage or aegluThis inspection is conducted to verify that

the items delivered agree with the approved purchase documentation, are packaged in
accordance with purchase order specifications, have necessary product control requirements
furnished by the vendor (suchsgecial storage or shdife information), and appear to be

in good condition. In the case of safety items and designated critical items important to
reliable facility operations, stores personnel should inspect them to ensure that the vendor has
supplied what was ordered, that the necessary formal documentation has accompanied the
shipment or is otherwise on hand, and that items have been received in an acceptable
condition. Technical staff and maintenance personnel may be needed to assist in the
inspecton of more complicated parts, materials, and equipment.

Technical staff and QC personnel should approve any deviation from design specifications of
material or equipment received before the item is accepted into the stores system. They
should also approvaeny upgrade of material or equipment from a nonsafety to a safety
category. An acceptance tag or label placed on the received material may be used to signify
that the receiving inspection was performed and that the applicable requirements have been
met.

A separate receiving and inspection area, as well as a separate holding area, should be
provided. The latter area is used to hold material and equipment that has not been officially
received into the stores system because of nonconformance. Nonconforrenglmaust

also be clearly tagged or labeled to prevent its inadvertently being issued. A tracking or
follow-up method should be established to ensure that problems with nonconforming items
are promptly resolved.

During receipt inspection, the designatedanization should ensure that special storage
instructions have been addressed. Before final acceptance of an item, the designated
organization should ensure that the necessary purchase order instructions and requirements
are completed, such as the faliag:

A The tickler file has been updated.

A Appropriate items have been added to the PM program.

A Appropriate inspection instructions are clearly defined.

Inspection and test activities should be selectively and judiciously applied to new, repaired,
and replaement items, on the basis of risk to safety and/or importance to reliable capacity, to
ensure items will perform as expected.
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Plant Engineering should develop a process for providing data sheets that form the basis for
procurement of SC items and other argurchases (e.g., equipment and construction
projects). These data sheets should provide

A procurement information,

A critical parameters and their acceptance criteria,

A unique or special testing requirements/methods,

A reorder instructions, and

A suspect/countéeit parts information.

Items or parameter values that do not satisfy established acceptance criteria should be
rejected; Plant Engineering approval should be required for other disposition.
Nonconforming items should be

A clearly identified,

A segregated fromormal items to prevent inadvertent use,

A documented on a nonconformance report and/or a defective or substandard material

report, and
A tracked and dispositioned as soon as practical by the applicable authority.

Routine inspections performed by approprigesonnel should ensure that:

A packaging is appropriate (as designated on the purchase order when specified), is
undamaged, and/or has not deteriorated;
color, count, shape, size, part number, model number, manufacturer/vendor name,
etc., are as specifiechahe purchase order;
sheltlife and other timeenvironment requirements have not been violated;
date and time of receipt are logged for regular follggweview during the storage
period; and
specified vendor documentation, in the quantities requiretidopurchase order,
exists.

> > >

Special inspections should be performed on SC items, safgtificant SSCs, and other
items when designated by the requisitioner.

A Special inspections should be performed by the organization specified on the
requisition.

A Specialinspection requirements for items not involving Engineering data sheets
should be defined by the requisitioner.

A Special inspections normally require formal quality records of all measured data,
formal date the inspection was performed, identificatiomefihdividual and the
organization performing the inspection, accept/reject status identification, and
signature of the applicable authority to approve the status.

Items receiving special inspection (especially SC items and safgtijicant SSCs) should
be appropriately identified and segregated from normal stock to indicate status and ensure
proper application.

Before becoming available for use or restock, materials and equipment that have been
repaired and/or stored in the plant should require the sespection defined for the original
purchase and/or appropriate for its intended application as specified by engineering.
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Stored items that are affected by ther@vironment should be regularly checked by
designated personnel; expired or otherwise jeopaddiems should be removed from
normal storage until dispositioned by the proper authority.

An fhacceptance tago should be placed on the
tag should be legibly marked to indicate whether an item has any tgpe®él storage

requirements. This provides the user, requestor, or storeroom personnel with an easy method

to ensure special storage control requirements are satisfied. The tag magferesse a

particular entry in a file system (tickler file) forrthier instructions.

A method should be developed to accept material that has been repaired or reworked by the
facility maintenance organization. Whenever materials or parts are repaired or reworked,
suitable testing and inspection requirements should éxfigul by design engineering to

ensure that the materials or parts perform acceptably when placed in service. This method
should also address material that has been issued and is sent back to stores for reissuance.

Warehouse documents should be updatedftect receipt of the material and any sHi#
or PM requirements.

f. Describe the difference between temporary and permanent repairs/work and the
requirements and controls in place to prevent inadvertent modifications.

DOE G 433.11, Nuclear Facility Mantenance Management Program Guide for Use with
DOE O 433.1guidelines suggests that temporary modifications be installed or removed
using an approved work request and/or work order.

Temporary repairs should be tracked after their completion for consitheof permanent

repairs, and permanent corrective action should be taken as soon as practicable. Temporary
repairs are recorded and controlled by the facility temporary modification program, and
permanent repairs are scheduled when facility conditiomsipdecause temporary repairs

often precede permanent repairs, it is important to note several requirements and controls
necessary for the prevention of inadvertent modifications.

Temporary modifications should be controlled to ensure necessary pé@aeare of all
changes and the expected duration of temporary modifications and that temporary alterations
made to facility SSCs do not unacceptably alter or degrade the original design, facility safety,
or reliability. The number and duration of tem@y modifications should be minimized. Use

of this guideline should control temporary modifications by requiring them to be adequately
identified, reviewed, approved, documented, and periodically reassessed for continued
applicability.

A temporary modifiation is any shofterm alteration made to facility SSCs that does not
conform with approved drawings or other design documents. The following are examples of
temporary modifications: lifted leads, electrical jumpers, pulled circuit boards, disabled
annundators/alarms, mechanical jumpers/bypasses, temporary setpoint changes, installed or
removed blank flanges, disabled relief or safety valves, installed or removed filters or
strainers, plugged floor drains, and temporary pipe supports.
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A facility program o control temporary modifications should include the following elements:
A Owner/operator approval of temporary modifications before installation or removal
Positive identification of electrical temporary modifications with independent
verification before istallation

Independent verification or functional test of all temporary modifications after they
are installed or removed

Record of all installed temporary modifications

Assurance that operators and supervisors are trained on installed temporary
modifications and their impact on system/component operation before returning the
system to service

Safety reviews of temporary modifications installed osenvice (operable)

equipment to ensure that the modified equipment should continue to perform as
intended ad not adversely affect plant or personnel safety

Assurance of the quality of work and suitability of materials used for temporary
modifications

Method to review the temporary modifications periodically for errors and continued
need

Method of clearly identying installed temporary modifications

Method to provide operators with instructions for operating temporarily modified
equipment and/or guidance regarding the periodic monitoring of its operation (e.g.,
drawings and procedures should be marked up ortatealoto reflect the new
configuration before returning the system to operation)

> >

> >
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g. Discuss the importance and methods of establishing acceptance criteria for
inspection and testing.

Equipment that is important to safe and reliable facility operation sheulelsbed in

accordance with approved procedures. Post maintenance test procedures should contain
acceptance criteria that aid in measuring the performance of repaired equipment. Baseline
data should be provided, if applicable.

If a surveillance test, caliition, or special procedure does not exist to test particular
equipment following maintenance, a special test procedure may be written, or the test may be
performed in accordance with instructions written for the work request or work order. With
any of these procedure methods, the required and actual testing performed should be
described, data recorded, acceptance criteria specified, and appropriate reviews and
approvals performed and documented. If special test procedures are written to perform post
mainenance tests, the appropriate safety and technical reviews should be performed in
accordance with facility procedures.

Test instructions should include details such as initial conditions and prerequisites, hold
points, cautions, personnel qualificationuggments, personnel safety requirements, clear
acceptance criteria, and paest restoration.

Test instructions should be as specific as possible and should avoid using vague criteria such
as Anverify proper operatiomwmdo or fAcheck for
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28. Electrical personnel shall demonstrate a familiarity level knowledge of the safety
requirements for electrical equipment maintenance as defined by NFPA 70B,
manufactur er s 6 AmeriganiSocety bonTesting and Materials (ASTM),
ANSI, etc.

a. Describe and explain electrical preventive maintenance program elements.

The following is taken fronDOE-HDBK-10922004. Additional detail is available from that
document.

The EPM program should include the essential elements described in NFPA 70B, Chapter 5,
What is an Effective EPM ProgranThis includes planning, identifying the main parts, and
utilizing available support services for a program. For example:

A assigning qualified personnel

surveying and analyzing equipment maintenance requirements

performing raitine inspections and tests

analyzing inspection and test reports

prescribing corrective measures

performing necessary work

preparing appropriate records

I I I > >

b. Describe and explain training requirements; special precautions relating to
electronic equipment, e.g., equipment de-energization; zero-energy checks;
prevention of shock; and grounding requirements for maintenance actions.

The information for all of the items in this KSA is taken from NFPA 70B, except for
6Prevention of Shock6,EEwhich is taken from N

Training Requirements

Maintenance should be performed only by qualified personnel who are trained in safe
maintenance practices. These individuals should be familiar with the requirements for safe
electrical installations. A person does not have taibg frained in all categories so long as

the specific task information provided and the safetsited information provided are

adequate and the employee has demonstrated he/she understands the procedure. Specific
training should be determined by the neefithe employee.

Equipment Deenergization

Live parts to which an employee may be exposed shall{eaelgized before the employee
works on or near them, unless the employer can demonstrate @@ @gzing introduces
additional or increased hazamisis infeasible due to equipment design or operational
limitations. Live parts that operate less than 50 volts to ground need noeberdgzed if

there will be no increased exposure to electrical burns or to explosions due to electric arcs.

Each emplogr shall identify, document, and implement LOTO procedures to safeguard
employees from exposure to electrical hazards while they are working on or hear de
energized electrical conductors.
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Zerao-Energy Checks

Use an adequately rated voltage detector tcetast phase conductor or circuit part to verify
they are desnergized. Test each phase conductor or circuit part both-filrphase and
phaseto-ground. Before and after each test, determine whether the voltage detector is
operating satisfactorily.

Preventon of Shock

Shock prevention is best ensured within an electrically safe work condition. NFPA 70E
delineates six steps for achieving an electrically safe work condition, summarized as follows:

1. Determine all possible sources of electrical supply to theifspequipment.

2. After properly interrupting the load current, open the disconnecting device(s) for each
source.

3. Wherever possible, visually verify that all blades of the disconnecting devices are
fully open or that the drawodaype circuit breakers are thidrawn to the fully
disconnected position.

4. Apply LOTO devices in accordance with a documented and established policy.

5. Use an adequately rated voltage detector to test each phase conductor or circuit part to
verify they are desnergized.

6. Where the possibily of induced voltages or stored electrical energy exists, ground
the phase conductors or circuit parts before touching them.

Grounding Requirements for Maintenance Operations

If any vehicle or mechanical equipment capable of having parts of its stralduated near
energized overhead lines is intentionally grounded, employees working on the ground near
the point of grounding shall not stand at the grounding location whenever there is a
possibility of overhead line contact. Additional precautions, sisctine use of barricades or
insulation, shall be taken to protect employees from hazardous ground potentials (step and
touch potential), which can develop within a few feet or more outward from the grounded
point.

c. Describe and explain Ground Fault Circuit Interrupter (GFCI) and Ground-Fault
Protection for Equipment (GFPE) maintenance requirements, e.g., trip tests,
records keeping, and approved listing of test equipment.

The following is taken from NFPA 70B, chapter 15. Key points are noted below.

A GFCl isdesigned to protect a person from electrocution when contact between a live part
of the protected circuit and ground causes
intended for two uses: where there might be excessive gifauitdeakage curreritom

equipment, and where equipment and conductors are to be protected from damage in the
event of a highelevel ground fault (either solid or arcing). These types of protective

equipment are only for use on AC, grounded circuits and cause the cirsaitlisconnected

when a current equal to or higher than its pickup setting or rating flows to ground.

Trip Tests

Standard moldedase circuit breakers generally are not equipped with grtauitdsensing
and protection devices and, therefore, will notnmalty trip and clear lowevel ground
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faults, which can do immense damage. Special gréauti sensing and protection devices

should be specified to achieve this type of equipment protection where necessary. GFCls are
equipped with an integral test medoschecking the tripping operation, and should be used
according to the frequency recommended by the manufacturer. When a separate GFCI test
instrument iIs wused, iIf the tester indicates
At r i powingmewifing $cénarios should be investigated: line and load wires

transposed, reverse polarity, open ground.

Records Keeping

Results and dates of tests should be recorded on the test record label or card supplied with
each permanently installed GFQGliu A copy of test reports (e.g., acceptance testing) should
be forwarded to the plant engineer for the maintenance records.

Approved Listing of Test Equipment

Circuit-breakertype GFCls, receptaclype GFCls, portableype GFCls, and permanently
mountedtype GFCls require particular maintenance, which is explained in detail in NFPA
70B, chapter 15.

d. Describe and explain testing and test methods, precautions and safety,
gualifications of test operators, test equipment, and protective device testing.

The fdlowing is taken from NFPA 70B, chapter 21.

Testing

Data obtained from electrical power tests assist in determining whether any corrective
maintenance or replacement is necessary or desirable, ascertaining the ability of the element
to continue to perforrits desired function adequately, as well as charting the gradual
deterioration of the equipment over its service life.

Test Methods

The most common tests are acceptance tests, routine maintenance tests, special maintenance
tests, afound tests, akeft tests, and insulation testing (e.g., direatrent testing,

alternatingcurrent testing, stepurrent testing, transformer testing, circuit breaker testing,

etc.).

Precautions and Safety

Adequate safety rules should be implemented and practiced to pirguento personnel.
Also, test procedures should be designed to ensure that no intentional damage to equipment
results from the testing process.

Regarding equipment, owpotential or higkhpotential testing is intended to stress the
insulation structur@above that of normal system voltage. However, some insulation might
break down with no warning; therefore, plans for coping with this possibility should be
included in the test schedule. Lexsltage insulation testing can generally be done at the
beginnirg of a planned maintenance shutdown. In the event of an insulation failure under
test, maximum time would be available for repair prior to the scheduled planistart
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Equipment found in wet or dirty condition should be cleaned and dried beforpdtgtial
testing is done, since a breakdown could damage the equipment.

Quialifications of Test Operators

The test operator should be thoroughly acquainted with the equipment being used in the type
of test to be performed and also should be sufficiently esmpesd to be able to detect any
equipment abnormalities or questionable data during the performance of the tests.

Test Equipment

Only proper equipment may be used to perform the required tests. In general, any test
equipment used for the calibration of atlegquipment should have an accuracy that is at least
twice the accuracy of the equipment under test. All test equipment should be calibrated at
regular intervals to ensure the validity of the data obtained. In order to get valid test results, it
might be mcessary to regulate the power input to the test equipment for proper waveform
and frequency and to eliminate voltage surges.

Protective Device Testing

Chapter 21 of NFPA 70B covers the tests ordinarily used in the field to determine the
condition of variais elements of an electrical power distribution system. The data obtained in
these tests provide information that is used as follows:
A To determine whether any corrective maintenance or replacement
is necessary or desirable
A To ascertain the ability of théeenent to continue to perform its design function
adequately
A To chart the gradual deterioration of the equipment over its service life

e. Describe and explain de-energizing and grounding of equipment to provide
protection for electrical maintenance personnel, such as grounding requirements
and symptoms and causes of inadequate grounding.

The following is taken fronfNFPA 70E, Article 130.

Grounding equipment consists mainly of several hehuty clamps that are connected to

cables of adequate capacity for tlystem fault current. This current, which might well be in
excess of 100,000 amperes, will flow until the circuit overcurrent protective devices operate
to deenergize the conductors. The grounding equipment should not be larger than necessary
because bulkiess and weight hinder personnel connecting them to the conductors, especially
when they are working with hdine sticks. Selection of grounding clamps and grounding
procedures are explained in detail in NFPA 70B, chapter 7.

Common reasons for groundinige&trical systems and equipment are to limit the voltage
imposed by lightning, line surges (transients), or unintentional contact with higher voltages;
to stabilize the voltage to earth under normal operation; and to establish an effective path for
fault aurrent.

There are several symptoms and causes of inadequate grounding. Common mode noise
voltages can develop when the equiprgmoiunding conductor and the grounded conductor
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are not effectively bonded. Common mode noise can be produced in wiring vaithout
equipment grounding conductor and without electrically continuous raceway. Ground loops
can be undesirable because they create a path for noise currents to flow. Undesirable touch
potentials can result from contacting metallic surfaces that are imjyrgpeunded.

Equipment misoperation due to unequal ground potentials results in improper data
communication or improper readings of transducers. Shutdown or damage of electronic
equipment can be due to electrostatic discharge (ESD)}oNeration or malfuction of

protective circuit devices or voltage sag can be due teimgkdance ground fault paths.

Damage, nofoperation, or misoperation of electronic components can be caused by poor
connections in the grounding path. Damage or destruction of thelrmautductor or cable
shields can result from improper sizing of a higipedance neutral grounding device.

Voltage can be present on-deergized circuits during testing of these conductors.

Destruction of equipment and surge protection devices can fallwitage transient, such as
a lightning strike.

In spite of all precautions, eEnergized circuits can be inadvertently reenergized. When this
occurs, adequate grounding is the only protection for personnel working on those circuits.
For this reason, isiespecially important that adequate grounding procedures be established
and rigidly enforced.

f. Describe and explain grounding system inspection, testing and monitoring, and
solutions for inadequate grounding.

The information for rodMSRA708Bf 06 and 6gbd i s take

Grounding System Inspection, Testing, and Monitoring

A visual and physical inspection should be made to verify the integrity of the grounding and
bonding conductors and associated connections. The integrity of the grounding electrode
system ad substation grids should be checked on a periodic basis.

The electrical connection to earth can be measured using one of several available methods
and technologies. A ground loop impedance test should be performed on the equipment
grounding path with aolur-lead, lowresistance ohmmeter such as a Wheatstone bridge, a
Kelvin bridge, or a digital lowesistance ohmmeter. Impedances should be appropriate for
the type, length, and size of the path.

Measure the voltage between the equiprggatnding conductaaind the grounded

conductor at multiple locations throughout the system, as applicable. At the bonding jumper,
the voltage normally should be less than 0.1 volt AC. It is normal to find voltage downstream
from the main bonding jumper in energized circudisg to current flow in the grounded
conductor. Readings in excess of 3 volts AC or less than 0.5 volt AC at locations remote
from the bonding jumper should be investigated to determine if this represents a problem for
the system.
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The current on the equipamtgrounding conductor should be measured for objectionable
levels, which will depend on the location and type of the facility. The source of currents on
equipmemngrounding conductors should be determined and corrected. Use of a true RMS
ammeter is recomended. The voltage from the chassis of equipment and an external ground
point should be measured. Differences should be less than 2 volts.

Continuous monitoring of ground and neutral currents in information technology areas is
recommended. In the abserfeany specifications, when ESD systems are being examined,
the leakage resistance should not exceed 1 megohm from any conductor to ground.

Testing of the ground integrity of data communication cable shields might require special
instrumentation and expese. If a result of testing indicates that changes to a substation
grounding system are necessary or required, reference should be made to-E®B,80
Guide for Safety in AC Substation Groundifay appropriate design requirements.

Solutions for Inadecate Grounding

To minimize the resistance between the grounding electrode system and the earth, the
following should be done:
A Clean and tighten and test connections as needed, using appropriate safety
precautions.
A Replace or repair damaged or corroded camepts.
A Size the grounding electrode conductor in accordance with Article 250 of NFPA 70,
National Electrical Code
A Use soil enhancement material as necessary.

The grounded conductor should be connected to the equigramiding conductor only as
permittedby Article 250 of NFPA 70National Electrical CodeThe grounded conductor
and the equipmergrounding conductor should be sized in accordance with NFPA 70.

Many of the grounding electrode corrosion problems are caused by galvanic action. This
problem ca be minimized by using a system of cathodic protection (active or passive). The
use of dissimilar metals should be avoided.

An isolation transformer has separate primary and secondary windings. The bonding jumper
between the equipmegrounding conductoand the secondary grounded conductor provides
protection from common mode electrical noise. It is recommended that a shielded isolation
transformer be used. It contains an electrostatic shield between the primary and secondary
windings that is connected toe equipmengrounding terminal.

One solution is to install an isolated ground receptacle (identified by orange color and/or
orange triangle) in which the equipmarbunding terminal is insulated from the mounting
strap. An insulated equipmegtoundingconductor is then connected in accordance with
NFPA 70. The insulated equipmegriounding conductor is connected to the applicable
derived system or service grounding terminal.

167



g. Describe and explain maintenance and servicing of transformers, cables,
breakers, and motors.

Transformers

Power and distribution transformers require regular maintenance if they are to have a normal
service life. The extent and frequency of maintenance should be based not only on size or
voltage but also on the relative importaé¢eéhe transformer in the system. The failure of a

small distribution transformer serving a critical load can have more impact on an operation
than the failure of a larger or higheoltage unit. Also, on some smaller systems, the failure

of a distributiontransformer can result in an outage of the complete system. When the level

of maintenance on a transformer is being planned, consideration should also be given to other
factors, such as replacement lead time.

Transformers can be divided into two geneedégories, according to their insulating

medium and construction: liquid filled and dry type. Each has several variations listed under
the specific maintenance recommendations, and each requires different maintenance
techniques. In general, insulation ggsuch as powdactor testing and insulatieresistance
testing, and diagnostic tests, such as tuatie testing and excitingurrent testing, are the

major maintenance tests for all transformers. In addition, lfjlled transformers should be
testal to determine the quality of the insulating liquid.

Cables

Cables in manholes should be inspected for sharp bends, physical damage, excessive tension,
oil leaks, pits, cable movement, insulation swelling, soft spots, cracked jackets in nonlead
cables, damged fireproofing, poor ground connections, deterioration of metallic sheath
bonding, as well as corroded and weakened cable supports and the continuity of any main
grounding system. Terminations and splices of nonlead cables should be squeezed in search
of soft spots and inspected for tracking or signs of corona. The ground braid should be
inspected for corrosion and tight connections. The bottom surface of the cable should be
inspected for wear or scraping, due to movement, at the point of entrandeintarihole

and also where it rests on the cable supports.

The manhole should be inspected for spalling concrete or deterioration of the aboveground
portion. In some instances, the manhole can be equipped with drains, which might require
cleaning. In somenstances, it might be necessary to pump water from the manhole prior to
entrance. A manhole should not be entered unless a test for dangerous gas has been made and
adequate ventilation is provided. The inspection crew should always consist of two or more
persons with at least one remaining outside the manhole.

Potheads should be inspected for oil or compound leaks and cracked or chipped porcelain.
The porcelain surfaces should be cleaned and, if the connections are exposed, their tightness
should be checke

Cable identification tags or marking should be checked.
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Because inspection intervals normally are 1 year or more, comprehensive records are an
important part of any maintenance program. Comprehensive records should be arranged to
facilitate comparisoffrom year to year.

Aerial cable installations should be inspected for mechanical damage due to vibration,
deteriorating supports, or suspension systems. Special attention should be given to-the dead
end supports to ensure that the cable insulation isomatied, pinched, or bent too sharply.
Terminations should be inspected as covered in NFPA 70B, chapter 11.

Because the raceway is the primary mechanical support for the cable, it should be inspected
for signs of deterioration, mechanical damage, cablesjadbrasion, or mechanically caused
damage. In many installations, the raceway serves as a part of the-taoliredrrent

circuit. Joints should be inspected for signs of looseness or corrosion that could result in a
high resistance. The recommendatitorssplices and terminations covered in NFPA 70B,
chapter 11 also apply in this section.

The two most commonly used tests for cable insulation are insulassiance testing and
DC overpotential testing.

Breakers

Breakers are an integral feature obstations, the maintenance of which is summarized
below. Substations in an electrical system perform the functions of voltage transformation,
system protection, power factor correction metering, and circuit switching. They are
comprised of electrical powgroducts, such as transformers, regulators, air switches, circuit
breakers, capacitors, and lightning arresters.

Circuit interrupters in switchgear assemblies are either circuit breakers or interrupter
switches.

The general rules for maintaining contamtsall types of breakers are as follows:
A They should be kept clean, smooth, and in good alignment.
A The pressure should be kept normal, as pr

Concerning air circuit breakers, prior to any maintenance work, the mantufur er s 6
instruction manuals should be obtained and read carefully. If the breaker is a drawout type, it
should be removed from its cubicle and placed in a secure, convenient location for
maintenance. A storegenergytype circuit breaker or its mechanisraver should be worked

on while its closing spring is charged.

The principal difference between vacuum circuit breakers and air circuit breakers is in the

main contact and interrupter equipment. In the vacuum circuit breaker, these components are

in the va&uum bottle and are not available for cleaning, repair, or adjustment. Caetact

indicators are available for measuring contact wear. Vacuum integrity is checked by

application of test voltage across the open contacts of the bottle. This test should be
performed strictly in accordance with the ma
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29.

In replacing the oil, only the oil recommended by the manufacturer should be used, and it
should have been stored in sealed containers. In addition, the oil should be given a dielectric
breakdown test immediately prior to use and to avoid air entrapment when it is added. An oil
pump or other means should be used, to avoid aeration. In the event entrapment of air cannot
be avoided, the entrapped air should be removed by applicationunfreaor the equipment
should be allowed to stand for 8 to 12 hours prior to being energized. The main contacts of
an oil circuit breaker are not readily accessible for routine inspection. Contact resistance
should be measured. Contact engagement can suredaby measuring the travel of the lift

rod from the start of contact opening to the point where contacts separate, as indicated by an
ohmmeter. More extensive maintenance on main contacts might require removal of the oil
and lowering the tank and shouterefore be performed less frequently than routine
maintenance.

The frequency should be determined by the severity of the breaker duty, for example, the
number of operations and operating current levels. Any time the breaker has interrupted a
fault current at or near its maximum rating, this type of maintenance should be performed.
The contacts should be inspected for erosion or pitting. Contact pressures and alignment
should be checked. All bolted connections and contact springs should be inspected for
looseness.

Motors

Motor control equipment should be inspected and serviced at the same time as the motors. As
a general rule, overhaul procedures for control equipment are less involved than motor
overhauling. Most repairs can be made onsite. Motor ssapresent one area in which
manufacturers have emphasized simplicity of construction and wiring. Improvements have
resulted in starters that are simple to install, maintain, and operate. Connections are readily
accessible. Some parts are the ghutypeand can be replaced easily. Coils are often
encapsulated in epoxy compounds and are less likely to burn out. Practically all newer
starters have provisions for adding several auxiliary contacts with very little effort. Spare
parts for starters are usuadlyailable from local suppliers. Spare starters, as well as spare
parts, for the most used types and sizes should be stocked in the regular shop supply
channels.

Electrical personnel shall demonstrate a familiarity level knowledge of safety-related
maintenance requirements as defined in 29 CFR 1910.269 and NFPA 70E, Chapter 2.

[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope it is not used as a reference in this guide.]

a. Describe and explain grounding and bonding.

The following is taken from 29CFR1910.269.

Grounding and Bonding

For the employee to work lines or equipment agwlkergized, the lines or equipment shall be
de-energized unddhe provisions of paragraph (m) of 29 CFR 1910.269 and shall be
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grounded as specified in paragraphs (n)(3) through (n)(9). However, if the employer can
demonstrate that installation of a ground is impracticable or that the conditions resulting from
the irstallation of a ground would present greater hazards than working without grounds, the
lines and equipment may be treated agwergized provided all of the following conditions
are met:

A The lines and equipment have beeredergized under the provisioosparagraph

(m) of 29 CFR 1910.269.
A There is no possibility of contact with another energized source.
A The hazard of induced voltage is not present.

Temporary protective grounds shall be placed at such locations and arranged in such a
manner as to preveaaich employee from being exposed to hazardous differences in
electrical potential. Protective grounding equipment shall be capable of conducting the
maximum fault current that could flow at the point of grounding for the time necessary to
clear the faultThis equipment shall have an ampacity greater than or equal to that of no. 2
AWG copper. Protective grounds shall have an impedance low enough to cause immediate
operation of protective devices in case of accidental energizing of the lines or equipment.

Before any ground is installed, lines and equipment shall be tested and found absent of
nominal voltage, unless a previously installed ground is present.

When a ground is to be attached to a line or to equipment, the geadntbnnection shall be
attachedifst, and then the other end shall be attached by means oflaéueol.

When a ground is to be removed, the grounding device shall be removed from the line or
equipment using a livéne tool before the groundnd connection is removed.

When work is prformed on a cable at a location remote from the cable terminal, the cable
may not be grounded at the cable terminal if there is a possibility of hazardous transfer of
potential should a fault occur.

Grounds may be removed temporarily during tests. Duhiedest procedure, the employer

shall ensure that each employee uses insulating equipment and is isolated from any hazards
involved, and the employer shall institute any additional measures as may be necessary to
protect each exposed employee in cas@tieiously grounded lines and equipment become
energized.

A bond is the electrical interconnection of conductive parts designed to maintain a common
electrical potential. While an employee is approaching, leaving, or bonding to an energized
circuit, the nnimum approach distances shall be maintained between the employee and any
grounded parts.

b. Describe and explain safety equipment and clear space requirements.

The following is taken from NFPA 70E.
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Safety Equipment

Locks, interlocks, and other safety equemhshall be maintained in proper working
condition to accomplish the control purpose.

Safe work practice training shall include techniques to prevent bypassing the protection of
safety equipment. Clothing may bypass protective equipment if the clothirgg.i$rouser

legs should be kept at appropriate length, and shirt sleeves should be a good fit so as not to
drape while reaching. Jewelry and other metal accessories that may bypass protective
equipment shall not be worn while working in the cell line kireg zone.

Clear Space Requirements
Access to working space and escape passages shall be kept clear and unobstructed.

Working space required by NFPA 70E shall not be used for storage. When normally

enclosed live parts operating at 50 volts or more aresexpfor inspection or servicing, the

working space, if in a passageway or general open space, shall be suitably guarded. Except as
elsewhere required or permitted in this standard, the minimum clear working space in the
direction of access to live partsaéctric equipment shall be not less than specified in

table5. Distances shall be measured from the live parts if such are exposed or from the
enclosure front or opening if such are enclosed.

Table 5. Minimum depth of clear working space at electrical equipment

Minimum Clear Distance

Nominal Condition 1 Condition 2 Condition 3
Voltage to
Ground m fit m fit m ft
001-2500 V 0.9 3 1.2 4 1.5 5
2501-9000 V .2 4 1.5 5 1.8 6
Q001-25.000 V .5 5 1.8 6 28 0
25.001-75 kV [.8 6 2.5 8 3.0 10
Above 75 kV 2.5 i 3.0 10 3.7 12

Source:NFPA 70E
c. Describe and explain electrical systems and components.

This element reflects a broad topic, and can be best addressed by reviewing the balance of
this reference guide. &ttrical systems and components are discussed in other elements of
the Qualification Standard, and are referenced accordingly.

d. Describe and explain hazardous locations.

The following is taken from NFPA 70.
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Hazardous locations must be well understood lypaa designing, installing, working on, or
inspecting electrical equipment and wiring in such areas. Such locations carry a threat of
flammable or combustible gases, vapors, or dusts being present some or all of the time.

Hazardous areas and locations@assified by group, class, and division. These

classifications are determined by the atmospheric mixtures of various gases, vapors, dust, and
other materials present. The intensity of the explosion that can occur depends on
concentrations, temperatureadamany other factors that are listed in NFPA codes.

Information in section 5.3 of DOBHDBK-10922004,DOE Handbook: Electrical Safety,
assists in classifying areas or locations with respect to hazardous conditions, whether from
atmospheric concentration$ hazardous gases, vapors, and deposits, or from accumulations
of readily ignitable materials. This section covers the requirements for electrical equipment
and wiring in locations that are classified according to the properties of the flammable
vapors, iquids, or gases or combustible dusts that may be present and the likelihood that a
flammable or combustible concentration is present. The hazardous (classified) locations are
assigned the following designations:

Class I Division 1

Class I Division 2

Classl, Zone 0, Zone 1, Zone 2

Class Il Division 1

Class Il Division 2

abrwnE

Class Il fibers and flyings are not covered in this section.

Class |

Class | locations are identified in the NEC as those in which flammable gases or vapors are
or may be present in ther@ amounts sufficient to create explosive or ignitable mixtures.
Gases or vapors may be continuously or intermittently present. However, if a gas or vapor is
present, there is a potential that a flammable mixture will be present.

From an engineering stdpoint, greater precautions are needed if a particular set of
conditions is likely to occur (e.g., the presence of a flammable mixture within the explosive
range) than if it is unlikely. This is the reason for dividing hazardous locations into two
divisions.

Division 1
NEC 500.5 defines Class I, Division 1 hazardous locations as those in which
1. ignitable concentrations of flammable gases, liquids, or vapors can exist under normal
operating conditions;
2. ignitable concentrations of such gases or vapors maiyfeeggiently because of
repair or maintenance operations or because of leakage; or
3. breakdown or faulty operation of equipment or processes might release ignitable
concentrations of flammable gases, liquids, or vapors and might also cause
simultaneous failte of electrical equipment.
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Note: In each case, ignitable concentrations are mentioned. This means concentrations
between the lower and upper flammable or explosion limits.

Division 2
NEC 500.5(B)(2) defines Class I, Division 2 locations as those

1. in whichflammable liquids or gases are handled, processed, or used, but where such
materials are normally confined in closed containers or closed systems from which
they can escape only in case of accidental rupture or breakdown of such containers or
systems or ircase of abnormal equipment operation.

2. in which gases or vapors are normally prevented, by positive mechanical ventilation,
from forming ignitable concentrations and which might become hazardous through
failure or abnormal operation of the ventilating gumoent.

3. that are adjacent to a Class | Division 1 location and to which ignitable concentrations
of gases or vapors might occasionally be transmitted unless such transmittal is
prevented by adequate positipeessure ventilation from a source of cleanang
effective safeguards against ventilation failure are provided.

NEC 500.5 describes a number of areas and occupancies normally classified as Class I,
Division 1 and Class I, Division 2 locations.

Zone 0

Class I, Zone 0A Class I, Zone 0 location islacation in which
1. ignitable concentrations of flammable gases or vapors are present continuously, or
2. ignitable concentrations of flammable gases or vapors are present for long periods of
time.

Zone 1

A Class I, Zone 1 location is a location

1. in which ignitéble concentrations of flammable gases or vapors are likely to exist
under normal operating conditions; or

2. in which ignitable concentrations of flammable gases or vapors may exist frequently
because of repair or maintenance operations or because of leakage;

3. in which equipment is operated or processes are carried on, of such a nature that
equipment breakdown or faulty operations could result in the release of ignitable
concentrations of flammable gases or vapors and also cause simultaneous failure of
electical equipment in a mode to cause the electrical equipment to become a source
of ignition; or

4. thatis adjacent to a Class |, Zone 0 location from which ignitable concentrations of
vapors could be communicated, unless communication is prevented by adequate
positive pressure ventilation from a source of clean air and effective safeguards
against ventilation failure are provided.

Zone 2

A Class |, Zone 2 location is a location
1. in which ignitable concentrations of flammable gases or vapors are not likelguio oc
in normal operation and, if they do occur, will exist only for a short period; or
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2.

in which volatile flammable liquids, flammable gases, or flammable vapors are
handled, processed, or used but in which the liquids, gases, or vapors normally are
confinedwithin closed containers or closed systems from which they can escape only
as a result of accidental rupture or breakdown of the containers or system, or as a
result of the abnormal operation of the equipment with which the liquids or gases are
handled, pocessed, or used; or

in which ignitable concentrations of flammable gases or vapors normally are
prevented by positive mechanical ventilation but which may become hazardous as a
result of failure or abnormal operation of the ventilating equipment; or

thatis adjacent to a Class |, Zone 1 location from which ignitable concentrations of
flammable gases or vapors could be communicated, unless such communication is
prevented by adequate positigeessure ventilation from a source of clean air and
effective saéguards against ventilation failure are provided.

Class Il

A Class Il location is defined in NEC 500 as an area where combustible dust presents a fire
or explosion hazard. Class Il locations are divided into two divisions based on the normal
presence or agnce of dust.

Division 1
A Class Il, Division 1 location is one

1.

2.

in which combustible dust is in the air under normal operating conditions in quantities
sufficient to produce explosive or ignitable mixtures;

where mechanical failure or abnormal operatibmachinery or equipment might

cause such explosive or ignitable mixtures to be produced and might also provide a
source of ignition through simultaneous failure of electrical equipment, operation of
protective devices, or other causes; or

in which combusble dusts of an electrically conductive nature may be present in
hazardous quantities.

Division 2
A Class Il, Division 2 location is one where

1.

2.

combustible dust is not normally in the air in quantities sufficient to produce

explosive or ignitable mixtures;

dust accumulations are normally insufficient to interfere with the normal operation of
electrical equipment or other apparatus, but where combustible dust may be
suspended in the air as a result of infrequent malfunctioning of handling or processing
equipment; and

combustible dust accumulations on, in, or in the vicinity of the electrical equipment
may be sufficient to interfere with the safe dissipation of heat from electrical
equipment or may be ignitable by abnormal operation or failure of electrical
equipment.

e. Describe and explain PPE.

The following is taken from 29 CFR 1910.137 & 268.
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Personal protective equipment is functionally derived from the hazards and risks that have
been previously identified and analyzed for the particular work. PPE com@otesg,
tools, equipment, etc., necessary to work safely.

Qualified employees shall be trained and competent in the use of special precautionary
techniques, PPE, insulating and shielding materials, and insulated tools for working on or

near exposed eneargd parts of electric equipment. Employers shall ensure that an employee

in charge conducts a job briefing with the employees involved before they start each job. The
briefing shall cover at least the following subjects: hazards associated with th@jkb, w
procedures involved, special precautions, energy source controls, and PPE requirements.
Body belts, safety straps, lanyards, lifelines, and body harnesses shall be inspected before use
each day to determine whether the equipment is in safe workingioon®efective

equipment may not be used.

Work related to tasks such as testing, troubleshooting, voltage measuring, etc., on or near live
parts, and performed by qualified persons shall be permitted to be performed without an
energized electrical workgpmit, provided appropriate safe work practices are followed and
appropriate PPE is used.

A shock hazard analysis shall determine the voltage to which personnel will be exposed,
boundary requirements, and the PPE necessary in order to minimize theipossibil
electrical shock to personnel.

A flash hazard analysis shall be done in order to protect personnel from the possibility of
being injured by an arc flash. The analysis shall determine the flash protection boundary and
the PPE that people within thiagh protectioboundary shall use.

Fall arrest equipment, work positioning equipment, or travel restricting equipment shall be
used by employees working at elevated locations more than 4 feet (1.2 m) above the ground
on poles, towers, or similar structarié other fall protection has not been provided. Fall
protection equipment is not required to be used by a qualified employee climbing or
changing location on poles, towers, or similar structures, unless conditions, such as, but not
limited to, ice, highwinds, the design of the structure (for example, no provision for holding

on with hands), or the presence of contaminants on the structure, could cause the employee to
lose his or her grip or footing. This paragraph applies to structures that suppogaoverh
electric power generation, transmission, and distribution lines and equipment. It does not
apply to portions of buildings, such as loading docks, to electric equipment, such as
transformers and capacitors, nor to aerial lifts. Requirements for féigiomn associated

with walking and working surfaces are contained in subpart D of 29 CFR 1910; requirements
for fall protection associated with aerial lifts are contained in 29 CFR 1910.67. Employees
undergoing training are not considered qualified eng#syfor the purposes of this

provision. Unqualified employees (including trainees) are required to use fall protection any
time they are more than 4 feet (1.2 m) above the ground.

The following requirements apply to personal fall arrest systems:
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When stopg or arresting a fall, personal fall arrest systems shall limit the

maximum arresting force on an employee to 900 pounds (4 kilonewtons [kN]) if used
with a body belt.

When stopping or arresting a fall, personal fall arrest systems shall limit the
maximum arresting force on an employee to 1,800 pounds (8 kN) if used with a body
harness.

Personal fall arrest systems shall be rigged such that an employee can neither free fall
more than 6 feet (1.8 m) nor contact any lower level.

If vertical lifelines or drplines are used, not more than one employee may be
attached to any one lifeline.

Snaphooks may not be connected to loops made in webjpadanyards.

Snaphooks may not be connected to each other.

Additional information regarding PPE can be reviewed i’ NFOE, Article 130.

f. Identify and discuss elements of an electrical safety program, such as the two-
man rule, stored energy, and component labeling.

Two-Man Rule
The following is taken from 29 CFR 1910.2609.

At least two employees shall be present whileftilewing types of work are being
performed:

A
A

A

Installation, removal, or repair of lines that are energized at more than 600 volts
Installation, removal, or repair of @mergized lines if an employee is exposed to
contact with other parts energized at mihian 600 volts

Installation, removal, or repair of equipment such as transformers, capacitors, and
regulators if an employee is exposed to contact with parts energized at more than
600volts

Work involving the use of mechanical equipment, other thanatedilaerial lifts,

near parts energized at more than 600 volts

Other work that exposes an employee to electrical hazards greater than or equal to
those posed by operations that are specifically listed in 29 CFR 1910.269, paragraphs

(H(D)()(A) through (IX1)(i)(D)

However, this rule does not apply to the following operations:

A
A

A

Routine switching of circuits, if the employer can demonstrate that conditions at the
site allow this work to be performed safely

Work performed with livdine tools if the employeesipositioned so that he or she is
neither within reach of nor otherwise exposed to contact with energized parts
Emergency repairs to the extent necessary to safeguard the general public

Stored Energy
The following is taken from DOHEDBK-10922004.

The empbyer shall establish a program consisting of energy control procedures, employee
training, and periodic inspections to ensure that, before any employee performs any servicing
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or maintenance on a machine or equipment where the unexpected energiztag, start
release of stored energy could occur and cause injury, the machine or equipment is isolated
from the energy source and rendered inoperative.

If there is a possibility of raccumulation of stored energy to a hazardous level, verification
of isolationshall be continued until the servicing or maintenance is completed or until the
possibility of such accumulation no longer exists.

Procedures shall be used during shift or personnel changes to ensure the continuity of LOTO
protection, including provisiofor the orderly transfer of LOTO device protection between
off-going and orcoming employees, to minimize their exposure to hazards from the
unexpected energizing or stap of the machine or equipment or from the release of stored
energy.

A direct groundshall be applied to the exposed terminals when the stored energy drops to a
level at which it is safe to do so.

Where required, install grounding equipment/conductor device on the phase conductors or
circuit parts, to eliminate induced voltage or stagadrgy, before touching them. Where it

has been determined that contact with other exposed energized conductors or circuit parts is
possible, apply ground connecting devices rated for the available fault duty. In regard to
identifying elements of contralhe procedure shall include requirements for releasing stored
electric or mechanical energy that might endanger personnel. All capacitors shall be
discharged, and higtapacitance elements shall also be sbiocuited and grounded before

the associated egpment is touched or worked on. Springs shall be released or physical
restraint shall be applied when necessary to immobilize mechanical equipment and
pneumatic and hydraulic pressure reservoirs. Other sources of stored energy shall be blocked
or otherwig relieved.

Sources of stored energy, such as capacitors or springs, shall be relieved of their energy, and
a mechanism shall be engaged to prevent Haecamulation of energy. The employees shall

be notified that a LOTO system is going to be implemeatetthe reason therefore. The
gualified employee implementing the LOTO shall know the disconnecting means location for
all sources of electrical energy and the location of all sources of stored energy.

Component Labeling
The following is taken from DOEDBK-10922004.

Labeled or listed equipment shall be installed and used in accordance with any instructions
included in the listing or labeling. Labeling is a key feature for determining suitability of
identified equipment.

Labeled equipment is equipmentroaterials to which has been attacladdbel, symbol, or

other identifying mark of an organization that is acceptable to the AHJ and concerned with
product evaluation, that maintains periodic inspection of production of labeled equipment or
materials, andby whose labeling the manufacturer indicates compliance with appropriate
standards or performance in a specified manner.
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Listed equipment isquiipment, materials, or services included in a list published by an
organization that is acceptable to the AHd aancerned with evaluation of products or
services, that maintains periodic inspection of production of listed equipment or materials or
periodic evaluation of services, and whose listing states that the equipment, material, or
service either meets appragie designated standards or has been tested and found suitable
for a specified purpos&@he means for identifying listed equipment may vary for each
organization concerned with product evaluation; some organizations do not recognize
equipment as listednless it is also labeled. Use of the system employed by the listing
organization allows the AHJ to identify a listed product.

Warning | abel s or 9DiHGHSVOLTAGED K EEaRd GILDTAON GEhRa | |

attached to the equipment and shall be plainly \@sihere persons might come in contact
with energized parts when doors are open or closed or when panels are removed from
compartments containing over 150 volts AC or DC.

The AHJ may also refer to the listings or labeling practices of an organizatios that
concerned with product evaluations and is thus in a position to determine compliance with
appropriate standards for the current production of listed items.

. ELECTRICAL DESIGN & INSTALLATION (SAFETY AND SYSTEMS)

This section is optional and should be used by the program and/or field offices to
assist them with specific technical qualifications for that office.

Electrical personnel shall demonstrate a working level knowledge of the current
National Electrical Code and the requirements for wiring design and protection
(NFPA 70 and NFPA 70E, Chapter 4).

[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope itis not used as a reference in this guide.]

a. Describe and explain the use of listed and labeled Nationally Recognized Test
Laboratory (NRTL) electrical equipment.

The following is taken from Curtis, Jo8onformity A EIl ect r i c al Product
Retail erso.

There are 18 organizations rungielectrical product safety certification schemes (illustrated

in figure 44) in the United States and 9 in Canada. Commonly referred to as NRTLs, these
organizations find that approximately 20 percent of designs submitted for initial testing have
deviatiors that need to be corrected for compliance with accepted safety standards prior to
certification of the designs. Not all of these defects would have gone on to become recalls or
to harm users, but simple math indicates that the NRTLs help contain signiista
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Underwriters Laboratories is the largest, most recognized, Nongridan provider of

services, but over the last decade several other NRTLs with global laboratory networks have
developed significant market share and are widely accepted by major retailers. Many of these
alternative NRTLs are attractive for their turnandwand pricing policies. Most retailers now

offer their vendors a choice of any of the globally distributed NRTL providers in order to
reduce supply chain expenses and delays through the application of competitive market
forces.

The means for identifyingdted equipment may vary for each organization concerned with
product evaluation, some of which do not recognize equipment as listed unless it is also
labeled. Use of the system employed by the listing organization allows the AHJ to identify a
listed produat.

b. Describe and explain branch circuit identification.
The following is taken from NFPA 70B.

Where more than one nominal voltage system exists in a building, each ungrounded
conductor of a multiwire branch circuit, where accessible, shall be identifiedase and
system. The means of identification shall be permitted to be by separate color coding,
marking tape, tagging, or other approved means and shall be permanently posted at each
branch circuit panelboard.

Where the premi s e ds cinauitsrsuppligd freny soteehan oheaneminlalr a n ¢ h
voltage system, each ungrounded conductor of a branch circuit shall be identified by phase or

line and system at all termination, connection, and splice points. The means of identification

shall be permitted tbe by separate color coding, marking tape, tagging, or other approved

means. The method utilized for conductors originating within each bx@raht panelboard

or similar branckircuit distribution equipment shall be documented in a manner that is

readly available or shall be permanently posted at each breinchit panelboard or similar
branchcircuit distribution equipment.

c. Describe and explain GFCI protection for personnel.

A GFCl is a device intended for the protection of personnel that fund¢balesenergize a
circuit or portion thereof within an established period of time when a current to ground
exceeds the values established for a Class A device.

GFCI protection is prescribed variously based on the specific location and/or facility at hand.
Detailed descriptions are listed in NFPA 70E, Article 430, and in most location descriptions
discussed in NFPA 70, beginning in Article 525.

d. Describe and explain outside circuits and conductors for 600 volt (or less)
systems.

Article 225 of NFPA 70 coverseguirements for outside branch circuits and feeders run on or
between buildings, structures, or poles on the premises; and electrical equipment and wiring

181



31.

for the supply of utilization equipment that is located on or attached to the outside of
buildings, $ructures, or poles.

Where within 3.0 m (10 ft) of any building or structure other than supporting poles or towers,
open individual (aerial) overhead conductors shall be insulated or covered. Conductors in
cables or raceways, except Type MI cable, shatiflike rubbercovered type or

thermoplastic type and, in wet locations, shall comply with NFPA 70, Article 310.8.
Conductors for festoon lighting shall be of the rubb®rered or thermoplastic type.

e. Describe and explain overcurrent protection for 600 volt (or less) and greater-than
600 volt circuits.

Parts | through VII of NFPA 70, Article 240 provide the general requirements for overcurrent
protection and overcurrent protective devices not more than 600 volts, nominal. Part VI
covers overcurrent protean for those portions of supervised industrial installations

operating at voltages of not more than 600 volts, nominal. Part IX covers overcurrent
protection over 600 volts, nominal.

Overcurrent protection for conductors and equipment is provided totlopeircuit if the
current reaches a value that will cause an excessive or dangerous temperature in conductors
or conductor insulation.

See also Article 110.9 for requirements on interrupting ratings and Article 110.10 for
requirements for protection agat fault currents.

f. Describe and explain grounding and bonding requirements as noted in NFPA 70E,
Article 410.10.

NFPA 70E, Article 410.10 paragraphs (A) through (G) cover grounding requirements for
systems, circuits, and equipment. These requiremerntglathe following topics:

A Grounding path

General bonding

Systems that supply premises wiring to be grounded

Grounding connections

Enclosure, raceway, and service cable grounding

Equipment considered effectively grounded

Grounding of systems and circuitlokV and over (high voltage)

> I I I > >

Electrical personnel shall demonstrate a familiarity level knowledge of the
requirements for the installation of lightning protection systems (NFPA 780; UL 96,
Lightning Protection Components; and UL 96A, Installation Requirements for
Lightning Protection Systems).

a. Describe and explain the principles of lightning.
The following is taken from NFPA 780. Additional detail is available in that document.

The fundamental principle in the protection of life and property against
lightning is to provide a means by which a lightning discharge can enter or
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leave the earth without resulting damage or loss. Aitopedance path which
the discharge current will follow in preference to all alternative-high
impedance paths offered by buildintaterials such as wood, brick, tile, stone,
or concrete should be offered. When lightning follows the higher impedance
paths, damage can be caused by the heat and mechanical forces generated
during the passage of the discharge.

b. Describe and explain how lightning protection systems work and their associated
requirements.

The following is taken fronDOE-HDBK-10922004

An LPS operates to dissipate the energy from a lightning strike through a strike termination
device. Lightningprotection systems should bsually inspected every 7 months and a

report on their conditions filed at least annually. Any evidence of corrosion, broken wires or
connections, or any other problem that negat
problem repaired.

Lightning protection systems should be tested electrically every 14 months to ensure testing
during all seasons, or immediately following any repair or modification. The testing shall be
conducted only with instruments designed specifically for egndland systentesting. The
instruments shall be able to measure 10 ohms £10% for ground resistance testing and 1 ohm
+10% for bonding testing. Electrical resistance readings shall be recorded.

Inspection records shall contain the most recent electrical test rep@amasdbsequent
visual inspection reports for each building with a LPS.

. Electrical personnel shall demonstrate a working level knowledge of electrical
diagrams, such as one-line diagrams, schematics, construction drawings, as-built
drawings, and wiring diagrams.

El ements O6abd t hr o-baged KSAe dhe Qualdying @fficial will enauate e
their completion.

a. Using a schematic, identify an electrical component by its symbology.

b. Using alogic diagram for a control circuit, identify and describe the effects of an
action taken.

c. Using a one-line diagram, identify power sources and loads.

d. Using a one-line diagram or schematic diagram, analyze the effects of a
component failure in a system.

e. Using a construction drawing, identify the emergency power supplies.

f. Di scuss the origin-band tpurdogoasvw ngfs .fas
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The following is taken fronJ.S. Army Corps of Engineers, Huntsville Engineering and
Support Center (CEHNC) 11881, Chapter 10As-built Drawing.

AABUiI | t 0 dr awi ngs ar atualcoraditionsnofjascontpletadt depi ct t
construction, providing a record of each project feature. These workimgjladrawings will
typically be redined markups of two sets of the construction plans: one for use by the
contractor and one for use by the Goweent. The working abuilt drawings must be

reviewed at least monthly by the Resident Engineer in conjunction with the approval of
progress payments. The contract requires the Systems Contractor to prepare, maintain and
deliver to the Government a setrefllined, record drawings, which show the actudbat
conditions of the construction phases. After Government review and approval, these marked
up drawings will be sent to the contractor who will produce three copies of a final set of as
built drawings. One set for the Corps of Engineers, one for the User or Owner, and one for
the Systems Contractor who must also keep a permanent set of as built drawings.

The asbuilt drawing procedure has three steps:

A All changes, no matter how minor, as well as lfitications are entered into a
change database and recorded by the Systems Contractor on two sets of redlined or
record drawings. Changes and clarifications refer to shop drawings, field electrical
controller products, change orders, modifications, afl$ Rhich have been
reviewed and approved by the Government.

A Redlined drawings must be transferred to the Archifggineer for CM verification,
baseline comparison, entry into the compuatieled design and drafting system, and
creation of a reproducibket of drawings labeled ABuilt Drawings.

A When asbuilt drawings are completed and approved by the Government, the entire
set is then sent to the Systems Contractor to use during the systemization and
operations phases of the contract. Office of SafetyGwmpliance policy and
procedures establish storage, updating, and maintaininghofilésin the data control
center during these phases.

. Electrical personnel shall demonstrate a familiarity level knowledge of the
configuration management process as applied to electrical documentation (e.g.,
documenting, controlling, revising, and issuance of electrical drawings) and drawings
t hat are updated and 4SBDs1Q78-d003) @omfigbration t 6 ( DOE
Management Program and DOE O 414.1C, Quality Assurance).

a. Discuss the change control process described in DOE-STD-1073-2003.

The information for KSASTDA/82063nd 6bo6 is take

Contractors must establish and use a formal change control process as part of the CM
process. The objective of changetrol is to maintain consistency among design
requirements, the physical configuration, and the related facility documentation, even as
changes are made. The change control process is used to ensure changes are properly
reviewed and coordinated across ¥heous organizations and personnel responsible for
activities and programs at the nuclear facility.

Through the change control process, contractors must ensure that
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changes are identified and assessed through the change control process,

changes receivappropriate technical and management review to evaluate the
consequences of the change,

changes are approved or disapproved,

waivers and deviations are properly evaluated and approved or denied and the
technical basis for the approval or the denialbiswinented,

approved changes are adequately and fully implemented or the effects of the partial
implementation are evaluated and accepted,

implemented changes are properly assessed to ensure the results of the changes agree
with the expectations, and

doauments are revised consistent with the changes and the revised documents are
provided to the users.

> > > P> D>

b. Describe the purpose and objectives of the operational configuration management
program, and explain how it relates to electrical systems.

Configuration maagement is a disciplined process that involves both management and
technical direction to establish and document the design requirements and the physical
configuration of a nuclear facility and to ensure that they remain consistent with each other
and thedocumentation.

The size, complexity, and missions of DOE nuclear facilities vary widely and CM processes
may need to be structured to individual facilities, activities, and operations. It would
generally be inappropriate to apply the same CM standawdisiédy different activities, for
example, a reactor facility and a small, simple laboratory. The detailed examples and
methodologies in DOBTD-10732003 are provided to aid those developing their CM
processes; however, they are provided for guidanceamaynay not be appropriate for
application to all DOE nuclear activities. The individuals defining the CM process for a
particular nuclear activity will need to apply judgment to determine whether the examples
and the methods presented in DOED-10732003 are appropriate for the activity.

Nevertheless, the basic objectives and general principles of CM are the same for all activities.
The objectives of CM are to
A establish consistency among design requirements, physical configuration, and
documentation (iduding analysis, drawings, and procedures) for the activity, and
A maintain this consistency throughout the life of the facility or activity, particularly as
changes are being made.

Performance data tools, drawings, technical discipline reviews, antkdgisject design
are all considerations that apply to CM of electrical systems.

The following are examples of critical characteristics for electrical components:
A Component number

Drawing number (e.g., schematic, divee diagram, etc.)

Manufacturer

Model number

Serial number

> > > >
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Component type

Power (watts)

Voltage (e.g., 125 DC, 4 kV AC, etc.)

Amperage

Contact rating

Other (e.g., environmental qualification, fuse type, location, etc.)

I > > I >

c. Discuss the following elements of the configuration management program as they
relate to electrical systems:

A Design requirements

Document control

Change control

Assessments

Design reconstitution adjunct

Material condition and aging adjunct

> > > > >

The information for Design requirements, Document control, Change control and
Assessments is taken from DEHD-10732003. The information for Design reconstitution
adjunct and Material condition and aging adjunct is taken from-{SDB-10731993
(archived).

Design Requirements

Design requirements are those engineering requireneftdsted in design output

documents (such as drawings and specifications) that define the functions, capabilities,
capacities, physical sizes and dimensions, limits and setpoints, etc. specified by design
engineering for an SSC. The design requirementagedhe results of the design process.

A CM programbés el ements encompass the foll ow
the facility design requirements, establishing system and process boundaries, assigning SSC
grades based on the associated desguirements, identifying the specific list of SSCs for

inclusion in the CM program, and establishing and maintaining the design basis for the

design requirements.

The objective of the design requirements element is to establish and maintain the design
requirements and the associated design basis. The design requirements should be formally
established, documented, and maintained. For each SSC, the design requirements should be
categorized into the types established by the equipment scope criteria. ikdkechn

management review should be performed to determine the adequacy of the design
requirements. If the design requirements are not fully documented, not accurate, or not
complete, the design requirements should be reconstituted to the extent identified by

design reconstitution (DR) adjunct program. The design requirements should be incorporated
into an equipment database that correlates each SSC with the SSC grade, the design
requirements, the technical topics involved, and the associated documeiitag¢ialesign
requirements for new facilities and modifications to existing facilities should be established,
categorized, and documented as they are developed, in a form amenable to review and
addition to the equipment database.
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The boundaries for each $gs and process should be established in such a manner as to
contain the components necessary to satisfy the design requirements for that system or
process. Each SSC should be assigned a grade based on the most important type of design
requirements applitde to it. The SSC grade should be used as the basis for the degree of
control on all activities associated with the SSC. On the basis of the equipment scope criteria
and the assignment of SSC grades, the specific SSCs included in the CM program should be
identified. The basis for design requirements should be formally established, correlated with
the design requirements, documented, and maintained.

A technical management review should be performed to determine the adequacy of the
design basis. If the desidpasis is not fully documented, not accurate, or not complete, it
should be reconstituted to the extent identified by the DR adjunct program. The design basis
for new or modified design requirements should be established and documented as these
requiremets are developed.

With the exception of components whose design requirements have been established and
found to be adequate and outside the equipment scope criteria, all components within a CM
system should be included in the CM program, even those wihgafety, environmental,

or mission function. Once the design requirements are fully established and adequate, the
CM equipment scope criteria may be used to consider component exclusions. However, the
inclusion of components other than safety, envirortirard mission components is

generally advisable for CM systems to enhance overall configuration control.

Document Control

The objective of the document control element is to identify and maintain documents within
the CM program consistent with the physicanfiguration and design requirements. The

types of documents that need to be included in the CM program should be determined, and
document owners should be established for each of these document types. The document
owners should be responsible for teehnical content of assigned documents. Within each
document type, the specific documents to be included in CM document control should be
identified for each SSC. The document owners should establish priorities for document
revision and retrieval.

Originals or master copies of documents within the CM program should be stored and
protected. Retention times should be established to meet the needs of the document owners
and users and the minimums specified by DOE O 2&&tords Management Program.

Only the wrrently-approved revisions of documents within the CM program should be used.
Revisions to documents within the CM program to incorporate pending changes should be
completed in a timely manner. The number of unincorporated document changes allowed to
accunulate before revisions are implemented should be determined according to the priority
of the document, the complexity of the changes and the overlap of the changes. For each
document within the CM program, the following information should be readilyadlail

revision level, current status, document owner, information regarding pending changes, and
other data necessary for control and tracking, such as storage location and outstanding
document change notices.
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Documents should be retrieved in a timely narupon request. Maximum retrieval times

for each document should be established, and they should be based on the priorities
established by the document owners. Documents should be identifiable from a document
database, which should be able to identifyushoents within the CM program related to
particular SSCs, types of SSCs, technical topics, and other information to support
identification, such as SSC vendors. When a copy of a document within the CM program is
issued, pending changes and associated ifitomshould be identified.

Early in CM program development, a determination should be made as to which documents
will be included. The steps necessary to accomplish this are as follows:

A Identify document types used at the facility.

A Determine which documetypes should be in the CM program.

A Determine which specific documents should be in the CM program.

First, a complete survey of document types in use should be conducted with support of the
various organizations at the facility. Each organization shalgdtify the document types it
prepares and the important document types it uses. Document types identified during the
initial assessments should also be addressed.

After document types are identified, a document owner should be assigned to each document
type. The natural document owner is the person or organization responsible for developing
and revising the technical content of documents within the assigned document type. The
owners should review the document types for which they are responsible toyitlerde

important for supporting the CM program objective and criteria. They should then perform

an importance evaluation in light of their experience with, and knowledge of, the document
types. Document scope criteria may vary according to the imporvtice SSCs involved.

These criteria should be defined to include only those document types that support the design
or operation of facility SSCs included in the CM program. Document types that reflect the
facilitybés desi gn r engcassarydomdaip-dag operatioh sholido s e t h a
receive the highest priority for inclusion in the CM program.

Finally, the document owners, with the assistance of those persons responsible for the
document retrieval function, should identify the individual doeats within each document
type and determine which of these documents should be included in the CM program.

Change Control

The objective of the change control element is to maintain consistency among the design
requirements, the physical configurationgdhe facility documentation as changes are

made. All mechanisms that can lead to temporary or permanent changes in the design
requirements, facility configuration, or facility documentation within the CM program should

be identified. Such mechanisms migitlude hardware modifications not controlled as

projects, hardware modifications controlled as projects, maintenance changes, operational
changes, procurement changes, document changes, and computer software changes. Change
mechanisms should be evaluatedletermine which are adequate as is, and which need to be
improved, consolidated, or terminated.
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The resulting change mechanisms should be integrated with the CM program. Within
approved CM change mechanisms, each proposed change, including temipanggscand
partially implemented changes, should be described sufficiently to support technical reviews,
management reviews, and approvals.

Each specific proposed change should be reviewed to determine if it is within the bounds of
the design requiremeniShanges to the design requirements should be evaluated and
approved by the design authority prior to implementation. The technical reviews should
evaluate safety, environmental, and mission impacts; determine appropriate post
implementation acceptanceteria; and identify the affected SSCs and facility

documentation.

Before implementation, management should review proposed changes (including those that
do not involve a change to design requirements) to verify that the technical reviews have
been performa& adequately, that the change package is complete and ready for
implementation, and that any external approvals necessary prior to implementation have been
obtained. On the basis of these reviews, management should take approval action.

Each change shoultk implemented in accordance with its approved change package. The
change process should include mechanisms for field change requests, and technical reviews
and approvals of field changes should be commensurate with those of the original change
package. Té change process should generate accurdiaithsnformation. After the

physical implementation of changes, posidification testing should be conducted.

Each change should be documented and that documentation should include a description of
the changeas well as an account of the technical reviews, management approvmldt as
information, and postnodification test results. Documents that are included in the CM
program and are affected by a change, either directly or indirectly, should be revised.

Specific changes should be identified only within established change processes. The need for
a potential change may be identified by anyone within the facility and should be documented
by the requester to support the processing of the change requestindd tgfthe CM

program criteria, each proposed change should be described adequately to support technical
and management reviews prior to approval. Change initiation should include the name of the
requester, a description of the proposed change, theeaffS&Cs and the associated SSC

grade, the reason for the change, alternative solutions, the due date, and constraints. It should
also include any other information needed for review, tracking, approval, and further
processing.

Effective change control inlwes formal, multidisciplined, technical reviews for each

change. Some of these are necessary to maintain configuration and others are defined as good
management practices. The technical reviews defined by the CM program criteria to maintain
configurationcan be grouped into these areas: design envelope review; identification of
affected hardware and documents; identification of-poptementation acceptance criteria;

and, safety, environment, and mission reviews.
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As defined by the CM program criteria, neement should review the proposed change to
verify that the technical reviews have been performed adequately, the change package is
complete and ready for implementation, any necessary external approvals have been
obtained, and that the change is auttestifor implementation.

Assessments
The objective of the assessments element is to help define facility CM needs and to measure
how effective the CM program is in establish

relationships. CM assessments are condunted initial phase, in a pestplementation
phase, and throughout the life of the facility.

The adequacy of CM programs and procedures should be assessed using vertical and
horizontal slice assessments.

Initial Assessments

During the planning for the Cidrogram, initial assessments should be conducted to

determine the strengths and weaknesses of existing programs and procedures with regard to
determining where upgrade actions and resource investments are necessary. Two vertical
slice assessments relevamthe facility should be conducted. One of these should be on a
safety system related to the principal facility hazard, either nuclear enutear. Two

horizontal slice assessments relevant to the facility should also be performed. One of these
shouldbe on change control and the other on a technical topical area, such as seismic
gualification or fire protection.

Postimplementation Assessments

After the CM program upgrades are implemented, a horizontal slice assessment should be
performed for each Crogram element to determine if that element addresses identified
weaknesses and is effective in accomplishing the CM functions.

For each system design information summary (DIS) developed by the DR adjunct program, a
field validation should be performed &nsure that the design requirements are accurately
reflected in the physical configuration and the associated facility documentation. After the
material condition and aging (MCA) adjunct program is developed, a technical quality

review should be performeof its assumptions, methods, and products.

After the CM program and its adjunct programs have been implemented, a combination of
vertical and horizontal slice assessments should be performed periodically to measure the
overall CM program effectivenessdato determine if CM controls are adequate and
appropriate. The results of these assessments should establish the basis for revisions to the
CM program plan, either increasing or decreasing controls.

Physical configuration assessments, or walkdowns, sheuperformed for representative
sample SSCs to determine the degree of agreement between the physical configuration and
the configuration depicted in the facility documentation. Physical walkdowns should be
included as part of the programmatic assessnoemgucted during the initial assessments,
postimplementation assessments, and periodic effectiveness assessments. If substantive
discrepancies (either in number or type) are discovered, appropriate immediate corrective
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actions should be developed to bsth agreement between the physical configuration and
the documentation. The corrective actions should include additional walkdowns to
characterize the problem and to determine the extent of the problem. They should also
include technical evaluations tetermine whether the physical configuration or the
documentation should be changed.

Structures, systems, and components within the CM program should be tested periodically to
determine if they are still capable of meeting their design requirements. Tihii® nmg

should also address surveillance actions, periodéeimice inspections and tests, and other
monitoring of SSCs to ensure safe and reliable operation of the facility. Monitoring should
also include measurements and trending of data related &xthal aging degradation of
equipment, to the extent identified by the MCA adjunct program and approved by the design
authority.

An SSC within the CM program should be tested after modification (and before being turned
over for service) to determine ffis capable of meeting its design requirements (i.e., the
postimplementation acceptance criteria). If a changed SSC fails to meet #s post
implementation acceptance criteria, turnover for operation should be postponed until either a
technical review halseen completed and any follewp actions are completed or the SSC is
returned to its original condition and tested satisfactorily.

The assessments element may be considered fully developed on completion of the following:
A Initial CM programmatic and physiceonfiguration assessments
A Detailed action plans and procedures for conductingipggementation assessments
A Ongoing assessment programs established by procedure and effectively implemented

Senior management should retain overall responsibility folagement assessments (i.e., all
initial and postimplementation assessments and the periodic program effectiveness
assessments). Direct participation of senior management during these assessments is
essential. This process should also involve other leVe@l®aoagement, as appropriate.
Management assessment results should be documented. Senior management should take
prompt action and document decisions in response to recommendations resulting from the
management assessment process. Fallpwhould includeraevaluation of the effectiveness
of management ds actions.

Design Reconstitution Adjunct

If the design requirements are not fully documented, not accurate, or not complete, the design
requirements should be reconstituted to the extent identified by trel[DRct program.

The objective of the DR adjunct program is to establish, organize, and document design
information (i.e., both design requirements and design basis), where existing design
information is not adequate. A program plan, an action plan, goiénmenting procedures

should be developed for the DR adjunct program. The DR program plan should be based on
the initial assessments and the graded approach. The DR adjunct program should be
implemented in stages to provide a timely initial set of desifgrmation and more

information as it becomes available. It should include prioritization of the development and
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issuance of DISs. Design information summaries for systems or technical topics necessary to
support the facility accident analysis and TSRauthceceive the highest priority.

The identification and retrieval of design information should be accomplished in stages, with
emphasis on the most important and most accessible information first. The objective and
scope of source documents to be revdsieould be defined for each document

identification and retrieval stage. The recommended stages are the formal review, the smart
search, and the comprehensive search. The formal review should address-therseé on
documents, such as the facility safetglgsis and TSRs, that contain summgype design
information; the smart search should identify and retrieve those types of documents that can
be identified as most likely to contain design requirements; and the comprehensive search
should identify and reieve any remaining documents that might contain design information,
including DOE correspondence and vendor correspondence.

Technical review and identification of design information from each source document should
include both design requirements andigiedasis information. Extracted design information
should be identified as to the applicable facility SSC, type of SSC, technical topic area, and
whether it is a design requirement or design basis. The technical review and identification of
design inform&on from each source document should be complete, such that the document
does not have to be reconsidered during subsequent searches and reviews.

Extracted design information should be verified by a second party to ensure that the design
information was etracted completely and accurately from the source documents. Extracted
design information should be technically validated to ensure that it is reasonable, that it is
applicable to the current facility mission and configuration, and that the analytidaldset

and technical assumptions used in the design process are valid and appropriate. Design basis
information should be correlated with the design requirements. Extracted design information
should also be evaluated to identify any missing design requitemedesign basis

information. Design information summaries should be field validated to ensure that design
requirements are properly reflected in the physical configuration and in the associated facility
documentation.

Validated situations involving thellowing should be documented as open items: apparent
contradictions in the information from different source documents; concerns; unanswered
technical questions; and cases of missing, undocumented, or inaccurate information. The
open items should be disgitioned by a formal resolution process and should be tracked to
completion and closeout, including documentation of their resolution. SS open items (i.e.,
discrepancies) should be promptly addressed by existing programs for determining
operability and rportability and resolved by those programs.

Missing design information should be evaluated to determine which part needs to be
regenerated. Missing design information that is critical, including that necessary to support
the facility accident analysis adbRs, should be regenerated in order of priority.

Extracted design requirements should be entered into the CM equipment database promptly
after verification and technical validation. Design information summaries should include a
system description (includg systems interface information), system operability
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requirements, systeiavel design requirements, componé&el design requirements, the
design basis, and related design topical information. They also should identify design
requirements by type; atbutes of the design that were not mandatory for the designer
should be distinguished from other types of design requirements. The authorization basis
should be clearly distinguished from other aspects of the design basis. The DISs should be
written for eay use by individuals at all levels of experience. A DIS should be initially
issued when the design requirements are complete and technically validated, including the
regeneration of missing critical design requirements. This initial version should atainco
available technically validated design basis information and should identify open items to be
resolved. The DIS should be revised and reissued when the design basis has been
reconstituted (including regeneration of missing critical design basigharield validation

has been completed.

Material Condition and Aging Adjunct

The objective of the MCA adjunct program is to prevent the failure of facilityilifeing
components from aging degradation and the associated impact on facility operagiogs. A
degradation can so impair the performance capability of equipment that it no longer meets its
design requirements, and this can compromise the CM program basic relationships.

A program plan, an action plan, and implementing procedures should bepgelfiothe
MCA adjunct program. The program plan should be based on the initial assessments and the
graded approach.

Components in the facility, including passive components (e.g., structures), should be
screened to identify those that are potentialby lifmiting for the facility. The remaining
lifetime for each potentially lifdimiting component should be evaluated. Major aging
degradation mechanisms that could affect potentiallyliiié&ing components should be
identified. The present material cotidn of each such component should be determined.

The remaining lifetime of each potentially Hlieniting component, with no life extension
techniques applied, should be estimated using engineering judgment. The facility remaining
lifetime is the shorteststimated remaining lifetime for a potentially Hfeiting component.

If DOE has not specified a facility desired lifetime, the contractor should request that it do so.
If not specified, the desired lifetime should be taken to be the same as thengrtii@iime

without the application of life extension techniques. As appropriate, the feasibility of
continued operations and the feasibility of extended operations should be assessed. Objects
of such an assessment would include the following: managetemmiaéives for continued
operation or extended operations of the facility; the estimated costs for each alterative as a
function of time; and recommendations regarding facility continued operations and extended
operations.

Detailed component screeningjraggdegradation evaluations, more rigorous determinations
of facility remaining lifetime, the feasibility of continued operations, and the feasibility of
extended operations should be performed. The physical characteristics related to aging
degradation o$pecific lifelimiting components should be determined, and measurements
that could be made to determine the material condition efitifiting components should be
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defined. Baseline measurements should be performed to establish the material condition of
facility life-limiting components. The results of these measurements should be included in
the aging degradation evaluations.

Aging degradation measurements and associated frequencies should be provided to the
design authority as proposed new design reguénts. Detailed aging degradation

evaluations should also be provided to the design authority as the design basis for the new
design requirements. The results of the periodic aging degradation measurements should be
trended and extrapolated to updaterdraaining lifetime determinations after each set of
measurements. As needed, life extension techniques fdinliteng components should be
developed and implemented.

d. Discuss the purpose, concepts, and general process for applying the graded
approach to operational configuration management.

A Using the guidance in DOE-STD-1073-2003, discuss the system engineer
concept as it applies to oversight of safety systems. Specifically address the
areas of configuration management, assessment of system status and
performance, and technical support for operation and maintenance activities,
or for Documented Safety Analysis (DSA) reviews.

A Using DOE O 414.1C, discuss how the pedigree of electrical equipment should
be maintained when supporting a nuclear related activity, and/or performing a
safety function.

DOE-STD 10732003, Configuration Management Program

One of the challenges of change control is to be cognizant of many ongoing éhénoges
proposal, through development, to implementatiamd to understand the intetgd effect

of the various changes. The system engineering concept has been used in the commercial
nuclear industry to provide a technical focal point for each system. The system engineer
develops resident technical expertise and facility knowledge, dearaésolution of SSC
performance problems for more timely and effective response, and interfaces between the
facility operations and maintenance organizations and the design engineering organization.
The systems engineering concept benefits CM as welbay other facility activities

including facility status and troubleshooting, operations support, coordination of testing and
other systentelated activities, and communication among departments.

For the purpose of change control, it is recommendeddi®& contractors, in a manner
similar to the commercial industry, institute the systems engineering concept. The duties,
responsibilities, and interfaces of each system engineer need to be clearly defined,
documented, and communicated to and understoodgposting facility organizations.
System engineer responsibilities should include the following major items:

A Monitoring and tracking the status of the system, especially during changes (e.g.,

physical changes in progress and temporary physical changes)

A Conducting and/or observing equipment performance monitoring, evaluating the
results of performance monitoring and surveillance, trending important data, and
initiating corrective actions
Reviewing and approving pestodification, posimaintenance, surveilte, and
special test procedures and test results
Providing assistance to operations and maintenance, as needed

>\

>\
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34.

A Identifying any situation where the design engineering organization should be
consulted for advice or services

To implement systems engineerisglected facility engineers would be assigned the
responsibility of important systems. These individuals should have an engineering degree or
a strong technical background combined with a knowledge of the assigned system and how it
relates to overall fality operation. An understanding of the policies, procedures, and
organizational interfaces is also important. The number of systems assigned to each engineer
should be limited (e.g., two to five) based on system complexity, the experience of the
individud, and time considerations.

DOE O 414.1C, Quality Assurance

DOE O 414.1C, Criterion 5, states that work performed must be consistent with technical
standards, administrative controls, and hazard controls adopted to meet regulatory or contract
requirementsising approved instructions, procedures, etc. Items must be identified and
controlled to ensure proper use. Items must be maintained to prevent damage, loss, or
deterioration. And finally, equipment used for process monitoring or data collection must be
cdibrated and maintained as well.

Electrical personnel shall demonstrate a familiarity level knowledge with battery
installations, maintenance, testing, and replacement as described in NFPA 70E,
Chapter 3; IEEE Std-450; IEEEC2-NESC; manuf act uenéation®, etc.e c o mm

[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope it is not used as areference in this guide.]

Unless otherwise netl, all of the information for this competency statement is taken from
NFPA 70E, Chapter 3.

a. Describe and explain connections and capacities.

Connections

Batteries usually consist of a number of identical cells connected in series. The voltage of a
seriesconnection of cells is the voltage of a single cell multiplied by the number of cells. If
cells of sufficiently large capacity are available, then two or more savi@sected strings of

equal numbers of cells could be connected in parallel to achiedegired rated capacity.

The rated capacity of such a battery is the sum of the capacities of a group of cells
comprising a single cell from each of the parallel branches. Cells of unequal capacity should
not be connected in series. Parallel connectiohstéries should be limited to four strings.
Parallel connections of batteries are not recommended for constant-chaeging

applications. Cells connected in series have high voltages that could produce a shock hazard.

Manufacturers can usually providaitable racks for batteries that provide protection and

easy maintenance. It is important to have properly sized racks that space cells to minimize
overheating and corrosion problems, allow easy maintenance, and still utilize available space
in an optimun manner. Connections between cells should minimize strain on battery posts.
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Capacities

Battery capacity is the quantity of electricity (electric charge), usually expressed in ampere
hour, that a fully charged battery can deliver under specified condifolastionally, it is

the manufacturer 6s st a-heame wathowdthatchndbe nu mber
delivered by a fully charged battery at a specific discharge rate and electrolyte temperature,
to a given enabf-discharge voltage.

The requirementsf NFPA 70E, Article 320, apply to the safety requirements related to
installations of batteries and battery rooms with a stored capacity exceeding 1 Kilowatt
or a floating voltage that exceeds 115 volts but does not exceed 650 volts.

If information regarding the shoxtircuit protection of a battery is not available from the
manufacturer, the prospective fault level at the battery terminals shall be considered to be
twenty times the nominal battery capacity at tHeo8r rate.

When the battery capagiexceeds 100 ampeh®urs or where the nominal battery voltage is
in excess of 50 volts, suitable warning notices indicating the battery voltage and the
prospective shottircuit current of the installation shall be displayed.

A dry cell battery shall beonsidered an inherently limited Class 2 power source, provided
the voltage is 30 volts or less and the capacity is equal to or less than that available from
series connected no. 6 carkmnc cells.

b. Describe and explain DC systems grounding and ground-fault detection.

One of the following four types of available DC grounding systems, Type 1 throughType
shall be used. Stationary battery systems should not be grounded.

A Type 1: The ungrounded DC system in which neither pole of the battery is connected
to ground. Work on such a system should be carried out with the battery isolated from
the battery charger. If an intentional ground is placed at one end of the battery, an
increased shock hazard would exist between the opposite end of the battery and
ground.Also, if another ground develops within the system (e.g., dirt and acid
touching the battery rack), it creates a stointuit that could cause a fire. An
ungrounded DC system should be equipped with an alarm to indicate the presence of
a ground fault.

A Type 2: The solidly grounded DC system where either the positive or negative pole of
the battery is connected directly to ground.

A Type 3: The resistance grounded DC system, where the battery is connected to
ground through a resistance. The resistance istoggglmit operation of a current
relay, which in turn initiates an alarm.

A Type 4: A tapped solid ground, either at the center point or at another point to suit the
load system.

c. Describe and explain DC circuit protection and alarms.

The information on DC Cc¢uit Protection is taken from IEEE Std 44895. The information
on Alarms is taken from NFPA 70E.
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35.

DC Circuit Protection

The battery manufacturer shall be consulted regarding the sizing of the battesirshidrt
protection. If information regarding tlehortcircuit protection of a battery is not available
from the manufacturer, the prospective fault level at the battery terminals shall be considered
to be twenty times the nominal battery capacity at thels rate.

Circuit protection shall not be reiged for control and instrumentation that are totally within
the cell line working zone.

Various types of circuit protection are satisfactory for grefandt protection. Some

commonly used types are circuit breakers with series trips, einteituptingequipment

tripped by groundault currentsensing devices, and, to a lesser extent, fuses. Selection and
application of circuHprotective equipment requires a detailed analysis of each system and
circuit to be protected, including the system and equipgremninding arrangements.

Alarms

Alarms shall be provided for early warning of the following abnormal conditions of battery
operation:
A For vented batteries:
o Overvoltage
o Undervoltage
o Overcurrent
o Groundfault

A For valveregulated leadcid (VRLA) batteris, the abnormal conditions listed above
for vented batteries, plus oveEamperature as measured at the pilot cell

A The alarm system shall provide an audible alarm and visual indication at the battery
location, and where applicable, at a remote manned ¢quairc

Electrical personnel shall demonstrate a familiarity level knowledge of ventilation and

battery room requirements as cited in 29 CFR 1910; 29 CFR 1926; NFPA 70E,

Chapter 3; IEEE Std-450; IEEE C2 1 NESC,; etc.
[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope it is not used as a reference in this guide.]

Unless otherwise noted, all of the information for this competency statésriakén from
NFPA 70E, Chapter 3.

a. Describe and explain DC systems grounding and ground-fault detection.

See KSA 34b for discussion of grounding and grefaudt detection.
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b. Describe and explain ventilation requirements for different battery types.

Ventilaton systems, forced or natural, shall be maintained to prevent the buildup of
explosive mixtures. This maintenance shall include a functional test of any associated
detection and alarm systems.

VentedType Batteries

Batteries shall be located in rooms oclesures with outside vents or in weéntilated

rooms, so arranged to prevent the escape of fumes, gases, or electrolyte spray into other
areas. Ventilation shall be provided so as to prevent liberated hydrogen gas from exceeding
1 percent concentratiofroom ventilation shall be adequate to assure that pockets of trapped
hydrogen gas do not occur, particularly at the ceiling, to prevent the accumulation of an
explosive mixture. Exhaust air shall not pass over electrical equipment unless the equipment
is listed for the use. Inlets shall be no higher than the tops of the battery cells and outlets at
the highest level in the room. Where mechanical ventilation is installed, the following shall
be required:

A Airflow sensors shall be installed to initiate aarat if the ventilation fan becomes
inoperative.

A Control equipment for the exhaust fan shall be located more than 1,800 mm (6 ft)
from the battery and a minimum of 100 mm (4 in.) below the lowest point of the
highest ventilation opening.

A Where mechanical wilation is used in a dedicated battery room, all exhaust air shall
be discharged outside the building.

A Fans used to remove air from a battery room shall not be located in the duct unless
the fan is listed for the use.

VRLAType Batteries

Ventilation shdlbe provided so as to prevent liberated hydrogen gas from exceeding a
1 percent concentration. Room ventilation shall be adequate to ensure that pockets of trapped
hydrogen gas do not occur, particularly at the ceiling, to prevent the accumulation of an
explosive mixture. Exhaust air shall not pass over electrical equipment unless the equipment
is listed for the use. Inlets shall be no higher than the tops of the battery cells and outlets at
the highest level in the room. Where mechanical ventilatiorstallad, the following shall
be required:
A Airflow sensors shall be installed to initiate an alarm if the ventilation fan becomes
inoperative.
A Control equipment for the exhaust fan shall be located more than 1,800 mm (6 ft)
from the battery and a minimum 00 mm (4 in.) below the lowest point of the
highest ventilation opening.
A Where mechanical ventilation is used in a dedicated battery room, all exhaust air shall
be discharged outside the building.
A Fans used to remove air from a battery room shall ntatdaged in the duct unless
the fan is listed for the use.

Ventilation shall be provided to maintain design temperature to prevent thermal runaway that
can cause cell meltdown leading to a fire or explosion.
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Sealed Gelled Electroly{€ype Batteries

Ventilaton shall be provided to maintain design temperature to prevent thermal runaway that
can cause cell meltdown leading to a fire or explosion. Where mechanical ventilation is
installed, airflow sensors shall be installed to initiate an alarm if the vemtilstn becomes
inoperative.

c. Describe and explain battery room restrictions, barriers, illumination, and
enclosure requirements.

A battery room is a room specifically intended for the installation of batteries that have no
other protective enclosure.

Batteies shall be installed in one of the following:
A Dedicated battery rooms
A An area accessible only to authorized personnel
A An enclosure with lockable doors or a suitable housing that shall be lockable and
provide protection against electrical contact and dgama the battery

Battery room lighting shall be installed to provide a minimum level of illumination of 30 lux
(30 ft-candles). Emergency illumination shall be provided for safe egress from the battery
room. Lighting fixtures shall not be installed dilgatver cells or exposed live parts.

The battery room shall be accessible only to authorized personnel and shall be locked when
unoccupied. The battery room and enclosure doors shall open outward. The doors shall be
equipped with quickelease, quiclopenng hardware. The battery room shall be located so
that access to the batteries is unobstructed. Baacent switching equipment, rotating
machinery other than exhaust fans, and other equipment not directly part of the battery and
charging facilities sHbbe external to the battery room. Alternatively, DC switching
equipment shall be separated from the battery by a partition of a height no less than 2 m

(6 ft 6 in.) and of sufficient length to prevent accidental contact with live surfaces. Foreign
piping shall not pass through the battery room. Passageways shall be of sufficient width to
allow the replacement of all battery room equipment. Emergency exits shall be provided as
required. Access and entrance to working space about the battery shall becesvid

required by NFPA 70E, Article 400.15.

d. Describe and explain battery protection requirements.

Batteries of the unsealed type shall be located in enclosures with outside vents or in well
ventilated rooms and shall be arranged so as to prevent the etbtapes, gases, or

electrolyte spray into other areas. Ventilation shall be provided to ensure diffusion of the
gases from the battery and to prevent the accumulation of an explosive mixture. Racks and
trays shall be substantial and shall be treatedacerthem resistant to the electrolyte. Floors
shall be of acigesistant construction unless protected from acid accumulations. Face shields,
aprons, and rubber gloves shall be provided for workers handling acids or batteries. Facilities
for quick drenchig of the eyes and body shall be provided within 25 feet (7.62 m) of battery
handling areas. Facilities shall be provided for flushing and neutralizing spilled electrolyte
and for fire protection.
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VI.LELECTRICAL VITAL SAFETY SYSTEMS (VSS)*

This section is optional and should be used by the program and/or field offices to
assist them with specific technical qualifications for that office.

36.

* This section also applies to safety significant, SC, and defense-in-depth structures,

systems, and components.

Mandatory Performance Activity: Electrical personnel shall demonstrate a familiarity

level of knowledge of 10 CFR 830, Nuclear Safety Management, and DOE O 414.1C as

related to electrical safety programs, processes, and systems, to include:

A

3> > D

>

a.

Knowledge of site VSS interfaces for electrical, software, and instrument and
control systems (complete competency 38);

The basic purpose of the Unreviewed Safety Question (USQ) process;

General purpose and constitution of the DSA;

Purpose and content of Technical Safety Requirements (TSR) documentation.
Review and evaluate a USQ determination, including walking down the proposed
change/potential inadequacy with the cognizant contractor electrical VSS system
engineer or DOE Facility Representative (FR).

Review and evaluate an authorization agreement, and then discuss TSRs (and/or
other controls) with the cognizant contractor electrical VSS system engineer.
Review and evaluate a Safety Evaluation Report (SER) and discuss with the
cognizant contractor electrical VSS system engineer.

Walkdown a facility with Safety System Oversight (SSO) person, safety analyst, or

cognizant contractor electrical VSS engineer and identify the safety controls
contained in a TSR.

Complete areview of a hazard analysis or accident analysis, including walking
down the scope of work area or accident scenario with the cognizant contractor
electrical VSS system engineer or DOE FR.

Discuss the reasons for performing a USQ determination.

The information for KSAs 6aé through

The USQprocess is the mechanism for keeping a safety basis current by reviewing potential
USQs, reporting USQs to DOE, and obtaining approval from DOE prior to taking any action

that involves a USQ.

Reasons for performing a USQ would be due to the following:

b.

A Changes to a facility

A Changes to procedures

A New tests or experiments

A Discovery of an inadequate safety analysis

Describe the situations for which a safety evaluation is required to be performed.

DOE will prepare a SER to document the results of its revieavizbA. A DSA must
contain any conditions or changes required by DOE.

A SER is the report prepared by DOE to document

6ed
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A the sufficiency of the DSA for a hazard category 1, 2, or 3 DOE nuclear facility;

A the extent to which a contractor has satisfied the reaugints of subpart B of 10 CFR
830; and

A the basis for approval by DOE of the safety basis for the facility, including any
conditions for approval.

c. Define the conditions for a USQ.

Need for a USQ means that

A a situation exists where the probability of acurtence or the consequences of an
accident or the malfunction of equipment important to safety previously evaluated in
the DSA could be increased,;

A the possibility of an accident or malfunction of a different type than any evaluated
previously in the DSAauld be created;

A a margin of safety could be reduced; or

A the DSA may not be bounding or may be otherwise inadequate.

d. Describe the responsibilities of contractors authorized to operate defense nuclear
facilities regarding the performance of safety evaluations.

The contractor responsible for a hazard category 1, 2, or 3 DOE new nuclear facility must
submit for DOE approval a procedure for its USQ process on a schedule that allows DOE
approval in a SER issued pursuant to section 207(d) of 10 CFR 830.

If a contactor responsible for a hazard category 1, 2, or 3 DOE nuclear facility discovers or
is made aware of a potential inadequacy of the DSA, the contractor must

A take action, as appropriate, to place or maintain the facility in a safe condition until an
evaludion of the safety of the situation is completed;
notify DOE of the situation;
perform a USQ determination and notify DOE promptly of the results; and
submit the evaluation of the safety of the situation to DOE prior to removing any
operational restrictianinitiated to meet paragraph (g)(1) of 10 CFR 830.203.

> >

e. Describe the actions to be taken by a contractor upon identifying information that
indicates a potential inadequacy of a previous safety analyses or a possible
reduction in the margin of safety, as defined in the TSRs.

A contractor may take emergency actions that depart from an approved TSR when no actions
consistent with the TSR are immediately apparent, and when these actions are needed to
protect workers, the public, or the environment from immiak significant harm. Such

actions must be approved by a certified operator for a reactor or by a person in authority as
designated in the TSRs for nonreactor nuclear facilities. The contractor must report the
emergency actions to DOE as soon as pradécab

A contractor for an environmental restoration activity may follow the provisions of 29 CFR
1910.120 or 1926.65 to develop the appropriate hazard controls (rather than the provisions
for TSRs in paragraph (a) of 10 CFR 830), provided the activity iegadther

A work not done within a permanent structure, or
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A the decommissioning of a facility with only lelevel, residual, fixed radioactivity.
f. Discuss the purpose of the TSRs.
The following is taken fronDOE O 414.1C

TSRs contain the limits, controls,drelated actions that establish the specific parameters

and requisite actions for the safe operation of a nuclear facility and include, as appropriate for
the work and the hazards identified in the DSA for the facility, safety limits, operating limits,
suveillance requirements, administrative and management controls, use and application
provisions, and design features, as well as a bases appendix.

g. Describe the responsibilities of contractors authorized to operate defense nuclear
facilities regarding the TSRs.

The information for KSAs 06g6 through o6nd i s
A contractor responsible for a hazard category 1, 2, or 3 DOE nuclear facility must

A develop TSRs that are derived from the DSA;

A prior to use, obtain DOE approval of TSRs and any chen§&Rs;

A notify DOE of any violation of a TSR;

A operate facilities and equipment in accordance with the TSR controls and safety basis.

h. Define the following terms and discuss the purpose of each:
A Safety limit
A Limiting control settings
A Limiting conditions for operation
A Surveillance requirements

Safety Limit

Safety limits are the limits on process variables associated with those SC physical barriers,
generally passive, that are necessary for the intended facility function and that are required to
guard againsthe uncontrolled release of radioactive materials.

Limiting Control Settings

Limiting control settings are the settings on safety systems that control process variables to
prevent exceeding a safety limit.

Limiting Conditions for Operation

Limiting condtions for operation are the limits that represent the lowest functional capability
or performance level of safety SSCs required for safe operations.

Surveillance Requirements

Surveillance requirements are requirements relating to test, calibration, estiogo

ensure that the necessary operability and quality of safety SSCs and their support systems
required for safe operations are maintained, that facility operation is within safety limits, and
that limiting control settings and limiting conditiong faperation are met.
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i. Describe the general content of each of the following sections of the TSRs:
A Use and Application

Safety Limits

Operating Limits

Surveillance Requirements

Administrative Controls

Basis

Design Features

> > >

Use and Application
Use and applicain provisions are the basic instructions for applying TSRs.

Safety Limits

Safety limits are the limits on process variables associated with those SC physical barriers,
generally passive, that are necessary for the intended facility function and tteajuared to
guard against the uncontrolled release of radioactive materials.

Operating Limits
Operating limits are those limits required to ensure the safe operation of a nuclear facility,
including limiting control settings and limiting conditions for ogi&sn.

Surveillance Requirements

Surveillance requirements are requirements relating to test, calibration, or inspection to
ensure that the necessary operability and quality of safety SSCs and their support systems
required for safe operations are maingginthat facility operation is within safety limits, and
that limiting control settings and limiting conditions for operation are met.

Administrative Controls

Administrative controls are the provisions relating to organization and management,
procedures,acordkeeping, assessment, and reporting necessary to ensure safe operation of a
facility.

Basis
The basis of the limits and other requirements in TSRs are described in a bases appendix.

Design Features

The design features of a nuclear facility specifiethe@TSRs that, if altered or modified,
would have a significant effect on safe operation.

j- Discuss the basic purposes and objectives of a DSA.

A DSA is a documented analysis of the extent to which a nuclear facility can be operated
safely with respect to erkers, the public, and the environment, including a description of the
conditions, safe boundaries, and hazard controls that provide the basis for ensuring safety.
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k. Describe the responsibilities of contractors authorized to operate DOE nuclear
facilities regarding the development and maintenance of a DSA.

The contractor responsible for a hazard category 1, 2, or 3 DOE nuclear facility must obtain
approval from DOE for the methodology used to prepare the DSA for the facility unless the
contractor uses a mettiology set forth in table 2 of appendix A to subpart B, 10 CFR 830
(reproduced in table 6).

Table 6. Safe harbor methodologies

The contractor responsible for * * * May prepare its documented safety analyses by * * *

(1) A DOE r€aCLON......ceiiuuiieeiiiee ettt Using the method in U.S. Nuclear Regulatory Commission Regulatory Guide
1.70, Standard Format and Content of Safety Analysis Reports for Nuclear
Power Plants, or successor document.

2)A DOE nonreactor nucl ea r|Usingthe methodin DOE-STD- 3009, Change Notice No. 1, January 2000,

Preparation Guide for U.S. Department of Energy Nonreactor Nuclear Facility

Safety Analysis Reports, July 1994, or successor document.

3YA DOE nucl ear facility wUsingthemethod in either:

(1) DOE-STD-3009-, Change Notice No. 1, January 2000, or successor
document, or

(2) DOE-STD-3011-94, Guidance for Preparation of DOE 5480.22 (TSR) and
DOE 5480.23 (SAR) Implementation Plans, November 1994, or
successor document.

(4) The deactivation or the transition surveillance and Using the method in either:

maintenance of a DOE nuclear facility. (1) DOE-STD-3009, Change Notice No. 1, January 2000, or successor
document, or

(2) DOE-STD-3011-94 or successor document.

B)The decommi ssioning of &(1) Usingthe methodin DOE-STD- 1120-98, Integration of Environment,
Safety, and Health into Facility Disposition Activities, May 1998, or
successor document;

(2) Using the provisions in 29 CFR 1910.120 (or 29 CFR 1926.65 for
construction activities) for developing Safety and Health Programs, Work
Plans, Health and Safety Plans, and Emergency Response Plans to
address public safety, as well as worker safety; and

(3) Deriving hazard controls based on the Safety and Health Programs, the Work
Plans, the Health and Safety Plans, and the Emergency Response Plans.

(6) A DOE environmental restoration activity that (1) Using the method in DOE-STD-1120-98 or successor document, and
involves either work not done within a permanent (2) Using the provisions in 29 CFR 1910.120 (or 29 CFR 1926.65 for
structure or the decommissioning of a facility with construction activities) for developing a Safety and Health Program and a
only low-level residual fixed radioactivity. site-specific Health and Safety Plan (including elements for Emergency

Response Plans, conduct of operations, training and qualifications, and

maintenance management).

(7) A DOE nuclear explosive facility and the nuclear Developing its documented safety analysis in two pieces:

explosive operations conducted therein. (1) A Safety Analysis Report for the nuclear facility that considers the generic

nuclear explosive operations and is prepared in accordance with DOE-
STD-3009, Change Notice No. 1, January 2000, or successor document,
and

(2) A Hazard Analysis Report for the specific nuclear explosive operations
prepared in accordance with DOE-STD- 3016-99, Hazards Analysis
Reports for Nuclear Explosive Operations, February 1999, or successor
document.

(8) A DOE hazard category 3 nonreactor nuclear facility.... | Using the methods in Chapters 2, 3, 4, and 5 of DOE-STD- 3009, Change Notice

No. 1, January 2000, or successor document to address in a simplified fashion:

(1) The basic description of the facility/activity and its operations, including
safety structures, systems, and components;

(2) A qualitative hazards analysis; and

(3) The hazard controls (consisting primarily of inventory limits and safety
management programs) and their bases.

(9) Transportation actiVities............cccveerieeeeniieeniiee e, (1) Preparing a Safety Analysis Report for Packaging in accordance with DOE-
0-460.1A, Packaging and Transportation Safety, October 2, 1996, or
successor document and

(2) Preparing a Transportation Safety Document in accordance with DOE-G-
460.1-1, Implementation Guide for Use with DOE O 460.1A, Packaging
and Transportation Safety, June 5, 1997, or successor document.

(10) Transportation and onsite transfer of nuclear (1) Preparing a Safety Analysis Report for Packaging in accordance with DOE-
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The contractor responsible for * * * May prepare its documented safety analyses by * * *

explosives, nuclear components, Naval nuclear fuel 0-461.1, Packaging and Transportation of Materials of National Security
elements, Category | and Category |l special Interest, September 29, 2000, or successor document and

nuclear materials, special assemblies, and other (2) Preparing a Transportation Safety Document in accordance with DOE-M-
materials of national security. 461.1-1, Packaging and Transfer of Materials of National Security Interest

Manual, September 29, 2000, or successor document.

Source:10 CFR 830, subpart B, appendix A

I. Define the following terms and discuss the purpose of each:

A
A
A

Safety basis
Design features
Safety evaluation report

Safety Basis

Safety basis means the DSA and hazard controls that provide reasonable assurance that a
DOE nuclear facility can be operated safely in a manner that adequately protects workers, the
public, and the environment.

Design Features

Desdgn features means the design features of a nuclear facility specified in the TSRs that, if
altered or modified, would have a significant effect on safe operation.

Safety Evaluation Report
Safety evaluation report is the report prepared by DOE to document

A

A

A

the sufficiency of the DSA for a hazard category 1, 2, or 3 DOE nuclear facility;

the extent to which a contractor has satisfied the requirements of subpart B of 10 CFR
830; and

the basis for approval by DOE of the safety basis for the facility, includipg

conditions for approval.

m. Describe the requirements for the scope and content of a DSA and discuss the
general content of each of the required sections of a DSA.

The DSA for a hazard category 1, 2, or 3 DOE nuclear facility must, as appropriate for the
complexities and hazards associated with the facility,

A

A

A

describe the facility (including the design of safety SSCs) and the work to be
performed,;

provide a systematic identification of both natural and-made hazards associated
with the facility;

evaluatenormal, abnormal, and accident conditions, including consideration of
natural and mamade external events, identification of energy sources or processes
that might contribute to the generation or uncontrolled release of radioactive and
other hazardous rexials, and consideration of the need for analysis of accidents
which may be beyond the design basis of the facility;

derive the hazard controls necessary to ensure adequate protection of workers, the
public, and the environment; demonstrate the adequiatyese controls to eliminate,
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37.

limit, or mitigate identified hazards; and define the process for maintaining the hazard
controls current at all times and controlling their use;

A define the characteristics of the safety management programs necessarygthensu
safe operation of the facility, including (where applicable) QA, procedures,
maintenance, personnel training, conduct of operations, emergency preparedness, fire
protection, waste management, and radiation protection; and

A with respect to a nonreactouclear facility with fissionable material in a form and
amount sufficient to pose a potential for criticality, define a criticality safety program
that:

0 ensures that operations with fissionable material remakntstital under all
normal and crediblabnormal conditions,
o identifies applicable nuclear criticality safety standards, and
o describes how the program meets applicable nuclear criticality safety standards.

n. Discuss the uses that contractor management makes of a DSA.

The results of a DSA lead tosalid safety basis, meaning that the DSA and hazard controls
provide reasonable assurance that a DOE nuclear facility can be operated safely in a manner
that adequately protects workers, the public, and the environment.

Electrical personnel shall demonstrate a familiarity level knowledge of all assigned
electrical power VSS and how they are addressed during the design, construction,
and operation of nuclear facilities

El ements 060ad an éasédK8As.arheeQualifging Officiaimall evaleate
their completion.

a. Mandatory Performance Activity: Walkdown electrical power VSSs with the
cognizant contractor electrical VSS system engineer or DOE FR. Locate and
identify major components, subsystems, and interfaces.

b. Identify all assigned electrical power VSS (site-specific), and discuss the
functional classifications, safety functions, and functional requirements of these
systems.

c. Discuss electrical power distribution with the regard to the following elements
(IEEE Red Book; reference IEEE Std-141 or another source can be used as a guide
in developing the discussion):

A Basic design considerations and electrical distribution design

Voltage considerations

Surge voltage protection techniques

System protective devices

Power factor and its effects in electrical distribution systems

Power switching, transformation, and motor-control apparatus

Cable system basics

Busway design

> > D> > > B

The following is taken fronlEEE Std 1411993.
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Basic Design Considerations

Safety of life and preservation of property are two of the magsortant factors to be

considered in the design of the electric system. Codes must be followed and recommended
practices or standards should be followed in the selection and application of material and
equipment. Equally important is providing equipmédnatttis properly and adequately sized

and rated to handle available fault levels in the system in accordance with established fault
duty calculation procedures. Adequate safety features should be incorporated into all parts of
the system. Listed below ateetelectric system operating and design limits that should be
considered in order to provide safe working conditions for personnel:

A Interrupting devices must be able to function safely and properly under the most
severe duty to which they may be exposed.

A Protection must be provided against accidental contact with energized conductors,
such as enclosing the conductors, installing protective barriers, or installing the
conductors at sufficient height to avoid accidental contact.

A Isolating switches must noeloperated while they are carrying current, unless they
are designed to interrupt such current. They should be equipped with safety interlocks
and warning signs if load or transformer magnetizing cuicadinterrupting and
fault-closing capability areat provided.

A In many instances it is desirable to isolate a power circuit breaker using disconnect
switches. In such cases, the circuit breaker must be opened before the disconnect
switches. Safety interlocks to ensure this sequence should be used rtaigbthe
detailed and specific personnel operating instructions.

A The system should be designed so that maintenance work on circuits and equipment
can be accomplished with the particular circuits and equipmesneigized and
grounded. System design shoutdyde for locking out circuits or equipment for
maintenance, including grounding instructions. A written procedure should be
established to provide instructions on tagging or locking out circuits during
maintenance, and-energizing after completion dfi¢ maintenance work following
disconnection of the grounding equipment.

A Electric equipment rooms, especially those containing apparatus over 600 V, such as
transformers, motor controls, or motors, should be equipped and located to eliminate
or minimize theneed for access by nafectrical maintenance or operating personnel.
Conveniently located exits should be provided to allow quick exit during an
emergency.

A Electric apparatus located outside special rooms should be provided with protection
against mechacal damage due to equipment location, personnel access, and
vehicular traffic. The area should be accessible to maintenance and operating
personnel for emergency operation of protective devices.

A Equipment location should be carefully considered. Amamrdous area should be
set aside for electrical equipment, or it may be necessary to locate exjpasadn
equipment in the hazardous area. The advantages and disadvantages of not only initial
cost but the maintenance cost and the ability to maintaimtégrity of the
equipment should all be carefully considered.

A Warning signs should be installed on electric equipment accessible to unqualified
personnel, on fences surrounding electric equipment, on doors giving access to
electrical rooms, and on condugscables above 600 V in areas that include other
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equipment or pipelines. An electrical singjlee diagram should be installed in each
electrical switching room.

A An adequate grounding system must be installed.

A Emergency lights should be provided whereessary to protect personnel against
sudden lighting failure. In facilities, the Life Safety Codes requires that escape routes
and exits have emergency lighting. In addition, process control locations and electric
switching centers should be equipped vgilindby lighting.

A Operating and maintenance personnel should be provided with complete operating
and maintenance instructions, including wiring diagrams, equipment ratings, and
protective device settings. Spare fuses of the correct ratings should be&l stocke

Electrical Distribution Design

The distribution system should include provisions for predictive and PM requirements in the
initial design. Accessibility and availability for inspection and repair with safety are
important considerations in selecting gupent. Space should be provided for inspection,
adjustment, and repair in clean, wigdihted, and temperatwaontrolled areas.

Investigate the various types of plant distribution systems and select the system or systems
best suited to the requirementglre plant. A variety of basic circuit arrangements is

available for industrial plant power distribution. Selection of the best system or combination

of systems will depend upon the needs of the manufacturing process. In general, system costs
increase wit system reliability if component quality is equal. Maximum reliability per unit
investment can be achieved by using properly applied anebesijned components.

The first step is the analysis of the manufacturing process to determine its reliabdignokee
potential losses and costs in the event of power interruption. Some plant processes are
minimally affected by interruption. Here a simple radial system may be satisfactory. Other
plant processes may sustain ldegn damage or experience excessiva by even a brief
interruption; therefore, a more complex system with an alternate power source for critical
loads may be justified.

Primary Distribution Systems

A Include primary switching, fusing, other protective devices, transformer connections,
ratings, system grounding, nominal loading (kilovalhperes and amperes), and{ow
voltage protectivalevice arrangement for unit substation and load centers. Indicate
each protect i v ecurtestvaiing, syimmetricab interrupting outrent
and asymnatrical momentary or closingndlatching current rating, manufacturer,

type, and model identification. Indicate tap settings on all primary transformers.
Indicate bus ratings in amperes.

Identify major load centers and indicate general electrical coatign:

Identify nominal loads in kilovolamperes and amperes on unit substations,
transformers, and load centers.

Identify and show all major MV loads and motors, including associated transformers
and all other major, significant, and identifiable loassh as motor loads on MCCs,
large press and other motor or drive loads, dedicated lighting loads, arc furnaces,
induction furnaces, special purpose loads, such as data processing and computer

> D>
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applications, welding loads, powerhouse loads, including vireestement, air
compressor loads, etc.

Voltage Considerations

An understanding of system voltage nomenclature and the preferred voltage ratings of
distribution apparatus and utilization equipment is essential to ensure proper voltage
identification throughot a power distribution system. The dynamic characteristics of the
system need to be recognized and the proper principles of voltage control applied so that
satisfactory voltages will be supplied to all utilization equipment under all normal conditions
of operation. Consideration should be given for transient and momentary voltage variations
to ensure appropriate performance of utilization equipment.

A general understanding of the principles of power transmission and distribution in utility
systems is neceary since most industrial plants obtain most of their electric power from the
local electric utility. Figure 45 shows a simplified, divee diagram of a typical utility power
generation, transmission, and distribution system.
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Source:lEEE Std 1411993
Figure 45. Typical utility generation, transmission, and distribution system

Voltage Classes

A High-voltageclass voltages are used to transmit large amounts of electric power
between transmission substations. Transmission substéticated adjacent to
generating stations step the generator voltage up to the transmission voltage. Other
transmission substations transform the high voltage down to MV for subtransmission
and primary distribution. Transmission lines also interconnecsitnassion
substations to provide alternate paths for power transmission for higher reliability.

A Mediumvoltageclass voltages are used for subtransmission and primary distribution.
Medium voltages often supply distribution transformers that step the MV tow
low voltage to supply utilization equipment. Medium voltages may also supply
distribution substations that transform the voltage from a higher to a lower voltage in
the MV class. Medium voltages of 13,800 V and below are also used to supply
utilization equipment such as large motors.
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A Low-voltageclass voltages are used to supply utilization equipment.

Surge Voltage Protection Techniques

Transient overvoltages are due to natural and inherent characteristics of power systems.
Overvoltages may be gentgd by lightning or by a sudden change of system conditions
(such as switching operations, faults, load rejection, etc.), or both. Broadly, the overvoltage
types are normally classified as lightniggnerated and all others as switchgemerated.

The magitude of these overvoltages can be above maximum permissible levels and
therefore need to be reduced and protected against if damage to equipment and possible
undesirable system performance are to be avoided.

A direct lightning stroke current surge will\vethe form of a steep front wave that will

travel away from the stricken point in both directions along the power system conductors
(figure 46). As the surge travels along the conductors, losses cause the magnitude of the
voltage surge to constantly dinsh. If the voltage magnitude is sufficient to produce corona,
the decay of the voltage surge will be fairly rapid until below the corona starting voltage.
Beyond this point the decay will be more deliberate. Properly rated surge arresters at the
plant teminal of the incoming lines will generally reduce the overvoltage to a level the
terminal station apparatus can withstand.

CHARGE ACCUMULATED
BY LIGHTNING

G’A
S~ TRAVELING
\ WAVE

Source:lEEE Std 1411993

Figure 46. Two traveling bodies of charge result when a quantity of charg@osied on
conducting line by lightning

In instances where the local industrial plant system is without lightning exposure, except
from the exposed higholtage lines through stegiown transformers effectively protected

with high-side surge arresters, ligning surges are likely to be quite moderate. Likewise,
surges due to switching phenomena, although more common, are generally not as severe.

Only occasionally would lingo-ground potentials on the local system reach arrester

protective levels. The largaumber of radiating cable circuits with their array of connected
apparatus acts to greatly curb the slope and magnitude of the voltage surge that reaches any
particular item of connected apparatus. However, transformers and other equipment items
connecteds a single load at the end of circuits are particularly vulnerable. Experience has
indicated that certain types of apparatus are susceptible to voltage surges for almost any
circuit connection arrangement, and it is advisable to fully investigate teiiosof

damaging voltage surges.
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The occurrence of abnormal applied voltage stresses, transientjsieordr sustained
steadystate, contributes to premature insulation failure. Electrical organic insulation
deterioration to the point of failure rdts from an aggregate accumulation of insulation
damage that finally reaches the critical stage, in which a conducting path is rapidly driven
through the insulation sheath and failure (short circuit) takes place. Large amounts of current
may then be drivethrough the faulted channel, producing large amounts of heat. An
excessive increase in temperature results, which rapidly expands the zone of insulation
damage, and complete destruction occurs rather quickly unless the supply of electric current
is interupted. Some insulation punctures that might be discovered after special
nondestructive testing of apparatus will require repair or replacement.

The optimum method of avoiding insulation failure is having balanced, or coordinated,
protection. An acceptabkystem of insulation protection will be influenced by a number of
factors. Of prime importance is a knowledge of the insulation system withstand capability
and endurance qualities. These properties are indicated by instgitegodesignations and
specified highpotential and surgeoltage test withstand capabilities. Another facet of the
problem relates to the identification of likely sources of overvoltage exposure and the
character, magnitude, duration, and repetition rate that are likely to be intpoeste
apparatus and circuits.

The appropriate application of surgeotective devices will lessen the magnitude and

duration of surges as seen by the protected equipment, and is the most effective tool for
achieving the desired insulation security. Ariing understanding of the behavior pattern of
electric surge voltage propagation along electrical conductors is necessary to achieve the
optimum solution. The problem is complicated by the fact that insulation failure results not
only because of impress@vervoltages, but also because of the aggregate sum total duration
of such overvoltages. No simple devices are available that can correctly integrate the
cumulative effects of sequentially applied excessive overvoltage. The time factor must be
estimatecand then factored into the design and application of the protection system.

As stated, lightning is a major source of transient overvoltage. Some industrial operations use
openwire overhead lines that are subject to direct exposure to lightning, allbgltgng

surges to be propagated into the industrial distribution system. However, many industrial
complexes have cable entrances with sungester protection installed at the overhead
underground junction. Although the surge arresters protect kie eatrance, they will not
necessarily protect the substation equipment from incoming surges; additional arresters may
have to be installed at the cable ol point or last transformer.

System Protective Devices

Power system protective devices provide intelligence and initiate the action that enables
circuit switching equipment to respond to abnormal or dangerous system conditions.
Normally, relays control power circuit breakers rated above 600 V and cuespunsive,
self-contained elements opé&eanultiplepole, lowvoltage circuit breakers to isolate circuits
experiencing overcurrents on any phase. Similarly, fuses function alone or in combination
with other suitable means to properly provide isolation of faulted or overloaded circuits. In
othercases, special types of relays that respond to abnormal electric system conditions may
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cause circuit breakers or other switching devices to disconnect defective equipment from the
remainder of the system.

Power Factor and its Effects in Electrical Distution Systems

Maintaining a high power factor in a plant can yield direct savings. Some, such as reduced
power bills and release of system capacity, are quite obvious; others, such as improved
voltage and decreaséfR losses, are less obvious but nonethglreal, as are many indirect
savings as a result of more efficient performance.

The cost of improving the power factor in existing plants and of maintaining proper levels as
load is added depends on the pofastor value selected and the equipment chésesupply
the compensating reactive power.

Adding capacitors generally is the most economical way to improve the plant power factor,
especially in existing plants. There are cases in which synchronous motors may prove most
economical or beneficial.

Capadors have several beneficial features, including relatively low cost, ease of installation,
minimal maintenance requirements, very low losses, plus the fact that they are manufactured
in a variety of sizes. Individual units also can be combined intoxdeiibenks to obtain a

large range of ratings. Thus, capacitors can be added in small or large units to meet existing
operating requirements with additional units added only when necessary to meet increased
future requirements. Caution must be exerciseapplying capacitors, however, as they are
sensitive to overvoltage and may severely impact systems that have nonlinear loads requiring
harmonic currents and/or equipment sensitive to switching transients.

Power Switching, Transformation, and MotGontrol Apparatus

Switching apparatus can be defined as a device for opening and closing, or for changing the
connections of a circuit. The general classification of switching apparatus as defined in IEEE
Std 1411993, chapter 10, includes switches, fuses, cibreiakers, and service protectors.

The types of switches normally used for power circuits include the following: isolating; load
interrupter; safety switches for 600 V and lower power applications, including bolted
pressure switches and highessure conta switches and power protectors; transfer switches
for load transfer, including emergency and standby switching.

Transformers have many classifications that are useful in industry to distinguish or define
certain characteristics of design and applicafidrere are two classifications based on the
rating of transformers measured in kilovathperes: the distribution type covers the range of
3 to 500 kVA; the power type covers all ratings above 500 kVA.

The majority of motors utilized by industrial firmseaintegral HP induction motors of
squirretcage design supplied from distribution systems of tpieese 600 V AC and below.

The choice of an integral HP controller depends on a number of factors:
A Power System. Does it use DC or AC; is it singfmse orlreephase? What is the
voltage and frequency? Will the system permit large inrush currents during full
voltage starting without excessive voltage drop?
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A Motor. Is the controller to be used with DC, squigabe induction, wounrdbtor

induction, synchronaimotor, or adjustable frequency drives? What is the HP? Will

the motor be jogged or reversed frequently? What is the acceleration time from start

to full speed? Will the motor design specify reduced current inrush?

Load. Is the load geared, beltiven, o directcoupled? Loaded or unloaded start?

Operation. Is operation to be manual or automatic?

Protection. Are fuses or circuit protectors to be used forsirait protection? To

size the elements of motor overload relays, theldaltl current of thenotor, the

ambient temperature at the motor, controller, and the service factor of the motor

should be known.

Environment. Will the motor and controller be subjected to excessive vibration, dirt,

dust, oil, or water? Will either be located in a hazardowoosive area?

A Cable Connections and Space. Will there be the required space for cable entrance,
bending radius, terminations, and for reliable connections to line and load buses? Will
capacitors be installed at the motor terminal box for power faotoeation? Will
surgeprotective equipment, surge arresters, and capacitors, be installed at the motor
terminal box? Will CTs for motor differential protection be installed at the motor
terminal box?

> >
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Cable System Basics

The primary function of cable is tarry energy reliably between source and utilization
equipment. In carrying this energy, there are heat losses generated in the cable that must be
dissipated. The ability to dissipate these losses depends on how the cables are installed, and
this affectseir ratings.

Cables may be installed in raceway, in cable trays, underground in duct or direct buried, in
cable bus, as open runs of cable, or may be messenger supported.

The selection of conductor size requires consideration of the load current toide @ad

the loading cycle, emergency overloading requirements and duration, fault clearing time and
interrupting capacity of the cable overcurrent protection or source capacity, voltage drop, and
ambient temperatures for the particular installation cadit Caution must be exercised

when locating conductors in high ambient heat areas so that the operating temperature will
not exceed that designated for the type of insulated conductor involved.

Insulations can be classified in broad categories as saliditions, taped insulations, and
special purpose insulations. Cables incorporating these insulations cover a range of
maximum and normal operating temperatures and exhibit varying degrees of flexibility, fire
resistance, and mechanical and environmemtgkction. The installation of cables requires

care in order to avoid excessive pulling tensions that could stretch the conductor or insulation
shield, or rupture the cable jacket when pulled around bends. The minimum bending radius
of the cable or condtmrs should not be exceeded during pulling around bends, at splices,

and particularly at terminations to avoid damage to the conductors. The engineer should also
check each run to ensure that the conductor jamming ratio is correct and the maximum
allowablesidewall pressure is not exceeded.

Provisions should be made for the proper terminating, splicing, and grounding of cables.
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Minimum clearances must be maintained between phases and between phase and ground for
the various voltage levels. The terminatimgnpartments should be designed and constructed

to prevent condensation from forming. Condensation or contamination on MV terminations
could result in tracking over the terminal surface with possible flashover. Many users test
cables after installation amériodically test important circuits. Test voltages are usually DC

of a level recommended by the cable manufacturer for the specific cable. Usually this test
level is well below the DC strength of the cable, but it is possible for accidental flashovers to
weaken or rupture the cable insulation due to the higher transient overvoltages that can occur
from reflections of the voltage wave.

The application and sizing of all cables rated up to 35 kV is governed by the NEC. Cable use
may also be covered undertstand local regulations recognized by the local electrical
inspection AHJ in a particular area.

Busway Design

Busways are an integral part of the l@altage distribution system for industrial plants at

600 V and below. Busways are particularly advantageehen numerous current taps are
required. Plugn devices with circuit breakers or fusible switches may be installed and wired
without deenergizing the buswaly if so labeled by the manufacturer. Power circuits over
600A are usually more economical arefjuire less space with busways than with conduit
and wire. Busways may be dismantled and reinstalled in whole or in part to accommodate
changes in the electrical distribution system layout.

Busway conductors and curresdrrying parts can be either copperluminum or copper

alloy rated for the purpose. Compared to copper, electrical grade aluminum has lower
conductivity (the minimum for aluminum is 55%; for copper, 97%) and less mechanical
strength. Generally, for equal currasarrying ability, aluminums lighter weight and less

costly. To prevent oxides or insulating film on the surfaces, all contact locations on-current
carrying parts are plated with tin or silver (the exception being copper conductors in lighting
busways and trolley busways). Powadalistribution busways use Belleville springs

(concave washers) and bolting practices at the joints to maintain mechanical integrity.

Busway is usually manufactured in 10 ft sections. Since the busway must conform to the
building structure, all possiblembinations of elbows, tees, and crosses are available. Feed
and tap fittings to other electric equipment, such as switchboards, transformers, motor
control centers, etc., are available. Plugs for fuigusway use fusible switches and/or
moldedcase cirait breakers to protect the feeder or branch circuit. Neutral conductors may
be supplied, if required.

Four types of busways are available, complete with fittings and accessories, providing a
unified and continuous system of enclosed conductors (figure 47)
1. Feeder busway for lowmpedance and minimum voltage drop for distribution of
power as needed
2. Plugin busway for easy connection or rearrangement of loads
3. Lighting busway to provide electric power and mechanical support for lighting or
small loads
4. Trolley busway for mobile power tapoffs to electric hoists, cranes, portable tools, etc.
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FEEDER  LIGHTING PLUG-IM TROLLEY

Source:lEEE Std 1411993

Figure 47. Versatility of busways, showing use of feeders, piydighting, and trolley
lights

d. Discuss protection and coordination with regard to the following elements (IEEE
Buff Book; reference IEEE Std-242 or another source can be used as a guide in
developing the discussion):

A Fault calculations

Short-circuit current calculations for single and three-phase circuits

Instrument transformer basics

Protective relay selection and application

Fuse selection and application

Low-voltage circuit breaker fundamentals (IEEE Blue Book; reference IEEE

Std-1015)

Ground-fault protection fundamentals

Conductor, motor, transformer, generator, and bus and switchgear protection

Maintenance, testing, and calibration of electrical systems

> > D> D> D>

All of the following is taken from IEEE St842, except for Lowoltage circuit breaker
fundamentals, which is taken from IEEE S10l15.

Fault Calculations

The process of calculating protective device fault levels requires a series of steps. Today,
most analysts choose to perform these calculations using computers, and the procedure
outlined in the bulleted list below assumes that computers are used. Halwe&sic

principles apply to manual calculations, although the analyst in that instance should be more
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careful to decide up front precisely what information is needed in order to minimize the
amount of tedious work to be done.

A State the problem to be sebl. The nature of the problem determines the type of
calculation to be done and, in turn, dictates what specific data are required. In the
present context, the calculation is of fault currents for protective devices. However,
unlike fault calculations fobreaker applications, protective device calculations
generally are not done for every bus.

A Collect data. This step entails understanding the interconnection of the various
components that make up the system, as well as collecting data on each of the
compaents. A ondine diagram is usually an essential tool in correlating system
data, and some analysts choose to use théir@ndiagram as the principal tool for
recording all the data.

A Put aside information that does not apply to the immediate problemer&ly, power
factor capacitors, surge arresters, and surge capacitors do not contribute to the
distribution of fault current as recognized by protection engineers, so these
components may be ignored. More generally, however, some information may affect
the magnitude of protective device currents, but not necessarily the currents of
interest in the immediate problem; and in the interest of saving time, ignoring these
data may be possible. A good example of this type of data issegreence data.
Deltacomected transformers establish boundaries for-gequence calculations,
and, if the problem statement calls for grodadit data in only one area of the
system, entanglement with zesequence data in other areas may be avoided.

Decide on a common bafw the perunit calculations.

Convert component impedances to-peit values on the appropriate base quantities.
These peunit values should be arranged in the fashion required by the computer
software. For a manual calculation, they should be redardea ondine diagram.
Computer software usually accepts nominal nameplate parameters and performs this
tedious and exacting task.

A Perform the network reduction calculations necessary to arrive at dpeing

positive and zeresequence impedance vadugt each point of interest defined by the

original statement of the problem. Using these dripogt impedances, the

sequence impedance network interconnections should be set up to calculati per

magnitudes of sequence currents. Finally, theseipéeralues should be converted

into ampere values. Again, this tedious, iommsuming calculation is most often

done with the computer today.

A Set up the sequence impedance connections needed for the desired currents. Again,
many computer programs can thiststep automatically, but it is instructive to take

raw drivingpoint impedances and perform this step by hand.

A Record the calculated currents. This step is often overlooked although it is extremely
important.

> >

ShortCircuit Current Calculations for Sing- and ThreePhase Circuits

Shortcircuit currents can create massive destruction to the power system. Short circuits
typically have magnitudes many times greater than load currents. The consequences of these
high-magnitude currents can be catastrophicdonal operation of the power system. First,

the presence of sheetrcuit currents in system conductors results in additional heating,
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which the system is usually not designed to sustain continuously. These currents also
introduce severe mechanical fasaen conductors, which can break insulators, distort
transformer windings, or cause other physical damage. The flow cfiaghitude short
circuit currents through system impedances may also result in abnormally low voltages,
which in turn lead to othense healthy equipment being forced to shut down. Finally, at the
point of the short circuit itself, generally the release of energy in the form of an arc, if left
uncorrected, can start a fire, which may spread well beyond the point of initiation.

Of all the demands placed upon the power system protection engineer, the most analytical is
to determine the magnitude of voltages and currents that the system can produce under
various shortircuit conditions. Only when these quantities are understood can the
apdication of protective devices proceed with confidence that they will perform their
intended function when short circuits occur.

The most fundamental principle involved in determining the magnitude of&houit
current i s Ohmoés owsanvanetwork ef impadancee isrelatead toshe f |
driving voltage by the relationship

| = V
Z
Where:
| = short circuit current
V = voltage

Z = impedance

The general procedure for applying this principle entails the three steps involved in
Theveninds Theorem of <circuits.
A Develop a graphical representation of the system, called-nen@r singleline)
diagram, with symbolic voltage sources and circuit impedances.
A Calculate the total impedance from the source of current (i.e., the drivitage) to
the point at which a hypothetical shaertcuit current is to be calculated. This value is
the Thevenin equivalent impedance, sometimes called the driving point impedance.
A Knowing the opencircuitpre aul t voltage, useesBditmés Law
circuit current magnitude.

Of course, the actual application of these basic principles is more involved, and the
remainder of IEEE St@42, chapter 2.6 is devoted to a treatment of the specific details of
shortcircuit current calculations.

Instrunent Transformer Basics

A CT transforms line current into values suitable for standard protective relays and isolates
the relays from line voltages. A CT has two windings, designated as primary and secondary,
which are insulated from each other. The variypes of primary windings are covered in

IEEE Std 2422001, section 3.2.1. The secondary is wound on an iron core. The primary
winding is connected in series with the circuit carrying the line current to be measured; and
the secondary winding is connectedorotective devices, instruments, meters, or control
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devices. The secondary winding supplies a current in direct proportion and at a fixed
relationship to the primary current.

The four common types of CTs are as follows:
A A wound CT has a primary windirgpnsisting of one or more turns mechanically
encircling the core or cores. The primary and secondary windings are insulated from
each other and from the core(s) and are assembled as an integral structure (figure 48).

Figure 48 Wound CT

A A bar CT has a fixed, insulated, straight conductor in the form of a bar, rod, or tube
that is a single primary turn passing through the magnetic circuit and is assembled to
the secondary, core and winding (figure 49).

Figure 49. Bar CT

A A window CT has a secondary winding insulated from and permanently assembled on
the core, but has no primary winding as an integral part of the structure. Primary
insulation is provided in the window through which one or more turns dinhe
conductor can be passed to provide the primary winding (figure 50).

218



Source:Figures 4850, IEEE Std 242001
Figure 50. Window CT

A A bushing CT has an annular core and a secondary winding insulated from, and
permanently assdofed on the core, but has no primary winding or insulation for a
primary winding. This type of CT is used with a fully insulated conductor as the
primary winding and used typically in equipment where the primary conductor is a
component part of other app#uis, for example, on bushings of a transformer or
circuit breaker.

The secondary windings of bushing CTs are usually fully distributed around the core.
Typically they are multiratio with each winding tap also being fully distributed.

Protective Relay Satéon and Application

Power systems should be designed so that protective relays operate to sense and isolate faults
quickly to limit the extent and duration of service interruptions. Protective relays are

important in industrial power systems because tagyprevent large losses of production

due to unnecessary equipment outages or unnecessary equipment damage occurring as a
result of a fault or overload. Other considerations are safety, property losses, and
replacements.

Protective relays have been eallthe watchdogs, or silent sentinels, of a power system.
Protective relays are classified by the variable they monitor or by the function they perform.
For instance, an overcurrent relay senses current and operates when the current exceeds a
predeterminedalue. Another example is a thermal overload relay that senses the
temperature of a system component, either directly or indirectly (as a function of current), or
both, and operates when the temperature is above a rated value.

The application of relays @ften called an art rather than a science because judgment is
involved in making selections. The selection of protective relays requires compromises
between conflicting objectives, while maintaining the capability of operating properly for
several systeraperating conditions. These compromises include providing
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maximum protection

minimum equipment cost

reliable protection

high-speed operation

simple designs

high sensitivity to faults

insensitivity to normal load currents

selectivity in isolating a minimurportion of the system

T v > T D D

Planning for the protection system should be considered in the power system design stage to
ensure that a good system can be implemented. The cost of applying protective relays should
be balanced against the potential costs of notighray protection.

Fuse Selection and Application

Fuse selection, application, and classification are dealt with in detail in IEEE S&D@42
chapters 5 and 6. A general overview is presented here.

A low-voltage fuse is a device that protects a cirbyibpening its curreatesponsive

element when an overcurrent passes through it. A fuse, as definedhurtiogitative

Dictionary of IEEE Standardseventh edition, is an overcurrent protective device with a
circuit-opening fusible part that is heatettlasevered by the passage of the overcurrent
through it. Note: A fuse comprises all the parts that form a unit capable of performing the
prescribed functions. It may or may not be the complete device necessary to connect it into
an electric circuit.

A fusehas the following functional characteristics:

A It combines both the sensing and interrupting elements in orecsetfined device.

A ltis direct acting in that it responds to a combination of magnitude and duration of
circuit current flowing through it.

A It normally does not include any provision for manually making and breaking the
connection to an energized circuit, but requires separate devices (e.g., a disconnect
switch) to perform this function.

A ltis a singlephase device. Only the fuse in the phasghaises subjected to
overcurrent responds to-@mergize the affected phase or phases of the circuit or
equipment that is faulty.

A After having interrupted an overcurrent, it is renewed by the replacement of its
currentresponsive element before restoratidiservice.

ANSI standards and IEEE standards define tvigltage fuses as fuses rated above 1,000 V.
High-voltage fuses are available in voltages through 169 kV maximum rating. ANSI-C84.1
2006,American National Standard for Electric Power Systems andpftend Voltage

Ratings (60 Hertz)defines MV systems as having a nominal voltage greater than 1,000 V
and less than 100,000 V. Higloltage systems are defined as having a nominal voltage equal
to or greater than 100,000 V and equal to or less than@BY¥,0Highvoltage fuses are,
therefore, used on both mediuand highvoltage systems up to their maximum voltage
ratings.
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Low-Voltage Circuit Breaker Fundamentals (IEEE Blue Book; reference |IEERE®IS)

A selectively coordinated power system has ptoteadevices that isolate the smallest

portion of the system when interrupting a short circuit or overload and thus limit damage to
components. This is accomplished with lgeltage circuit breakers by the selection of
appropriate operating ratings, triparacteristics, and trip settings so that only the closest
circuit breaker on the source side of an overcurrent condition clears the abnormality.

The lowvoltage circuit breaker has a protective element that operates in response to the
magnitude and duratn of current passing through it. It is direct acting in that the current
through it provides energy to release the opening mechanism. The characteristigrtane
curve has a band of operating area. The upper limit of the band represents the matanum to
clearing time for the circuit breaker. The lower limit of the band shows the maximum
resettable delay, i.e., the maximum time that a given amount of through current (e.g., a fault
or overload) may persist and then subside without tripping the cireaikér. Bands

indicating the pickup current (vertical asymptote) of the characteristic show the tolerance of
the pickup point. Currents less than the linge pickup band can be sustained without
tripping the circuit breaker. Currents at or above the wijopé of the band will result in

tripping of the circuit breaker.

The lowvoltage power circuit breaker (LVPCB) may be found in two general varieties:
those with electromechanical trip devices, and those with electronic trip devices. Each has
some combiation of longtime delay, shoftime delay, instantaneous, and grodadlt trip
elements. IEEE C37.1¥997,American National Standard for Trip Devices for AC and
General Purpose DC Low Voltage Power Circuit Breakdesines those characteristics and
thar limits. Dual trip devices have loAgme and instantaneous elements. Selective trip
devices have longme and shortime elements. Triple selective devices have {tome,
shorttime, and instantaneous elements.

Electromechanical trip devices use a metg: circuit directly applied to the circthireaker
currentcarrying conductor. A variety of springs, dashpots, and escapements provide the
time-current characteristic (figure 51). The time delay band is relatively broad due to the
tolerance of the mechaal devices, temperature, wear, age, etc. Sensitive gifauttd

protection must be provided by external sensing and remote tripping devices. Those remote
devices must trip the LVPCB by a shunt trip.

Electronic trip devices have become the industry st@hdensors detect the current and
provide tripping energy. The tirmmurrent characteristic is electronically developed and is
more accurate with narrower tolerances than for the electromechanical device (figure 52).
The longtime element provides overldarotection and the shetime and instantaneous
elements provide fault protection.
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Figure 51. Typical timecurrent plot for electromechanical trip devices
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Figure 52. Typical timecurrent plot for electronic trip devices

GroundFault Protection Fundamentals

Distribution circuits that are solidly grounded or grounded through low impedance require
fast clearing of ground faults. This need for speed is edlyettige in low-voltage grounded
wye circuits that are connected to busways or long runs of metallic conduit. The problem
involves sensitivity in detecting low growfdult currents as well as coordination between
main and feeder circuit protective devices

Most industrial and commercial power systems are supplied from electric utility systems that
are solidly grounded (figure 53). If the user must immediately convert to lower voltage, the
power transformers typically have a dettannected primary and a egonnected secondary

that can again be connected solidly to ground. This configuration results in a system that can
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be conveniently protected against evettages and ground faults. The system has flexibility
because the neutral can be carried with tiesp conductors, and this feature permits
connecting loads from phase to phase and from phase to neutral.

Systems Above 600 V

Ground relaying of MV and highioltage systems that are solidly grounded has been
successfully accomplished for many years usasgaiually connected ground relays or zero
sequence sensing. The circuit breakers normally have CTs to provide the signal for the
phaseovercurrent relays, and the grouwodercurrent relay is connected in the wye point

(i.e., residual) to provide increasgensitivity for ground faults. Grourfdult magnitudes

usually are comparable to phdselt magnitudes and are, therefore, easily detected by relays
or fuses unless they occur in equipment windings near the neutral point.

Systems 600 V and Below

All 208 V systems are solidly grounded so that loads can be connected from line to neutral to
provide 120 V service. Similarly, all 480 V systems that are to serve 277 V lighting should
also be solidly grounded. As a result of this requirement\V8@stems in mdscommercial
buildings and many industrial plants are solidly grounded. Even where 277 V lighting is not
used, 480 V systems in many industrial plants are solidly grounded to limit overvoltages and
to facilitate clearing ground faults.
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Source:lEEE Std 22-2001
Figure 53. Direct or solid grounding (uses ground relays to trip)

Conductor Protection

The proper selection and rating or derating of power cables is as much a part of cable
protection as the application of the shartuit and overcurrent protection devices. The

whole scheme of protection is based on a cable rating that is matched to the environment and
operating conditions. Methods of assigning these ratings are discussed in chapter 9 of IEEE
242-2001.
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Motor Protection

Many factors should be considered in choosing motor protection: motor importance, motor
rating (from one to several thousand HP), thermal limit of rotor or stator, environment, power
system source and its neutral grounding method, type of motor contrtulld?y@tection for

each specific motor installation should meet the requirements of the application. Power
quality of the plant distribution system should be given appropriate attention, especially with
regard to voltage sags and surges, harmonics, sémgceuptions, and operation of

distribution line reclosers.

Transformer Protection

Transformer failure may result in loss of service. However, prompt fault clearing, in addition
to minimizing the damage and cost of repairs, usually minimizes systambdiste, the

magnitude of the service outage, and the duration of the outage. Prompt fault clearing usually
prevents catastrophic damage. Proper protection is, therefore, important for transformers of
all sizes, even though they are among the simplestnastireliable components in the

pl antds electrical system.

Generator Protection

Generator protection requires the consideration of many abnormal conditions that are not
present with other system elements. The following abnormal conditions may occur with
generators:
A Overheating
o Stator (due to overload or loss of cooling)
0 Rotor (due to overexcitation, loss of cooling)
Winding faults
o Stator (phase and ground faults)
o Rotor (ground faults and shorted turns)
Overspeed and underspeed
Overvoltage
Loss of excitatia
Motoring
Unbalanced current operation
Out of step
Subsynchronous oscillations
Inadvertent energization
Nonsynchronized connection

>\
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Where the equipment is unattended, it should be provided with automatic stator and rotor
protection against all harmful coitidns. In installations where an attendant is present, use of
alarms on some abnormal conditions may be preferable to removing the generator from
service. Generator protective schemes vary depending on the objectives to be achieved.

Bus and Switchgear Prection

The substation bus and switchgear are the parts of the power system used to direct the flow
of power to various feeders and to isolate apparatus and circuits from the power system.
These parts include the bus bars, circuit breakers, fuses, distonrgevices, CTs, voltage
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transformers, and the structure on or in which they are mounted. Thbusreiers to the
bus within an assembly of equipment (e.g., MV, metallosed switchgear, MV control,
low-voltage switchgear, power switchboards, paoattds, MCCs, bus duct).

Maintenance, Testing, and Calibration of Electrical Systems

Chapterl6 of IEEE 2422001 sets out recommendations and procedures for the maintenance
of electrical switchgear having rated voltages not greater than 34.5 kV. At vaitages

this level, the design of equipment, system operations, and consequently maintenance
requirements and practices may differ significantly. However, the principles formulated in
this recommended practice, especially the principles regarding the ciapetysonnel, are for

the most part applicable at the higher voltages.

e. Discuss electrical system grounding with regard to the following elements (IEEE
Green Book; reference IEEE Std-142 or another source can be used as a guide in
developing the discussion):

A Electrical system grounding fundamentals
A Electrical equipment grounding fundamentals
A Static and lightning grounding fundamentals

The following is taken from IEEE Std 142091.

Grounding of an electrical system is a decision that must be faced sorbgtinuest

engineers charged with planning or modifying electrical distribution. Grounding in some

form is generally recommended, although there are certain exceptions. Several methods and
criteria exist for system grounding; each has its own purposeh# iatention of this section

to assist the engineer in making decisions on the subject by presenting basic reasons for
grounding or not grounding and by reviewing general practices and methods of system
grounding.

The practices set forth in IEEE Std 1391, chapter 1, are primarily applicable to industrial
power systems that distribute and utilize power at medium or low voltage, usually within a
smaller geographical area than is covered by a utility. Where distances or power levels may
dictate circuitry ad equipment similar to a utility, consideration of utility practices is
warranted. However, restrictions of the NEC, particular needs of service, and the experience
and training of the workforce should also be considered.

Where an industrial power systentludes powegenerating equipment, the reasons for
grounding these components may be the same as those for grounding similar components of
public utility systems. The methods of grounding would generally be similar under like
conditions of service. Howey, in the industrial setting, conditions of service may be altered
by

A location within the power system

A individual generator characteristics

A manufacturing process requirements

All of these may affect grounding decisions.
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The NEC, sponsored by the NFPA, tains regulations pertaining to system and equipment
grounding applicable to industrial, commercial, and special occupancy facilities. These rules
are considered minimum requirements for the protection of life and property and should be
carefully reviewedluring the course of system design.

System grounding, or the intentional connection of a phase or neutral conductor to earth, is
for the purpose of controlling the voltage to earth, or ground, within predictable limits. It also
provides for a flow of currg that will allow detection of an unwanted connection between
system conductors and ground and which may instigate operation of automatic devices to
remove the source of voltage from conductors with such undesired connections to ground.
The NEC prescribesertain system grounding connections that must be made to be in
compliance with the code. The control of voltage to ground limits the voltage stress on the
insulation of conductors so that insulation performance can be more readily predicted. The
controlof voltage also allows reduction of shock hazard to persons who might come in
contact with live conductors. An example of a grounding system is shown in figure 54.
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Figure 54. Grounding systems

Electrical EQuipment Grounding Fundamentals

As found in chapter 2 of IEEE14P9 91, the term Aequi pment gr ol
interconnection and grounding of the nonelectrical metallic elements of a system. Examples

of components of the equipmegtounding syst@ are metallic conduit, motor frames,
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equipment enclosures, and a grounding conductor. Note that a grounding conductor is a part
of the equipment grounding system, as distinguished from a grounded conductor, which is a
part of the power distribution system

The basic objectives of an equipmgnbunding system are the following:
A To reduce electric shock hazard to personnel
A To provide adequate current carrying capability, both in magnitude and duration, to
accept the grounthult current permitted by the excurrent protection system
without creating a fire or explosive hazard to building or contents
A To provide a low impedance return path for grofendt current necessary for the
timely operation of the overcurrent protection system

Effective equipment grauding practices can minimize personal injuries. A breakdown of
insulation can cause accidental contact between an energized electrical conductor and the
metal frame that encloses it. Such contact tends to energize the frame to the voltage level of
the condictor. Avoiding shockazard voltage requires nullifying this tendency. The
equipmemngrounding system should do this by forming a low impedance path to ground.

The impedance of the grounding conductor must be low enough to accept the available line
to-ground-fault current without creating a hazardous impedance voltage drop. The available
groundfault current of the supply system will have a direct bearing on the equipment
grounding conductor requirements.

The grounding conductor must also function to candtloe available grounthult current
(magnitude and duration) without excessive temperature rise or arcing. The use of a large
crosssection grounding conductor is not enough. All parts of the fault circuit, including the
terminations and other parts, mbg capable of carrying the fault current without distress.
The installation must also provide a lower impedance fault return path than other possible
parallel paths that may have inadequate cutamying capacity. Summaries of larpss

fires indicae that approximately one out of four fires in manufacturing establishments
originate in electrical systems. These reports undoubtedly place some unjustified blame on
electrical systems. Effective design, installation, and maintenance of equigroenting
systems are vital elements in reducing these fire hazards.

Joints and connectors are critical components of the fault return path. Good workmanship is
essential to a safe system and must be demanded. Supervision of installation, inspection, and
proper maintenance should assure that the grounding system is not compromised. One of the
more critical connections is the locknut connection between metallic raceway or cable and
the sheet metal enclosure. Particular assurance that this connection be made aimkethaint
clean and tight is imperative. A grounding bushing, as required by NFPA 70 for services and
systems of over 250 V to ground, with its terminal bonded to an adequate terminal within the
enclosure, is recommended for all applications.

The equipmenground system is an essential part of the overcurrent protection system. The
overcurrent protection system requires a-lowpedance ground return path to operate
promptly and properly. The earth ground system is rarely of low enough impedance and is
not interded to provide an adequate return path. The impedance of the grounding conductor
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must be low enough that sufficient groufaalt current will flow to operate the overcurrent
protective device and clear the fault rapidly. In AC applications, it is theitgp@dance (R

+ jX) that controls the current division among paralleled paths. In 60 Hz circuits rafed 40
or less, the circuit reactance (jX) is an insignificant part of the circuit impedance. Because
reactance increases significantly with conductor isgjmm, reactance is the predominant
element of impedance for open wire and tray systems for circuits rated above 200 A. For
cable systems or conductors in conduit with close proximity, reactance is a significant
component of impedance for circuits rate@10200 A. The reactance of an AC circuit is
determined mainly by the spacing between outgoing and return conductors and is only
slightly affected by conductor size (figure 55). The circuit resistance is directly affected by
conductor size. This means tlia¢ ratio of X/R and the relative effect of reactance on circuit
impedance increases as the conductor size increases.

Note: Increased separation spacing between grounding and phase conductors increases not
only the reactance pof the grounding conductdaut also the zersequence reactance &f

the phase conductors. In 60 Hz AC circuits rated above 40 A, it becomes mandatory that the
installed grounding conductor be physically placed to present a much lower reactance than
other less capable parallel paith
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Figure 55. Variation of R and X with conductor size and spacing
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Static and Lightning Grounding Fundamentals

Chapter 3 of IEEE Std 142991 covers static electricity, its generation, proven methods of
safeguarding from the hazards of this phenomenon by grounding and other methods, and
lightning-protection grounding. The discussion below provides a general overview of these
concepts.

The accumulation of static electricity on equipment, on materials baimgied or processed,

and on operating personnel introduces a potentially serious hazard in any occupancy where
flammable or explosive liquids, gases, dusts, or fibers are present. The discharge of an
accumulation of static electricity from an object tognd or to another charged object of
different voltage can be the cause of a fire or an explosion if it takes place in the presence of
readily flammable materials or combustible vapor and air mixtures. Such fires and explosions
have caused injury to perseel and loss of life, as well as millions of dollars of loss in

property damage and business interruption.

Protection of human life is the first objective in attempting to control static charges. Besides
the danger to lives from explosions or fires thatymesult from a static spark, there is also

the danger that a person, becoming startled when suddenly subjected to a static shock, may
fall or accidentally come into contact with some moving equipment.

The second aim in eliminating or mitigating stafiectricity is to prevent losses in the
following categories:

A Capital investment in buildings and equipment due to fires or explosions

A Operating costs for storing flammable materials

A Overhead and loss of production due to fires or explosions

A Capital investrent in sensitive electronic equipment due to excessive or rapidly

changing voltage
A Loss of electronically stored data due to voltage transients

If losses such as those listed can be avoided by proper static control, the expenditure required
to secure thiprotection is good insurance.

Many static problems can be solved by bonding the various parts of the equipment and
grounding the entire system. Bonding (connecting the two objects together) minimizes
voltage differences between conductive objects, thusepteg sparking between two

bodies, as shown in figures 56 and 57. Grounding minimizes voltage differences between
objects and the ground, as shown in figure 58. Bonding and grounding should be done by
bare or insulated wire, no. 6 or no. 4 AWG (for metbal strength), though the current is

on the order of microamperes. Any ground adequate for power circuits or lightning
protection is adequate for protection from static electricity. Even a ground resistance of

1 MW is adequate for static grounding. Whgreunding or bonding wires are exposed to
damage, they should be run in rigid metal conduit or pipe. Equipment or tanks inherently
bonded or grounded by their contacts with ground do not need special means of bonding. For
moving objects, a grounding brushwipe of carbon, brass, or spring bronze may be used, as
shown in figure 59.
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CHARGED BODY

UNCHARGED BODY
INSULATED FROM

INSULATED FROM

GROUND GROUND

Charge Q = 6 uC

Capacitance C to Charge @ =0
Capacitance C = 0.01 uF

ground = 0.01 uf
Voltage V to ground
and uncharged body = 600V

VI AONNNNNY 77 AANNN NV 7ANNANNNY 777 7NNV
GROUND

Voltage V to ground = 0

Figure 56. Charged and uncharged bodies insulated from ground

BOTH BODIES BONDED

TOGETHER WILL SHARE
BOND WIRE THE CHARGE AND HAVE NO

POTENTIAL DIFFERENCE

Charge Q on both sides = 6 uC
Capacitance C to ground for both bodies = 0.02 uF

Voltage V to ground = 300 V
V/r‘f/fa’\\\\\\)’/f!!f.{\\c\s

NNV T 77 7ANNNAINNVTI 7777 A VNN
ROUND

Figure 57. Both insulated bodies share the same charge

BOTH BODIES BONDED AND
BOND WIRE GROUNDED PERMIT CHARGE
TO FLOW TO GROUND

GROUND

Charge @ on both bodies = 0
Capacitance C to ground = 0.02 uF
Voltage V to ground = 0

Y7777 7NN\ 77777 NN SN 77777 ENNNXX\Y 777 77 7S T X Ix s

Figure 58. Both bodies are grounded and have no charge
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Source:Figures 5659, IEEE Std 142991

Figure 59. Methods of ground metal rollers or shafting: (a) spring bronze brush, (b) brass or
carbon brush(c) carbon brush and holder

Lightning-protection grounding is essential for the protection of buildings, transmission lines,
and electrical equipment from lightning discharges and surges.

f. Discuss emergency and standby power with regard to the following elements
(IEEE Orange Book; reference IEEE Std-446 or another source can be used as a
guide in developing the discussion):

A Emergency and standby power guidelines

A Generator and electric utility system fundamentals (IEEE Brown Book;
reference IEEE Std-399)

A Stored energy system fundamentals

A Protection device fundamentals

The following is taken from IEEE St¢46-1995.

Emergency and Standby Power Guidelines

While all who use electric power desire perfect frequency, voltage stability, and reliability at
all times,this cannot be realized in practice because of the many causes of power supply
disturbances that are beyond the control of the utility. For example, power failures can be
caused by automobiles hitting poles; animals climbing across insulators; lightkings
overhead lines; and high winds blowing tree branches and other debris into lines.

The lightning, wind, and rain produced by thunderstorms and tornadoes can also cause power
interruptions and transients. Figures 60 and 61 are useful in deternmaipgobability of

such power failures (from thunderstorms and from tornadoes, respectively) depending upon
the userdés geographic |l ocation. Mor e wi del
ice storms, and floods, also take their toll on poweplugpystems.
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Source:Figures 60 and 61, IEEE Std 44895

Figure 61. Approximate density of tornadaescrosshatched areas: 100 to 200 in 40 years
black area: over 200 in 40 years
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Tools for Determination of Power Failures

Although there is less chance for a power interruption caused by severe weather or other
natural phenomena occurring on an underground system, and although an underground
system las fewer dips, the duration of any interruption that occurs may be much longer
because of the greater length of time required to discover the source of the cable failure and
to make repairs.

Even the operation of protective devices can cause power sugipisbdnces. As an

example, overcurrent and shartcuit protective devices require excessive current to operate
and are accompanied by a voltage dip on any line supplying the excessive current until the
device opens to clear the fault. Devices openingdar a lightning flashover with

subsequent reclosing cause a momentary interruption.

Since utility companies have little practical control over disturbances on their systems, they
are unwilling to accept responsibility for them or to make power qualitpotinuity
guarantees. The following disclaimer is taken from a typical utility sales contract:

The power delivered hereunder shall be tiplease AC at a frequency of
approximately 60 Hz and at a nominal voltage of 208\ 20/e. Except for
temporary priods of abnormal operating conditions, variations from normal
voltage shall not exceed 5% up or down. The utility will use reasonable
diligence to provide a regular and uninterrupted supply of power, but in case
such supply should be interrupted for aayse, the utility shall not be liable

for damages resulting therefrom.

In several instances, utility companies have recognized the limitations of their power quality
and have offered auxiliary equipment with special purchase agreements to satisfy she need
of those who use sensitive utilization equipment.

Utility companies are by no means the only source of power system disturbances.
Disturbances and outages also occur in the plant system through the loss of power due to
short circuits in wiring and failas of local generation including emergency and standby
equipment.

Noise is generated in otherwise acceptable electric power by motors, welders, switches,
semiconductecontrolled rectifier gating, dielectric heating, arcing short circuits, and myriad
othersources.

Ordinary power meters and instrumentation cannot be used to measure power transients or
disturbances. Recording devices with extremely fast response must be used to detect,
measure, and record disturbance magnitudes and durations. Most distsnvdingot only

vary within a given 24our period, but depending on the geographical area, could be subject
to seasonal variations.

Any meaningful data with regard to power quality, or lack of it, will become obvious only
after conducting a thorough addtailed measurement recording and analysis program. Such
a program would include the monitoring of an incoming power line over a representative
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period of time. Since much of the instrumentation is costly (typically, $BE1@)000) in

relation to its limied duration usage, rental arrangements are often a popular choice. Without
a good power disturbance monitor to measure and record disturbances continuously, there is
a tendency to make judgments regarding disturbances in the power source in terms of their
effects upon various electrical loads. When the lights go out and the electrical equipment all
stops working, this is usually a fairly reliable indication of a power interruption. However, if

the lights merely flicker or the electronic equipment malfuumd;j it is difficult to judge

whether or not there has been a severe change in voltage for a very short time or a very small
voltage change for a much longer time. One cannot determine, without a disturbance

monitor, whether or not the disturbance was uallg severe or the electronic equipment

was unusually susceptible to the disturbance. Without the necessary features in a disturbance
monitor, one cannot tell if the source of the disturbance was external to the load equipment or
was the load equipmentéif.

The following list describes methods that can be used to reduce to acceptable limits, or even
eliminate, the effects of power supply disturbances:
A Modification of the design of utilization equipment so as to be impervious to power
disturbances and sttontinuities
A Modification of the prime power distribution system to be compatible with utilization
equipment
A Modification of both equipment and systems to meet a criterion that is realistic for
both
A Interposing a continuous electric supply system betweeprime source and the
utilization equipment; this will function ashaufferto external sources of transients,
but depending on the design, could increase the magnitude ehthackd
disturbances

Generator and Electric Utility System Fundamentals @E&own Book; reference IEEE
Std399)

When an equipment problem is experienced, due to failure of the electric power supply, the
options are to (1) tolerate the problem and do nothing, (2) modify the equipment or system to
perform satisfactorily during aopver failure, or (3) alter or supplement the power supply to
prevent potential occurrences of failure. In many cases, the best decision is to modify the
equipment or system.

| f the electric power userds st udoyaltehas s hown
supplement the power supply source, another study should be undertaken to determine the

proper systems, configuration, and hardware that will meet the determined power

requirements for the lowest cost.

Combinations of systems and hardware Hasen proven reliable in preventing the following
types of electric power failure:

A Longtime interruption (hours)

Mediumtime interruption (minutes)

Shorttime interruption (seconds)

Over or undervoltage

Over or undeffrequency

> > > > >
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Emergency power systemseanf the following two basic types:
A An electric power source separate from the prime source of power, operating in
parallel, that maintains power to the critical loads should the prime source fail
A An available reliable power source to which critical loadsrapidly switched
automatically when the prime source of power fails

Standby power systems are made up of the following main components:

A An alternative reliable source of electric energy separate from the prime power
source, starting and regulating carhif onsite standby generation is selected as the
source

A Controls that transfer loads from the prime or emergency power source to the standby
source

For reasons of economy, it would be prudent to establish specific needs for emergency and
standby power &fore specifying and purchasing equipment, since equipment costs are
proportional to the following requirements and specifications:

A Longer equipment life

Increased capacity

Closer frequency regulation

Closer voltage regulation

Freedom from voltage or freqocy transients

Increased availability

Increased reliability

Increased temporary overload capability

Quiet operation

Safety from fuel hazards

Pollution-free operation

Freedom from harmonics

Close voltage and frequency regulation with widearge rapid loadhanges

I I I I I I I D D I D D>

The following 2 paragraphs are taken from IEEE-328.

IEEE Std 3991997 notes that the need for DC power system analysis of emergency standby
power supplies has steadily increased in data processing facilitiegligtagce telephone
companiesand generating stations during the past several years.

DC emergency power is used for circuit breaker control, protective relaying, inverters,
instrumentation, emergency lighting, communications, annunciators, fault recorders, and
auxiliary motors. The itmoduction of computer technigues to DC power systems analysis has
allowed a more rapid and rigorous analysis of these systems compared to earlier manual
techniques.

Stored Energy System Fundamentals

Energy usable for electrical power generation may bredto many ways. For example,
liquid and gaseous fuels are a form of energy stored for use in engines and turbines to turn
generators.
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Chapter 4 of IEEE Std 448995 examines the two most prevalent stored energy systems:
battery systems and mechanicakstbenergy systems. Battery systems store energy in
electrochemical cells that convert chemical energy into electrical energy (figure 62). These
cells are of the rechargeable storage type, designed for standby application. They are also
known asstationarycells The name fAstationaryo i s derivec
designed for service in a permanent location. A battery is made up of two or more cells
connected together electrically, in series, parallel, or a combination of both, to obtain th
desired battery voltage and capacity (in amyberers or wathours) required for the

application. This energy may be used directly to power DC equipment or may be converted
to useful AC power by one of two means, either by a DC motor used to drive an AC
generator or by a static BEC converter (e.g., a static inverter).

Mechanical systems store energy in the form of kinetic energy in a rotating mass. This
energy is converted to useful power by using the kinetic energy to turn an AC generator.

Chapter 4also discusses methods by which motor generator sets and static inverters have
been configured into power conditioning systems and UPS systems. Each system is designed
to meet one or more of the following goals:
A To filter, regulate, and condition power fnsitive computers and other electronic
equipment
A Toisolate the load from the power source
A To permit orderly, controlled shutdown of equipment in the event of a power failure
A To bridge the interval from the occurrence of a power failure until an enggrgen
standby generator can start and assume the load
A To provide continuous power uninterrupted by power failures

Note that power conditioning and isolation are important benefits of energy storage systems.
In fact, more UPS systems are installed for poweditmning purposes than for backup

power purposes since many powelated problems do not require the battery to corae on

line.

So, in selecting a system, careful attention should be paid to the quality of output power in
terms of harmonic distortion, &fidity, overload capacity, overload protection, and reliability.

The primary difference in the two energy storage systems is that a battery can be selected to
provide minutes or hours of backup time, while the mechanical stored energy system has a
practicatime limit of less than 10 seconds. Batteries used with UPS systems are most often
sized to provide 15 minutes of backup, during which time an emergency generator can be
brought online if the normal power has not been restored.

238



(b) VRLA battery

Source:lEEE Std 4461995

Figure 62. Stationary battery installation
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Protection Device Fundamentals

This section discusses recommended practices and guidelines for protection of emergency
and standby power systems. Even though standard practice fatiprotd equipment

should always be given full consideration when applying the equipment in emergency and
standby use, reliability often warrants special consideration when a power supply for critical
loads is designed. Although compliance with all natiostate, and local codes and standards
applicable to protection of the components that make up the emergency or standby power
system is necessary, it may be desirable to exceed these codes and standards in the design
process.

Individual components thatake up the most common emergency and standby power
systems, with emphasis on maintaining the required integrity and reliability of the system are
to be protected. Proper application and maintenance of systems should be considered an
important aspect of ptection.

Of the many areas of concern for protection of components that make up an emergency or
standby power system, one needing special consideration is that of magnitude and duration of
shortcircuit current available from the emergency or standby psagrce. Fault conditions
obviously have a direct effect on the availability of the power supply to serve its intended
purpose.

Studies should be made to determine available sivodit current throughout the system
supplied by an emergency or standbywposupply, especially at switching and current
interrupting devices.

When the performance of an emergency or standby generator under fault conditions is
evaluated, a critical concern is whether sufficient fault current is available for sufficient
durationto selectively trip overcurrent devices in a properly coordinated system. In most
cases, emergency or standby power sources do not produce as much fault current as the
normal source. When both sources are designed to supply a distribution system, through
automatic or manual switching devices, the magnitude of the fault current available from the
normal supply usually determines the required interrupting or withstand rating of the system
components. Careful planning is necessary to design a system thas aggimum
selectivity and coordination with both power
available shortircuit current should be compared to the ratings of system overcurrent
devices to determine how this coordination is to be achieved. &llgrthe emergency or

standby power source should be connected into the power system so as to be physically and
electrically as close to the loads as practical. This will minimize the number and size of
distribution system circuit breakers involved andrthenber of coordination levels required.

Selective coordination of overcurrent devices is the process of applying these devices so that
one will operate before another under given levels of fault currents, thereby allowing

effective isolation of the faultecircuit from unfaulted circuits. For a detailed analysis of the
principles of selective coordination, see IEEE Std-2426.

Evaluating the available fault current from an emergency or standby generator includes
determining the magnitude of the fault @mt and how long the fault current will exist and
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how it may change. Test information on generator sticctiit characteristics may be

necessary from the manufacturer. One should not assume that the speed of the generator will
remain unchanged for a fadkd only by the generator; the effects of frequency changes and
prime mover load should also be accounted for. The coordination of the mechanical and
electrical stored energy in a generator set and the type of excitation system will determine
how long tle engine and generator will sustain fault current and how rapidly this fault current
will decay. In some cases, the initial power to a fault is higher (sometimes several times
higher) than the prime mover power rating. The result can be a rapid redacjweed. This
overloading of the prime mover is more likely in small generator set applications than in
larger power systems since the X/R ratios of both the generator windings and distribution
circuits in small systems are lower.

An excitation system usliawill not respond fast enough to significantly affect the first one

or two cycles of fault current, so at this point the type of excitation system does not matter. If
the fault is not cleared in the first£ cycles, a serious concern is whether ortinet

generator set can recover, after the fault is finally cleared, to maintain acceptable service to
unfaulted branch circuits. For systems where the fault current decays rapidly to levels below
instantaneous and delayed overcurrent trip settings, tripylhgnly be possible in the first

few cycles. This diminishes the ability to selectively trip the overcurrent devices, leaving
only the instantaneous settings to work with.

Figure 63 illustrates the rate of decay of thpbase fault current from testa three typical
generators; the first two are separately excited (with fixed excitation) and tested at no load.

The curves are approximations of actual test results. In figure 63a, about 40 cycles elapse
before the fault current decays to the-fakd raing of the generator. In figure 63b, the fault
current decayed to the felthad rating in about 25 cycles. The quicker decline of fault current
from the smaller generator is a common occurrence.

The current (I) shown is in per unit (pu) based on genefa@teload current rating. Figure
63c illustrates an approximation of shoitcuit current of a shurgxcited generator without
shortcircuit sustaining capability. In this case, the current has decayed-toddltating in
10 cycles and to nearly zeiro20 cycles.
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Figure 63. Threephase decrement curves for engine generators
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When two circuit breakers equipped with instantaneous trips are applied in series, even
though the upstream breaker is substastlaliger, selective instantaneous tripping is not
assured on faults below the downstream breaker unless the momentary fault current is less
than the minimum instantaneous trip level of the larger upstream breaker. This concept is
illustrated in figure 64The figure shows a case where the fault current, taken from figure

63b, is above the maximum instantaneous pickup current of the larger breaker. This may
unlatch and trip this larger breaker, so that both breakers trip and power is lost to unfaulted
branchcircuits. The decay of the current during the unlatching time of the breaker, which

may be less than .01 s, is insignificant compared to the pickup tolerance of the trip unit or the
variation in the asymmetrical component of the current. Once the bisakdatched, it is

committed to trip.

UPSTREAM CIRCUIT BREAKER

¥
1
1
F 3

BRANCH CIRCUIT BREAKER

TIME (SECONDS)
/

FAULT-CURRENT -\
DECREMENT \

0.01

Q1 1 10 100
l{pu)

SourcelEEE 4461995

Figure 64. Threephase shottircuit current versus moldethse circuit breakers in series
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38.

For the cases illustrated in figure 63, only thpdase fault conditions are shown. In actual
practice, unbalanced faults are much more common, especiattpigreund in grounded
systems. For this reason, evaluating only tiplease fault conditions in the application of an
enginegenerator is insuftient. Shunt exciter systems may derive their power fromttine

line, line-to-neutral, or from all three phases. Depending on the particular design, it is
possible that faults occurring linte-line or lineto-neutral may not decay to a selotecting

level as shown in figure 63. The degree to which this can be a problem should be determined
on a caséy-case basis. It is possible for a generator and excitation system to be designed to
assure collapse of the generator terminal voltage and fault curranydand of fault at the
generator terminals.

Generator and excitation systems are also available to assure a predicted level of fault
current. A user should specify the type of system that best fits the needs. Figure 65 is an
approximation of an actusst on a turbinelriven generator with and without excitation
support under threphase fault conditions. The curves show how little influence the
excitation system has in the first few cycles, but the sustained fault current is substantially
different from that without excitation support.

FAULT-CURRENT DECREMENT —WITHOUT EXCITATION SUPPORT

l{pu}

/— FAULT-CURRENT DECREMENT —WITH EXCITATION SUPPORT

| ] i e |
10 20 30 40 50

CYCLES

Source:lEEE Std 4461995
Figure 65. Threephase decrements for 900 kW turbine generator

This type of fauksustaining support will produce even higher than 3 pu fault current fer line
to-line and lineto-ground faults. These values are typically 5 pu and 8 pu, respectively.

Electrical personnel shall demonstrate a familiarity level knowledge of the possible
functional interfaces/relationships between all electrical VSS and instrument and
control safety software, analysis safety software, and design safety software.

El ements 6ad, 0b 06-basad&SAS.The Quakifying Official will evaluata n c e
their completion.
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a. Mandatory Performance Activity: With the assistance of the cognizant software
guality assurance (SQA) subject matter expert, identify how functional
requirements and applicability of safety analysis and design computer codes are
defined, documented, and controlled relative to modeling and data assumptions,
design constraints, sizing and timing conditions, and input/output parameters as
described in DOE O 414.1C, Quality Assurance, and DOE G 414.1-4, Safety
Software Guide for Use with 10 CFR 830, Subpart A, Quality Assurance
Requirements, and DOE O 414.1C, Quality Assurance.

b. Review a development project for safety analysis or design software. Explain how
the problem being addressed by the software was translated into functional
requirements, how the requirements were established and controlled, and how the
code was reconciled with the original problem.

c. Identify how system level requirements are established and then assigned to
hardware, software, and human components of a digital instrumentation and
control system.

A A

The information for KSAs 06co0l4. 6d6 and 6ed i s

The Department has recognized the need to establish rigorous and effective requirements for
the application of QA programs to safety software. In evaluating DNFSB recommendation
20021 and through assessing the current state of safety softwaregghetident concluded

that an integrated and effective SQA infrastructure must be in place throughout the
Departmentds nuclear facilities.

Systemlevel issues impacting safety software are the availability of trained and
knowledgeable personnel to develo@intain, and use the software; human factor issues
such as understandability of the displays or ambient lighting conditions; and potential
EMI/RFI, which should be analyzed. Fault tolerance and common cause failure issues,
performance requirements, and peo identification and analysis of functional requirements
that have safety, security or integrity implications need to be propagated to the safety
software.

Safety system requirements provide the foundation for the requirements to be implemented in
the sdtware. These system requirements should be translated into requirements specific for
the software. The identified software requirements may be documented in-$s/gtém
requirements documents, software requirements specifications, procurement c@mdAgts,
acquired software agreements. These requirements should identify functional; performance;
security, including user access control; interface and safety requirements; and installation
considerations and design constraints, where appropriate. Theeneguts should be

complete, correct, consistent, clear, verifiable, and feasible.

SQA cannot address the risks created by the failure of other system components (hardware,
dat a, human process, power system foail ures)
effects caused by these types of failures. SQA should not be isolated from-lexstb@A

and other systedevel activities. In many instances, hardware-$aile methods are

implemented to mitigate risk of safety software failure. Additionally aifterfaces such as
hardware and human interfaces with safety software should implement QA activities.
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Safety systems requirements impact instrumentation and control system software, including
embedded microprocessors, distributed control systems, supgmstrol and data
acquisition systems, programmable logic controllers, and other related software.

A broader, more general description of systemel requirements is available in DOE
0414.1C.

d. Identify the typical requirements that define functional interfaces between safety
software components and the system-level design, as described in DOE O 414.1C,
Quality Assurance, and DOE G 414.1-4, Safety Software Guide for Use with 10 CFR
830, Subpart A, Quality Assurance Requirements, and DOE O 414.1C, Quality
Assurance.

During design and implementation the software is developed, documented, reviewed, and
controlled. The software design elements should identify the operating system, function,
interfaces, performance requirements, installation considerationgn desuts, and design
constraints. The software design should be complete and sufficient to meet the software
requirements. The design activities and documentation should be adequate to fully describe
how the software will fully interface with other syste&eomponents and how the software

will function internally. Data structure requirements and layouts may be necessary to fully
understand the internal operations of the software.

Custom developed software will require more formality in the documentatioregiesy of

the design than configurable or utility calculations. Simple process flows, relationships
between data elements, interfaces with external components, and basic database table
structures may be all that are needed for configurable or utilitylesitns, whereas for
customdeveloped software, complete functional and logical designs of the software
components, the input and output data, and pseudo code may be required to fully understand
the safety software design. The software design descripi&ynbe combined with the
documentation of the software requirements or software source code.

During implementation, static analysis, clean room inspections, and reviews are common
techniques to ensure the implementation remains consistent with the alesidoes not add
complexity or functions that could decrease the safe operation of the software. Many tools
exist to evaluate the complexity and other attributes of the source code design structure.
Walkthroughs and more formal inspections, such as Fagaedtions, can be used to

identify defects in source code, as well as design descriptions and other software
development process outputs.

For software design and implementation work activity for Levels A, B, and C custom
developed software applicationsgtdesign, including interfaces and data structures, should

be completely documented; reviews of the design and code should be performed.
Additionally, formal developer testing that includes functional, structural, timing, stress,
security, and humafactas testing should be planned, performed, and the results
documented. It is recommended that the complexity of the custom developed safety software
be evaluated and analysis performed to reduce the complexity of the source code modules.
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39.

Configurable and uity calculation for Levels A, B, and C software applications may be

graded for this work activity. This grading should include fully performing the design work
activities as with custom developed software. However, less formal design and code reviews,
sud as simple desk checks by another individual other than the developer, may be
performed. Developer testing that includes safety functions, security, and performance

testing should be performed and documented. This work activity does not apply to acquired
or commercial design and analysis safety software types since the design and implementation
activities associated with commercial design and analysis software are performed by the
service supplier. DOE controls the SQA activities of that software thraugliement

agreements and specifications.

The design of the software is critical to ensuring safe operation of the system. The software
design should consider principles of simplicity, decoupling, and isolation to eliminate

hazards. Complexity of the sofaie design, including the logic and number of data inputs,

has proven to increase the defect density in software components. The safety features should
be separate from nesafety modules, minimizing the impact of failure of one module on
another. The intéaces between the modules need to be defined and tested thoroughly.

e. ldentify the specific records that must be maintained and the requirements for
maintaining these records to document the development of safety system
software.

The following documents armécords must be maintained: Software Project Management

Plan and/or Software Quality Assurance Plan ; Software Safety Plan, Software Configuration
Management Plan or related documents; contractual documents or other software
procurement and use agreemaotumentation; Software Requirements Specifications or
related document; Software Design Description; Model description; Programmers Reference
Model or other related documents; Software Safety Analysis documentation; Verification and
Validation Report; TaésCase Description, Outcome Report and other testing documents;
Software Error Notification and Corrective Action Report; User Instructions or User

Manuals; Training Packages and User Qualification.

These documents and records should be evaluated foraayesyud to determine whether
they are appropriate and are being used to verify that software requirements and performance
criteria described in the software requirements documentation are satisfied.

f. Review a development project for safety system software. Explain how the
functional interfaces between components and the system level design were
established and controlled.

This is a performanebased KSA. The Qualifying Official will evaluate its completion.

Mandatory Performance Activity: Electrical personnel shall demonstrate the ability to
perform a quarterly walkthrough, bi-annual status walkthrough, or an assessment and
generate a report identifying observations and/or findings.

El ements O6ad t hr o-baged KSAs. dhe Qualdying @fficiflith evaluata c e
their completion.
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a. Describe and explain the communications that need to be made to the contractor
staff with regard to establishing a point of contact, schedule, assistance (if any),
etc.

b. For each report finding (if any), cite the appropriate requirement(s), describe the
fas foundo condition, and explain how it is no
requirement(s).

c. For each report observation (i f any), describe
explain why it may be an issue.

40. During a walkthrough of assigned electrical VSS, electrical personnel shall
demonstrate a familiarity level knowledge of functional classifications for safety
systems and the design expectations associated with all assigned electrical systems
that carry these functional classifications, as described in DOE O 420.1B, Facility
Safety, and its associated guide DOE G 420.1-1.

a. Mandatory Performance Activity: During the mentioned walkthrough electrical
personnel shall: identify all equipment that performs a SC, safety significant,
and/or defense in depth safety function; explain the related purpose, scope, and
application of DOE O 420.1B; describe key terms, essential elements, design
expectations, critical decisions, and personnel responsibilities/authorities.

This is a performanebasedkSA. The Qualifying Official will evaluate its completion.

b. Discuss the project management terminology for which definitions are provided in
DOE O 420.1B*.

* Project management terms and their definitions are not provided in DOE
0 420.1B. DOE O 413.3Program and Project Management for the Acquisition of
Capital Assetsattachment 3 includes definitions for projecimanagementrelated
terms.

c. Discuss in detail the roles played by various management levels within the
Department as they relate to the project management system.

The following is taken fronDOE O 413.3A.

Three themes regarding roles and responsibilities necessary to achieve defined project
objectives include:
A strengthening line management accountability for successful project management
results;
A ddining the roles, responsibilities, authority, and accountability of the Federal project
management team relative to the contractor project management team; and
A developing effective integrated project teams to assist the Federal project director in
plannirg, programming, budgeting, and successfully acquiring capital assets.

Line managers are responsible for successfully developing, executing, and managing projects
within the approved performance baseline. Delegation of authority from one line manager to
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a lowerlevel line manager must be documented and consistent with DOE delegation
authorities and the qualifications of the lovievel line manager. Although the authority and
responsibility for decisiomaking may be delegated to a lovevel manager, thesgior
manager remains accountable for the decisions made by subordinate managers.

Key roles and responsibilities of line managers are described in the following sections:

Heads of Field Organizations

A Direct initial project planning and execution roles foojects assigned by the
acquisition executive.

A Initiate definition of mission need based on input from sites, laboratories, and
program offices.

A Establish the integrated project team.

A Oversee development of project definition, technical scope, and hodsigiport
mission need.

A Initiate development of the acquisition strategy beforelQ@uring the period
preceding designation of the Federal project director).

A Perform functions as acquisition executive when so delegated.

A Develop project performance meass, and monitor and evaluate project
performance throughout the projectods |ife

A Allocate resources throughout the program.

A Oversee the project linmanagement organization and ensure the line project teams
have the necessary experience, expeise training in design engineering, safety
and security analysis, construction, and testing.

A Serve as the Federal project director until the Federal project director is appointed.

A Ensure that safety is fully integrated into design and construction forrigigthigh

hazard, and hazard category 1, 2, and 3 nuclear facilities.

Acquisition Executives

The following roles and responsibilities are for illustrative purposes, and each designated
Acquisition Executive is guided by the specific limits of his/heedated authority:

A Approve critical decisions (CDs) (GD cannot be delegated below the Program
Secretarial Officer level).
Appoint and chair acquisition advisory boards to provide advice and
recommendations on key project decisions.
Approve the appointmeiof the Federal project director.
Designate the design authority at @D
Monitor the effectiveness of Federal project directors and their support staff.
Approve project changes in compliance with change control levels identified in
Project Execution Plans
Conduct monthly and quarterly project performance reviews.
Ensure that safety is fully integrated into design and construction forisighigh
hazard, and hazard category 1, 2, and 3 nuclear facilities.

> D> D
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Federal Project Director

Successful performanag DOE projects depends on professional and effective project
management by the Federal project director. The Federal project director is responsible and
accountable to the acquisition executive/Program Secretarial Officer or delegated authority,
as apprpriate, for executing the project.

The Feder al project directoro6s assigned pr o]
targets unless circumstances beyond the control of the project director result in cost overruns
and/or delays. Federal project diters must demonstrate initiative in incorporating and

managing an appropriate level of risk to ensure best value for the government. In cases where
significant cost overruns and/or delays occur, the Federal project director alerts senior
management in amely manner and takes appropriate steps to mitigate these cost overruns or
delays.

Rol es and responsibilities of the Feder al pr
relative to the contractor management team. Further guidance is provided in BOE3M.
A Attains and maintains certification in concert with the requirements outlined in DOE
O 361.1A before they are delegated authority to serve as a Federal project director.
Plans, implements, and completes a project using a systems engineeringhtapproa
Initiates development and implementation of key project documentation (e.g., project
execution plan).
Defines project cost, schedule, performance, and scope baselines.
Is responsible for design, construction, environmental, safety, security, hedlth, an
quality efforts performed comply with the contract, public law, regulations, and
Executive Orders.
Is responsible for timely, reliable, and accurate integration of contractor performance
data into the projectds scheuamentng, accou
systems.
Evaluates and verifies reported progress; makes projections of progress and identifies
trends.
Serves as the single point of contact between Federal and contractor staff for all
matters relating to a project and its performance.
Servesas he contracting officerb6s representat
officer.
Leads the integrated project team and provides broad program guidance. Delegates
appropriate decisiemaking authority to the integrated project team members.
Prepares andhaintains the integrated project team charter and operating guidance
with integrated project team support.
Approves changes in compliance with the approved change control process
documented in the project execution plan.
Ensures that safety is fully integed into design and construction for higtk, high
hazard, and hazard category 1, 2, and 3 nuclear facilities.

> D>
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d. Di scuss the purpose of fdAcritical deci sions. 0
responsible authorities for critical decisions.

All of the following is taken from DOE O 413.3A except for the the definition of CD
immediately below, which is taken from DOE G 433.1.1.

A CD is a formal determination at a specific point in a project that allows the project to
proceed. Critical decisions occur in the s®iof a project, for example, before conceptual
design, execution, and turnover.

The five CDs are major milestones, approved by the Secretarial Acquisition Executive or
acquisition executive, that establish the mission need, the recommended altehmtive, t
acquisition strategy, the performance baseline, and other essential elements required to
ensure that the project meets applicable mission, design, security, and safety requirements.
Each CD marks an increase in commitment of resources by the Depaatrdertjuires
successful completion of the preceding phase or CD. Collectively, the CDs affirm the
following:

A There is a need that cannot be met through other than material means.

The selected alternative and approach are the optimum solution.

Definitive smope, schedule, and cost baselines have been developed.

The project is ready for implementation.

The project is ready for turnover or transition to operations.

> > > > >

The amount of time between decisions will vary. Projects may quickly proceed through the
early CDs due to a lack of complexity, the presence of constraints that reduce available
alternatives, or the absence of significant technology and developmental requirements. In
these cases, more than one CD may be approved simultaneously. Conversely, thera may b
need to split a CD.

The following paragraphs delineate the criteria, processes, and authorities for each of the five
CDs.

CD-0, Approve Mission Need

The initiation phase begins with the identification of a missalated need. A program

identifies a cedible performance gap between its current capabilities and capacities and those
required to achieve the goals articulated in its strategic plan and/or in the DOE target
enterprise architecture for information technology capital asset projects. A nnisgion

statement is the translation of this gap into functional requirements that cannot be met
through other than material means. It should describe the general parameters of the project,
how it fits within the mission of the program, and why it is crittcathe overall
accomplishment of the Departmentds mission,
mission need is independent of a particular solution, and should not be defined by equipment,
facility, technological solution, or physical eftdm. This approach allows the program the
flexibility to explore a variety of solutions and not limit potential solutions. Approval of

CD-0 formally establishes a project and begins the process of conceptual planning and design
used to develop alternative concegtsl functional requirements. Additionally, €D
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approval allows the program to request project engineering and design funds for use in
preliminary design, final design, and baseline development.

CD-1, Approve Alternative Selection and Cost Range

CD-1 appoval marks the completion of the project definition phase, during which time the
conceptual design is developed. This is an iterative process to define, analyze, and refine
project concepts and alternatives. This process uses a systems methodologggtiade et
requirement analysis, risk identification and analysis, acquisition strategies, and concept
exploration to evolve a cosffective, preferred solution to meet a mission need. Approval of
CD-1 provides the authorization to begin the project execytiase and allows project
engineering and design funds to be used. For déxsidd projects, project engineering and
design funds may be used to develop a statement of work/request for proposal. Additionally,
long-lead procurements may be approved dutimg phase provided National Environmental
Policy Act documentation is prepared, where applicable.

CD-2, Approve Performance Baseline

Completion of preliminary design is the first major milestone in the project execution phase.
Preliminary design is comgile when it provides sufficient information for development of

the performance baseline in support of-2Drhe performance baseline is developed based
on a mature design, a weléfined and documented scope, a resolaaded detailed

schedule, a definite cost estimate, and defined key performance parameters. Approval of
CD-2 authorizes submission of a budget request for the total project cost. For projects with
design periods less than 18 months, a budget request may be submitted pri&t to CD
approvalas part of tailoring.

CD-3, Approve Start of Construction

With design and engineering essentially complete, a final design review performed, all
environmental and safety criteria met, and all security concerns addressed, the project is
ready to begin congiction, implementation, procurement, or fabrication-&provides
authorization to complete all procurement and construction and/or implementation activities
and initiate all acceptance and turnover activities. Approval eBG@Dthorizes the project to
commit all the resources necessary, within the funds provided, to execute the project.

CD-4, Approve Start of Operations or Project Completion

CD-4 marks the achievement of the completion criteria defined in the project execution plan
and approval of traftson to operations. This decision is predicated on the readiness to

operate and/or maintain the system, facility, or capability. Transition and turnover does not
necessarily terminate all project activity. Rather, it marks a point at which the operations
organizations assume responsibility for operation and maintenance. All projects must have a
project transition/closeout plan that clearly defines the basis for attaining initial or full
operating capability or meeting performance criteria as requireddgagb closeout, as
applicable. The key attributes in turnover
ability to assume operational responsibility, and the acceptance of the asset.
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Critical Decision Approval Authority and Threshold

The Deputy Sectary serves as the Secretarial Acquisition Executive for the Department and
promulgates Departmemtide policy and direction. The CD authorities, thresholds, and
delegations are identified in table 7.

Table 7. Critical decision authority thresholds

Critical o .
Decision Total Project Cost Thresholds* Life Cycle Clean-Up P.l oject Cost
Authority Thresholds*
> $750M =$1B
Secretarial (or any project on an exception basis when (or any L.lean-(ip Project on an eXF E‘pt‘l.Ol]
. 7 . o o basis when designated by the Secretarial
Acquisition designated by the Secretarial Acquisition e o
Executive Executive) Acquisition Executive)
e e Delegation authority to Program
No delegation authority Secretarial Office on an exception basis
= $100M and < $750M
Under (or any project on an exception basis when
Secretaries designated by the Under Secretaries) Not Applicable
Delegation authority to Program
Secretarial Officer for projects < $400M
= $20M** and < $100M <51B
P o .
Se:‘?ftl:l'lil:ll Delegation authority to a Program Delegation authority to Headquarters or
Ofﬁcer Manager or field organization manager. field Senior Executive Service manager.
CD-0 may not be delegated below the CD-0 may not be delegated below the
Program Secretarial Officer. Program Secretarial Officer.
> $5M and < $750M
£ hlef, Departmental Information Technology . .
Information Projects = Not Applicable
Officer )
No delegation authority

*  The Deputy Secretary and the Under Secretaries must be formally notified of all CD-0 and CD-4
approvals for Non-Major System Projects.

** For projects with a Total Project Cost or Environmental Management Total Project Cost less than $20M,
the Program Secretarial Officer determines Acquisition Executive authority.

Source:DOE O 413.3A
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e. Describe the process by which projects are designated.
The following is taken from DOE O 413.3A,
Projects are designated as either major projects emagor projects.

Major SysteniProjects

Projects with a Total Project Cost greater than or equal to $750M or

Environmental Management Cle&lp Projects with an Environmental

Management Total Project Cost of $1B are Major System Projects. All Major

System Project Critical Decisions min& proposed by the appropriate

Program Secretarial Of ficer and approved
designated Secretarial Acquisition Executive before proceeding to the next

project phase or Critical Decision.

NonMajor System Projects

Projects witha Total Project Cost less than $750M or Environmental
Management Cleablp Projects with an Environmental Management Total
Project Cost less than $1B are Ndajor System Projects. The designated
Acquisition Executive must approve all NiMajor System Progg Critical
Decisions, except for GD, which cannot be delegated below the Program
Secretarial Officer.

f. Define the #tdramsfds afnelt di scuss the implicati ons
carrying this functional classification.

The informatfibomnfdo gkkS A-STDEBAWHE. Additianal detailiO E
available from this source and from DOE O 420.1B

Safetyclass SSCs are structures, systems, or components, including portions of process
systems, whose preventive and mitigative functions ecessary to limit radioactive
hazardous material exposure to the public, as determined from the accident analysis.

The results of the accident analysis form the basis for determining additional safety controls
imposed on the facility (e.g., SC SSCs and 3)S& a function of the Evaluation Guideline.
These specific controls are then factored into overall safety management programs that
ensure the operational discipline required by the hazards identified is maintained.

SC electrical systems must be desigteepreclude single point failures.

g. Define the tsergmifigafasttypo and di scuss the implic
system carrying this functional classification.

Safetysignificant SSCs ardrsictures, systems, and components that are not designated as
SC SSCs but whose preventive or mitigative function is a major contributor to defense in
depth and/or worker safety as determined from safety analyses.
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41.

The results of the hazard analysis must be used to identify the design basis accidents that in
turn mus be used to define the functional and performance requirements of the facility safety
SSCs. Safety SSCs required to prevent or mitigate accidents whose consequences approach
or exceed offsite evaluation guidelines must be defined as SC SSCs, while S8350s
selected for worker protection and to provide defense in depth.

As a rule of thumb, SS SSC designations based on worker safety are limited to those SSCs
whose failure is estimated to result in a prompt worker fatality or serious injuries (&sg., lo

of eye, loss of limb) or significant radiological or chemical exposures to workers. This is
neither an evaluation guideline nor a quantitative criterion. It represents a threshold of
concern for which SS SSC designation may be warranted. Estimateskef wonsequences

for the purpose of an SS SSC designation are not intended to require detailed analytical
modeling, due to the uncertainties in analyses, especially for facility workers. Considerations
should be based on engineering judgment of posdilgete and the potential added value of

SS SSC designation. Experience has shown that SS SSCs identified throughidedepte
considerations also provide safety for workers.

Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety systems criteria for VSS (IEEE Stds-308-2001, 323-2003, 379-2000, 384-1992,
and 603-1998; DOE O 420.1B; DOE G 420.1-1; etc.).

a. lIdentify and describe the following requirements for principal design criteria of
electrical power systems supporting VSS (Class 1E power systems): design basis
and design basis events, independence, the equipment qualification process for
Class 1E power systems, single-failure criterion, requirements for connecting of
non-Class 1E systems to Class 1E systems, and Class 1E protection
requirements.

Design Basis

The information for design basis and design basis events (DBES) is taken from IEEE Std
3082001.

A specific design basis shall be provided for the Class 1E power systems of each nuclear

power generating station. Tdesign basis shall include, as a minimum, the following:

A Events requiring operation of the Class 1E power systems

Actuation signals for operation of the Class 1E power systems

A list of the loads connected to the Class 1E buses and standby power supplies

The sequence for stanp and the loading profile of the Class 1E power sources

Time, voltage, speed, and other limits applicable to the standby generators and their

prime movers when subjected to the stgrtsequence of events

The malfunctions, accidentenvironmental events, and operating modes that could

physically damage Class 1E power systems or lead to degradation of system

performance and for which provisions shall be incorporated

A The acceptable ranges for transient and stetatg conditions ofdih the energy
supply and environment (e.g., voltage, frequency, humidity, temperature, pressure,
vibration, etc.) during normal, abnormal, and accident circumstances throughout
which the equipment must perform

> >>>>>
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A Minimum equipment or system performance ciitge.g., standby power supply unit
startup time, undervoltage relay accuracy, voltage regulation limits, load limits,
battery charging time, voltage, etc.)

A Conditions that should be permitted to shut down or disconnect Class 1E power
sources (e.g., ddfrential relay actuation, engine overspeed)

Design Basis Events

Design basis events established for a unit shall indicate the postulated events that might
adversely affect the Class 1E power system. The severity and expected results of those events
shallbe defined. The required portions of the Class 1E power systems shall be capable of
performing their function when subjected to the effects of any DBE.

Independence

The following is taken from IEEE Std 38892. It summarizes what is available from that
saurce.

Independence of redundant equipment and circuits shall be in accordance with IEEE Std 384
1992. Physical separation and electrical isolation shall be provided to maintain the
independence of Class 1E circuits and equipment so that the safety fsimetjaited during

and following any DBE can be accomplished.

The physical separation of circuits and equipment shall be achieved by the use of SC
structures, separation distance, or barriers or any combination thereof. Electrical isolation
shall be achiewkby the use of separation distance, isolation devices, shielding and wiring
techniques, or combinations thereof.

Equipment and circuits requiring independence shall be determined and delineated during the
plant design and shall be identified on documants drawings in a distinctive manner.

The independence of Class 1E circuits and equipment shall not be compromised by the
functional failure of auxiliary supporting features. For example, an auxiliary supporting
feature (such as Class 1E switchgear roemtilation) shall be assigned to the same division
as the Class 1E system it is supporting in order to prevent the loss of mechanical function in
one division from causing loss of electrical function in another division.

Equipment Qualification Process f@lass 1E Power Systems
The following is taken from IEEE Std 32903.

A type test subjects a representative sample of equipment, including interfaces, to a series of
tests, simulating the effects of significant aging mechanisms during normal operagon. Th
sample issubsequentlgubjected to DBE testing that simulates and thereby establishes the
tested configuration for installed equipment service, including mounting, orientation,
interfaces, conduit sealing, and expected environments. A successfulstypent®nstrates

that the equipment can perform the intended safety function(s) for the required operating
time before, during, and/or following the DBE, as appropriate.
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The primary objective of qualification is to demonstrate with reasonable assurance that
ClasslE equipment for which a qualified life or condition has been established can perform
its safety function(s) without experiencing comreause failures before, during, and after
applicable DBEs. Class 1E equipment, with its interfaces, must merteed the

equipment specification requirements. This continued capability is ensured through a
program that includes, but is not limited to, design control, QC, qualification, installation,
maintenance, periodic testing, and surveillance.

For equipmentdcated in a mild environment for meeting its functional requirements during

normal environmental conditions and anticipated operational occurrences (AOOs), the
requirements shall be specified in the design/purchase specifications. A qualified life is not
required for equipment located in a mild environment and which has no significant aging
mechanisms. When seismic testing is used to qualify equipment located in a mild

environment, preging prior to the seismic tests is required only where significang agin
mechani sms exist. A maintenance/ surveill ance
recommendations, which may be supplemented with operating experience, should ensure that
equipment meets the specified requirements.

Degradation with time followed by exposure toviegonmental extremes of temperature,
pressure, humidity, radiation, vibration and, if applicable, chemical spray and submergence
resulting from a DBE condition can precipitate comncanse failures of Class 1E

equipment. For this reason, it is necessamgstablish a qualified life for equipment with
significant aging mechanisms. The qualified life determination must consider degradation of
equipment capability prior to and during service. Inherent in establishing a qualified life is
that a qualified contion is also established. This qualified condition is the state of
degradation for which successful performance during a subsequent DBE was demonstrated.

SingleFailure Criterion
The following is taken from IEEE Std 3-72D00.

Class 1E power systems shadrform all safety functions required for a DBE in the presence
of
A any single detectable failure within the Class 1E power systems concurrent with all
identifiable but nondetectable failures
A all failures caused by the single failure
A all failures and spuriaisystem actions that cause or are caused by the DBE requiring
the safety functions

The single failure could occur prior to, or at any time during, the DBE for which the safety
system is required to function. The singdure criterion (SFC) applies tbe Class 1E
power systems whether control is by automatic or manual means.

A probabilistic assessment shall not be used in lieu of the dmigjlee analysis. However,
reliability analysis, probability assessment, operating experience, engineering pidgnae
combination thereof, may be used to establish a basis for excluding a particular failure from
the singlefailure analysis. For further guidance in performing reliability analyses and
probabilistic assessments, see IEEE Std 37 and IEEE Std 571976.
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Where reasonable indication exists that a design that meets the SFC may not satisfy all the
reliability requirements specified in the design basis, a probabilistic assessment of the Class
1E power system shall be performed. The assessment shiadl Inmited to single failures. If

the assessment shows that the design basis reliability requirements are not met, design
features shall be provided or corrective modifications shall be made to ensure that the system
meets the specified reliability reqgaments.

Requirements for Connecting of NGhass 1E Systems to Class 1E Systems
The following is taken from IEEE Std 3&901.

Connection of noiClass 1E circuits to Class 1E power systems is not recommended.
However, if connections are made, they sho@dirnited to loads that need connection to a
reliable standby power source. If n@hass 1E circuits are supplied from Class 1E power
systems, the Class 1E systems shall not be degraded below an acceptable level as specified
by IEEE Std 308001. The no+Class 1E circuits shall meet the independence and isolation
requirements as established in IEEE Std-3842

Class 1E Protection Requirements

The following is taken from IEEE Std 74097. It is a summary of what is available from
that source.

Protective @vices shall be provided to limit the degradation of the Class 1E power systems
below an acceptable level in accordance with IEEE StellB9Y.

As used in IEEE Std 741997, protection refers to the sense, command, and execute features
with their associatkinterconnections (see IEEE Std 6D391) that are provided to minimize
equipment damage and any interruption of electrical service resulting from mechanical or
electrical failures or other unacceptable conditions.

Protection includes equipment requiredstipport the Class 1E power system in the
performance of its safety function, and components whose function is to increase the
availability and reliability of the safetselated equipment. The protection shall be capable of
the following:

A Preventing failves in safety systems and equipment from disabling safety functions
to below an acceptable level. The protective actions of each load group shall be
independent of the protective actions provided by redundant load groups (see IEEE
Std 3082001).

A Operatinghe required devices upon detection of unacceptable conditions to reduce
the severity and extent of electrical system disturbances, equipment damage, and
potential personnel and property hazards.

A Monitoring the connected preferred power supply and, whesdternate preferred
power supply is provided by the design, of automatically initiating a transfer or
alerting the operator to manually transfer to the preferred alternate power supply.
Providing indication and identification of the protective operations
Periodic testing to verify logic schemes and protective functions.

Being designed in such a way that the availability of protection control power is
monitored.

> > >
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A Periodic testing to verify setpoints. This requirement is not applicable to fuses.

b. Identify and describe the requirements for supplementary design criteria of
electrical power systems supporting VSS (Class 1E power systems): Class 1E
power systems, AC power systems, DC power systems; instrumentation and
control power systems, and execute and sense-and-command features.

The information for KSAs oO6ba®01land 6cd is take

Class 1E Power Systems, AC Power Systems, DC Power Systems

Class 1E power systems consist of an AC power system, a DC power system, and an
instrument and control peer system. The Class 1E power systems shall support the safety
systems by providing acceptable power under the conditions stated in the design basis. The
duration of the connection between the preferred power supply and the standby power supply
shall be nmimized (e.g., limited to the time required to perform standby power supply

testing). Refer to IEEE Std 741997 for information on automatic bus transfers that may be
included in the design of these systems.

The AC power system shall include power suggpknd distribution systems arranged to
provide power to the Class 1E AC loads and controls. Features such as physical separation,
electrical isolation, redundancy, and qualified equipment shall be included in the design to
aid in preventing a mechanism Wwpich a single DBE could cause redundant equipment
within the stationds Class 1E power system t
include the following:

A The Class 1E electric loads shall be separated into two or more redundant load
groups.
The prdective actions of each load group shall be independent of the protective
actions provided by redundant load groups.
Each of the redundant load groups shall have access to both a preferred and a standby
power supply.
Two or more load groups may have a coonmpower supply if the consequences of
the loss of the common power supply to the load groups under DBEs are acceptable.
Features shall be incorporated in the design of the standby power supply so that any
DBE will not cause failures in redundant powerrses. In addition, the design shall
minimize commorcause failures of a preferred power source and standby power
source associated with a single load group.

> > > >

The DC power systems include power supplies and distribution systems arranged to provide
power to he Class 1E DC loads and for control and switching of the Class 1E power

systems. Features such as physical separation, electrical isolation, redundancy, and qualified
equipment shall be included in the design to aid in preventing a mechanism by winigke a si

DBE can cause redundant e qlk powengystamtolbet hi n t he
inoperable. (For guidance, refer to IEEE Std-9462.)

Design requirements shall include the following:
A The Class 1E electric loads shall be separated into two @ madundant load
groups.
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A
A

A

A

The protective actions of each load group shall be independent of the protective
actions provided by redundant load groups.

Each of the redundant load groups shall have access to a power supply that consists of

one or more batterseand one or more battery chargers.

Each load group shall have its own battery charger (or chargers) with no automatic
interconnecting provision. Two or more chargers may have a common AC power
supply if the consequences of the loss of the power supfie toad group under
design basis conditions are acceptable.

The batteries shall have features so that comoanise failures are minimized
between redundant batteries. For further guidance, refer to IEEE Si9284

Instrumentation and Control Power Sgists

The instrumentation and control power systems include power supplies and distribution
systems arranged to provide AC and DC electric power to the Class 1E instrumentation and
control loads.

These systems shall be designed to provide a highly reliaiteesof power to the reactor
trip system, engineered safety features, auxiliary supporting features, and other auxiliary
features.

Design requirements shall include the following:

A
A

A

A

A

The Class 1E instrumentation and control loads shall be separated irdortvaoe
redundant load groups.

The protective actions of each load group shall be independent of the protective
actions provided by redundant load groups.

Two or more independent DC power supplies shall be provided for instrumentation
and control. Within ach redundant division, the DC source may be a common battery
for both Class 1E DC power and instrumentation and control loads.

Two or more independent AC power supplies shall be provided for instrumentation
and control.

The sources and effects of harmansthall be considered.

To meet the requirements, special power supplies may be required that are isolated from the
AC and DC power supplies used for the normal instrumentation and control of the unit(s).

Execute Features

The execute features are listedable 8. They include actuation devices, interconnecting

wire and cabling, and actuated equipment that utilize electric power to provide actions when
signals are received from the sense and command features. The execute features are subject
to the executéeatures functional and design requirements in clause 7 of IEEE Stb683
and the supplementary requirements in section IEEE St@308, section 5.5.2.

If manual control of any actuated equipment in the execute features is required, the features
necesary to accomplish such manual control shall

A
A

be Class 1E;
meet the requirements of IEEE Std 38@1, section 5.5.1;
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A Dbe shown by analysis not to defeat the requirements of 6.2 and 7.2 of IEEE
Std603-1998 concerning manual initiation.

Table 8. Iltems included in systems covered by scope

General Elements Illustrative Examples

Execute features

Actuation devices Circuit breakers

Controllers

Control relays

Control switches

Pilot valves
Actuatal equipment Motors
Solenoids
Heaters
Sense and command features
Instrumentation, controls, and Surveillance indicators
electrical protection (associated wit Switches
power supplies and distribution
equipment) Current transformers

Voltage trasformers

Transducers

Protective relays

Frequency relays

Microprocessors

Source:lEEE Std 3082001

Sense and Command Features

The sense and command features are subject to the sense and command features functional
and design requirements in clawsef IEEE Std 603.998.

Protective devices shall be provided for the actuated equipment of the execute features to
limit degradation of the Class 1E actuated equipment. Sufficient indication shall be provided
to identify the actuation of the protective = Where application of the protective devices
can prevent completion of a safety function, they may be omitted (or bypassed), provided
such omission does not degrade the Class 1E power system below an acceptable level. In
general, the safety functionfthe safety system do not include the safety functions normally
associated with circuit and equipment fault protection.

c. Describe the relationship between surveillance and test requirements and design
of electrical systems supporting the VSS.

Operational &tus information shall be provided for Class 1E power systems. The extent,
selection, and application of the various surveillance methods, including periodic testing, to
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indicate the operational status of Class 1E power systems, depend on individuddgigmt
requirements. lllustrative surveillance methods for Class 1E equipment are outlined in
table9.

Table 9. lllustrative surveillance methods

Illustrative Surveillance Methods
Equipmentd barameter By Continuous Monitoring
Class 1E IND I_3y _
INST LTS ANN COMP | periodic
tests
Diesel generator Auxiliary systems o} 0 X0 *
Voltage X0 X
Frequency X0 X
Current X0 X
Power factor X0
Power X0
Reactive power X0
Winding temperature X
Field current X0
Field voltages X0
Ground X0
Control voltage X0
Starting capability *
Loading capability *
Breaker position X0 X X *
Protective relay X *
Switchgear bus Voltage X0 X
Incoming current X0 X
Ground X
Supply breaker position X0 X X *
Control voltage X
Protective relay X *
Station battery Current o}
Breaker open X
Test breaker closed X
Battery charger Output voltage o} X
Current (ouput)
Di_rect current power «
failure
Alternating current power
failure X
Breaker open X
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lllustrative Surveillance Methods
Equipmentd barameter By Continuous Monitoring
Class 1E IND By
INST LTS ANN COMP | periodic
tests
High direct current voltag
relay
(Opens main alternating
current supply breaker)
Direct current bus Voltage X0 X
Ground o] X
Cross tie breaker closed X
Instrument and contr¢ Voltage
power system Current
Breaker/fuse status X
Power quality (e.g., Total «
Harmonic Distortion)
Key: INST Instrumentation
IND LTS Indicating lights
ANN Annunciator
COMP Computer
X Denotes methods in the main control room.
o] Denotes methods outside the main control room.
* Periodic rest is supplementary or an alternative to continuous surveillance
indicated.

Source:lEEE Std 308001

d. Discuss the Equipment Qualification process for Class 1E power systems in
support of VSS: principles of equipment qualification, qualification methods, the
gualification program, and documentation requirements.

The following is taken from IEEE Std 32903.

The primary objectivef qualification is to demonstrate with reasonable assurance that
ClasslE equipment for which a qualified life or condition has been established can perform
its safety function(s) without experiencing comreause failures before, during, and after
applicable DBEs. Class 1E equipment, with its interfaces, must meet or exceed the
equipment specification requirements. This continued capability is ensured through a
program that includes, but is not limited to, design control, QC, qualification, installation,
maintenance, periodic testing, and surveillance.

For equipment located in a mild environment for meeting its functional requirements during
normal environmental conditions and AOOs, the requirements shall be specified in the
design/purchase specificatioms qualified life is not required for equipment located in a

mild environment and which has no significant aging mechanisms. When seismic testing is
used to qualify equipment located in a mild environmentagiag prior to the seismic tests
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is requiredonly where significant aging mechanisms exist (see IBEE3232003, section
6.2.1.1). A maintenance/ surveillance progran
may be supplemented with operating experience, should ensure that equipment meets the
spedfied requirements.

Degradation with time followed by exposure to environmental extremes of temperature,
pressure, humidity, radiation, vibration and, if applicable, chemical spray and submergence
resulting from a DBE condition can precipitate comncansdailures of ClasdE

equipment. For this reason, it is necessary to establish a qualified life for equipment with
significant aging mechanisms. The qualified life determination must consider degradation of
equipment capability prior to and during servilcderent in establishing a qualified life is

that a qualified condition is also established. This qualified condition is the state of
degradation for which successful performance during a subsequent DBE was demonstrated.

Qualification Methods

Operations Tesh type testsubjects a representative sample of equipment, including
interfaces, to a series of tests, simulating the effects of significant aging mechanisms during
normal operation. The sample is subsequently subjected to DBE testing that simulates and
thereby estaidhes the tested configuration for installed equipment service, including
mounting, orientation, interfaces, conduit sealing, and expected environments. A successful
type test demonstrates that the equipment can perform the intended safety functitings) for
required operating time before, during, and/or following the DBE, as appropriate.

Operations Experiencerformance data from equipment of similar design that has
successfully operated under known service conditions may be used in qualifying other
equipment to equal or lessvere conditions. Applicability of this data depends on the

adequacy of documentation establishing past service conditions, equipment performance, and
similarity against the equipment to be qualified and upon which operating experience exists.

A demonstation of required operability during applicable DBE(s) shall be included in
equipment qualification programs based on operating experience, when DBE qualification is
required.

Analytical Model.Qualification by analysis requires a logical assessment or a valid
mathematicainodel of the equipment to be qualified. The bases for analysis typically include
physical laws of nature, results of test data, operating experience, and condition indicators.
Analysis of data and tests for material properties, equipment rating, andneneirial

tolerance can be used to demonstrate qualification. However, analysis alone cannot be used
to demonstrate qualification.

Equipment may be qualified by combinations of type test, operating experience, and analysis.
For example, where type test of@mplete assembly is not possible, component testing
supplemented by analysis may be used.

The Qualification Program

The essential elements of equipment qualification include the following:
A Equipment specification, including definition of the safety fuoufs)
A Acceptance criteria
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Description of the service conditions, including applicable DBEs and their duration
Quialification program plan

Implementation of the plan

Documentation demonstrating successful qualification, including maintenance
activities requied to maintain qualification. The equipment user is responsible for
specifying performance requirements

A Verifying that the documentation demonstrates that the requirements have been
satisfied

T > > >

A technical description of the equipment to be qualified, oholy applicable performance
and qualification standards, shall be provided.

Loadings at interfaces (i.e., physical attachments, mounting, auxiliary components,
connectors [electrical and mechanical] to the equipment at the equipment boundary) shall be
spedfied. Motive power or control signal inputs and outputs, and the physical manner by
which they are supplied (e.g., connectors, terminal blocks), shall be specified. Control,
indicating, and other auxiliary components mounted internal or external touipenent and
required for proper operation shall be included. Material incompatibilities at interfaces shall
be considered and evaluated.

Where applicable, the equipment qualified life objective of the program shall be stated.

The equipment specificationsl | 1 denti fy the equi pmentds sa
required operating times.

Note: Components not involved in the equi pme
the qualification process if it can be demonstrated and documented that ésilumes,

including spurious operation, have no adverse effect on any and all safety functions, have no
adverse effect on the safety function of interfaced equipment, would not mislead an operator,

and shall not fail in a manner as to cause the failuother safetyrelated electric

equipment.

The service conditions for the equipment shall be specified. These conditions shall include
the nominal values and their expected durations, as well as extreme values and their expected
durations. Examples inclugbut are not limited to, the following:

A Ambient pressure and temperature

Relative humidity

Radiation environment

Seismic operating basis earthquake andseamic vibration

Operating cycles

Electrical loading and signals

Condensation, chemical spray, aubmergence

EMI/RFI and power surges

> > > B

The postulated DBE conditions, including specified Feglergy line break, lossf-coolant
accident, main steam line break, and/or safe shutdown seismic events, during or after which
the equipment is required to perfoits safety function(s), shall be specified. Equipment
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shall be qualified for the duration of its operational performance requirement for each
applicable DBE condition, including any required pD8E operability period.

Documentation Requirements

Documeration shall be retained throughout the qualified life of the equipment or its installed
life. The documents required to demonstrate the qualification of Class 1E equipment located
in a mild environment are the design/purchase specifications, seismipiads (if

applicable), and an evaluation and/or certificate of conformance. The design/purchase
specifications shall contain a description of the functional requirements for a specific
environmental zone during normal environmental conditions and AOOs.

The qualification documentation shall provide evidence that the Class 1E equipment is
gualified for its application, meets its specification requirements, and has its qualified life
and periodic surveillance, maintenance, and/or condition monitoring ihéstedlished.

Data used to demonstrate the qualification of the equipment shall be pertinent to the
application and shall be organized in a readily understandable and traceable manner that
permits independent auditing of the conclusions presented.

The hash environment documentation requirements are as follows:

A Identification of the equipment being qualified, including manufacturer, model, and
model family, if applicable

A Identification of the safetyelated function(s)

A Identification and description of tlipalification method utilized

A Identification of test sample equipment, if applicable

A Identification of normal environmental conditions, including those resulting from
AOQOs, as applicable, for temperature, pressure, radiation, relative humidity,
EMI/RFI, power surge environment and operational cycling, and DBEs to which the
equipment is qualified

A Identification of the acceptance criteria and performance results

A Identification of the test sequence, if applicable

A Identification of installation consideratioasd requirements for mounting,
orientation, interfaces, and conduit sealing

A Identification of tested configuration (whether any connections within the test
chamber are exposed to simulated accident effects)

A Justification of how test sample equipment igespntative of the qualified
equipment

A Evaluation of significant aging mechanisms and the method for addressing these in
the qualification program

A Identification of the qualified life of the equipment and its basis

A Identification of age conditioning testsults, as applicable

A Identification of the DBE test results, as applicable, including temperature versus
time curve, pressure versus time curve, humidity, chemical spray, water spray,
electrical loading, mechanical loading, applied voltage, applied fnreguand
submergence

A Identification of radiation test results, as applicable, including radiation type, dose

_ rate, and total dose
A Identification of seismic test results, as applicable
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A Identification of margin, as applicable, for peak temperature, peagupegsadiation,
power supply voltage, operating time, and seismic level
A Identification of any scheduled surveillance, maintenance, periodic testing, or
component replacement required to maintain qualification
A Evaluation of test anomalies, including effeatqualification
A Summary and conclusions, including limitations or caveats, and qualified life, and
any periodic surveillance/maintenance interval determination
e. Discuss the concept of Aindependenceodo; identif
attaindiegemdence, 0 e. g. , physi cal separati on,
devices, methods of achieving independence, and associated circuits; describe
the gener al concept of Aspecific separation cr

separation distances; discuss the major requirements for circuit breakers and
fuses to be considered as fAisolationo devices.

The following is taken from IEEE Std 38992

Physical separation shall be provided to maintain the independence of Class 1E circuits and
equipment so that ¢hsafety functions required during and following any DBE can be
accomplished.

Electrical Isolation and Devices

Electrical isolation of power circuits shall be achieved by Class 1E isolation devices applied
to interconnections of the following kinds of aiits (figure 66):

A Non-Class 1E and Class 1E circuits

A Associated circuits and neblass 1E circuits

A device is considered to be a power circuit isolation device if it is applied such that the
maximum credible voltage or current transient applied to theQiass 1E side of the device
will not degrade below an acceptable level the operation of the circuit on the other side of
that device.

Methods of Achieving Independence

The physical separation of circuits and equipment shall be achieved by the use of SC
structures, separation distance, or barriers or any combination thereof. Electrical isolation
shall be achieved by the use of separation distance, isolation devices, shielding and wiring
techniques, or combinations thereof.

Associated Circuits

Non-Class 1E pwer, control, and instrumentation circuits become associated in one or more
of the following ways:
A Electrical connection to a Class 1E power supply without the use of an isolation
device (see figure 66)
A Electrical connection to an associated power supjfilyout the use of an isolation
device (see figure 66)
A Proximity to Class 1E circuits and equipment without the required physical separation
or barriers (see figure 67)
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A Proximity to associated circuits and equipment without the required physical
separatioror barriers (see figure 67)

A Sharing a Class 1E or associated signal source without the use of an isolation device
(see figures 68 and 69)
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Figure 66. Association by connection and application of isolation devices
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Figure 69. Isolation device application in control and instrunaéion circuits
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Associated Circui® Independence

Associated circuits shall comply with one of the following requirements:

A They shall be uniquely identified as such or as Class 1E and shall remain with
(traceable to the associated Class 1E division), phigsically separated the same as,
those Class 1E circuits with which they are associated. They shall be subject to the
requirements placed on Class 1E circuits, unless it can be demonstrated by analysis or
testing that the absence of such requirementsotalegrade the Class 1E circuits
below an acceptable level.

A They shall be in accordance with the preceding list item, from the Class 1E
equipment to and including an isolation device. Beyond the isolation device, such a
circuit is nonClass 1E provided thé does not again become associated with a
ClasslE system.

A They shall be analyzed or tested to demonstrate that Class 1E circuits are not
degraded below an acceptable level.

Associated circuits, including their isolation devices or the connected lotmaitxthe
isolation devices, shall be subject to the qualification requirements placed on Class 1E
circuits to ensure that the Class 1E circuits are not degraded below an acceptable level.
Associated circuits need not be qualified for performance ofiumdince the function is
nonClass 1E.

Specific Separation Criter@aArea Classification and Separation Distances

The areas through which Class 1E and associated circuit cables are routed and in which
equipment is located shall be reviewed for the extgta@i potential hazards such as
high-energy piping, missiles, combustible material, ignition sources, and flooding. These
areas, explained in greater detail in IEEE Std-B3842, shall be classified as follows:

A Non-hazard areas (see section 6.1.3)

A Limited-hazard areas (see section 6.1.4)

A Hazard areas (see section 6.1.5)

Separation commensurate with the damage potential of the hazard shall be provided for early
in the design through the use of features such as separate rooms. Opposite sides of rooms or
areagnay be used provided there is an adequate heat removal capability.

The minimum separation distances specified in IEEE Stell382, sections 6.1.3, 6.1.4, and
6.1.5, may be used to provide adequate physical separation if the following criteria are met:
A All cables involved shall meet the fire propagation requirements of SEEEB3-
1974.
A Exposed raceways other than conduit shall be noncombustible per ASTM)E136
Exposed conduit shall meet the requirements of metallic conduit per
IEEE Std628-1987.
A Racewg fire stops through fire barriers shall have a-fesistance rating
commensurate with the fire hazards being protected against.
Open trays shall be as defined in NEMA VA991 for ladder or trougtype.
Enclosed trays shall be solmbttomtype as defied in NEMA VE 11991, with a
solid cover or open trays with solid top and bottom covers.

> >
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These distances reflect the minimum acceptable for physical separation to maintain
independence. Other considerations such as maintenance, cable pulling, anddarmanat
require greater distances.

In IEEE Std 3841992, sections 6.1.3, 6.1.4, and 6.1.5, separation distances are grouped into
the following three categories:
A Open to open: Includes open tray to open tray, open tray taifreable, and freair
cableto freeair cable configurations
A Enclosed to enclosed: Includes enclosed tray to enclosed tray, enclosed tray to
conduit, and conduit to conduit configurations
A Enclosed to open: Includes enclosed tray to open tray, enclosed trayao frable,
conduitto open tray, and conduit to fredr cable configurations

Requirements for Circuit Breakers and Fuses

When the following requirements are met, the circuit breakers may be used as acceptable
isolation devices for ineumentation and control circuits:

A A device is considered an electrical isolation device for instrumentation and control
circuits if it is applied so that (a) the maximum credible voltage or current transient
applied to <«lhss lEksEewilhotadgsadenhe aperation of the circuit
connected to the device Class 1E or associated side below an acceptable level; and
(b) shorts, grounds, or open circuits occurring in the-@tass 1E side will not
degrade the circuit connected to the device Cl&ssr associated side below an
acceptable level.

A The highest voltage to which the isolation device-Gtmss 1E side is exposed shall
determine the minimum voltage level that the device shall withstand across the non
Class 1E side terminals, and betweenribrClass 1E side terminals and ground.
Transient voltages that may appear in the-@tass 1E side must also be considered.

A The separation of the wiring at the input and output terminals of the isolation device
may be less than 1 in. (2.5 cm) as reqglire6.6.2 of IEEE Std 384992, provided
that it is not less than the distance between input and output terminals.

A Minimum separation requirements do not apply for wiring and components within the
isolation device; however, separation shall be providesrewer practicable.

A The capability of the device to perform its isolation function shall be demonstrated by
gualification test. The qualification shall consider the levels and duration of the fault
current on the nolass 1E side.

When the circuit breakeequirements listed above are met, a fuse may be used as an
isolation device (except between redundant divisions) if the following additional criteria are
met:
A Fuses shall provide the design overcurrent protection capability for the life of the
fuse.
A Thefuse timeovercurrent trip characteristic for all circuit faults shall cause the fuse
_ to open prior to the initiation of an opening of any upstream interrupting device.
A The power source shall supply the necessary fault current to ensure the proper
coordindion without loss of function of Class 1E loads.
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f. State the general requirement for the single-failure criterion (SFC) and identify the
major conditions used to apply the SFC to safety systems design: independence
and redundancy; non-detectable, cascaded, common-cause failures; design basis
events; and shared systems.

All of the information for this KSA is taken frohfEEE Std 3792000 unless specified
otherwise.

General Requirement for the SFC
The following is taken froMdEEE Std 6031998.

The safety systesshall perform all safety functions required for a DBE in the presence of
A any single detectable failure within the safety systems concurrent with all identifiable
but nondetectable failures
A all failures caused by the single failure
A all failures and spuous system actions that cause or are caused by the DBE requiring
the safety functions

The single failure could occur prior to, or at any time during, the DBE for which the safety
system is required to function. The SFC applies to the safety systems vdogiiner is by
automatic or manual means. IEEE Std-2D®0 provides guidance on the application of the
SFC. (Additionally, IEEE Std- 4.3.21993 addresses commoause failures for digital
computers.)

This criterion does not invoke coincidence (or migtichannel) logic within a safety group;
however, the application of coincidence logic may evolve from other criteria or

considerations to maximize plant availability or reliability. An evaluation has been performed
and documented in other standards toasti@t certain fluid system failures need not be
considered in the application of this criterion. The performance of a probabilistic assessment
of the safety systems may be used to demonstrate that certain postulated failures need not be
considered in thapplication of the criterion. A probabilistic assessment is intended to

eliminate consideration of events and failures that are not credible; it shall not be used in lieu
of the SFC. IEEE Std 352987 and IEEE Std 57¥976 provide guidance for reliability

analysis.

Where reasonable indication exists that a design that meets the SFC may not satisfy all the
reliability requirements specified in clause 4, item i, of IEEE Std BB, of the design

basis, a probabilistic assessment of the safety system shadrformed. The assessment

shall not be limited to single failures. If the assessment shows that the design basis
requirements are not met, design features shall be provided or corrective modifications shall
be made to ensure that the system meets thodisgereliability requirements.

Independence and Redundancy

The principle of independence is basic to the effective utilization of the SFC. The design of a
safety system shall be such that no single failure of a component will interfere with the
proper ogration of an independent redundant component or system.
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Nondetectable, Cascaded, Comntause Failures

The detectability of failures is implicit in the application of the SFC. Detectability is a
function of the system design and the specified tests ldrdahat cannot be detected
through periodic testing, or revealed by alarm or anomalous indication, is nondetectable. An
objective in an analysis of safety systems is to identify nondetectable failures. When
nondetectable failures are identified, onehaf tollowing courses of action shall be taken:
A Preferred coursefhe system or the test scheme shall be redesigned to make the
failure detectable.
A Alternative courseWhen analyzing the effect of each single failure, all identified
nondetectable failuresall be assumed to have occurred.

Whenever the design is such that additional failures could be expected from the occurrence
of a single failure from any source (e.g., mechanical, electrical, and environmental), these
cascaded failures, collectively, shiadi considered to be a single failure.

Certain commostause failures shall be treated as single failures when conducting the single
failure analysis. Such failures can be in dissimilar components and can have dissimilar failure
modes. Failures resultingoim cascaded failure and DBEs have already been discussed, and
are those that shall be included in the analysis.

Commoncause failures not subject to sindg@lure analysis include those that can result

from external environmental effects (e.g., voltageg@iency, radiation, temperature,

humidity, pressure, vibration, and EMI), design deficiencies, manufacturing errors,
maintenance errors, and operator errors. Design qualification and QAPs are intended to
afford protection from external environmental etfeadesign deficiencies, and

manufacturing errors. Personnel training, proper control room design, and operating,
maintenance, and surveillance procedures are intended to afford protection from maintenance
and operator errors.

Additionally, provisions shdd be made to address comracause failures. Examples of
techniques are detailed defefisalepth studies, failure mode and effects analysis, and
analyses of abnormal conditions or events. Design techniques, such as diversity and defense
in depth, can besed to address commaause failures.

Comprehensive guidance on using diversity to address cornause failures in digital
computers is provided in IEEE Ste473.21993.

Design Basis Events

Design basis events are postulated events used in the desgjalilish the acceptable
performance requirements of the structures, systems, and components. A DBE that results in
the need for safety functions may cause failure of system components, modules, or channels.
In order to provide protection from these fadsiy the equipment should be designed,

qualified, and installed so as to be immune to such anticipated challenges. When analysis
indicates that failures in a safety system result from DBES, these failures shall be considered
a consequence of the event.
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42.

Shaed Systems

The SFC is applied to units with shared systems as follows:

A The safety systems of all units shall be capable of performing their required safety
functions with a single failure assumed within the shared systems or within the
auxiliary supportingeatures or other systems with which the shared systems
interface.

A The safety systems of each unit shall be capable of performing their required safety
functions, with a single failure initiated concurrently in each unit within the systems
that are not sdred. Provisions shall be included in the design to ensure that single
failures within one unit will not adversely affect (propagate to) the other unit, thereby
preventing the shared systems from performing the required safety functions.

The failures in th criteria listed above need not be considered simultaneously in the
performance of the singlailure analysis, (i.e., the singfailure analysis is conducted for
the plant to demonstrate that the criterion listed first is met). The daifjlee analyss is
repeated to demonstrate that the criterion listed second is met.

l udes a note that the above

IEEEStd372 000 i nc
the use of shared systems.

nor forbi do

Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety design requirements for emergency, standby, and UPS systems for VSS (IEEE
Stds-387-1984, 650-1990, and 944-1986; DOE O 420.1B; DOE G 420.1-1; etc.).

a. lIdentify and discuss the principal design criteria for standby power supplies
supporting VSS: capability, ratings, interactions, design and application
considerations, and design features.

The following is taken fronlEEE Std 3871984.

Capability
When in service, each diesgtnerator unit shall have the capability of perforgnas a

redundant unit of a standby power supply, in accordance with the requirements stated in
IEEE Std 3081980.

The dieselgenerator unit shall also have each of the following specific capahititteset
design, application, and qualification requments:

A Design Conditions. The unit shall be capable of operating during and after any DBE
without support from the preferred power supply. The following design conditions,
including appropriate margins as required by IEEE Std1B83, 6.3.1.5, shall be
specified by those individuals responsible for the system application and, as a
minimum, shall include
0 operational cycles (4,000 starts over a period of 40 years, unless otherwise

specified)
0 operating hours (4,000 hours over a period of 40 years, unleswisthe
specified)
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0 temperature at equipment locations (minimum and maximum with durations and
average annual ambient)

0 Sseismic response spectra

o radiation (110 rads of gamma integrated dose over a period of 40 years, unless
otherwise specified)

0 humidity (minimum and maximum with durations)

load profile (including allowable voltage and frequency variations)

absolute barometric pressure (altitude and tornado depressurization, duration, and

magnitude)

combustion air contaminants (salt, sand, etc.)

fuel type andjuality

auxiliary electrical power supply requirements and quality

effect of fire protection actuation

service water quality

(ol e]
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A Starting and Loading. The unit shall be capable of starting, accelerating, and being
loaded with the design load within the timguéed by the equipment specification
requirements and quality
o from the normal standby condition
o with cooling not available, for a time equivalent to that required to bring the

cooling equipment into service with energy from the digeslerator unit
0 on arestart with an initial engine temperature equal to the continuous rating full
load engine temperature

A Light Load or No Load Operation. The unit shall be capable of accepting design load
following operation at light load or no load for the time requirethieyequipment
specification.

A Design Load. The unit shall be capable of carrying the design load for the time
required by the equipment specification.

A Quality of Power. The unit shall be capable of maintaining voltage and frequency at
the generator termifgawithin limits that will not degrade the performance of any of
the loads comprising the design load below their minimum requirements, including
the duration of transients caused by load application or load removal.

The loads will usually dictate the siaéthe UPS system (usually rated in kVA at a given

power factor). An important factor to consider in sizing the UPS system is the inrush current
imposed on it. Since the UPS has very little overload capability, it is usually not practical or
economical teize the UPS so that the unit is capable of furnishing inrush orahmurit

current requirements. The use of a transfer switch can compensate for the lack of this
capability by providing a transfer of the transient load to the bypass source of pdveze W

no transfer capability exists, consideration should be given to selective loading of high inrush
loads onto the UPS system. Consideration should also be given to the selection of fault
clearing devices to compensate for the lack of capability of gungphigh shorcircuit

current.

Environmental capability of SC electrical equipment must be demonstrated by testing,
analysis, and operating experience, or a combination of these methods.
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Ratings
A diesetgenerator unit shall have continuous and shioré ratings which shall reflect the
output capabilities of the diesgénerator unit in accordance with all capability requirements
mentioned in IEEE Std 38¥984, section 5.1, and the following rules:
A Inspections and scheduled maintenance shall be perfgrendically using the
manufacturerds recommendations and proced
A Unscheduled maintenance shall be performed in accordance with the need as
indicated by the periodic inspections and operating experience.

The dieselgenerator units may be utilized teetlimit of their power capabilities, as defined
by the continuous and shadnne rating. Unless time and load parameters for light and no
load operation are established by tests and documentation, the following precautions shall be
taken:
A When 4 hours obperation at 30% or less of the continuous rating have been
accumulated without at least 0.5 hour of operation above 50% of the continuous
rating, the unit shall be operated at a load of at least 50% of the continuous rating for
a minimum of 0.5 hour.
A Opeating at 30% or greater continuous rat.
recommendations.

Interactions

Mechanical and electric system interactions between a particular-gerssiator unit and

other units of the standby power supply, the nughent, the conventional plant, and the

Class 1E electric system shall be coordinated in such a way that thegdesele r at or uni t
design function, and capability requirements, may be realized for any DBE, except failure of

that dieselgenerator unit.

Design and Application Considerations

Design and application considerations shall include, but not necessarily be limited to, the
considerations listed in table 10.
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Table 10. Design and applicatioroasiderations

Considerations

"
SComNumo A

11.
12.
13.
14.
15.
16.

17.
18.
19.
20.
21.
22.

23.
24;

25.

Common failure mode between units of the standby
power supply

Single failure criterion as applied to the standby power
supply

Matching of diesel engine, alternator, excitation sys-
tem, and voltage regulator

Energy for operation of the control, surveillance, and
protection systems

Control, surveillance, and protection systems
Lubrication system and equipment

Selection of air, water, or other means of cooling
Supply of cooling medium

Cooling system and equipment

Selection of electric, pneumatic, or other means of
starting

Supply of starting energy

Starting system and equipment

Supply and quality of combustion air

Combustion air system and equipment

Supply of fuel

Fuel supply system and equipment,

ANSI N195-1976 [2]

Removal of products of combustion

Equipment design life

Service environment

Seismic design’

Design load

Time available between receipt of start diesel signal
and initiation of load sequence

Description of loading sequence with time durations of
application of individual loads

Maximum time available between receipt of start die-
sel signal and acceptance of design load
Accommodation of loading sequence and time duration

for application of individual loads

34.
35.
36.
37.
38.
39.

40.

41.
42.
43.
44.

45.
46.

47.

26.
27.
28.
29.
30.
31.
32.
33.

Load performance characteristics

Continuous rating

Short time rating

Light load and no load operation

Diesel-generator unit performance characteristics
Electric fault conditions

Electric transients

Insulation and temperature rating of electric equip-
ment insulation systems for operating and quiescent
conditions

Creepage and clearance distances for electric equip-
ment contacts

Electrically induced thermal effects

Mechanically induced thermal effects

Thermal shock

Mechanical shock ’

Operating cycles that may cause thermally induced
stresses -

Physical configuration and mechanical support of at-
tached auxiliaries, accessories, hardware, piping, wire
and cable, and raceways .

Handling during manufacture shipping, storage and
installation

Fire protection system: separation between units, and
possible damagmg effects by actual or inadvertent op-
eration

Tornado 'depressurization

Separation criteria for Class 1E and Non-Class 1E wir-
ing, IEEE Std 384-1981 [10]

Operational vibration

Monitoring diesel-generator units during accident and
post-accident conditions

Design considerations for testablhty and synchromzmg
capability

Source:lEEE Std 3871984

Design Features

Harmful vibration stresses shall not occur. Harmful torsional vibration stresses shall not
occur within a range from 10% above to 10% below rated idle speed and from 5% above to
5% below rated synchnous speed. Moving parts shall be designed to withstand that level of
overspeed that results from a short time rating load rejection. Margin shall be provided to
allow the overspeed device to be set sufficiently high to guarantee that the unit wif not t
on shoritime rating load rejection. As a minimum, the generator rotor, exciter rotor (if used)
and flywheel shall be designed to withstand an overspeed of 25% without damage. If the
diesel engine is equipped to operate in both the isochronous athwdpenode, provisions
shall be included to automatically place the engine governor in the proper mode of operation
when the diesegenerator unit is required to operate automatically. If the voltage regulator is
equipped to operate in paralleled and noalbeled mode, provisions shall be included to
automatically place the voltage regulator in the proper mode of operation when the diesel
generator unit is required to operate automatically.
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The dieselgenerator unit shall be provided with control systgmesmitting automatic and
manual control. Upon receipt of a stdiésel signal, the automatic control system shall
provide automatic startup and automatic adjustment of speed and voltage to@leady
condition. A stardiesel signal shall overridel @ther operating modes and return control of
the dieselgenerator unit to the automatic control system. A -slistel signal shall not
override any manual neoperating modes such as those for repair and maintenance.

Provisions shall be made for contfdm the control room and external to the control room.

The dieselgenerator unit shall be provided with surveillance systems permitting remote and
local surveillance and indicating the occurrence of abnormal, pretrip, or trip conditions. As a
minimum, thefollowing conditions shall be surveyed:

A Unit not running

A Unit running, not loaded

A Unit running, loaded

A Unit out of service

The following systems shall have sufficient mechanical and electrical instrumentation to
survey the variables required for succelssperation and to generate the abnormal, pretrip,
and trip signals required for alarm of such conditions:

A Starting system

Lubricating system

Fuel system

Primary cooling system

Secondary cooling system

Combustion air system

Exhaust system

Generator

Excitaion system

Voltage regulation system

Governor system

> >

I I D I D D

The dieselgenerator unit shall be automatically tripped on an engine overspeed or generator
differential overcurrent or both. Protective features, other than engine overspeed and
generator differentiadvercurrent, shall be
A blocked from automatically tripping the diesgnerator unit during an accident
condition and shall annunciate the condition they monitor in the plant control room;
or
A if protective features other than engine overspeed and gendiféeoential
overcurrent are retained during accident conditions, two or more independent
measurements of each of these parameters with coincident trip logic shall be
provided.

All protective devices shall remain effective during diggaherator unit testg or operation
during nonraccident conditions.
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b. Identify and discuss some of the design application requirements for UPS
supporting VSS: performance requirements, UPS sizing and capacities, and UPS
configurations.

The following is taken froMdEEE Std 9441986.

Performance Requirements

The UPS system must be capable of providing a reliable, regulated, and filtered source of
uninterruptible power to the vital loads of a powenerating station. To support this goal

UPS systems are designed to supply powend power supply outages and to provide

power conditioning when supply voltages and frequency variations exceed those allowable
for the load. A properly selected UPS system will provide continuous power to the load
throughout most disturbances encourderethe power supply system. Under certain
conditions up to a 4.17 millisecond interruption in the power supply to the load may occur as
the load is transferred from the inverter output to the bypass source or vice versa.

UPS Sizing and Capacities

The loals will usually dictate the size of the UPS system (usually rated in kilaugieres at

a given power factor). An important factor to consider in sizing the UPS system is the inrush
current imposed on it. Since the UPS has very little overload capaibiigysually not

practical or economical to size the UPS so that the unit is capable of furnishing inrush or
shortcircuit current requirements. The use of a transfer switch can compensate for the lack

of this capability by providing a transfer of tharnsient load to the bypass source of power.
Where no transfer capability exists, consideration should be given to selective loading of

high inrush loads onto the UPS system. Consideration should also be given to the selection of
fault-clearing devices toanpensate for the lack of capability of supplying high sbhwduit

current.

The following load data shall be used in the sizing of a UPS system:
A Total steadystate load
A Load power factor
A Continuous or shomuration load
A Inrush current requirements oflo

The UPS reapower and reactivpower rating should respectively equal or exceed 125% of
the total reabower and 125% of the total reactipewer requirements for all normal steady
state load configurations. The 25% margin should be included in the&jf2Sity to account

for the margin in calculating the maximum load. It should be recognized that the largest real
power requirements might occur for a load configuration that is different from that which
results in the largest reactiyp®wer requirementdVhere the load power factor is unknown,

a power factor of 0.8 lagging should be used. The UPS shall be designed to supply 100% of
rated kilovoltamperes over the entire AC and DC inpaltage ranges described in 5.7 of

IEEE Std 9441986, and for any loadurrent waveforms with a crest factor not greater than
2.0.
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UPS Configurations

Typical configurations of UPS systems that are applicable to power generating station loads
are described below.

Single UPS Unit with Rectifier/Charger, Inverter, and Battery

A single UPS is the simplest of configurations; it consists of a rectifier/charger, inverter, and
battery. In the configurations shown, the units are dedicated systems. The configuration as
shown in figure 70 is capable of providing continuity of load paagelong as the UPS
continues to operate within its specification. The AC output voltage supplied to the load is
not disturbed by an AC input failure. The inverter is characterized by its ability to supply the
power to the load and can take its power fther the AC input by way of the

rectifier/charger or from the battery. When the AC input fails, the battery will provide energy
to the inverter to maintain continuity of load power. The capacity of the battery determines
the length of time the system caperate without an AC input supply. The primary
advantages of this configuration are its simplicity and minimum cost when compared to other
systems. The main disadvantage is that a failure of the inverter results in a loss of supply to
the critical loads.

Single UPS Unit with Separate Battery Charger

In place of a rectifier/charger, a separate rectifier and battery charger may be used (see
figure 71). In this case, the rectifier is used to provide load power to the inverter. The battery
charger is contradld to recharge and maintain the battery in a charged condition. A blocking
diode is used between the battery and the DC link to prevent the rectifier from charging the
battery. This arrangement is suitable for applications where an existing chargertand bat

are required for power generating station loads and permits the removal of the UPS system
from service without disturbing the DC load. The main disadvantage is that a failure of the
inverter results in a loss of a supply to the critical loads.

SingleUPS Unit with Alternate Source and Static Transfer Switch

When the continuity of load power is critical, the addition of an alternate source and static
transfer switch should be used, as shown in figure 72. This configuration can operate in two
modes:

A Coninuous Operation. In the continuous operation mode, the load is connected to the
UPS unit through the transfer switch. In case of UPS unit failure, or load current
transients, such as inrush or fault current, the load is automatically transferred to the
alternate source by the transfer switch.

A Standby Operation. In standby operation, the load is supplied by the AC input
through the alternate source and transfer switch.

Standby Redundant UPS Units

The standby redundant UPS configuration is characterizetd byility to operate as a single
UPS, and the provisions of single UPS will apply. The system configuration is equivalent to
a single UPS configuration. Upon failure of the operating UPS unit, the load is transferred to
the standby UPS unit by the transssvitch. This configuration is shown in figure 73.

280



RECTIFIER/CHARGER INVERTER
v DC LINK —
AC INPUT O——- O ACOUTPUT
_ Ny

-~ —"'-"
i — i NOT WITHIN SCOPE
: — . OF DOCUMENT
! BATTERY |

Figure 70. Single UPS unit with rectifier/charger, inverter, and battery
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Figure 71. Single UPS unit with separate battery charger
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Figure 72. Single UPS unit with alternate source and static transfer switch
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Source:Figures 7073, IEEE Std 944986
Figure 73. Standby redundant UPS units

Uninterruptible power supply with Bypass/Maintenance Sourcd eausfer Switch

A UPS with bypass/maintenance source and a transfer switch is used for periodic
maintenance and testing of the UPS system. The transfer switch, which may be of the manual
type, connects the AC load to the AC supply while bypassing the {#28rs This switch

should be selected on the basis of whether the load can be interrupted even for a short
duration. If the load cannot be interrupted the switch should be-befkesbreaktype, and

the UPS may be taken out of service for inspection estthty without affecting the loads.

c. ldentify some of the key Class 1E performance characteristics for Class 1E static
battery chargers and inverters supporting VSS: input conditions, output
requirements, surge withstand capability, and reverse current flow prevention.

The following is taken fronlEEE Std 65601990.

Input Conditions

Primary input conditions for Class 1E static battery chargers and inverters supporting VSS
are

A voltage

A frequency

A phase

Output Requirements

Primary output requirements for Clads dtatic battery chargers and inverters supporting
VSS are

A voltage and voltage regulation

current (minimum and maximum)

current limit

frequency and frequency regulation (inverters only)

load power factor (inverters only)

ripple voltage (battery chargersign

harmonic distortion (inverters only)

> >

> > I
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Surge Withstand Capability

Surge withstand capability is mentioned but not elaborated on in primary references,
including IEEE, NFPA, and DOE documents. See note below.

Reverse Current Flow Prevention

Reverse currdrflow prevention is mentioned but not elaborated on in primary references,
including IEEE, NFPA, and DOE documents. See note below.

Note: Regarding surge withstand capability and reverse current flow prevention, IEEE

Std6501 990 not es t hrequifed Cldssolw perfaymancé dharacteristics and

the safety function shall be specified by those responsible for the design application of the
equipment, and shall include, as a minimum, numerical values and durations for normal,
abnormal, desighasis gent, and postlesigrb asi s event conditions. 0

. Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety design requirements for VSS accident monitoring instrumentation (IEEE Std-
497-2002, DOE O 420.1B, DOE G 420.1-1, etc.).

The information for K EEEB Std 4672002. and O6b6 i s t ak

a.ldentify and discuss the selection criteria us
for accident monitoring instrumentation.

The variable types will be referred to as A, B, C, O &Bn Criteria for the selection of each
type of variable are given below and summarized in table 11.

Type A variables are those variables that provide the primary information required to permit
the control room operating staff to
A take specific, planned, maally-controlled actions for which no automatic control is
provided and that are required for safety systems to perform their-sattetgd
functions as assumed in the plant accident analysis licensing basis;
A take specific, planned, manualtpntrolled ations for which no automatic control is
provided and that are required to mitigate the consequences of an AOO.

Type A variables provide information essential for the direct accomplishment of specific
safetyrelated functions that require manual actioneSéhvariables are a subset of those
necessary to implement the plapecific emergency procedure guidelines (EPGSs) or the
plant specific emergency operating procedures (EOPSs) or the plant abnormal operating
procedures (AOPSs). Type A variables do not idelthose variables that are associated with
contingency actions that may also be identified in written procedures.

Type B variables are those variables that provide primary information to the control room
operators to assess the plant critical safety fonst Any plant critical safety functions

addressed in the EPGs or the plgpecific EOPs that are in addition to those identified

above shall also be included. The Type B variables shall be those necessary to implement the
plant functional restoration E3%, plartspecific EOPs, and the plant critical safety function
status trees, if applicable.
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Type C variables are those variables that provide primary information to the control room
operators to indicate the potential for breach or the actual breadchtbféle fission product

barriers (extended range): fuel cladding, reactor coolant system pressure boundary, and
containment pressure boundary. The selection of these variables represents a minimum set of
plant variables that provide the most direct indarabf the integrity of the three fission

product barriers and provide the capability for monitoring beyond the normal operating

range.

Type D variables are those variables that are required in procedures and licensing basis
documentation (LBD) to
A indicatethe performance of those safety systems and auxiliary supporting features
necessary for the mitigation of DBEs
A indicate the performance of other systems necessary to achieve and maintain a safe
shutdown condition
A verify safety system status

Type D variabés shall be based upon the plant accident analysis licensing basis and those
necessary to implement the following procedures (as applicable to the plant design):

A Eventspecific EPGs or plargpecific EOPs

A Functional restoration EPGs or plasgecific EOPs

A Plant AOPs

Type E variables are those variables required for use in determining the magnitude of the
release of radioactive materials and continually assessing such releases. These variables shall
include, but not be limited to, monitoring the following:

A The magnitude of releases of radioactive materials through identified pathways (e.g.,
secondary safety valves and condenser air ejector)

A The environmental conditions used to determine the impact of releases of radioactive
materials through identified pathys(e.g., wind speed, wind direction, and air
temperature)

A Radiation levels and radioactivity in the plant environs

A Radiation levels and radioactivity in the control room and selected plant areas where
access may be required for plant recovery

Documentatia shall be developed and maintained for the selection bases of the accident
monitoring variables consistent with the plant LBD.
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Table 11. Summary of accident monitoring variable types/source dootsne

Referenced . o
: Selection criteria for the
clause in variable type Source documents
standard
4.1 Type A
0 Planned manually controlled actions for Plant accident analysis
accomplishment of safetelated functions for licensing basis
which there is no automatic control. EPGs or planspecific
EOPs
Plant AOPs
4.2 Type B
O Asses the process of accomplishing or Functional restoration
maintaining plant critical safety functions. EPGs or planspecific
Plant critical safety
functions related EOPs
Plant critial safety
function status trees
4.3 Type C
0 Indicate potential for breach of fission product Plant accident analysis
barriers licensing basis
0 Indicate an actual breach of fission product Design basis
barriers documentation for the
fission product barries
EPGs or planspecific
EOPs
4.4 Type D
0 Indicate performance of safety systems Plant accident analysis
0 Indicate the performance of required auxiliary licensing basis
support features Eventspecific EPGs or
0 Indicate the performance of other systems plantspecific EOPs
necessary to achieve and maintain a safe Functional restoration
shutdown condition EPGs or planspecific
O Verify safety system status EOPs
Plant AOPs
4.5 Type E

d  Monitor the magnitude of releases of radioactiv
materials through ideriied pathways

O  Monitor the environmental conditions used to
determine the impact of releases of radioactive
materials through identified pathways

O  Monitor radiation levels and radioactivity in the
plant environs

O  Monitor radiation and radioactivity levels ihe
control room and selected plant areas where
access may be required for plant recovery

Procedures for
determining radiological
releases through plant
identified pathways
Procedures for
determining plant
environs radiological
concentration
Procedures for
determining plant
habitability

Source:lEEE Std 4972002
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b. Identify some key performance criteria of accident monitoring instrumentation.

Range

The range of a monitoring channel shall be established to ensure that it covers the transients
identified in tie plant LBD. The range for Type C variables shall encompass, with margin,
those limits that would indicate a breach in a fission product barrier. For example,
measurement of reactor pressure shall include the capability of measuring, with margin, up to
Level D service limits of the reactor vessel (see American Society of Mechanical Engineers
2007 Boiler and Pressure Vessel Code).

Accuracy

The required accuracy of accident monitoring instrument channels shall be established based
on the assigned function.

Response Time

Accident monitoring instruments shall be designed to providdirealand timely

information. Typically, the displayed information will lag behind actual conditions because

of sensor location, thermal heat transfer time lag, informatiorepsireg cycle times, degree

of severity of environmental conditions, and other potential effects on instrument response
times. In general, these response times are not as critical as in the case when the instrument
provides a signal for automatic reactootection system or engineered safeguard system
action. For computer driven displays, the indicated variable will additionally lagjmesl
conditions depending on the update frequency of the display. The update frequency shall be
fast enough to avoid thmotential of misleading the operator with respect to plant conditions.

It is considered prudent that this update period be approximately 1 to 2 seconds.

Required Instrumentation Duration

The postevent operating time for each variable shall be definechdddessed in the
development of the qualification program.
A The postevent operating time for Type A variable instrument channels shall be the
duration for which the measured variabl e
A The postevent operating time for Type\Biriable instrument channels shall be at
least the duration associated with the longlesation DBE for that variable.
A The postevent operating time for Type C variable instrument channels shall be at
least 100 days for instrument channels monitorindiis&on product barriers:
o Fuel cladding
0 Reactor coolant system pressure boundary
o Containment pressure boundary
The qualification duration for other Type C variable instrument channels shall be the
duration for which the measured variable is requiredbyttp | ant 6 s L BD.
A The postevent operating time for Type D and Type E variable instrument channels
shall be based on the plantds LBD.

A shorter posevent operating time may be acceptable if equipment replacement or repair
can be accomplished within an ace@dpé outof-service time, taking into consideration the
location and accessibility of the equipment.
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44,

Reliability

For those systems for which either quantitative or qualitative goals have been established,
appropriate analysis of the design shall be peréat to confirm that such goals have been
achieved. IEEE Std 352987 and IEEE Std 577976 provide guidance for performing the
reliability analysis.

Performance Assessment Documentation

An assessment for each of the performance criteria shall be condlittedssessment shall
be done to ensure that thedesigned performance meets or exceeds the performance
criteria. The results of this assessment shall be documented and shall consider
A allowances for calibration uncertainties, loop errors, and driftsjstent with the
methodology given in ANSI/Instrumentation, Systems, and Automation Society
(ISA) Std 67.04.022000,Setpoints for Nuclear SafeBelated Instrumentation
A the magnitude and direction of errors imposed on the accident monitoring
instrumenation by environmental and/or seismic conditions during and after the
postulated event.

Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety design requirements for VSS Motor Control Centers (MCC) (IEEE Std 649-1991,
DOE O 420.1B, DOE G 420.1-1, etc.).

a. lIdentify the three qualification alternatives for VSS MCC equipment.

The information f or KSAEEE®Std@9199h (199 leglition 6c 6 i s
archived; 2005 edition active).

The three qualification alternaés are testing, analysis, and the use of operating experience.

Equipment may be qualified by test, analysis, operating experience, or any combination
thereof. Combined qualification shall be developed on alog®ase basis by applying the
procedures peented in the referenced standard. The qualification methods used shall
provide auditable data by which they can be shown to constitute a complete qualification
program.

Regardless of the method(s) used in the qualification program, the equipment isrechtid
be qualified when it meets the acceptance criteria listed in the equipment specification found
in Section 9 of the referenced standard. Any failure to meet the acceptance criteria should be

A

analyzed to determine its cause and overall effectoathei i pment 6 s qual i fi ca

b. Identify the three major elements of the qualification process for VSS MCC,
equipment specification, the qualification program, and the documentation
requirement.

Equipment Specification
The equipment specification for MCCs shadhtain the criteria to be met to qualify the

equipment for its intended application. This specification may be written by either the end
user or the equipment manufacturer, depending on who has the responsibility for providing
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the qualification requirenmgs to the organization performing the qualification program. As a
minimum, the following shall be included:

A

A

Equipment Description. The equipment specification shall describe the MCC in terms
of physical and electrical configuration.

Equipment Safety Funoins. The specification shall describe the performance
requirements and specific safety functions of the MCC equipment, including the
required operating times; when in the DBE sequence these functions are required to
occur; and the maximum allowable tinf&at a contact subject to chatter can remain in
its unintended state.

Interfaces. Interfaces and loadings via physical attachments to the equipment at the
equipment boundary shall be specified. These interfaces include mounting
requirements, cable, and calvhceway connections, as well as bus duct connections.
Design Standards. Specifications shall indicate, by number and date, applicable UL,
NEMA, ANSI, IEEE, and other industry standards or sections of standards.

Service Conditions. The range of valuesdperational and environmental

parameters shall be specified for the application. They may include the following as
applicable:

o Supply and control voltages and frequency

Design ambient temperature

Ambient time/temperature profile

Ambient time/pressure prité

Duty cycle

Seismic requirements

Radiation

Percent relative humidity

Abnormal vibration or altitude

Spray or jet impingement

Electrical loading at rated voltage (inductive and/or resistive)

O O0OO0OO0OO0O0OO0OO0OO0O0o

Normal and abnormal service conditions and conditions restitongDBEs shall be
specified. The service conditions for these events should be expressed as a time
history for each parameter that may affect equipment functions during the event.

Margin. It should be indicated whether or not margin has been includlee in

specified values.

Operational Aging Parameters. Operational aging parameters given in table 12 reflect
typical requirements for a generic qualification program. Where specific applications
require different values, the values shall be specified.

Qualified Life Objective. The desired qualified life objective shall be stated for the
MCC or its component(s) that are subject to significant aging mechanisms.
Acceptance Criteria. Acceptance criteria shall be defined so that all failures to
perform the specifid safety function(s) in the service conditions for which the
equipment is being qualified can be identified. The operational tests given in table 12
reflect typical requirements for a generic qualification program. Where specific
applications require diérent values, the values shall be specified; however, care
should be taken to ensure that the acceptance criteria selected are not overly
restrictive or based on measurements not related to the specified safety functions.
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Table 12. Typical operational aging parameters

Device
Contactor

Overload relay
Molded case circuit breaker 1800 A
frame size

Above 600 A frame size

Fuse and fuse holder
Transformers

(1) Control power

(2) Distribution

Auxiliary relay and timing devices

Pushbuttons and selector switches

Indicating light modules
Solid state devices

Ground faultsensor/relay
Undervoltage and overvoltage relays

Disconnect switches

Resistors (power)
Transfer switches

Stabon-connections

AC Application
750 operating cycles (maximum 6/min ai
nominal voltage and the following
(1) Load currents per NFPA 7IB78(9)
values through the power contacts.

Typical values at 460 V are

NEMA Size F14A
NEMA Size 234A
NEMA size 365A
NEMA Size 4124A
NEMA Size 5240A

(2) Rated inductive load current through
one auxiliary contact

5 Operations at 200% rated current

(1) 2 overload trips at ZB600% rated
current for thermal magnetic breakel

(2) 125 manual operations at 100% rate
conditions (voltage and current:
maximum 4/min

(1) 2 overload trips at 26600% rated
current for thermal magnetic
breakers.

(2) 60 manual oprations at 100% rated
conditions (voltage and current;
maximum 1/min).

See note

No operational aging required

No operational aging required

750 operating cycles (maximum 6/min a
nominal voltage with rated inductive loac
on one contact).

750 operating cycles at nominal voltage
with rated inductive load on one contact.
No operational aging required

Special consideration must be given to
solid state devices. Supplier should be
consulted for specific operational
parameters

Same as solid state devices

Supplier should be consulted for specific
operational aging parameters

125 manual operations at 100% rated
conditions (voltage and current).

Not applicable

Supplier should be consulted for specific
operational aging parameters

Five insertions and removals

Test per FiveYear Aging Period

DC Application
Same as ac

Typical values foreduced voltage starter
at 240 V are

NEMA Size :20A
NEMA Size 238A
NEMA Size 389A

NEMA Size 4140A
NEMA Size 5255A

Same as ac
Same as ac

Same as ac

Same as ac
Not applicable

Same as ac

Same a ac

Same as ac
Same as ac

Same as ac
Same as ac

Same asic

No operational aging required
Same as ac

Same as ac

Note: Operational agingf fuses may be accomplished by either natural aging or accelerated aging techniques. Alternatively,

manufactureroés
common mode failures ofifes.

or

ot her documentat.

on

may be provinded t
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Device
Contactor*

Overload relay*

Molded case circuit breaker *

Fuse and fuse holder
Transformers (conot power and
distribution)

Auxiliary relays?

Pushbuttons and selector switches

Indicating light modules

Solid state devices

Ground fauI{sensor/rel,';vf)'/A
Undervoltage andwervoltage rela)ié

Disconnect switchés

Resistors (power)
Trander switche$

Stabon-connections

Table 13. Typical functional tests

Operational Test

AC Application
Pick up at 110% and 85% of rated coil
voltage

Device shall not drop out at or a oved0
rated coil voltage
Tripp on 200% overload within
manufacturer6s tim
(3) Manual operation
(4) Trip on 200% of rated current within
manufacturero6s t
(5) Trip on 86120% of maximum
instantaneous trip setting (except
molded case switches)
Conduct rated current
(1) Proper secondary voltage is present
when rated voltage is applied to the
primary leads
(2) Check insulation strength by
dielectric leakage current
measurement
Pick up at 110% and 85% of rated coll
voltage.

Device shall not drop out at or above 70'
rated coil voltage

Make and break at rated conditions
(voltage and current)

No operational test required.

Failure of the indicating light module
shall not result in the degradation of the
circuit in which the light is located (for
example, no short circuit).

Special consideration must be given to
solid state devices. Supplier should be
consulted for specific operational
parameters.

Same as solid state devices

Supplier should be consulted for specific
operational aging parameters.

Make and break at rated conditions
(voltage and current)

Not applicable

Supplier should be consulted for specific
operational aging parameters

Check electrical and mechanical integrit
of connections. No overheating while
conducting rating current.

DC Application
Pick up at 110% and 80% of rated coil
voltage
Device shall not drop out at or above 70
rated coil voltage
Same as ac

Same as ac

Same as ac
Not applicable

Pick up at 110% and 85% of rated coll
voltage.

Device shall not drop out at or above 70'
rated coil voltage
Same as ac

Same as ac

Same as ac

Same as solid state devices
Same as ac

Same as ac

Conducts rated current
Same as ac

Same as ac

* Device contactshall be monitored to verify make and break load conditions.

A Requirerents for qualification of relays for other than motor control center application may be found in IEEE-CB7898 he
user of this standard may wish, in development of a motor comtntdicqualification program, to incorporate some of these ott
requirements to achieve broader qualification of relays than just for motor control centers. In any event, the requrements
qualification of relays in a motor control center program dteakit least as stringent as specified herein.

Source:Tables 12 and 13, IEEE Std 64991(R2005)
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Not all of the acceptance criteria in table 13 can be demonstrated with the equipment inside a
test chamber. Therefore, the specifier must determine whiehia are to be demonstrated

during and after a harsh environment test. Alternative criteria such as the following may also
be used:

A
A

A

No unwanted tripping of thermal sensitive devices such as circuit breakers, fuses, and
overload relays

No dielectric brakdown that results in the permanent loss of control or main power
voltage

No spurious circuit operations

Quialification Program

The qualification program required by IEEE Std @8®1 is conducted in the following
sequence:

A

Development of a Qualificationldh. The purpose of a documented qualification plan

is to provide an auditable link between the equipment specifications and the results of
the qualification program presented in the qualification report. A qualification plan is
required. It shall descridde method(s) for identifying any significant aging
mechanisms, the qualification program as determined from the identification of the
significant aging mechanisms, the specified DBEs, and other requirements. It shall
contain other information as specdie section 12 of IEEE Std 64991.

Identification of Significant Aging Mechanisms. Motor control center equipment is
composed of devices and components having a variety of materials, designs, and
functions. Each device or component must be reviewestnst of its materials,

design, function, and specified environments to identify significant aging mechanisms
that could prevent the performance of its required safety functions. The most likely
aging mechanisms for MCC equipment are the effects produced by

o operational cycling

0 temperature

o radiation

When other service conditions such as humidity, altitude, or normal vibration exist
that could potentially produce aging mechanisms, the conditions shall be specified by
the user and addressed in the qualificagioogram. For MCC applications, the
temperature and radiation effects apply primarily to nonmetallic materials. When it
can be demonstrated and documented that these or other aging mechanisms are not
significant, no further evaluation of aging is required.

Implementation of the Qualification Plan. Qualification procedures described in
section 10 of IEEE Std 648991 shall then be used to qualify the MCC and/or its
components based on the results of the significant aging mechanism identification.
Variationsfrom the conditions specified in the qualification plan require alteration of
the procedure and appropriate justification. The qualification sequence, when the test
alternative is utilized, shall be as follows:
o0 Device (and componen} level qualification

e Inspection

e Baseline data measurement
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Aging (if significant aging mechanisms are identified)

Functional tests (if aging is performed)

Seismic qualification

Other tests required by the qualification plan (see 10.6.2 of IEEE Std 649
1991)

e Final functional tes

o0 Assembled MCdevel qualification (if required)
¢ Device and component testing as required
e Seismic qualification
e Other tests required by the qualification plan (see 10.6.2 of IEEE Std 649
1991)
e Final functional test

A Determination of Qualification. In thevaluation of the qualification program results,
the MCC and its components are considered to have passed when they meet the
acceptance criteria specified in the equipment specification. Any failure to meet the
acceptance criteria shall be analyzed tordetee appropriate modification(s) of the
equipment or the limitation that shall be imposed on its use. Failures shall be
documented as described in 12.@Gf4EEE Std 6491991

Failure during the qualification process does not mean that the equipment is
disqualified for its intended safety application if it can be demonstrated that the
failure was not common cause in nature
safety functions. When such demonstration is possible, the failed device or
component mayédreplaced by a similar, equivalentiged device or component, and
the qualification process may be continued or repeated, provided that the effect on
interface connections can be shown to be insignificant.

Section 11 of IEEE Std 648991 addresses modiéitions during the qualification
program. Common cause failures may be addressed either by design changes to
eliminate the cause of failure, by reducing the qualified life, or by specifying an
appropriate component replacement interval, all in conjunetiinrepeating part or

all of the qualification process. A common cause failure must be thoroughly analyzed
and its resolution documented. Continued qualification is based on adherence to
specified service conditions, maintenance schedules, and replacamedtles

provided by the qualifier to maintain qualified life.

Documentation Requirement

The documentation shall be sufficient to provide justification that the MCC and its
subcomponents can meet their specified safety functions for normal serviceoosndit
abnormal service conditions, DBEs, and HOBIES. The documentation shall be presented in
an organized and auditable form.

pASY
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The documentation shall include a tabulation of all normal, abnormal, DBE, arDpBst
specified service conditions, and tleesce conditions for which the equipment was
qualified.

Specific features that were demonstrated by the equipment qualification program shall be
identified.

The qualification plan shall contain sufficient details to identify the acceptance criteria,
descibe the required procedures, and correlate the qualification methods and results to the
equipment specifications. The qualification plan shall contain the following:

A Equipment specification (as noted above)

Number (quantity) of units to be tested

Mounting,connection, and other interface requirements

Aging simulation procedures, including the qualified life objectives

Service conditions to be simulated

Performance and environmental variables to be measured

Test equipment requirements, including accuracies

Environmental, operating, and measurement sequence HstEpp detall

Acceptance criteria

Type test data

Statement of nonapplicable portions of the specification

Description of any conditions peculiar to the MCC and its subassemblies that are not
coveral above but that could affect the equipment during testing

Method(s) for identification of significant aging mechanisms

> DD D> D> D> D> >

The qualification report shall contain the following:

A Qualification plan

Objectives (acceptance criteria)

Detailed description of equipent tested

Test facility description and identification of instrumentation
Test procedures

Test data

Required periodic maintenance, surveillance, and/or testing
Evaluation of any component failure or abnormality encountered during the test
Summary and comasions, including qualified life statement
Supporting documentation

Approval, signature of the qualifier, and date

DI D> D> >

Partial type tests of MCCs that are augmented by operating experience, analysis,
extrapolation, or combinations thereof shall include tileviang items:
A Operating Experience Data
o Equipment specification (as noted above)
o Interface and boundary conditions of the equipment
o Specification of equipment for which operating experience is available
o Identification of the specific features to be demmated using operating
experiences
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o Comparison of past application and specifications with the new equipment
specification for each feature to be demonstrated using operating experiences

o Summary and source of operating experience applicable to equipment
gudification, including maintenance/repair history, environmental conditions,
electrical loadings, and seismic/vibrational loadings

o Basis on which the data have been determined to be suitable and the equipment
qualified

o Approval, signature of the qualifieaind date

A Analysis
o Equipment specification (as noted above)
o Interface boundary conditions of the equipment
o Specific features, postulated failure modes, or failure effects to be analyzed
0 Assumptions, empirically derived values, and the mathematical mo@els us
together with justification for their use
Test data that support the assumptions and mathematical models
Description of analytical methods or computer programs used
o Summary of analytically established performance characteristics and their
acceptability
o Approval, signature of the qualifier, and date

(ol o]

When the test data or operating experience data have been extrapolated, the basis and
justification of the validity for the extrapolation shall be provided.

c. Discuss the qualification procedural requirements for VSS MCCs relating to aging,
seismic qualification, and harsh environment events.

Equipment may be qualified by test, analysis, operating experience, or any
combination thereof. Combined qualification shall be developed on dgase
case basis by apphgrthe procedures presented in this section. The
gualification methods used shall provide auditable data by which they can be
shown to constitute a complete qualification program.

Regardless of the method(s) used in the qualification program, the equipment
is considered to be qualified when it meets the acceptance criteria listed in the
equipment specification (see section 9 of IEEE Std 649). Any failure to meet
the acceptance criteria shall be analyzed to determine its cause and overall

A

effectonthe equippont 6 s qual i fi cation as discussed

Aging

Aging may be addressed by several methods. These methods include age
conditioning (testing), analysis, operating experiencegenvice surveillance

and maintenance for extension of qualified lifeany combination thereof.

An aging method shall be selected based on an evaluation of the materials and
application of the specific device or component. Age conditioning or analysis
need not be performed even if significant aging mechanisms exist iflhatura

294



aged equipment with proper documentation, which meets the requirements of
section 6.3.3.1 of IEEE Std 32383 [6], is used as the test specimen.

Seismic Qualification

Motor control centers may be seismically qualified by test, combined analysis
and testing, or use of operating experience. Seismic qualification of Class 1E
MCCs shall meet the requirements of IEEE Std-3487 [7]. The procedures
and guidelines of that document shall be followed in demonstrating that the
Class 1E MCCs can meet their gfiehtion requirements. In addition, some
specific areas that are peculiar to MCCs are listed herein with recommended
gualification procedures to be used. These procedures are intended to
supplement those described in IEEE Std-3987 [7] and provide adiibnal
guidance for qualifying this kind of equipment. IEEE C379838 [3] may be
useful in determining qualification of individual devices.

Harsh Environment Events

Motor control center equipment is normally furnished for use in a mild
environment in whih the seismic event is the DBE of major concern. Under
certain conditions, MCC equipment is furnished for use in a harsh
environment where po$tOCA [loss of coolant accident] or HELB [high
energy line break] events are of major concern.

When equipment iurnished for use in a harsh environment, specified
conditions such as temperature, pressure, humidity, dust, and radiation shall
be addressed in the qualification program. For a giverldo&tA or HELB

event, the conditions for which the MCC and its pgquent must be qualified
shall be included in the MCC specification developed in accordance with
section 9 of IEEE Std 649. The acceptable methods for demonstrating
equipment capability for these events or conditions are testing, use of
operating experienc@nalysis, or any combination thereof.

45, Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety design requirements for digital computers supporting VSS (IEEE Std 7-4.3.2-
2003, Annex E; DOE O 420.1B; DOE G 420.1-1; etc.).

The following is taken froMlEEE Std 74.3.22003.

a. Discuss some of the configuration requirements for communications
independence relating to communications between computers in different safety
channels.

Communication between computers in different satbgnnels may be desired for such
purposes as voter logic or tirséamp synchronization. Upon a failure of the communication,
the preferred failure state should be set if one has been identified. Figure 74 and figure 75
depict ways in which this can be acaplished.

Figure 74 depicts broadcast communication between a safety computer in channel A and a
safety computer in channel B. The emay communication path provides a point of software
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isolation. The physical links between the computers provide el@dasaation. This
isolation may be accomplished optically (i.e., fiber optic cable or optical isolators).

Communications isolation is provided through the broadcast communication. The buffering
circuit provides an interface allowing acknowledgment oacknowledgment of data

transfer between channels, collision avoidance, etc. It serves as a buffering feature between
the communications link and the safety function to ensure integrity of the safety function.
The buffering circuit should be separate (eaga minimum on a different board) from the
processor performing the safety function. The buffering circuit may be another processor,
memory card(s), etc. Any V&V and validation activities should include the buffering circuit.
The physical link between ¢hbuffering circuits should serve as the point of electrical

isolation.

— Communication Paths — N

\ v

“.‘\ /
\ S

Safety Computerin \ ] Safety Computerin
Channel A < N Channel B
Electrical/iCommunications
Isolation

Figure 74. Communication between safety channels {@ag communication)

Figure 75 depicts a method with two separate points of isolation, one electricaieafot
communications. This method allows tm@y communication between safety computers, as
long as a buffering circuit is employed.

Communications Isolation __ — Communications Isolation
l] Buffering Circuit (
- ~ ~ -
;. e - ~ N
Y 4 - e ~ _xx
1 = > - N '
- Electrical Isolation \
Safety Computer \ / Sa_fety Computer
in Channel A \\ ) / in Channel B
Communication Paths ~—— /
i N ~ i
Safety Function - Safety Function

Source:Figures 74 and 75, IEEE Ste473.22003
Figure 75. Communication between safety chats (tweway communication)

The broadcast communication link between the safety function and the buffering circuit
serves as a route for data to be sent out by the safety computer. The separate communication
from the buffering circuit allows the safetynittion processor to receive data from another
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channel. The process of requesting and receiving data from another channel should not result
in loss of either of the safety functions.

b. Discuss some of the configuration requirements for communications
independence relating to communications between safety and non-safety
computers.

Communication between safety and nonsafety computers may be desired for purposes of
time-stamp synchronization and installation of approved setpoint changes. However, at no
time shoutl the safety computer require input from the nonsafety computer in order to
perform its safety function. Figures 76 and 77 depict ways communication between safety
and nonsafety computers can be accomplished.

Figure 76 graphically shows a broadcast comgation between the safety computer and the
nonsafety computer. The om&y communication path provides for communication

isolation. The physical link(s) between computers might provide both electrical and
communications isolation as required. Electricalason may be accomplished optically

(i.e., fiber optic cable or optical isolators). Communications isolation is provided through the
broadcast communication path.

Communication Path

¥ )

Electrical/fCommunications
Isolation

Safety Computer Nonsafety Computer

Figure 76. Communication between safety and nonsafety comp{geesvay
communication)

Figure 77 depicts a method with two separate points of isolation, one electrical and one
communications. This method allows tm@y communication between the safety computer
and the nonsafety computer, as long as a buffering cisceihployed in the safety

computer. Use of this method may be necessary when a separate computer is used for test
and calibration purposes.

Communications Isolation __
) Buffering Circuit
- —
s .
I "' —
& Ty
- - Electrical Isolation AN
1"". Safety Computer \ \ \) Neonsafety Computer
Y - CommunicationPaths -
Safety Function
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46.

Source:Figures 76 and 77, IEEE Ste473.22003

Figure 77. Communication between safetgd nonsafety computers (twaay
communication)

The buffering circuit provides an interface allowing acknowledgment or no acknowledgment
of data transfer between channels, collision avoidance, etc. It serves as a buffering feature
between the communicatis link and safety function to assure the integrity of the safety
function. The buffering circuit should be separate (i.e., at a minimum on a different board)
from the processor performing the safety function. It may be another processor, memory
card(s), &. Any V&V activities should include the buffering circuit. As required, the link
between the buffering circuit and the nonsafety computer provides electrical isolation.

The broadcast communication link between the safety function and the buffering circui
serves as a route for data to be sent by the safety computer. The process of sending data
should not result in loss of the safety function. The broadcast communications link from the
buffering circuit to the safety function is necessary when a sepeasatend calibration

computer is employed.

Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety design requirements for VSS protection systems (IEEE Stds 741-1997 and 833-
1988, DOE O 420.1B, DOE G 420.1-1, etc.).

The information for this competancy statement is taken fieBRE Std 7411997.

a. lIdentify the key general design criteria for VSS protection systems (IEEE Std-741,
Section 4.)

As used in IEEE Std 741, protection refers to the sense, command, and execute fehtures wi
their associated interconnections (see |IEEE Std1833) that are provided to minimize
equipment damage and any interruption of electrical service resulting from mechanical or
electrical failures or other unacceptable conditions. Protection includgsreent required to
support the Class 1E power system in the performance of its safety function, and components
whose function is to increase the availability and reliability of the saéyed equipment.

The protection shall be capable of the following

A Preventing failures in safety systems and equipment from disabling safety functions
to below an acceptable level. The protective actions of each load group shall be
independent of the protective actions provided by redundant load groups (see IEEE
Std 3081991)

A Operating the required devices upon detection of unacceptable conditions to reduce
the severity and extent of electrical system disturbances, equipment damage, and
potential personnel and property hazards

A Monitoring the connected preferred powergymnd, where an alternate preferred

power supply is provided by the design, of automatically initiating a transfer or
alerting the operator to manually transfer to the preferred alternate power supply
Providing indication and identification of the prdige operations

Periodic testing to verify logic schemes and protective functions

Monitoring the availability of protection control power

> >
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A Periodic testing to verify setpoints. This requirement is not applicable to fuses

Those parts of the protection thaivie a safety function shall meet the requirements of IEEE
Std 6031991 and IEEE Std 368991. Documentation requirements for the protection of
Class 1E power systems and equipment are found in IEEE StO®08 Those parts of the
protection whose functiois nonsafety related shall be designed such that their failure does
not degrade the Class 1E power system below an acceptable level.

b. ldentify the major criteria for establishing bus voltage monitoring schemes (IEEE
Std-741, Section 5.1.2 a) T h)).

Bus votage monitoring schemes that are used for disconnecting the preferred power source,
load shedding, and starting the standby power sources are part of the protection and shall
meet the criteria that follow. Voltage monitoring schemes that are used oalarims do

not have to meet these criteria.

a) Bus voltage shall be detected directly from the Class 1E bus to which the standby
power source is connected.

b) Upon sensing preferred power supply degradation, the condition shall be alarmed in
the main controroom. On sensing preferred power supply degradation to an
unacceptable lowoltage condition, the affected preferred power supply shall be
automatically disconnected from the Class 1E buses.

c) Each division shall have an independent scheme of detedtadeygraded voltage and
lossof-voltage conditions. Within each division, common equipment may be used for
the detection of both conditions.

d) Each scheme shall monitor all three phases. The protection system design shall be
such that a blown fuse in tieltage transformer circuit or other single phasing
condition will not cause incorrect operation, nor prevent correct operation, of the
scheme. Means shall be provided to detect and identify these failures.

e) The design shall minimize unwanted operatibthe standby power sources and
disconnection of the preferred power supply. The use of coincident logic and time
delay to override transient conditions is a way to accomplish this.

f) Capability for test and calibration during power operation shall baged.

g) The selection of undervoltage and time delay setpoints shall be determined from an
analysis of the voltage requirements of the Class 1E loads at all onsite distribution
levels.

h) Indication shall be provided in the control room for any bypassrporated in the
design.

c. lIdentify the major requirement for selecting protective devices for direct-geared
valve actuator motors (IEEE Std-741, Section 5.5, first paragraph, first sentence).

The selection of a protective device for the direct geared aahvator motor (VAM) shall
ensure that the time current characteristic of the protective device is coordinated with the
time current characteristic of the motor, as derived from motor time temperature data.
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47. Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety design requirements for Instrumentation and Control (I1&C) equipment
grounding of VSS (IEEE Std 1050-1996, DOE O 420.1B, DOE G 420.1-1, etc.).

The information for this competancy statement is taken fEfE Std 108-1996.

a. Discuss some design considerations for electrical noise minimization, noise
sources, hoise-coupling methods, and technigues for electrical noise
minimization.

Design considerations for electrical noise minimization include the identification of the
different types of noise sources, nec®ipling or transmission methods, and techniques that
may be utilized that minimize the impact that electrical noise can have on vital safety
systems. |IEEE Std 105096,IEEE Guide for Instrumentation and Contrafjipment
Grounding in Generating Stationdevotes an entire chapter to this topic. A summary is
provided below.

Noise Sources

Noise sources can be divided into the following categories:
A Natural sources these happen independently of human activity, but #ffects can
be controlled.
A Incidental sourcés these are caused by human activity, but they are not intentional.
A Intentional sources these are emissions of potentially interfering energy produced
for specific purposes unrelated to the equipment or sgsteier consideration.

NoiseCoupling Methods

Noise can be coupled into (or transmitted from) control circuits by any one of the following
four different methods:

1. Conductive (direct contact)

2. Capacitive (electric)

3. Inductive (magnetic)

4. Radiative (electromagic)

Both capacitive and inductive coupling refer primarily to near field coupling. A control

circuit or cable is considered to be in the near field of an electromagnetic source when the
source to circuit distance "i)s olfegshet thamghQC.s16
frequency. Radiative coupling refers to circuits located in the far field of a source where the
sourcebs emi ssions are seen as a true propadg

Techniques for Electrical Noise Minimization

There are five primary techniquis electrical noise minimization:
Suppression at the source

Positioning and isolating control cables

Shielding

Grounding

Filters

arwnpE
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Other electrical noise minimization techniques include
A use of isolation and/or neutralizing transformers
A use of differential mplifiers
A increasing the signab-noise ration
A use of fiber optic cable

b. Describe the purpose or use, and advantages and disadvantages, of single-point
ground systems, multi-point ground systems, and floating ground systems.

SinglePoint Ground System

Thesinglepoint ground system is used to eliminate circulation of ground currents that cause
common mode noise. This is the most commonly used system in an industrial environment. It
is implemented by connecting the signal circuit to the station groundyapoalpoint. This
grounding method is very effective and is adequate when dealing with equipment operating
at frequencies below 300 kHz. (Various sources place this frequency at anywhere between
100 kHz and 10 MHz. The equipment manufacturer should beitedgor each specific
installation.)

A disadvantage of the system is that it is ineffective at high frequencies where signal
wavelengths approach the equipment enclosure dimensions or the ground cable length. As
equipment dimensions or ground cable lesgipproach 0.15 of the signal wavelength, the
cable can no longer be considered a-loypedance ground. Singf®int reference grounds
should be differentiated from signal return conductors, which do carry current under normal
conditions.

In a distributectontrol system the equipment may be widely scattered throughout the station,
and it is impractical to implement a singleint grounding arrangement. An I&C system is
considered a distributed system when the individual control station cabinets are widely
separated from each other. Such a system has special problems since the impedance in the
signal reference conductors will result in a ground potential difference between the cabinets.
Figure 78 illustrates an approach to providing a stpglat ground syem for this condition.

The communications circuits between the cabinets should have appropriate protection for the
common mode noise that is likely to result from the impedance of the long, insulated signal
grounds.
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Figure 78. Singlepoint ground system for lodrequency signals with cabinets widely
separated

Multi-point Ground System

A multiple-point ground system should be considered when grounding equipment that
operates at frequencies over 300 kiHavben long ground cables are used. Each circuit is
connected to ground at the closest point rather than routing all ground conductors to a single
ground point. The advantages of this system are that circuit construction is easier, and that
standing waveféects in the ground system at high frequencies are avoided. However, the
system needs to be well maintained to overcome the effects of corrosion, vibration, and
temperature change. Another disadvantage is that the system may create multiple ground
loops hat may cause inadvertent common mode noise. A mufiqlg ground system is an
option for lowfrequency signals, as shown by figure 79.
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This configuration accepts that a ground voltage difference will exist between the signal

references and that thepappriate degree of protection should be provided for the resulting
common mode noise.
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Figure 79. Multiple-point ground system for losfrequency signals with cabinets widely
separated

Floating Ground $stem

The floating ground system is used to isolate circuits or equipment electrically from a
common ground plane or from common wiring that might introduce circulating currents and
produce common mode noise. It is implemented by electrically intercongeleé signal
grounds, yet isolating them from a common ground plane (see figure 80). A hazard of this
system is that static charges may accumulate and eventually cause a destructive or noise
producing discharge current to flow. It is usually advisablenfdement this system with a
bleeding resistor connected to ground to avoid the buildup of static charges.
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Figure 80. Floating ground system

c. ldentify the IEEE Standard citing requirements for VSS 1&C equipment signal
cable shield grounding requirements (IEEE Std 1050-1996).

IEEE Std 10561996 contains information about grounding methods for generating station
I&C equipment. The identification of I&C equipment grounding methods to achieve both a
suitablelevel of protection for personnel and equipment is included, as well as suitable noise
immunity for signal ground references in generating stations. Ideal theoretical methods and
accepted practices in the electric utility industry are presented.
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48. Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety design requirements for VSS Motor Operated Valves (MOV) (IEEE Std 1290-
1996, DOE O 420.1B, DOE G 420.1-1, etc.).

a. ldentify the IEEE Standard, citing requirements for motor applications, protection,
and control for MOV motor applications (IEEE Std-1290).

The following is taken froMlEEE Std 129€1996.

Applications

Valve actuator motors (VAMSs) have a unique design that can result in significantly different
operating characterissdthan NEMA Design B motors. Continuous duty motors, such as

NEMA Design B Motors, are rated in HP, which implies a constant torque. VAMSs are

neither continuous duty nor constant torque at rated speed. They can be characterized as short
duty time, high stding torque motors.

Protection

In general, protection schemes shall consider the design function of the VAM and its ability
to perform this function. The protection scheme shall also consider the protection of the
VAM. However, protection cannot always designed to enable the valve to perform this
design function and to protect the valve actuator. When this occurs, VAM protection should
be established to encompass one of the following options:
A Protect the VAM at the expense of its design function torertat later VAM
operation is possible. However, protection should not be provided that infringes on
the design basis safety function of the VAM.
A Provide as much VAM protection as possible without limiting its chances of
accomplishing its design functioRroviding limited VAM protection may allow
undetected VAM degradation.

Protection can be provided by various types and combinations of devices. This guide
discusses thermal overload relays; fuses; thermal contacts; resistance temperaturé detector
resistas; molded case circuit breakers; and DC VAM surge protection. This guide is
concerned only with VAM coordination with upstream power sources. As VAMs frequently
have not been fuse protected, this guide provides some detail on fuse application.

Control

This clause includes considerations to be addressed in designing an MOV control circuit.
Each block represents an individual portion of the control scheme that will be discussed in
detail in the following subclauses. This clause provides suggestions faatimgghe

individual blocks into a complete control circuit such that the MOV can perform the required
function for its application. The Electric Power Research Institute application guide NP
6660-D also provides guidance for selecting control, protecton alarm functions that are
consistent with typical MOV applications.
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The first step in designing a control circuit is to obtain the specific system design
requirements. The MOV system requirement data sheet can be used to document the valve
functionalrequirements needed to develop the control circuit. The design of a control scheme
is based on the valve application, system design requirements, valve design and type
(including design limits), vendor requirements, and limitations of control devices.

Sulrlauses 6.1 through 6.6 provide brief descriptions of each block of the control logic,
including advantages, disadvantages, and design considerations for each. These descriptions,
in combination with the MOV system requirements, give the parameters ngdessalect a

control configuration appropriate for the MOV control circuit.

Protection can be provided by various types of devices. For examples of these devices, see
clause 5.

VII. ELECTRICAL SAFETY REQUIREMENTS AND PRACTICES

This section is optional and should be used by the program and/or field offices to
assist them with specific technical qualifications for that office.

49. Electrical personnel shall demonstrate a familiarity level knowledge of electrical
safety requirements and practices in the following list of regulatory and consensus
standards documents, including the relationship between these documents and
which are Aenforceabled in your sitebds contractc
1910 and Subpart S, and 29 CFR 1926 Subparts K and V); NFPA 70E, Standard for
Electrical Safety in the Workplace/Maintenance; NFPA-70B, Recommended Practice
of Electrical Equipment Maintenance; DOE-HDBK-1092-2004, Electrical Safety
Handbook; and 10 CFR 851, Worker Safety and Health Program.

[Note: Thetitlte of NFPA70Edoes not contain the term AMaint

[Note: The 2004 version of NFPA 70E has been superseded by the 2009 revision
and is archived but still available. Because the 2009 revision was drastically
reduced in scope it is not used as areference in this guide.]

a. Describe the purpose, scope, and application of the requirements detailed in the
listed standards and Orders.

29 CFR 1910
The WilliamsSteiger Occupational Safety and Health Act of 1970 (84 Stat. 1593) states that

Without regard to chapter 5 of titte United States Coder to the other
subsections of this section, the Secretary shall, as soon as practicable during
the period beginning with the effective date of this Act and ending 2 years

after such date, by rule promulgate as an occupationay safeealth

standard any national consensus standard, and any established Federal
standard, unless he determines that the promulgation of such a standard would
not result in improved safety or health for specifically designated employees.

The legislative prpose of this provision is to establish, as rapidly as possible and without
regard to the rukenaking provisions of the Administrative Procedure Act, standards with
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which industries are generally familiar, and on whose adoption interested and affected
persons have already had an opportunity to express their views. Such standards are either
national consensus standards on whose adoption affected persons have reached substantial
agreement, or Federal standards already established by Federal statutegtiwmegul

29 CFR 1910 carries out the directive to the Secretary of Labor under section 6(a) of the Act.
It contains occupational safety and health standards that have been found to be national
consensus standards or established Federal standards.

29 CFR 198

29 CFR 1926, beginning with subpart A, sets forth the safety and health standards
promulgated by the Secretary of Labor under section 107 of the Contract Work Hours and
Safety Standards Act. The standards are published in subpart C of this part aviddollo
subparts. Subpart B of this part contains statements of general policy and interpretations of
section 107 of the Contract Work Hours and Safety Standards Act having general
applicability.

NFPA 70E, Standard for Electrical Safety in the Workplace

NFPA 70E addresses those workplace electrical safety requirements that are necessary for
the practical safeguarding of employees in their pursuit of gainful employment. This standard
covers the installation of electric conductors, electric equipment, sigraalthg
communications conductors and equipment, and raceways for the following:

A Public and private premises, including buildings, structures, mobile homes,
recreational vehicles, and floating buildings
Yards, lots, parking lots, carnivals, and industrial satizns
Installations of conductors and equipment that connect to the supply of electricity
Installations used by the electric utility, such as office buildings, warehouses, garages,
machine shops, and recreational buildings, that are not an integraf pagénerating
plant, substation, or control center

> > >

NFPA-70B, Recommended Practice of Electrical Equipment Maintenance

NFPA-70B applies to PM for electrical, electronic, and communication systems and
equipment and is not intended to duplicate or supeissttections that manufacturers

normally provide. Systems and equipment covered are typical of those installed in industrial
plants, institutional and commercial buildings, and large multifamily residential complexes.
Consumer appliances and equipmergmaied primarily for use in the home are not included.

The purpose of this recommended practice is to reduce hazards to life and property that can
result from failure or malfunction of industrigpe electrical systems and equipment.

DOE-HDBK-10922004, Eéctrical Safety Handbook

TheElectrical Safety Handbogkresents the DOE safety standards for DOE field offices or
facilities involved in the use of electrical energy. It has been prepared to provide a uniform
set of electrical safety guidance and inforimafor DOE installations to effect a reduction or
elimination of risks associated with the use of electrical energy. The objectives of this
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handbook are to enhance electrical safety awareness and mitigate electrical hazards to
employees, the public, anke environment.

This handbook provides general information to enhance understanding of DOE Orders,
national codes, national standards, and local, state, and Federal regulations. This handbook
shall not supersede more stringent requirements in those &bplooales, standards, and
regulations.

10 CFR 851

Tittel 0 CFR 851, AWor ker SeolifestyeDamar Hmaht s Pwor
protectionprogram requirements established®E O 440.1BWorker Protection Program

for DOE (Including the Nationdluclear Security Administration) Federal Employees

Consistent withthe intent of Congress, DOED4 0. 1B forms the basis fc
substantive requirements. T@enference Committee for the National Defense Authorization

Act recognized that contractcurrentio per at e under ptovidessan Or der , 0
adequate levelada f et y. 0 ( Co n fig#2,e\oversberR2 pO62; dt 7971.)0 7

b. Discuss the graded approach process that Department line management uses to
determine an appropriate level of coverage by electrical personnel. Include in this
discussion the factors that may influence the level of coverage.

The following is taken fronDOE O 5480.20A.

A graded approach means a process by which the level of analysis, documentation, and
action necessaryptcomply with a requirement are commensurate with the relative
importance to safety, safeguards, and security; the magnitude of any hazard involved; the
life-cycle stage of a facility; the programmatic mission of a facility; the particular
characteristicsf a facility; and any other relevant factor.

The following is taken fronDOE O 420.1B.

A graded approach considers the following factors:

A Remaining Facility Lifetime and the Safety Significance of Remaining Operations.
Facilities undergoing deactivatipand decontamination and decommissioning, may
be undergoing frequent changes, modifications, and in some cases, removal of
systems no longer needed to support the safety basis of those operations. After
deactivation or when a facility is in lortgrm sureillance and maintenance, there
may be less need for attention.

A Safety Importance of the System. Not all systems are equal as measured by the
likelihood and consequences of the hazard and the accidents that they prevent or
mitigate. The level of system domentation detail in CM should be tailored to the
importance of the system.

c. Determine contractor compliance with the listed documents as they apply to
contract design requirements and electrical system activities at a defense nuclear
facility.

This is aperformancebased KSA. The Qualifying Official will evaluate its completion.
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50. Electrical personnel shall demonstrate a familiarity level knowledge of DOE O 414.1C,
Quality Assurance, as it pertains to electrical systems.

a. Mandatory Performance Activity: Describe how electrical equipment is procured
based upon its safety function and/or nuclear-related activity using quality
assurance criteria and appropriate national or international consensus standards.

This is a performanebased KSA. The Qualifying Officiavill evaluate its completion.

b. Describe what is meant by implementing quality assurance criteria using a graded
approach.

The following is taken fronDOE O 414.1C.

Each DOE organization must develop and implement a QAP that implements QA criteria
using agraded approach. The QAP must address the following management, performance,
and assessment criteria:

A Management/Criteriondl Program: Establish an organizational structure, functional
responsibilities, levels of authority, and interfaces for those maggggnforming,
and assessing work. Establish management processes, including planning, scheduling,
and providing resources for work.

A Management/Criterion@® Personnel Training and Qualification: Train and qualify
personnel to be capable of performing assthwork. Provide continuing training to
personnel to maintain job proficiency.

A Management/Criterion® Quality Improvement: Establish and implement processes
to detect and prevent quality problems. Identify, control, and correct items, services,
and processs that do not meet established requirements. Identify the causes of
problems, and include prevention of recurrence as a part of corrective action
planning. Review item characteristics, process implementation, and other-quality
related information to ideify items, services, and processes needing improvement.

A Management/Criteriond Documents and Records: Prepare, review, approve, issue,
use, and revise documents to prescribe processes, specify requirements, or establish
design. Specify, prepare, reviewpapve, and maintain records.

A Performance/Criteriond Work Processes: Perform work consistent with technical
standards, administrative controls, and hazard controls adopted to meet regulatory or
contract requirements using approved instructions, proceaceddentify and
control items to ensure their proper use. Maintain items to prevent their damage, loss,
or deterioration. Calibrate and maintain equipment used for process monitoring or
data collection.

A Performance/Criteriond Design: Design items andqresses using sound
engineering/scientific principles and appropriate standards. Incorporate applicable
requirements and design bases in design work and design changes. Identify and
control design interfaces. Verify/validate the adequacy of design psodsiciy
individuals or groups other than those who performed the work. Verify/validate work
before approval and implementation of the design.

A Performance/Criteriond& Procurement: Procure items and services that meet
established requirements and perfornsecified. Evaluate and select prospective
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suppliers on the basis of specified criteria. Establish and implement processes to

A Performance/Criteriond Inspection and Acceptaad esting: Inspect and test
specified items, services, and processes using established acceptance and

A Assessment/Criteriond®®@Management Assessment: Ensure that manageess their

ensure that approved suppliers continue to provide acceptable items and services.

performance criteria. Calibrate and maintain equipment used for inspections and tests.

management processes and identify and correct problems that hinder the organization

in achieving its objectives.

A Assessment/Criterion 80Independent Assessment: Plan and conduct independent

assessments to measure item and service qualitharadiequacy of work

performance and to promote improvement. Establish sufficient authority and freedom

from line management for independent assessment teams. Ensure that persons

conducting independent assessments are technically qualified and knowledgeable

the areas to be assessed.

The criteria listed above are implemented using a graded approach that accounts for the
following factors:

A The relative importance to safety, safeguards, and security

The magnitude of any hazard involved

The life-cycle stage oa facility or item

The programmatic mission of a facility

The particular characteristics of a facility or item

The relative importance to radiological and nonradiological hazards

Any other relevant factors

> >

I I > >

c. Describe the types of documents related to electrical systems that should be
controlled by a document control system.

The information for KSAs O6c¢cZA. and 6do6 i s

Records should be compiled in a records management system. Typical records include
procedures, plans, and manuals;nireg and qualification results; acceptance test results;

t ake

technical/regulatory correspondence; operational records; design basis descriptions, design
review results, design revisions, and CM data; and quality problem resolutions. Records may

be in a varietyf forms (e.g., electronic, written, or printed; microfilm; photographs;
radiographs; or optical disks).

A document control system should be in place to control the preparation, review, approval,

issuance, management, and revision of documents. Docuanenequired by organizations,
projects, or programs to control policy and administrative and/or technical information. A

document may describe work to be done, data to be used at different locations or by different

people, or, in changing situations, datde controlled from time to time for reference
purposes. The document control system should be established to supply the documents
necessary for personnel to safely and correctly perform their assigned responsibilities.

DOE-HDBK-10922004,Electrical Sdety,notes that the following must be documented and

maintained in records:
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Performance of work

Personnel training

Work instructions

Equipment testing data

LOTO procedures

Maintenance inspections and servicing
Manufacturerds recommendations
Hazardougocation evaluations

Dielectric test results

Safety determinations

Accepted risk determinations

Decisions to forgo grounding or bonding
Equipment design data
Selfassessments

Electrical deficiencies noted
Maintenance and care of PPE

T I T D I D D T D D D

d. Discuss the requirements for revision and distribution of controlled documents.

A document control system should be in place to control the preparation, review, approval,
issue, control, and revision of documents. Documents are required by organizations, projects,
or programsd control policy and administrative and/or technical information. A document

may describe work to be done, data to be used at different locations or by different people,
or, in changing situations, data to be controlled from time to time for referencespardhe
document control system should be established to supply the documents necessary for
personnel to safely and correctly perform their assigned responsibilities. Document control
systems ensure that the mechanisms developed to implement the safagement

functions of DOE P 450.4 are properly prepared, controlled, and available for use.

e. Discuss the determination of calibration frequency for electrical test equipment.
The following is taken from DOEIDBK-10922004.

Instrumentation shall be calibeal per manuf acturersoé instructdi
should be maintained for each instrument, by serial number or an equivalent method,

showing dates of inspection, calibration data as received, the date when it should be recalled
from the field ad a recalibration check made, and any interim repairs. After a period of time,

it should become obvious what frequency needs to be established for calibrating each

instrument.

Calibration schedules and procedures for calibrating testing apparatus arsmeschad to
be in accordance with ANSI C39.1.

The following is taken from NFPA 70B, ch 21.7

In general, any test equipment used for the calibration of other equipment should have an
accuracy at least twice the accuracy of the equipment under test. Téguipstent should
be maintained in good condition and should be used only by qualified test operators.
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